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 Dedicated to my dad, John Arena.




Thanks for supporting my addiction to photography



for so many years during my youth.



 Insights on this
 second edition


We’ve made five laps around the sun since I wrote the original Speedliter’s Handbook
 . In those five years, much has changed about the way I use Speedlites. Of course, Canon’s introduction of the 600EX-RT system—with its built-in, two-way communication—was reason enough to update the book. Yet, this new edition is so much more. Virtually every word, photo, and diagram in the first edition has been evaluated and either polished or cut.

The biggest change between the first and second editions is my shift away from automated camera and flash modes. Much of the first edition was based on using Aperture-priority (Av) on my camera and E-TTL on my Speedlite, which required acrobatic moves of exposure compensation and flash exposure compensation. By teaching hundreds of students face-to-face over these five years, I’ve come to again believe that Manual mode, on both the camera and flash, is the best way to learn. I now share very clear guidelines on when to shoot in E-TTL and when to shoot in Manual mode.

Other additions/expansions in the second edition include:
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 Buttons-and-dials coverage of every current Canon Speedlite from the 600EX-RT down to the 90EX along with tips on using older Canon Speedlites and models from other manufacturers
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 A new chapter on maximizing the benefits of on-camera flash
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 Expanded portfolios of portraits made with a single Speedlite and multiple Speedlites
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 Complete updates to the chapters on light modifiers and gels
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 Greater emphasis on step-by-step workflows
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 Expanded discussions of how to use Canon’s camera-based LCD menu system for Speedlite control
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 And, of course, complete coverage of how to use the radio-enabled 600EX-RT system by itself and with earlier generations of Canon Speedlites.


Thanks are owed to so many.
 This book would not be going to press without the support of the following and so many others:
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 Amy and our three lads: Tom, Vin and Tony
 —Thank you for serving as my models, assistants, and cheerleaders (even when you wanted to be somewhere else).


[image: Image]

 Rudy Winston
 —My technical guru at Canon USA. Your detailed answers to my multi-year stream of questions make me look much smarter than I am.
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 Ted Waitt
 —My long-suffering editor. Your admonition to “tell the reader what you do, not everything you know” still resonates every time I step up as a teacher.
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 Gabe Biderman
 and my extended family at B&H Photo—By sharing the word about my events and online videos, you have brought Speedliting to literally hundreds of thousands of shooters around the globe.
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 Joe McNally
 —You are still my sensei. I remain your humble and grateful student.
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 Bobbi Lane
 —For sharing your joie de vie and letting me fib that you are my sister
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 Zack Arias
 —For your evangelism that more-expensive gear does not necessarily make one a better photographer
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 Peter Read Miller
 —For your friendship, calm inspiration, and encouragement
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 JP Caponigro
 —For continuing to inspire the artist within
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 Frederick Van Johnson
 —For making me laugh whenever we talk


[image: Image]

 M.D. Welch
 —For introducing me to high-speed sync so many years ago
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 Maine Media Workshops, Santa Fe Photographic Workshops, Gulf Photo Plus, and Rocky Mountain School of Photography
 —For providing the opportunities to teach in so many amazing places.

My light shines bright because of you!
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San Luis Obispo, California

August, 2015
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ONLINE SUPPLEMENT- 430EX III-RT Speedlite


Canon announced their newest Speedlite, the 430EX III-RT, as this book was heading to press. Following the 600EX-RT, this new mid-level Speedlite provides another option for radio Speedliting, both as a radio master and as a slave. Further, the 430EX III-RT is fully compatible with Canon’s previous generations of Speedlites that work in optical wireless. The news about the new flash came too late to include operational details in this edition of the Handbook
 . So, I compiled a brief online supplement that details how to use the 430EX III-RT as a solo flash and as a master or slave in both radio or optical wireless.

To access this bonus content, head to www.peachpit.com/store/register.aspx
 and just log in or join peachpit.com
 (it’s free). Then enter 978-0-134-00791-5 as the book’s ISBN. After you register the book, a link to the supplement will be listed on your Account page under Registered Products.

Beyond the specific buttons and dials operations, every other aspect of creating great light with the 430EX III-RT is covered throroughly thoughout the Handbook
 .



 
Online Resources




Look for more information about Speedliting from Syl Arena on these sites:


Syl’s Blog—PixSylated.com

Canon Digital Learning Center (Canon USA)

Canon Pro Network (Canon Europe)

B&H YouTube Channel

KelbyOne Online Training



 Welcome Speedliter!

If you shoot with a Canon camera and want to learn how to use Speedlites, then welcome to the Speedliter’s Handbook
 . Since we’re going to be spending a lot of time together, I want to share my perspective on the book.



This is a book about how I shoot


The Handbook
 presents my approach to lighting with Canon Speedlites and the techniques I use in my photography. If you’ve been shooting for any length of time, don’t be surprised if occasionally you think, “I’d do this differently.” Ask any three experienced photographers how they would approach a situation and you’ll likely get five answers. We’re just this way.





The how and why of the Handbook


The Handbook
 is a book you should have if you want to thoroughly explore the vast potential of Canon’s Speedlite system. If you are looking for a quick read, I’m not your guy.



That said, it’s best if you do not try to read the Handbook
 cover-to-cover. Rather, I encourage you to pick it up and put it down many times.

If you are a novice with Speedlites, then start with Chapter 0
 , Quick Start Guide To Speedliting
 , so that you can start shooting as you work your way through the book. If you know the basics and want to jump into a single topic, then dive right in to that specific chapter.



I am a photographer, not a retoucher


The Handbook
 is a book about flash photography and not a book about lighting via Photoshop. Unless an image specifically states that it has been retouched in post-production, you can assume that it is as it came from my camera.



My view is that I am a photographer who happens to use Lightroom and Photoshop. I’m not really great at either—nor do I feel that I need to be great at driving software. I am a photographer. I hope you decide that you are, too.



Pay Attention to the sidebars


Throughout the Handbook
 , you will find bits of information tucked into sidebars. There are three main types of sidebars, which you can tell apart by their colors.






Speedliter’s Tip: —Insights I Share With Friends—


I hope that you will read every Speedliter’s Tip. My goal is to provide direct insights into how I shoot. When you are just flipping through the book, feel free to just stop at the red boxes.








Speedliter’s Jargon: —The Lingo Every Speedliter Needs To Know—


Learning photography is like learning a foreign language. If you stick with it long enough, you will become fluent. Along the way, there are many words you need to know. I’ve placed the big concepts in the green boxes.








Geek Speak: —Random Technical Bits—


A Geek Speak provides technical insights that you’ll want to explore if you need to know every last detail. If you prefer to avoid technical jargon, then feel free to skip them.







 Chapter 0. Quick Start Guide to Speedliting



ESSENTIAL CONCEPTS FOR SPEEDLITERS





CONTROL YOUR SPEEDLITE VIA THE LCD ON YOUR CAMERA





THE TWO KINDS OF LIGHT IN A FLASH PHOTOGRAPH





MANAGE THE AMBIENT LIGHT FIRST





CONTROLLING THE BRIGHTNESS OF THE FLASH





A SIMPLE FOUR-STEP WORKFLOW





THE LIMITATIONS OF ON-CAMERA FLASH





E-TTL FILL FLASH: A GREAT USE FOR AN ON-CAMERA SPEEDLITE





The Short Version


When you’re starting out, it can be hard to know where to begin. If you hardly know the difference between your Speedlite’s power switch and Mode button, then this is the first chapter you should read.



I promise that all of the concepts and topics will be expanded upon in the 400+ pages that follow. There’s so much I want to share with you. For now, let’s get started with the essentials.


Reading Tip:
 If you are a novice, after reading this chapter, jump to Chapter 18
 : Getting The Most Out of On-Camera Flash
 . After digesting that information, jump back to Chapter 1
 : Learn To See Light
 and continue on.



 [image: Image]




Figure 0.1
 Modern camera and flash technologies are built largely on the premise that the photographer does not know what he is doing—so there is an emphasis on automatic features. The shot at left was made in Program (P) mode with the 7D’s pop-up flash. For the shot at right, I used a 430EX II off-camera.






 Essential Concepts for Speedliters

If your immediate goal is to make better photographs with flash, here are what I consider to be the most important ideas as you start your Speedliting journey.





Control Your Speedlite On Your Camera’s LCD


The easiest place to control your Canon Speedlite is on the LCD of your camera. This takes away the frustration of learning how to navigate small icons on the Speedlite’s LCD. Virtually every Speedlite and EOS camera introduced since 2007 has this capability. We’ll cover the details in just a bit.





Think About The Ambient Light Before You Turn On Your Flash


Throughout the Handbook
 , we will discuss the difference between ambient light (the light that is already in your shot) and the light that you create with your flash. Even if you are taking your first steps as a Speedliter, it is important that you begin thinking about the ambient light before you turn your flash on.





Establish Workflows And Stick To Them


Develop a particular order in which you do things—like manage the ambient light before you turn your flash on—and stick to that order. I will present a simple Speedliting workflow shortly. It will get you started. Then, as your Speedliting skills grow, you can expand upon this simple workflow with your own steps.





A Pop-Up Flash Is Not A Speedlite


The pop-up flash cannot replace the versatility of a Speedlite. The Handbook
 is a book about Speedliting, not “pop-up-ing.” Two good uses for a pop-up flash are to add a bit of fill flash when the light around you is already very bright—such as when you are shooting outdoors in full sun—and to control an off-camera Speedlite as a slave when you are starting out as a Speedliter.





Your Camera’s Hotshoe Is Not The Best Place To Put Your Speedlite


The hotshoe is a convenient place to put a Speedlite, but limits the type of lighting you can do. I am not saying “never use your Speedlite in the hotshoe.” Rather, I’m saying that you should explore off-camera flash as quickly as you can so that you know the range of options you have as a Speedliter.





Use Manual: Automatic Modes Limit Your Understanding Of What’s Going On


Automatic modes on your camera (P, Av, Tv, etc.) and on your Speedlite (E-TTL) may seem easy to use...until your results do not match your expectations. If you are going to use automatic camera modes, then you must master Exposure Compensation. If you are going to use your Speedlite in E-TTL, then you must master Flash Exposure Compensation. I strongly suggest that you work both your camera and Speedlite in Manual mode until you have mastered the fundamentals of exposure and flash power. See 
Chapter 2
 : Exposure Exposed
 and 
Chapter 8
 : Flashing Manually
 for the details.





Always Take Behind-The-Scenes Shots


As you work your way through the Handbook
 , you will eventually sort out that often there are many ways to create the same type of light. Months after a shoot, your photo might not reveal whether you used an umbrella or a softbox. These details matter over time. So, always take a couple of big steps backwards during your shoot and record everything—the position of the subject, the position of the lights, and the modifiers that you used.





Take The Shot And Make The Mistake


I am often asked by students, “How do you know what the flash is going to look like beforehand?” Honestly, sometimes I have an idea of what will happen and sometimes I have no clue. In today’s digital world, just take the shot and see for yourself. I believe that the amount you learn is proportional to the number of mistakes you make along the way.





 Control your Speedlite via the LCD on your Camera

One of the best features of the Canon Speedlite system is that every Speedlite model and EOS camera model introduced since 2007 has the ability to display the entire Speedlite menu on the back LCD of the camera. To make this work, you have to have a compatible Speedlite and camera.





Speedlites That Can Display Their Menu On A Camera LCD



[image: Image]

 600EX-RT, 600EX
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 580EX II
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 430EX II
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 320EX


[image: Image]

 270EX II


[image: Image]

 Macro Ring Light MR-14EX II



EOS Cameras That Can Display Speedlite Menu
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 1Dx[image: Image]

 , 1D Mark IV, 1Ds Mark III, 1D Mark III
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 5DS[image: Image]

 , 5DS R[image: Image]

 , 5D Mark III[image: Image]

 , 5D Mark II
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 7D Mark II[image: Image]
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 , 7D[image: Image]
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 70D[image: Image]
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 , 50D, 40D
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 Rebel SL1[image: Image]
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 , T5i[image: Image]
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 , T4i[image: Image]

 [image: Image]

 [image: Image]
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 , T2i, T1i, XSi, XS
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 M3[image: Image]
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 Models that can display the Flash Function Quick Menu
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 Models with touch-screen control
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 Models with pop-up flashes that can work as an optical master (“transmitter”)
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Figure 0.2
 On cameras with a pop-up flash, look for “Flash Control” > “External Flash Func. Setting.”
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Figure 0.3
 On cameras that do not have a pop-up flash, look for “External Speedlite Control” > “Flash function settings.”
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Figure 0.4
 EOS cameras can be set to display their menus in a wide range of languages.
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Figure 0.5
 Camera models introduced 2007–2011 have a text-based menu of Speedlite options.







 Speedliter’s Tip: —Don’t See Flash Control Or External Speedlite Control?—


If your camera is in Full Auto (green box) mode, you will not see “Flash Control” or “External Speedlite Control” on the LCD. Switch the camera mode to M, P, or Av.







Use Your Camera’s My Menu Screen


For quick access, add Flash Control (or External Speedlite Control) to your camera’s My Menu screen (Figure 0.6
 ). Check your camera’s user manual for the specifics on how to record My Menu selections. Generally, you follow My Menu settings > Register to My Menu (Figure 0.7
 ) and then scroll to select the item(s) you want to add to the screen. You can then sort them to put the flash menu at the top.





 [image: Image]




Figure 0.6
 Add “Flash Control” or “External Speedlite Control” to your camera’s My Menu screen to make it easier to find. Shown here: my 70D’s My Menu.
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Figure 0.7
 Check the user manual for your camera on how to record My Menu selections.






The New External Flash Function Quick Menu


Camera models introduced from 2012 on (listed with [image: Image]

 on the preceding page) have a new icon-based External Flash Function Quick Menu that shows all the Speedlite settings on one screen. This is an extremely fast way to check your Speedlite settings and make desired changes.



The menu options change as the Speedlite mode and wireless settings change. Figure 0.8
 shows the menu when the Speedlite is set E-TTL and the wireless system is off. Figure 0.9
 shows the menu when the Speedlite is in Manual mode and activated as a radio master.
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Figure 0.8
 The new icon-based External Flash Function Quick Menu that shows all the Speedlite settings on one screen. Shown here: ETTL mode with wireless turned off.
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Figure 0.9
 The External Flash Function Quick Menu in Manual mode with the Speedlite activated as a radio master.






 The Two Kinds of Light in a Flash Photograph

When you are starting out as a Speedliter, it is important to understand that there are two types of light in your flash photographs: ambient and flash. As we will discuss again and again throughout the Handbook
 , if you think about and manage the ambient light separately from the flash, you will have more creative control.





Ambient Light—The Light That Is Already There


Ambient light is the light that it already there—from the sun, room lights, etc. In many of your flash photographs, the background will be lit only with ambient light.



Often, there is nothing you can do to adjust the ambient light directly. However, as you will learn later in this chapter, shutter speed allows you to control how the camera records ambient light independently of how it records the light from your flash.



Flash—The Light You Create


In the vast majority of your flash photos, you will use the Speedlite to illuminate your subject in some way—either as the main light, as a light that makes it easier to see into shadowed areas, or as a light that creates an edge of highlight that separates your subject from a dark background.



If your subject is close to a background, then your flash will light your subject and the background. If your subject is separated from the background, then the flash that flies past the subject may not be recorded by the camera.
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Figure 0.10
 As shot, this photo of my son Vin has both ambient light and flash.
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Figure 0.11
 This is the portion of the photo that is lit by ambient light. If the background is not close to the subject, it is only lit by ambient light.
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Figure 0.12
 This is the portion of the photo that is lit by flash. The flash that flies past Vin, has nothing to bounce off—so it does not return to the camera.






 Manage the Ambient Light First

As a Speedliter, I want you to think about and manage ambient light before you turn your flash on. This way, you can toggle between two shots on your camera—one lit with ambient only and one lit with ambient+flash—to see exactly what the flash is contributing to the shot.





You Can’t Dim The Sun...Or Can You?


Typically, ambient light cannot be changed or modified to any great extent. For instance, there is no dimmer switch for the sun.



That said, you don’t have to accept ambient light as it comes from the source. Here’s an essential truth about Speedliting:



Even though you may not be able to control an ambient light source directly, you can use your camera’s shutter speed to control how bright or dark it appears in the photograph.



Take a look at Figure 0.13
 and then another look at Figure 0.10
 . Figure 0.13
 is an ambient-only study shot I did at the beginning of the shoot. There is no flash in this shot. Notice how the sky lacks drama. Notice also how the details in the field draw your eye away from Vin. To create the dramatic ambient light in Figure 0.10
 , I increased the shutter speed from [image: Image]

 ″ to [image: Image]

 ″, a change of minus 4-stops.
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Figure 0.13
 I start my shoots with a series of ambient-only study shots. Then I change the shutter speed to adjust the appearance of the ambient light.






How To Get The Ambient Light You Want


For reasons that we will go deep into later, know that the camera meters the world differently than you see it. Further, the camera has no idea what is actually in front of the lens. Nor does it have any idea about your visual intentions. I often disagree with how the camera wants to expose the scene. Feel free to be disagreeable, too, and make the ambient light appear brighter or dimmer.



If the scene is brightly lit, often I will underexpose the ambient—making the portion of the picture not lit by the Speedlite a bit dark—because I want to direct the viewer’s eye to the subject.

If the scene is dimly lit, I might want to brighten the ambient light by using a slower shutter speed. (Note: A camera operating in Aperture-Priority Av mode will typically overexpose the background by using a long exposure to gather what it thinks is enough ambient light.)

The first thing that I want to know when I’m making a new photograph is how the camera sees the ambient light. Further, I want to settle on an ambient exposure before I start dealing with flash.

Before turning the Speedlite on, I will do the following:



1.

 Set my camera’s mode into M (Manual).



2.

 Dial in the aperture I need based on the depth of field that I want (see 
Chapter 2
 : Exposure Exposed
 for details).



3.

 Adjust the shutter speed until the needle in the center of the viewfinder is centered.



4.

 Fire off a test shot.



5.

 Dial the shutter speed one whole stop faster to dim the ambient (i.e. [image: Image]

 ″ > [image: Image]

 ″) or one whole stop slower to brighten the ambient (i.e. [image: Image]

 ″ > [image: Image]

 ″) and take another test shot.



6.

 Repeat steps 4 and 5 a few more times so that I have a wide range of exposures.



7.

 Select the test shot I like best and set that shutter speed.



 In Av Mode, Use Exposure Compensation To Brighten Or Darken The Ambient Light


When you shoot in Aperture-Priority (Av) mode, you pick the aperture and the camera picks the shutter speed. To adjust the ambient light in Av, you need to use Exposure Compensation (EC).



The specific steps for adjusting EC vary by camera model. So, check your camera manual for the exact details. The following generic steps will get you started for most models*:



1.

 Switch on the Quick Control Dial (the big wheel on the back—Figure 0.14
 ). If there is an angled line on the back of your camera that points to the big wheel, turn the switch to that angled line.
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Figure 0.14
 The Quick Control Dial on the back of the camera, shown here on a 7D, is used to adjust EC.






2.

 Turn the Quick Control Dial left to adjust the EC down and right to adjust it up.



3.

 In the viewfinder the EC scale appears between the aperture and the ISO display. Push the shutter button halfway to see it. You can also see the EC scale on the top LCD panel (Figure 0.15
 ) and the rear LCD panel (Figure 0.16
 ).
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Figure 0.15
 One place to see the EC scale is at the bottom-left corner of the camera’s top LCD panel.
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Figure 0.16
 Another place to see the EC scale is on the main LCD panel.




*On Rebel/xxxD cameras, press the Av ± button and simultaneously turn the Main Dial as shown in Figure 0.17
 .
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Figure 0.17
 On Rebels (aka xxxD cameras outside the U.S.), you hold down the Av ± button on the back with your thumb and simultaneously turn the Main Dial with your index finger to adjust EC.




What about EC in other exposure modes? Avoid shooting Shutter-Priority (Tv) when using flash because the EC moves you make in Tv to control the ambient will change the aperture, which also changes the depth of field. There is no exposure compensation in the fully automatic modes—Green Box or CA. Nor is there exposure compensation in Manual mode. Instead, you adjust the ambient exposure in Manual mode directly by dialing the shutter speed to be faster or slower.



 Controlling the Brightness of the Flash

My Speedlite workflow is a continuation of my ambient workflow. After determining the proper exposure for the ambient light, I start firing the Speedlite(s) and resume the exploration. Just as I want to determine how much ambient light I need to fit my vision, I have to determine how much flash is needed for the same goal.





Speedlite Mode—Controlling The Power




There are many factors to determining the power level at which a Speedlite should fire. The main two are the flash-to-subject distance and the reflectivity of the subject.





E-TTL (Evaluative Through The Lens) is Canon’s proprietary system where the camera and flash work together automatically to set the power level on the flash. It’s fantastic technology in the right circumstances. E-TTL can also provide a source of great frustration when the camera makes decisions that you don’t understand or agree with.

In Manual mode, you turn the power level up or down via controls on the back of the Speedlite. The 430-series go from [image: Image]

 (full power) down to [image: Image]

 power. The 580-series and 600-series run from [image: Image]

 down to [image: Image]

 .



Manual Flash ≠ Manual Exposure


Manual flash is not the same as Manual (M) exposure on your camera. You can shoot your camera in Av and control the power of your Speedlite manually. Conversely, you can set the exposure on your camera manually and fire your Speedlite automatically in E-TTL. You’ll learn reasons to do both later in the Handbook
 . Just remember for now that they are not the same—nor is there a direct link between the two.
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Figure 0.18
 Left: The ETTL icon indicates that the Speedlite is in E-TTL mode. Right: The M icon indicates that the Speedlite is in Manual mode.






E-TTL And Manual Modes—Both Have Their Strengths


E-TTL mode automatically meters and sets flash power. I use it anytime the distance between the subject and the Speedlite(s) is dynamic. I also use it when I need a bit of fill flash outdoors in bright sunlight (see the end of this chapter).



The biggest downside to E-TTL is that the flash power changes automatically when you change what the camera is seeing—such as shifting from vertical to horizontal or zooming from a wide shot to a tight shot. You may not think that you’ve made a change, but the camera meters the scene differently and may increase or decrease the flash power.

Manual is great for situations where the distance between your Speedlite and subject does not change. I use Manual mode when I’m shooting portraits with my Speedlites on stands and for tabletop photography (still-life, food, product, etc.). Manual is also the best mode to learn the mechanics of controlling and shaping flash.

For now, just to get you out the door, feel free to use your Speedlite in E-TTL—provided that you work on your Flash Exposure Compensation techniques. Then, as you gain some momentum with Speedliting, switch your Speedlite to Manual so that you can learn the fundamentals of controlling light. Eventually, you will get to the point where you jump freely between the two modes as I do.



 Fine-Tuning E-TTL With Flash Exposure Compensation


The camera, as smart as its little circuits are, has no more idea about your vision as a photographer when a Speedlite is fired than it does with straight ambient light. So, when shooting in E-TTL, you will sometimes disagree with the amount of flash. Don’t sweat it.



Just as you can use Exposure Compensation to increase or decrease the amount of ambient light in your shot, you can use Flash Exposure Compensation (FEC) to increase or decrease the amount of flash in your shot.

There are three ways to set FEC:


[image: Image]

 on the Speedlite itself


[image: Image]

 through the camera viewfinder


[image: Image]

 on the camera LCD

The fastest place to set FEC is on the Speedlite.



Setting FEC On A 600EX-RT




 [image: Image]




Figure 0.19
 Setting FEC on the 600EX-RT is easy. Here, the FEC has been dialed to +1-stop.








1.

 Confirm that the Speedlite is set to E-TTL.



2.

 Push the +/– button to activate the FEC scale.



3.

 Turn the Select Dial until the marker appears below the FEC amount you want.



4.

 Push the Set button to confirm FEC.



Setting FEC On A 580EX Or EX II




 [image: Image]




Figure 0.20
 Setting FEC at –[image: Image]

 stop on the 580EX II.








1.

 Confirm that the Speedlite is set to E-TTL.



2.

 Push the Set button at the center of the wheel on the back of the Speedlite. You will see the FEC icon and +0 flash on the left side of the LCD.



3.

 Turn the wheel to set the FEC.



4.

 Push the Set button to confirm FEC.



Setting FEC On A 430EX Or EX II
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Figure 0.21
 Setting FEC at +[image: Image]

 stop on the 430EX II.








1.

 Confirm that the Speedlite is set to E-TTL.



2.

 Push the Set button at the center of the half-moon buttons on the back of the Speedlite. You will see the FEC icon and +0 flash on the left side of the LCD.



3.

 Push the left half-moon button to decrease FEC. Push the right button to increase FEC.



4.

 Push the Set button to confirm FEC.




Speedliter’s Tip: —FEC on the 320EX, 270EX/EX II, & 90EX—


These smaller Speedlites do not have LCD screens. To change the FEC, you do it on the camera, either via the FEC scale in the viewfinder or on the main LCD menu. Check the user manual for your camera for the details on how to do this.







 A Simple Four-Step Workflow

The greatest challenge you will have as a photographer is learning how to prioritize what you do. No matter what type of photography you do, I encourage you to develop consistent habits sooner rather than later.





A Simple Four-Step Speedlite Workflow


Here’s a simple way to prioritize your Speedliting workflow as you learn the fundamentals. Steps 2 and 4 may require several adjustments and test shots to fine-tune the settings.





1.

 Take an ambient-only test shot
 —Either use Aperture-Priority (Av) mode on your camera or use Manual (M) mode and center the exposure needle in the viewfinder.



2.

 Adjust the ambient exposure to suit your vision
 —If the camera is an Av, then use Exposure Compensation. If the camera is in M, then adjust the shutter speed directly.



3.

 Turn your Speedlite on and take a test shot
 —Use Manual (M) if the distance between the flash and subject is fixed (in which case start at [image: Image]

 power). If the distance is variable, use E-TTL mode on your Speedlite.



4.

 Fine-tune the amount of flash to suit your vision
 —If the Speedlite is in Manual mode, dial the flash power up or down directly. If in E-TTL mode, use Flash Exposure Compensation to adjust the flash.
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Figure 0.22
 The ambient light as my camera captured it in Aperture-priority mode.
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Figure 0.23
 To focus the viewer’s eye on the subject, I dialed in minus 1-stop of Exposure Compensation (EC) to dim the ambient. The EC setting made the camera fire the shutter one stop faster than calculated by the meter.
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Figure 0.24
 Now I turn the Speedlite on. To create the effect of a beam of sunlight, I covered my Speedlite with an amber gel (CTO). In this test shot, Tom’s face is overexposed by the power of the flash.
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Figure 0.25
 By dialing the flash power down one stop, Tom’s face is no longer blown out. I have the shot that I want. It was only a coincidence that both ambient light (shutter speed) and flash power were reduced by one stop.






 The Limitations of On-Camera Flash

A fundamental concept of Speedliting is the difference between on-camera flash and off-camera flash. You create on-camera flash with your camera’s pop-up or a Speedlite attached to the hotshoe—the flash is literally on your camera. You create off-camera flash when you fire a Speedlite that is not attached to your camera—which we will talk about quite a bit throughout the Handbook
 .





Why Off-Camera Flash Looks Better


Light by itself has no depth. Stare at a blank piece of paper and tell me what you see. You see an even field of white. Now crumple the paper into a ball and then unfold it as smooth as you can. What do you see? You now see the texture of the paper because you now see shadows. So, remember this—light enables you to see an object, shadows enable you to see its depth and texture.



Here is another essential truth about lighting:



To create interesting light, you have to create interesting shadows.



From your camera’s perspective, shadows that go straight back are invisible. That’s what happens with the pop-up flash or a Speedlite in the hotshoe: The shadows go straight back. Making shadows that the camera can see means that they have to go across the photo—your Speedlite needs to be somewhere to the side of your camera and not right on top. We’ll get into how to do this shortly.

Another important truth about lighting is that:



If everything in your photo is lit evenly, then nothing will stand out.



This is what happens with on-camera flash—light is thrown at both sides of your subject equally, so nothing stands out. Using a Speedlite rather than pop-up flash and moving it off-camera means that you can angle the flash so that it lights your subject and creates depth-revealing shadows.
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Figure 0.26
 Left: A pop-up flash may be convenient, but it lacks both power and versatility. Right: A Speedlite provides greater power and options.
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Figure 0.27
 Left: There is no depth or shape to see in a flat piece of paper. Right: It is the shadows that enable you to see the crumpled texture of the paper.
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Figure 0.28
 The light from a 580EX in my camera’s hotshoe flies straight forward and creates an image with little depth (left). Moving it off-camera adds depth by throwing shadows across the face (right).






 E-TTL Fill Flash: A Great Use for an On-Camera Speedlite

On-camera flash is not always a shadow killer. When your subject is lit by the sun, on-camera flash can be very useful as a shadow filler.





In Bright Sun, Shoot E-TTL Fill Flash


You’ve likely created photos outdoors where the faces were lost in shadows. This happened because the contrast between the brightest brights and the darkest darks was too great for the camera to record. As Speedliters, these difficult shots are easy to remedy.



Slide your Speedlite into the hotshoe and turn it on in E-TTL mode with high-speed sync activated.* The camera will sense that the Speedlite is available and automatically adjust the flash power so that the shadows are not a problem.** If you want more or less fill flash, use Flash Exposure Compensation.

The reason that on-camera fill flash looks good when other uses of on-camera flash do not look so good is that fill flash opens up the shadows, but does not overpower them. When the on-camera flash is bright enough to be the main light on your subject, then it literally kills the shadows by lighting both sides of the subject equally.

*To learn how High-Speed Sync works, read 
Chapter 7
 : Control Your Speedlite
 .

**To learn how E-TTL works, read 
Chapter 9
 : E Is For Evaluative
 .
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Figure 0.29
 Left: Ambient light only. Right: Ambient light plus E-TTL fill flash.







Speedliter’s Tip: —The Two Essential Accessories—


You don’t need a load of gear to start making great photographs as a Speedliter—-you just need to have the right
 gear. Beyond a camera, Speedlite, and batteries, there are two accessories that I think every novice Speedliter should have.


Off-Camera E-TTL Cord
 —I’ve said it already, and I will say it many more times throughout the Handbook
 . “To create interesting light, you have to create interesting shadows.”

[image: Image]


This means that you have to get your Speedlite off the top of your camera. The fastest way to do this is with a cord—an E-TTL cord. Canon makes the OC-E3, which stretches to about 3′. There are many third-party E-TTL cords, like the OCF Gear 3C cord shown above, that will do the same job at a more affordable price (OCFGear.com
 ).

Be certain that you get an E-TTL cord. There are other cords that may look similar but do not carry the full E-TTL communication between the camera and Speedlite. These cords will fire your flash in Manual mode only.

To start, get the short, coiled cord. Eventually, you will likely want to get an extra-long E-TTL cord—which should be straight rather than coiled. For now, you just want to get your Speedlite a short ways off-camera.


Fstoppers Flash Disc
 —This is not the only modifier that you will want, but it is the first one that you should buy. From a pocket-sized pouch, the Flash Disc snaps open to create a 12″ “pancake” that you slip over the head of your Speedlite (which you tilt straight up). The sides and back are reflective fabric. The translucent front panel greatly increases the apparent size of the Speedlite, which softens the shadows in your photographs.
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 Part 1: Before Speedlites, There was Light
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 Chapter 1: LEARN TO SEE LIGHT



Chapter 2: EXPOSURE EXPOSED



Chapter 3: MECHANICS OF LIGHT
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Chapter 5: POSITION IS RELATIVE




 Chapter 1. Learn To See Light



THE POETRY OF LIGHT





CHARACTER OF LIGHT





HOW YOU SEE VS. HOW YOUR CAMERA SEES





The Short Version


Speedliting is about far more than knowing how to push buttons and turn dials. Speedliting is about vision and light. It’s about knowing how to see the light around you and then, if needed, using your gear to create the light for the image you want.





The most important skill you can develop as a Speedliter is the ability to light with intent.



In order to light with intent, you must start by truly seeing the light around you. You have to understand a bit about where light comes from in our world and a bit about how it behaves. Most importantly, you need to know that you should be evaluating the light around you all the time.
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Figure 1.1
 Light and shadow dance around and through this glass apple. I often make quick shots when I am moved by the light I see.






 The Poetry of Light

Light shimmers. Light dances. Light falls, skips, bashes, and blinds. Light lifts us up. Light beats us down. In the end, some have said, it is toward the light we go.



Regardless of the type of photographer you are or the type of photographer you want to become, you must always be a student of light. Eventually, once you gain a keen perception of and deep appreciation for light, you’ll also be a connoisseur. Even then, you’ll want to remain a student and continue to learn to see light’s broad and subtle role in our lives.

Look at the light around you right now. I am not saying, “Look at the things around you.” I am saying, “Look at the light.” What surrounds you really does not matter. It’s the light I want you to look at.

Now, what words describe the light around you? Is the light bright or dim, soft or hard, warm or cold, comforting or depressing, calm or energetic?

Decode the light you see. Think about why the shadows are the shape they are and point the direction they do. Think about how the light accentuates or flattens the shape of objects. Think about where the light is coming from and what it is bouncing off of.

As the harvesters of light, we photographers are both blessed and cursed. We are blessed to be on the front line of light’s majesty, beauty, and power. To the same degree, we are cursed by our limited means to capture and portray what we see.

For it is always through some bit of technology that we must transport and eventually display our captured light on paper or screen.

Look at light just as you open your eyes in the morning and just before you close your eyes at night. Beauty and emotion is found in the merger of light and dark. Learn to decode the light you see.
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Figures 1.2–1.5
 Examples of moments when I have been captivated by light.






 Character of Light

When learning how to look at light, remain open to lessons coming at any moment. You will see light that strikes you in a way that you can’t explain. When those moments arrive, snap a photo—as I did for the images on these two pages.



Along the way, you’ll also need to develop a vocabulary so that you can catalog what you see and then communicate it to others. Don’t worry that the reasons behind many of the concepts listed below are not explained here. For now, we’re just concerned with learning how to see them. Throughout the rest of the Handbook
 , we’ll explore how you can craft many different styles of light.



Intensity


Look at how much light is falling on the various objects or people on your set. Is the intensity bright or dim? A long exposure with dim light can make the scene look bright, or it can capture light in a way that you can’t even see. Likewise, a very fast exposure under bright light can accentuate the intensity of the shadows.





Direction


Consider where the light is coming from and the angle at which it hits your subject. Does it come from the right or left, front or back, above or below? Is its angle of approach steep or shallow?





Path


Does the light hit the subject directly, or is it reflected? Reflected light is usually less intense and softer than direct light. Often, a Speedliter will bounce light off a card or reflector as fill light to reveal details that would otherwise drop to black in the shadows.
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Figures 1.6–1.12
 I’m fond of taking snapshots of light when it stirs something inside me. Here is a small collection of some of my favorites.






 Temperature


We know that sunlight looks different at sunrise and sunset than it does during the middle of the day. We say that yellowish light is warm and bluish light is cool.





Shadowline


Look at the edges of the shadows. Are they sharply defined or blurry? Hard light hits the subject from a single direction and creates shadows with defined edges. Soft light hits the subject from multiple directions and creates shadows with blurry edges.





Contrast


Look at the range of light between the brightest brights and the darkest darks. In a high-contrast scene—such as a white car parked on black asphalt at high noon—there is a huge difference between the two. In a low-contrast scene, there is a narrow difference between the brights and the darks.





Consistency


Is the range of light on your subject even? Sunlight streaming through an open window is even. Sunlight streaming through a lace curtain will appear dappled. Also consider whether the range of light is steady or changing.





Highlights


Look at the brightest parts of the scene. Specular highlights are seen as small dots and lines of light that help define details—such as a glint of light from a diamond. Glare occurs when the highlights are broad and detail is blocked—such as an unwanted reflection in eyeglasses.





Chiaroscuro


The drama of light is often determined by how it transitions into darkness. In a scene with a high degree of chiaroscuro, the light transitions from bright to dark quickly. A portrait of a woman sitting by a window where the hair and clothing quickly merge into the shadows is filled with chiaroscuro.





 How You See vs. How Your Camera Sees

Many photographers seldom consider how their vision differs from that of their cameras. Yet every photographer has made a photograph and afterward thought, “That doesn’t look like what I saw.” The difference between the experience and the photograph is often due to the difference between the photographer’s vision and the camera’s vision.





You Have Two Eyes, Your Camera Has One


I know this sounds obvious, but many photographers take our stereoscopic vision for granted. The separation of our eyes is what enables us to see depth.



To get a sense of what your camera sees, close one eye and watch how the world flattens. Geometry (the patterns in a frame) and lighting (the shadows in the frame) are the two ways that a photographer can add depth back into a scene.

Shadows give us a tremendous amount of information about shape and depth.

If you want a strong shadow, use a hard light. If you want a subtle shadow, use a soft light.

Beyond lighting, relative size and converging lines provide clues about position and shape. If two items appear to be the same but one is smaller, you know intuitively that the smaller one is farther away. Yet, your camera records this relationship as shape and light alone. The photograph is flat. You decode depth partially by light/shadow and partially by shape/position.
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Figure 1.13
 By reducing the lattice, pillars, and shadow to a flat, geometric pattern, the camera stripped away the sense of depth I experienced on location.
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Figure 1.14
 The repeating pattern of arches gives this photo an easy-to-understand sense of depth.
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Figure 1.15
 Even though you know from personal experience that oranges are round, it is the subtle shadow and highlight that render the orange as a sphere in this photo.






 You See Brighter Brights And Darker Darks


Go out at high noon and look at a parked car on the street. You can see details in the highlights on the fenders. You can also see details in the shadows around the wheels and on the asphalt underneath. Now point your camera at the same car and take a picture. What happens?



It’s likely that the brightest part of the fenders will be blown out (go to white and lack any detail). It’s also likely that the tires will be hard to distinguish from the wheel wells and that the grooves in the tread and detail in the asphalt will merge into black.



It’s important to understand that we can see a much broader range of tonality than even the most technologically advanced cameras. The maximum range of bright and dark that a camera can record is its dynamic range.



If the dynamic range of your scene is more than your camera can record (or put another way, if the contrast of your scene is too wide), your camera will either blow out (over-expose) the highlights, compress the deep shadow details into black, or do a bit of both. You can see this in Figure 1.16
 . The detail that I could see in the tire tread and asphalt has been recorded by the camera as black.
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Figure 1.16
 In straight sunlight, important details about the tire are lost to black.




As a Speedliter, you can bring the contrast range of the scene back within the limits of your camera through lighting. Specifically, you can add fill light to the shadow areas and expose for the highlights. In Figure 1.17
 , you can see how the addition of two Speedlites has enabled me to capture detail in the wheel that was previously lost. Notice also that the sunlit part of the fender and headlight is virtually the same in the two shots. The difference is the addition of fill light from a pair of Speedlites.



 [image: Image]




Figure 1.17
 The use of two Speedlites brought the contrast range within the capabilities of the camera.
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Figure 1.18
 The set shot shows where I positioned the two Speedlites. The master flash is on the left.






 You Can Distinguish Many More Colors Than Your Camera Can Record


Those of us who came of age during the film era will remember that our choice of film greatly affected the look of our photos. If you used Kodachrome, you’d get rich, warm tones and saturated reds. If you used Ektachrome, you’d get deep, cool tones that favored the greens and blues. We understood that film did not capture the full range of colors that we saw. This detail has been largely forgotten in the digital era.



The fact remains that we can see a far wider range of color than our digital cameras can record. The problem continues with our monitors, the vast majority of which cannot display the full range of colors recorded by our cameras. The color funnel continues to get smaller. You should know also that when you look at a beautifully saturated image onscreen, you will not get the full range of color that you see out of most printers. The good news is that each generation of monitors and printers continues to expand the gamut of color that they can display/print.

An understanding of this limited color gamut can inform how we light. Shooting a deep red dress or flower? Light it with a hard light that casts shadows across the surface. The shadows add contrast and a sense of texture or depth. If the fabric or petals are translucent, then also try backlighting as a way to bring out a greater sense of depth.
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Figure 1.19
 There are many saturated colors that the camera cannot record. In the case of this mandavilla blossom, there were many shades of red that I could see that the camera could not record. This shot, made in open shade, appears flat because the range of reds is very limited.
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Figure 1.20
 Firing a Speedlite through a small diffuser from camera-right adds depth by creating shadows. Note that the shadows are shades of red.
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Figure 1.21
 Another option—firing the Speedlite through the petals—creates a different sense of depth and adds a bit of rim light.






 Your Brain Adjusts Various Light Sources To White; Your Camera Might Not


All light is not white. We just think that it is because our brains adjust it automatically. In the days of film, photographers had to match their film to the predominant source of light. Tungsten (incandescent) lights are really orange. So tungsten film has a strong blue bias to offset the orange cast of the light. Use tungsten film outdoors under the midday sun and the whole scene goes very blue. Digital cameras are the same—except that the white balance settings are inside the circuits.



Speedlites are balanced to the color of sunlight at midday. If you mix your Speedlite with other types of light—such as using your flash for fill light in a room lit with incandescent lamps—you’d best cover your flash with an amber-colored gel (known as a “CTO”). Otherwise, the portion of the scene lit with your flash will have a blue cast. As described in Chapter 21
 : Gelling For Effect
 , these differences in white balance can be played to great theatrical effect as well.
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Figure 1.22
 This is how the camera records warm fluorescent light (using Daylight as the camera’s white balance).
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Figure 1.23
 When the white balance of the camera is switched to Warm Fluorescent, it records the scene with a neutral tint.
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Figure 1.24
 When the scene is relit with tungsten (incandescent) light and the camera is set to Daylight white balance, it records the tungsten light with a distinctive amber cast.
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Figure 1.25
 When the white balance of the camera is switched to Tungsten, it records the scene with a neutral tint.






 Chapter 2. Exposure Exposed



CONNECTING EXPOSURE SETTINGS: APERTURE, SHUTTER SPEED, AND ISO





APERTURE: CONTROLLING DEPTH OF FIELD





SHUTTER SPEED: MANAGING MOTION OR AMBIENT LIGHT





ISO: CONNECTING THE APERTURE AND SHUTTER SPEED





EQUIVALENT EXPOSURES





EXPOSURE MODES





METERING, METERING ZONES, AND METERING MODES





EXPOSURE EVALUATION FOR FLASH PHOTOGRAPHY





YOUR VISION DETERMINES THE PROPER EXPOSURE





The Short Version


Getting the best digital capture possible during the shoot should always be the Speedliter’s #1 goal. “I’ll fix it in Photoshop” is the slogan of those who don’t know how to light.



Knowing the mechanics of exposure and using them creatively are essential to the craft of Speedliting. In flash photography we often want to increase or decrease the amount of light coming from the Speedlites or the amount of ambient light that is captured by a specific amount.

Remember this: The more you use flash, the more you need to grasp the mechanics of exposure and how your camera records what it sees.
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Figure 2.1
 Salvaging a shot from an under- or overexposed capture is a second-rate approach. It’s far better to get the exposure right in the camera.






 Connecting Exposure Settings: Aperture, Shutter Speed, and ISO

Shutter speed, aperture, and ISO are directly linked. Change any one, and your overall exposure changes. That’s fine if you’re trying to correct for an over- or underexposed shot. However, if you switch to a faster shutter speed because you want to freeze action and keep the overall exposure the same, you’ll need to change the ISO or aperture in the opposite direction. Knowing which way to go—and how much—is why understanding their relationship is so important.





 [image: Image]




Figure 2.2
 There are many possible combinations of ISO, shutter speed, and aperture for a given amount of light. The most suitable combination is determined by the photographer’s vision.






Think “Stop” To Connect Exposure Settings


The challenge of understanding how exposure settings connect to one another is that each setting uses a different number system: f/stops for aperture, fractions of a second for shutter speed, and multiples of 100 for ISO.



Throughout the Handbook
 , I will use the term stop
 to refer to a doubling or halving of any exposure setting—as shown in Figure 2.3
 . Other authors use EV
 for the same purpose.
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Figure 2.3
 One stop of change to any of the exposure settings (aperture, shutter speed, or ISO) happens when it is either cut in half or doubled.




This idea of a stop is critical to understanding the relationships between exposure settings. If you know how many stops of change you made to one setting, then you can make an off-setting change to another setting and keep the exposure balanced.

As we explore each of the exposure settings in detail, you will see a chart that lists each of the settings in whole-, half-, and third-stop increments. Film cameras traditionally used half-stops. Digital cameras typically use third-stops. With all these numbers, it’s no wonder that photographers get confused!

I strongly encourage you to memorize the whole-stop increments
 for each setting. Then you can choose to ignore all the other numbers that fly by as you turn dials on your camera. For instance, when you want to change your shutter two stops from [image: Image]

 ″, you should know that [image: Image]

 ″ is correct and that [image: Image]

 ″ is not.
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Figure 2.4
 Exposure settings are exponential, meaning that every stop of change either halves or doubles the quantity of the previous stop. Going from 1 to 4 is a two-stop change.







Speedliter’s Tip: —Know How Many Clicks Per Stop—


To change any of the exposure settings on your digital camera by a whole-stop likely requires three clicks on the adjustment dial. However, it might take only two clicks or even just one click to make a whole stop change if the custom functions have been adjusted. You should confirm whether your camera is set for three or two or one click per stop. I’ve set my cameras so that aperture and shutter speed are three clicks per stop and ISO is one click per stop.







 Aperture: Controlling Depth of Field

Think of aperture as the pupil inside the lens. Just as the pupils in your eyes contract to a small diameter under bright light, a small aperture in your lens reduces the amount of light passing through.



Apertures are described in f/stops, a term that originated back in the day when everything about photography was manual. The aperture was set by sliding a lever or turning a ring on the lens to a specific spot, or “stop.”

The range of whole f/stops, from widest to narrowest, is f/1, f/1.4, f/2, f/2.8, f/4, f/5.6, f/8, f/11, f/16, f/22, f/32, f/45, f/64, and f/128. Going from one f/stop to the next whole stop means that the area of the aperture and, hence, the amount of light going through the lens is either halved or doubled—depending on which way you’re going.

If you want to impress your fellow photographers, remember that f/stop is a dimensionless measurement—meaning that f/8 isn’t the same size on a 28mm lens as it is on a 135mm lens.



An f/stop expresses the relationship of the focal length of the lens to the diameter of the aperture.



So, the diameter of the aperture on a 28mm lens set to f/8 is much smaller than the diameter of the aperture on a 135mm lens set to f/8.




Speedliter’s Jargon: —Stopping Down & Opening Up—


When you change your aperture to a smaller f/stop, say from f/5.6 to f/8, you are stopping down. This refers to the fact that the actual size of the aperture gets smaller. When you make the aperture larger, as when heading from f/16 to f/11, you are opening up.







Whole, Half, And Third Stops


It’s critical to understand whether your camera breaks up f/stops into halves or thirds. Many digital cameras can go either way. Most digital cameras default to third stops as it gives you just a bit more control.
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Figure 2.5
 The important point to remember when changing apertures is that the numbers changing in your viewfinder or LCD are partial and not whole f/stops.






 
 [image: Image]




Figure 2.6
 The difference in the size of one whole f/stop to another can be seen easily in this chart. The area of the aperture at f/2 is twice as large as the area of the aperture at f/2.8, which is twice as large as the area of the aperture at f/4, and so on.







Geek Speak: —The Geometry Of F/Stops—


Ever wondered why whole f/stops follow the pattern of alternating between multiples of 1 and 1.4? It has to do with a bit of geometry and the square root of two—which happens to be 1.4142136.

You know that opening the aperture by one f/stop means that the area of the aperture has been doubled. From high school geometry, you might remember that the area of a circle is pi times radius squared (π • r2
 ).

So, if the radius of the aperture is 1, then the area of the aperture is (π • 12
 ) = 3.14. If we double the radius of the aperture to 2, then the area of the aperture is (π • 22
 ) = 12.56—which is four times 3.14, not twice.


Here’s the math:
 To double the area of the aperture, instead of increasing by a factor of 2, the radius has to increase by a factor of 1.4142136 (which photographers round off to 1.4).


Here’s the proof:
 π • 1.41421362
 = 6.28, which is twice what you get from π • 12
 = 3.14. So, to get the progression of whole f/stops—1, 1.4, 2, 2.8, 4, 5.6, 8, 11, 16, 22, 32, 45, 64, 90, 128—you multiply the preceding f/stop by 1.4 (with a tiny bit of rounding along the way) to get the next stop.
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Figure 2.7
 Check to see if your camera has the option to set the increment of the aperture. For precise control, set it to the smallest increment available. Shown above are the menu options for the Canon EOS 70D.






 Aperture And Depth Of Field



Depth of field
 (DOF) is the term photographers use to describe how much of the image, front to back, appears to be in focus.





In order to express your vision as a photographer, it is important to understand the mechanics of DOF.



Four factors affect DOF: aperture, focal length, focusing distance, and sensor/film size.

The main reason that you should choose one f/stop over another has to do with depth of field. As shown in Figure 2.8
 , wide apertures (aka f/stops with lower numbers) yield a shallow depth of field. As the apertures get narrower (meaning that the f/stop numbers get larger), the depth of field becomes deeper (Figures 2.9
 and 2.10
 ).
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Figure 2.8
 At f/1.2, the depth of field from this 85mm lens is extremely shallow. There is no doubt that Ariana is the subject of this photograph.
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Figure 2.9
 At f/8, the depth of field is moderate—the bushes begin to compete with Ariana for attention.
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Figure 2.10
 At f/16, the depth of field is as deep as it will get. Now that everything appears equally sharp, the photographer’s intended subject can become ambiguous. Perhaps now Ariana is photobombing a garden shot of the bushes?




More often than not, I start building my exposure around the aperture that will give me the depth of field that I desire. I tend not to worry about or use partial stops of aperture. Typically, the difference between f/5.6 and f/6.3 is not visually significant, so I stick with whole stops.

When I’m shooting super-shallow DOF and want to assure that I have the critical parts of the shot in focus, I use a DOF app on my smartphone to calculate the appropriate aperture based on the amount of depth of field that I need. You would be surprised at how often I find that I need f/4 rather than f/1.2.




Speedliter’s Tip: –Remembering Depth Of Field–


When it comes to depth of field, if you think of the f/stops as numbers along the side of a swimming pool, you’ll remember that the depth of field at f/2.8 is shallow and the depth of field at f/22 is deep. Now isn’t that easy to remember?

[image: Image]








 Lens Focal Length And Depth Of Field


Shallow depth of field is more pronounced on long lenses than it is on wide-angle lenses. This is because the infinity point gets farther from the camera as the focal length of the lens increases. Put another way, a wide-angle lens appears to have much deeper depth of field than a long lens.



In Figures 2.11
 –2.14
 , the four photos were created with two different lenses at their widest and smallest apertures. The top two were shot at 24mm on the 24–70mm f/2.8L, and the bottom two were shot at 180mm on the 70–200mm f/2.8L II IS.
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Figure 2.11
 24mm on a 5D Mark II, f/2.8.
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Figure 2.12
 24mm on a 5D Mark II, f/22.
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Figure 2.13
 180mm on a 5D Mark II, f/2.8.
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Figure 2.14
 180mm on a 5D Mark II, f/32.




If you compare the top two images, you’ll see that there is very little difference between the depth of field at f/2.8 and f/22. Now compare the bottom two shots. You can see that the left-most columns at f/2.8 are very much out of focus. Yet, at f/32, they appear sharp.

Another major difference between the top and bottom pairs, of course, is perspective. For the wide-angle shots, it was easy for me to get all the columns in the frame. The wide-angle perspective provides a sense of the space between the columns and the depth of the area behind Mark.

For the telephoto shots, because the angle of view is so narrow, I had to swing to the right a bit in order to get the entire run of columns in the frame. If you had not seen the wide-angle view, you would not have a sense of the space between the columns. There is no sense of space behind Mark. The trait of long focal lengths to flatten out the background is known as compression
 .



 Shutter Speed: Managing Motion or Ambient Light

Shutter speed is the length of time that the sensor is exposed to light. In a DSLR the shutter is made of two curtains that move vertically in front of the sensor. In a point-and-shoot camera, the shutter is electronic—meaning that it essentially turns on and off for the brief duration of the exposure.



Shutter speeds are expressed in fractions or multiples of one second. Changing the shutter by one stop means that the duration of time the light hits the sensor has been either doubled or halved. Shutter speeds, in whole stops, are 1″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, and so on. Common shutter speeds range on DSLRs from 30″ to [image: Image]

 ″.

When a photographer refers to “a higher shutter speed,” he’s referring to a “faster shutter speed.” You can remember this because 500 is a higher number than 250, and [image: Image]

 ″ is faster than [image: Image]

 ″.
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Figure 2.15
 If any exposure setting demonstrates the importance of memorizing whole-stop increments, it is shutter speed. Between 1″ and [image: Image]

 ″ there are 13 stops of change. Note that [image: Image]

 ″, [image: Image]

 ″, and [image: Image]

 ″ are the exceptions to every stop being a perfect doubling of the preceding fraction.






 ISO: Connecting the Aperture and Shutter Speed

After setting the aperture shutter speed to suit the needs of my shot, I adjust ISO to balance the exposure. As a guy who shot film for decades, the idea of adjusting ISO between digital shots took some getting used to. Now, changing ISO is as much a part of my exposure workflow as changing the aperture and shutter speed.



On a digital camera, think of ISO as the volume of the signal from the camera’s sensor. The higher the ISO, the higher the volume. Technically it is not correct to say that changing the ISO setting on a DSLR changes the sensitivity of the sensor (because the light sensitivity of the sensor in a digital camera is fixed). Still, it’s helpful to think this way. When switching from ISO 100 to ISO 200, think “The sensitivity is twice as much.” When switching from ISO 1600 to ISO 800, think “The sensitivity has been halved.”

Whole stops of ISO are expressed as multiples of one hundred: 100, 200, 400, 800, 1600, 3200....

Generally, shooting at the lowest ISO possible is the best choice. Just as turning the volume up on a stereo can lead to distortion coming from the speakers, turning the ISO up on your camera can lead to noise—which is seen as random flecks of color in the dark tones.

However, with the more recent generations of digital cameras and software, the issue of digital noise is smaller than it used to be.

If given a choice between shooting at a high ISO and having to fix digital noise or shooting at a low ISO and having to fix motion blur, I would much rather shoot at the high ISO and fix the noise.
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Figure 2.16
 Whole stops of ISO are easy to memorize as the numbers are very similar to how the capacity of our memory cards has increased over the years.







Speedliter’s Tip: —Download My Exposure Settings Chart—


You will find it handy to have a sample chart in your camera bag that consolidates the whole stops of shutter, aperture, ISO, and flash power onto one sheet. So, head to my blog, 
PixSylated.com

 , and download my Exposure Settings Chart
 .







 Equivalent Exposures

For any given amount of light, there are many combinations of aperture, shutter speed, and ISO that will yield the same exposure. When you come to understand this concept of equivalent exposures inside and out, vast horizons of creativity will open up to your Speedliting.





The Inverse Relationship Between Aperture And Shutter Speed


As we explore the use of equivalent exposures, think of aperture and shutter speed as being on opposite ends of a teeter-totter, meaning that in order to keep the exposure balanced, as one goes up, the other goes down.
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Figure 2.17
 Remember that an exposure will remain balanced if changes to aperture and shutter speed move in opposite directions—like on a teeter-totter.






Equivalent Exposure = Same Number Of Stops In The Opposite Direction


For instance, let’s say that your aperture is f/8 and your shutter speed is [image: Image]

 ″. (Don’t worry about ISO for now.) You decide that you want very shallow depth of field. So you change the aperture from f/8 to f/2.8.



How many stops of change is this? Look at the aperture chart (Figure 2.5
 on page 22
 ) and find f/8 in the Whole Stops column. Now count the whole stops up to f/2.8 (f/8 > f/5.6 > f/4 > f/2.8). So, the change is three stops.

Now look at the shutter speed chart (Figure 2.15
 on page 26
 ) and find [image: Image]

 ″ in the whole stops column. Now go the same number of stops (three) in the opposite direction. You went up the chart on the aperture scale. So go down the shutter speed chart [image: Image]

 ″ > [image: Image]

 ″ > [image: Image]

 ″ > [image: Image]

 ″. To balance the change in aperture from f/8 to f/2.8, you change the shutter speed from [image: Image]

 ″ to [image: Image]

 ″. Congratulations, you’ve just calculated your first equivalent exposure!



Strategies For Choosing Aperture And Shutter Speed


I have very strong opinions about which camera setting to change for a specific purpose. For instance, aperture is the only exposure setting that I have to control depth of field. Aperture can also control how ambient and flash is captured. But I have other settings that can affect ambient and flash. So, I use aperture for depth of field issues only.




Aperture:



[image: Image]

 Use aperture to control depth of field in your shot. It is the only camera setting that you have to control DOF.


[image: Image]

 Do not use aperture to control the ambient light (brighter or dimmer). You should use shutter speed for this.


[image: Image]

 Do not use aperture to control how flash is recorded in your shot (brighter or dimmer). You should use the power setting on your flash for this.


Shutter Speed:



[image: Image]

 Fast shutter speeds will capture action. The speed of the action determines how fast the shutter should be.


[image: Image]

 Slow shutter speeds can create a sense of motion: Waves turn into blurry foam, a race car into a blur.
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 As you’ll read later in more detail, when shooting flash, you can use the shutter speed to make the ambient portion of the shot brighter or dimmer.


[image: Image]

 If none of the three conditions above apply to my shot, then my only concern about the shutter speed is that it is fast enough to prevent camera shake in the shot.



 ISO Watches As Shutter And Aperture Dance Together


Of the three exposure settings, most often you’ll change the shutter speed and/or the aperture while leaving the ISO alone. As mentioned earlier, you should use the lowest ISO possible as a way to minimize digital noise in your captures. That said, it’s better to increase the ISO than to get shaky, handheld images in low-light situations. Once I have the aperture and shutter speed that I want, I dial in ISO to balance the two other settings.





Use Equivalent Exposures To Express Your Vision


Let’s assume for a moment that you have a good exposure, but you’re not happy with the outcome—the level of light is fine, but you want more depth of field. Here’s where you can use equivalent exposures to express your vision, as shown in Figures 2.18
 –2.20
 .
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Figure 2.18
 Shallow DOF: f/2.8, [image: Image]

 ″, ISO 100
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Figure 2.19
 Medium DOF: f/11, [image: Image]

 ″, ISO100
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Figure 2.20
 Maximum DOF: f/32, [image: Image]

 ″, ISO 100






Let’s say your exposure is set at [image: Image]

 ″, f/2.8, ISO 100. You want more depth of field, so you want to shoot at f/11. As shown below, to get from f/2.8 to f/11, you have to close the aperture down four f/stops. Since a smaller aperture lets in less light, you’ll have to slow your shutter speed down by four stops to balance the exposure. Here are the equivalent exposures along the way:

[image: Image]


Now the problem is that you can’t get a super-sharp image when handholding a shot at [image: Image]

 ″ (and you’ve left your tripod at home). This is the perfect reason to increase your ISO. As you can see below, increasing your ISO from 100 to 800 will enable you to shoot f/11 at [image: Image]

 ″.

[image: Image]




 Exposure Modes

When it comes to making decisions about the specific settings for an exposure, your DSLR will provide you with several options. Here’s a quick rundown of the various exposure modes that are available on most Canon DSLRs. I have listed them in the order of importance to me.





[image: Image]

 M—Manual


When in Manual mode, I’m in total control—which makes Manual the most valuable camera mode for me. As a Speedliter, I frequently find myself in situations where I want to control the depth of field through my aperture and control the ambient light through my shutter speed.





[image: Image]

 Av—Aperture Priority


In Aperture Priority, I set the aperture and the camera chooses the shutter speed for the amount of light in the scene. I use Aperture Priority in less-demanding situations when I am still interested in getting a specific amount of depth of field. To brighten or dim the ambient light in Av, learn to dial in Exposure Compensation on your camera.
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 Tv—Shutter Priority


In Shutter Priority, I set the shutter speed and the ISO. The camera chooses the aperture. I use Shutter Priority when I’m concerned about freezing or portraying motion. By shooting in Tv, I can control whether the shutter speed is super fast (for freezing action) or slow (for conveying motion through blur) and the camera sets the aperture.





[image: Image]

 B—Bulb


The same as Manual except that the shutter stays open as long as you hold down the shutter button. I use Bulb on dark nights when I have my camera locked onto a tripod so that I can paint the landscape with multiple pops from a Speedlite—see Figure 2.24
 .
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 [C1, C2, C3]—Camera User Settings


As you become an advanced Speedliter, you will want to record Camera User Settings (if your camera has this feature). Essentially this is a way to record the exact settings on your camera at a particular point in time: ISO, shutter speed, aperture, white balance, etc. For instance, you may have C1 set for Aperture Priority mode with Daylight white balance and C2 set for Manual mode with Tungsten white balance.
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 P—Program


Many joke that the P stands for “professional.” I try to get shooters to think of it as “party” mode—like when you’re at the office Christmas party and you’ve had a few too many drinks, you switch the camera into Party mode. Program mode automatically sets the shutter speed and aperture based on the amount of light and the ISO set that you set.
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 “Green Box”—Full Automatic


In “Green Box” mode, the camera sets everything: ISO, shutter speed, aperture, focusing, and drive modes. Full Auto is designed for people who don’t know anything about cameras—which excludes you because you’re reading this book, right? So, let’s agree that you won’t use Green Box anymore. Good.
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 [CA]—Creative Automatic


The Creative Automatic mode is a half-step from Full Automatic. Theoretically it enables someone to change the depth of field and brightness without specifying the shutter and aperture. My thinking is that if someone is smart enough to learn the CA interface, then he is smart enough to learn the basics of exposure. I’ve never had the desire to shoot in CA.
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Figure 2.21
 Manual (M) lets me control both the ambient (via the shutter) and depth of field (via the aperture). In dim light, I can use a slow shutter speed to collect more ambient. In bright light, I can use a fast shutter to dim sunlight for a dramatic daytime portrait with fill flash.
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Figure 2.22
 Aperture Priority (Av) lets me specify a wide aperture when I want shallow depth of field and a narrow aperture when I want deep depth of field. At left I shot at f/2, and at right I shot at f/22.
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Figure 2.23
 Shutter Priority (Tv) lets me specify a slow shutter speed when I want to emphasize motion or a fast shutter speed when I want to freeze motion. At left I shot at [image: Image]

 ″, and at right I shot at [image: Image]

 ″.
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Figure 2.24
 Bulb (B) lets me shoot in the dark and make photographs that otherwise could not be created—such as this 32′ exposure under the stars in Joshua Tree National Park (left) or this 30″ exposure of fireworks (right).







 Speedliter’s Tip: —How Your Pre-RGB Camera Meter Wants To Measure The World—


[image: Image]


While the newest Canon cameras have exposure meters that measure specific amounts of red, green, and blue (RGB) light, the vast majority of cameras in use still want to see the world as 18% grey.

So, realizing that I don’t live in a world that is always exactly 18% grey, I treat the light meter’s work as a guideline rather than a rule. If the shot that results from the light meter’s suggested exposure creates an image that fits my vision, then great—that is the right exposure.

However, the meter has no idea what is in front of the lens. So it will see a close-up of a tuxedo shirt (below, top row) as being very bright and underexpose it to make the whites into a medium grey. Likewise, the meter will see a frame filled with a tuxedo jacket as being very dark and overexpose the shot so that the black moves to medium grey as well.

[image: Image]


Keep the difference between your vision and the light meter’s vision in mind when a test shot gives you an exposure that is grossly under- or overexposed.

Eventually you will begin to anticipate the difference. When shooting in Aperture Priority, if the subject is very bright, I will automatically dial in +2 stops of Exposure Compensation as I am raising the camera to my eye. Likewise, if the scene is very dark, I will roll the dial the other way so that I’m subtracting –2 stops of EC for my first test shot.






Metering, Metering Zones, and Metering Modes

The first thing to know about how a camera meter tries to determine the proper exposure is that it has no clue what’s in your viewfinder. Nor does it know what your intentions are for the photograph. All it knows is to take a measurement of the light coming through the lens at the instant that you press the shutter button halfway.



Each new generation of cameras brings advances in metering technology. Canon’s flagship 1D X, for instance, was the first Canon DSLR that featured RGB metering. Rather than just measure the world as if it was filled with shades of grey, RGB metering can identify skintones—which adds a completely new dimension to metering. Fortunately, Canon’s RGB metering is now found throughout the entire range from the 1D-series to the Rebel T6i.



Metering Zones


Your Canon DSLR measures ambient light and flash with a metering sensor that has either 252, 63, or 35 metering zones. It varies by camera model as described below.



Depending on the metering pattern
 that you select, all or some of these zones will be used to measure the light in the camera’s frame.
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Figure 2.25
 The 252-zone meter used by the 1D X, 5DS, 5DS R, and 7D Mark II cameras.
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Figure 2.26
 The 63-zone meter used by the 1D Mark III, 1Ds Mark III, 1D Mark IV, 5D Mark III, 6D, 7D, 60D, 70D, Rebel T2i, T3/T3i, T4i, T5/T5i, T6i, and SL1.
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Figure 2.27
 The 35-zone meter used by the 5D, 5D Mark II, 10D, 20D, 30D, 40D, 50D, and all Rebels not listed above in Figure 2.26
 .






 Metering Patterns


Although your Canon DSLR has 35 or 63 metering zones, it does not always use all of them to take a meter reading. A metering pattern is the way that your camera takes readings from certain zones and not others. Matching the correct pattern to the scene in front of you can be a huge help.
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 Evaluative


[image: Image]


This is the “all-purpose” metering mode. It considers data from all 35 or 63 metering zones equally. If the overall level of light in the scene is similar, this is the metering mode I use. Also, any time that you shoot stills in Live View (from your camera’s LCD), the camera switches to Evaluative metering regardless of the mode you have selected.
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 Spot
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When I find myself in a challenging situation—say the scene is strongly backlit or the light on the subject is radically different than the background—I will switch to Spot metering. Rather than evaluate a broad range of zones, the spot meter reads the zone(s) within the viewfinder’s center circle. I can take a meter reading from the part of the frame that I think is most important—for example, by putting the center circle on the subject’s face—and then, by pressing the AE Lock button, hold that meter reading so that I can recompose the frame and shoot. When Speedliting, Spot metering is also very useful. As discussed in Chapter 9
 : E Is For Evaluative
 , it is the basis for how I use Flash Exposure Lock (FEL).
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 Partial
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I think of Partial metering as a fatter version of Spot metering. It reads the center circle, plus the zone around it. I’m sure that some engineer had a good reason for inventing it. I just haven’t discovered it.
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 Center-Weighted Average


[image: Image]


I think of Center-Weighted as a combination of Partial and Evaluative. The camera first reads the zones in and around the center circle and then looks at the rest of the zones. As with Partial, I still haven’t found a compelling reason to use Center-Weighted mode.




Speedliter’s Jargon: —Incident vs. Reflected Light—



Incident light
 is the light that falls on a subject. Reflected light
 is the light that bounces off. The black jacket and white shirt shown opposite have the same amount of incident light falling on them.

The black jacket looks darker because it absorbs most of the light and reflects very little. The white shirt, on the other hand, reflects far more light than it absorbs.







 Exposure Evaluation for Flash Photography

A key concept when learning flash photography is the difference between lighting decisions and exposure decisions. Lighting decisions have to do with the relationships of light and shadows in your frame. Exposure decisions have to do with whether your camera records the full range of tonality between the brightest highlights and the darkest shadows in the digital file.





Good Idea: Use The Image On Your Camera’s LCD To Check Lighting


What is that LCD image good for? The LCD is certainly a great way to check composition. I am always grateful to learn that a corner of the softbox is sticking into the frame while I still can do something about it (rather than discovering it after I return home).



I also think that the LCD image is useful for checking the distribution of light within your image—where the light is and isn’t in the frame. For instance, when shooting portraits, I generally want my subject’s face to be the brightest element in the photo. The LCD image is a perfect way to confirm that my gridded Speedlite is hitting her face rather than her shoulder.

Shadow quality and placement is another lighting element that the LCD is well-qualified to display. If I’m shooting product or still-life work, I’ll move the lights around through a series of test shots until they are positioned in the perfect spots (often based on where their shadows fall). I’m happy to make this decision based on what I see on the LCD.

Also, the LCD image is useful for seeing the relationship between the ambient light (which often lights the background) and my flash (which typically lights the subject).

Finally, I use the LCD image to see whether I’ve created catchlights (white highlights) reflecting in the eyes of my subject. Sometimes a small move of the chin is the difference between having a catchlight in one eye or having catchlights in both eyes.



Bad Idea: Use The Image On Your Camera’s LCD To Judge The Exposure


You need to know that the screen brightness on your camera’s LCD can, and likely will, change. The factory’s idea is that in bright ambient light the screen needs to be brighter so that you can see it, and that in dark ambient light the screen should be dimmer so that it does not blind you.



You also need to know that these changes in LCD brightness have no direct relationship to the exposure that your camera just recorded. If you turn the brightness down, the image appears darker. If you turn the brightness up, the image appears lighter. Yet nothing in the actual digital file changed.

The bottom line is that you can’t rely on the LCD image as the basis for judging exposure. Have you ever looked at the photo on the LCD and thought, “that exposure is dead on,” and then at home on your computer discovered that the shot was grossly over- or underexposed?
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Figure 2.28
 I set the brightness of my camera LCDs manually. Shown here: the setting on my 7D Mark II.




I know there is a huge temptation to use the LCD image an exposure meter—especially under the stress of a shoot. Here is the safety net I’ve developed so that the LCD image will not lead me to believe that a poor exposure is a good shot:


[image: Image]

 Turn the brightness of the camera’s LCD down to a dim setting—this keeps me from looking at a truly underexposed image and thinking that it is properly exposed.


[image: Image]

 Turn the highlight warnings on so that portions of the LCD blink when the camera thinks I have overexposed the shot.


[image: Image]

 Turn the histogram screen on at the beginning of the shoot so that I remember to check my exposure via the histogram.



 Essential Idea: Use Your Camera’s Histogram To Evaluate Exposure


I want you to think of the histogram—that curious graph that shows up on the back of your camera—as the best way to evaluate exposure. Unlike an old-school light meter, the histogram won’t say, “Shoot [image: Image]

 ″ at f/16.” Rather, the histogram will tell you something much more valuable—it will indicate whether you are over-, under-, or properly exposed. It will also indicate whether the dynamic range of light in your scene is too great for the sensor to capture without clipping.
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Figure 2.29
 A histogram is the digital photographer’s light meter. It shows shadow information on the left and highlight information on the right.




Here are two things to remember when using the histogram as a flash meter:


[image: Image]

 The right endpoint (highlight) tells you about your exposure.


[image: Image]

 The left endpoint (shadows) tells you about your contrast.

When evaluating a histogram, consider the right side first. This represents how the brightest part of the image (the highlights) has been recorded.




Speedliter’s Tip: —Invest In A Loupe—


[image: Image]


A loupe is a magnifying glass mounted in a frame. I always carry a high-quality loupe in my camera bag and use it to see the tiny, but important, details on the LCD.

My favorite loupes are made by Hoodman (HoodmanUSA.com
 ). Their rigid plastic sides seal out all ambient light—which means that I can see the details of my lighting and histogram on the camera LCD even in full sun.







Three Things Your Camera’s Histogram Can Tell You
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1.

 Balanced Exposure Range
 A histogram without a spike at either end indicates that the camera has captured a broad range of tonal values without clipping of shadows or highlights. Ideally you want the right endpoint to come very close to the right edge without hitting it.
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2.

 Underexposed Image
 A gap between the right endpoint and the right side of the histogram means that the image is underexposed, in which case you need to open up the aperture, raise the ISO, and/or use a slower shutter speed.
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3.

 Overexposed Image
 A histogram with a spike or pile on the right side means that the image has been overexposed, meaning you need to stop down, lower the ISO, and/or use a faster shutter speed.




 Speedliter’s Jargon: —ETTR / Expose To The Right—



ETTR—Expose To The Right
 is a digital photographer’s way of remembering that it is better to have the right side of the histogram (the highlight side) close to the right edge of the frame than to have a gap on the right side.

If neither end of the histogram is clipping, then why is it better to close the gap on the right side? It has to do with how digital files—specifically RAW files—are written.

If your camera records 12-bits of data, which many current-generation cameras do, then it slices the range between pure black and pure white into 4,095 tones. (In contrast, JPEGs always record in 8-bits, which slices the same range from black to white into only 256 tones.)

A detail that is not widely known is that half of those 4,095 tones are recorded in the brightest stop (the bright highlights). Then, half the remaining 2,047 tones are recorded in the second-brightest stop of light. The halving of available tonality continues for each stop, all the way down to pure black.

If your exposure is one stop underexposed, then you have given up 50% of the tonal detail available to you. If your shot is two stops underexposed, then you have given up 75% of the potential tonality! This is why ETTR is so important.








Speedliter’s Tip: —Use ISO To ETTR—


As we will discuss in more detail throughout the Handbook, my go-to camera mode for flash photography is Manual—which gives me the ability to specify the amount of depth of field through my aperture setting and how the ambient light is recorded through my shutter speed.

Likewise, for portraits, still lifes, and other situations where the distance between my subject and my lights is not changing, I am also in Manual mode on my Speedlites. This provides consistency from shot to shot—which we will discuss in detail in Chapter 8
 : Flashing Manually
 .

Another great advantage of shooting Manual mode on both your camera and flash is that you can ETTR by dialing the ISO up to optimize the histogram. The time to do this is after you have worked through all your ambient and flash settings (including the use of all modifiers).

If at the end of your test shooting there is a gap on the right side of the histogram, increase your ISO in whole-stop increments and continue the test shooting until you have closed the gap on the right side.







Don’t Worry About The Shape Of The Histogram


Now, don’t read this wrong—I am saying do not worry about the shape of the histogram
 . I am not saying don’t worry about where the endpoints fall. As we just discussed, the positions of the endpoints are critical in terms of evaluating exposure and lighting.



The shape of the histogram tells you about the range of tones in the photo:
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 A mountain in the middle-indicates the shot has mostly middle tones.
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 A valley in the middle-indicates the shot has mostly bright and dark tones.
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 A mountain on the right that tapers off quickly towards the left shows that your image is high-key, meaning mostly bright tones.


[image: Image]

 A mountain on the left that tapers off quickly towards the right shows that your image is low-key, meaning mostly dark tones.



What The Histogram Can’t Do For You


Understanding what your histogram is telling you is a key to becoming a skilled Speedliter. Know, however, that it is not the only compass you need to find your way. For instance, the histogram:
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 Cannot tell you if your light is in the right place
 . You can have a perfect exposure and a good dynamic range but still have your Speedlite pointing to the wrong parts of the photo. An example would be a shot in which the background is very bright but the subject in the foreground is underlit to such an extent that she is a silhouette.
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 Cannot tell you if the quality of light enhances or clashes with your subject
 . For instance, using hard light on the face of an older woman might not be a good pairing if your goal is to create a beauty shot that minimizes wrinkles.

Remember that, although the histogram can give you valuable information about an exposure, it provides no insight on creative matters. Having a great-looking histogram is no guarantee that you’ll have a great-looking photograph.



 Your Vision Determines the Proper Exposure

As a final thought in this chapter on exposure, I want you to understand that ultimately you, the Speedliter, are the final voice on what a “proper exposure” should be. The measure is how well your photo expresses your vision and intentions.



Compare the photos below. Neither is right or wrong. They are different interpretations of the same scene. The only difference is the shutter speed— [image: Image]

 ″ above and [image: Image]

 ″ below.
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Figures 2.30–2.31
 You, as the photographer, have creative control over what you want to portray. As you can see above, the same scene can be photographed to deliver two completely different feelings. The only difference was the shutter speed used in the two shots: [image: Image]

 ″ above and [image: Image]

 ″ below.







Speedliter’s Tip: —Are Flashmeters Necessary?—


Novice Speedliters often ask me if they should buy a flashmeter. I understand that flash is hard to understand at first. I see the comfort in holding a device that appears to understand flash better than you do. However, the flashmeter’s numbers are just numbers. They don’t represent exactly how to set the exposure so that the photo portrays your vision as a photographer. So no, while you are learning to be a Speedliter, avoid the temptation of adding a flashmeter to your workflow.

[image: Image]



The Sekonic L-308S Flashmate is a versatile flashmeter that is well suited for use with studio strobes and continuous lights.


That said, when you start shooting your Speedlites with other types of photographic lights—like studio strobes or continuous sources—then invest in a flashmeter. When you shoot mixed lighting, you will find a flashmeter, like the Sekonic L-308S Flashmate above, to be a helpful tool. With it you can measure the amount of ambient light falling on your subject and the light coming in from each of your photographic light sources.

It is important to understand that there is a significant difference between how a handheld meter works and how the meter in your camera works. A handheld meter measures incident light—how much light is falling on your subject. Your camera meters reflected light—how much light is bouncing off your subject and heading through the lens. A confusing aspect of handheld meters is that often the numbers on the meter will be different than the numbers the camera thinks are correct.

Again, I think that flashmeters are valuable tools in the hands of photographers who are shooting studio strobes and other large sources. My years of work with Speedlites have proven that a flashmeter is not essential to being successful with small flash. Instead I rely upon the LCD of my camera to show me the relationships of light and shadow and on the histogram to guide me in the overall exposure of the shot.







 Chapter 3. Mechanics Of Light



TAKING COLOR’S TEMPERATURE





WHITE BALANCE





INCIDENCE INCIDENTALLY





SOFT LIGHT PROVES THAT SIZE IS RELATIVE





FALLING OFF, OR HOW TO LOVE THE INVERSE SQUARE LAW





THINKING ABOUT FLASH-TO-SUBJECT DISTANCE AS STOPS





The Short Version


Light follows some pretty specific rules about how it flies and bounces around the universe. Speedliters don’t need to be physicists, but understanding a few basic principles will help you understand why your Speedliting looks or doesn’t look how you want it to.
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Figure 3.1
 I created this crazy photo by positioning three primary-colored lights around the skull. The red light was on the left. The blue light was slightly to the right of center. The green light was on the right. You see the secondary colors—cyan, magenta, and yellow—where the skull blocked one of the primary colors; this creates a shadow filled by the light of the other two primaries.






 Taking Color’s Temperature

A white piece of paper, the way that you and I see it, looks white regardless of whether we are viewing it under tungsten light, fluorescent light, noon sun, or in open shade. Yet the sensor in your digital camera would record the white of the paper differently in each of these situations. Making white appear white has to do with the color temperature
 of the light source, and how that color temperature is recorded by your camera—which is controlled by the camera’s white balance
 setting.





Color Temperature Is A Matter Of Degrees


Color temperature is measured on a precise scale that describes the warmth or coolness of the light produced by a given source. The increments of color temperature are Kelvins
 , the abbreviation of which is K.



A tip: Do not use “degrees” in the same sentence with “Kelvin.” The notation 5000K is pronouced “five thousand Kelvin,” not “five thousand degrees Kelvin.”

Lower numbers—those below 5000K—represent warmer (orange) colors. Higher numbers—those above 5000K—represent cooler (blue) colors. The farther below or the higher above 5000K you go, the more intense the warmth or coolness becomes. Light in the middle of the scale is not particularly warm or cool.

Note in Figures 3.2
 and 3.3
 how similar the warm tones of the incandescent bulb and the tungsten-balanced CFL appear to the camera when its white balance is set to Daylight. Now, compare the color cast of these two bulbs to the neutral white of the daylight-balanced CFL shown in Figure 3.4
 (also shot with the camera’s white balance dialed to Daylight.)
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Figure 3.2
 Incandescent (tungsten) light bulb.
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Figure 3.3
 Warm (tungsten-balanced) CFL.
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Figure 3.4
 Cool (daylight-balanced) CFL.






 White Balance

As Speedliters we’ll spend a lot of time talking about white balance
 . What we’re really talking about is matching our camera settings to the color temperature of our light sources.



White balance is not a direct component of exposure in the same manner as ISO, shutter speed, or aperture. Yet, it is a critical part of making a digital capture.



White Balance Settings


Here’s a quick look at the white balance settings available on most Canon DSLRs.
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Auto:
 An easy way to start. AWB will change the WB from shot to shot.
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Daylight:
 My most-used WB setting, for sunlight and cool CFLs. 5200K
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Shade:
 Adds a warm cast. 7000K
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Cloudy:
 Adds a slight warm cast. 6000K
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Tungsten:
 The setting to use for incandescent lightbulbs and warm CFLs. 3200K
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White Fluorescent:
 An approximation of what fluorescent used to look like—does not blend with today’s CFLs. 4000K
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Flash:
 Daylight + magenta. 5400K
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Custom:
 Create a white balance by shooting a white target.
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Specific:
 Allows you to set a specific color temperature; used by pros.



White Balance In Action


If the white balance in the camera does not match the color temperature of the light being photographed, you will see a color cast. Here I shot the X-Rite ColorChecker under full sun with four different white balance settings. Notice how the colors shift.
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Figure 3.5
 Daylight white balance in daylight. Note that the colors appear true.
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Figure 3.6
 Shade white balance in daylight. Note how warm the colors appear.
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Figure 3.7
 Tungsten white balance in daylight. Note how cool the colors appear.
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Figure 3.8
 Flash white balance in daylight. Note the similarity to Daylight above.






 Which White Balance Setting To Use?


Over the years, my White Balance philosophy has evolved. Early on, I shot Auto White Balance as my standard WB setting. Now I’ve switched to the other end of the pendulum and seldom use AWB. If you are starting out, AWB is fine—but you will find the following helpful.



The key to my WB strategy is that I always shoot in RAW—which means that white balance remains flexible after the shoot. Even if I use the wrong WB setting on my camera, I can easily make a correction with just a couple of clicks in Lightroom.

JPEG, on the other hand, necessitates that you dial in the correct white balance because the camera literally throws the extra data away to make the file size smaller.

My current preference is to set my WB setting to either Daylight or Tungsten. My idea is to match the WB setting to the general nature of my ambient light. This provides a consistent look throughout my shoot, which is helpful when I’m using the images on my camera’s LCD to make lighting decisions.

I also strongly believe in making my photo workflows as simple as possible. I strive to eliminate non-vital options when I can. Here are the other reasons that I find Daylight WB and Tungsten WB the most useful for my work:
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 There is such a small difference between Flash WB and Daylight WB that I never use Flash WB. (Technically the difference is a bit of extra magenta in the Flash WB.)
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 Likewise, I skip right over the Cloudy and Shade WB settings. Both of these settings add a bit of warmth to the file—Shade more so than Cloudy. These days, I shoot Daylight WB in both situations and add the warmth I want in Lightroom.
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 I never use the Fluorescent WB setting because it assumes that fluorescent lights have a green cast—which they did before the era of CFLs. Now I use the Daylight WB for cool fluorescent light and the Tungsten WB for warm fluorescent light. How do you tell the difference? Look at the light fixture for several seconds and you will see a cool or warm cast.
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 Custom WB and Specific WB are essential when shooting video on a DSLR because a video frame is like a super-low quality JPEG. For still photos, I skip right over these settings, too.




Speedliter’s Tip: —Shoot In RAW—


For maximum control and safety, shoot in RAW. This gives you the ability to use the full data file created by the camera during the exposure. With a RAW processor, like Adobe’s Lightroom software, you can make precise changes to settings like white balance, brightness, and contrast.

If you make a huge mistake, like shooting an entire outdoor event under Tungsten white balance, you can easily correct the color cast from the RAW files. Color-correcting JPEG files is possible, but not to the extent that it is possible with RAW.

If you shoot in JPEG only, I have two suggestions: Start shooting in RAW, and pay close attention to your white balance settings until you do. JPEG is the favorite of amateurs because the camera makes decisions about important settings like white balance, brightness, and contrast. The camera then throws the rest of the data away to make the file smaller. While it is possible to do some color correction to a JPEG file, I prefer to keep my options open by shooting in RAW. Memory cards and drives are cheap, and programs like Lightroom make quick work of post-capture adjustments to RAW files.








Speedliter’s Tip: —Use A Color Target—


To make easy work of fine-tuning white balance in Lightroom, I carry the WhiBal card, which is a gray plastic card that also has a black and a white chip in the corner. The color of the plastic is formulated so that it is spectrally neutral—meaning that it has equal parts of red, green, and blue. In use, I will make a shot with the WhiBal in frame and then use the eyedropper in Lightroom’s Develop module to sample the WhiBal card when I return home.
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The WhiBal
 card is held by the subject at the start of the shoot and later measured in Lightroom to fine-tune white balance.







 Incidence Incidentally

As long as you think like a photographer and not a physicist, light always travels in straight lines. This is a valuable insight for Speedliters. It will help us create or avoid reflections of light sources in our photos.





Light On The Straight And Narrow


The handy thing about light always traveling in a straight line is that it’s easy to predict. When light bounces off an object, it does so at the same angle that it came in at, as shown in Figure 3.11
 . Technically stated, the angle of reflection
 equals the angle of incidence.






Mirror, Mirror...


An easy way to understand this is to stand in front of a mirror. When you are exactly in front of it, what—actually, who—do you see in the mirror? Now, step a little bit to the side and what do you see in the mirror? Now, step farther to the side and what do you see? The change of what you see in the mirror is a clear demonstration of how the angle of incidence (the light heading in) is the same as the angle of reflection (the light heading out).



Here is a real-world example you will experience again and again as a Speedliter: eyeglasses. If you’re doing a headshot and the eyeglasses fill with glare, then you need to change the angle of incidence to remove the reflection. You can move the light source, tilt the head or glasses just a bit, or move the camera so that it does not see the reflection. In the case of Figures 3.9
 and 3.10
 , I pushed the umbrella up a bit, which changed the path of the reflection so that the lens no longer saw it in the sunglasses.



 [image: Image]




Figure 3.9
 The umbrella reflects in Tom’s glasses because the angle between it and Tom is the same as the angle between Tom and the lens.






 [image: Image]




Figure 3.10
 By raising the umbrella a small bit, I changed the angle of approach and sent the reflection below the lens—which eliminated it from the shot.
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Figure 3.11
 Light bounces off objects at the same angle from which it arrived.






 Direct vs. Diffuse Reflection


It’s easy to understand how light bounces off a reflective surface like a mirror. What about a matte surface, like a piece of paper? Does the angle of reflection still equal the angle of incidence? More specifically, why are you not blinded when reading a newspaper outdoors in full sun?



The answer lies in the surface of the paper. If you look at it microscopically, you would see that it is rough. The light is still reflecting off at an angle equal to the angle of incidence. It’s just that the text of the paper gives it surfaces that face many directions.


Figures 3.12
 and 3.13
 provide a good example of the difference between direct reflection
 and diffuse reflection
 . Figure 3.12
 was lit directly by an incandescent bulb in a silver reflector. In fact, you can see it reflecting in the surface of the olive oil. The liquid surface of the oil and the metallic surfaces of the knife and plate all create direct reflections.
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Figure 3.12
 Direct reflection creates glare in the surface of the liquid and metallic surfaces.
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Figure 3.13
 By inserting a diffusion panel in front of the light, the direct reflection has been tamed. Notice also in both shots that the tone of the tablecloth remains the same. Even when lit directly, the fabric provided a diffuse reflection.





Figure 3.13
 is the exact same shot with the addition of a Lastolite Skylite panel between the light and the plate (as shown in Figure 3.14
 ). Note that the glare on the olive oil, silver knife, and gold plate is no longer a problem. The 42″ diffusion panel replaced the 6″ reflector as the light source, sending light from multiple angles rather than just one.
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Figure 3.14
 The placement of the 42″ Lastolite Skylite panel with diffusion fabric.




Just as important, did you also notice in the upper corners of the photos that the brightness of the tablecloth did not change? It remains the same tone of medium-gray. This is because the textured surface of the fabric provides a diffuse reflection, even when lit directly.



 Soft Light Proves that Size is Relative

When it comes to controlling the look of light you create, the size of your light source should be your first consideration. It’s possible to make small sources seem large, which creates softer shadows, as shown at left in Figures 3.15
 and 3.16
 . Remember that size is relative; it changes as the distance between the source and the subject changes. Push the source in and it appears larger/softer. Pull the source out and it appears smaller/harder.
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Figure 3.15
 The direct flash of a Speedlite creates hard light—meaning that the shadow edges have distinctive edges. Note in this photo how the shadows of the yellow lily on the left are cast across the pink lily on the right.
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Figure 3.16
 Placing a shoot-through umbrella (shown in Figure 3.17
 ) between the Speedlite and the flowers increases the apparent size of the light source and softens the shadows. Note how the pink lilly is no longer buried in the hard shadows of the yellow lily.






Consider Your Shadow’s Edge


The sun is the largest object in our solar system, yet Earth’s distance from it makes it appear relatively small in our sky. On a sunny day, your shadow has a hard edge. That defined edge to your shadow is created because the sunlight hitting you is coming from a single direction. Another way to say this is that you have a hard shadow because the sun’s rays are parallel when they hit you.



What happens to your shadow on a cloudy day? It gets fuzzy or disappears completely. Why? When a layer of clouds moves across the sun, the sunlight hits the clouds and they effectively become your light source. Since they are much bigger—relative to your size—the light hits you from many angles. A shadow created by light coming from one angle is filled by light coming from another angle. The more angles of approach, the softer the shadows become.
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Figure 3.17
 The shoot-through umbrella used to shoot Figure 3.16
 increases the apparent size of the Speedlite’s flash, making the shadow edges softer.






 Big Is Not Always Big


If you are familiar with a softbox, you know that it is a big light source. When you use it up close, it creates soft light. What happens if you move a softbox far away? Its apparent size relative to the subject becomes smaller.



As the apparent size of a light source gets smaller, the directionality of its light increases. Move a large source far enough away and it will eventually become a small light source. Again, the sun is an example of how distance from a large source can make its apparent size become much smaller.



Making Speedlites Appear Larger Is A Big Part Of Speedliting


Don’t fret. Despite the fact that the face of a Speedlite is just a few square inches, there are many ways to make it seem bigger. Here are a few:
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 Bounce your Speedlite into a reflective umbrella.
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 Fire your Speedlite through a satin umbrella.
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 Shoot your Speedlite through a softbox.
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 Fire it through a diffusion panel.
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 Bounce it off your hand, a wall, or a ceiling.


[image: Image]

 Fire several Speedlites together from different angles.
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Figure 3.18
 In this shot, the Lastolite Ezybox Speed-Lite was actually just inside the frame. (You don’t see it because it was black.) Notice that the neck shadows are extremely soft.
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Figure 3.19
 Moving the softbox out to about 12′ reduces its apparent size and increases the hardness of the light slightly. Notice that the shadows on the neck are sharper.






 Falling Off, or How to Love the Inverse Square Law

Do not repeat after me: “The intensity of light from a point source falling upon a subject is inversely proportional to the square of the distance from the source.”



The Inverse Square Law has intimidated and befuddled more photographers than any other aspect of our craft. You do not have to understand the math. You do, however, need to know what it means.



A Way To Visualize The Inverse Square Law In Action


Put yourself in this image. You are in a huge, empty room. No. Bigger than that. I mean really huge. There is no light, except for a lone light bulb magically shining in the middle of this huge space. Equally magical is your ability to move anywhere in this room you want with ease. Yes, I mean you can fly.



So, fly up to the bulb and pull out that handy 12″-square white tile you’ve been carrying around in your pocket. Take a look at how bright the tile is when you are close to the bulb. Now, fly a good distance away. You can barely see the tile.

Being the curious sort that you are, you fly towards and away from the bulb in all directions. You discover that the phenomenon is the same no matter what direction you head.

What happened to the light? You’ve just witnessed the Inverse Square Law in action.

The funny thing is, because of the way our eyes are wired to our brain, we don’t always see the loss in brightness because our 
 pupils dilate as the light dims—the appearance of brightness remains. Your camera works differently. Unless you open up the aperture, slow the shutter, or increase the ISO, your camera will record the light as being dimmer.



The Inverse Square Law Is Trying To Tell Us Something


What happened to the light from the magic bulb? As you moved away, it spread out. As it spread out, the photons got farther and farther apart. When there were fewer photons hitting your tile, it looked darker and darker as you moved away from the light source.



The Inverse Square Law tells us how much darker the tile will be as you move away. Here we go with a little math. If you think of the math as a shot at the doctor’s office, it won’t hurt that much. You know, “just a little prick.”

Specifically, if you look at the 12″ × 12″ white tile when it is one foot from the light and then look at it when it’s 2′ from the light, you will see that it is one-fourth as bright. Move the tile out to 3′, and you’ll see that it is one-ninth as bright as it was at 1′. (I know, the numbers sound crazy.)

There’s a reason that the difference from 1′ to 2′ away is one-fourth as bright and not one-half as bright, as you’d expect: The light has to spread vertically as well as horizontally at the same time. You can see this happening in Figure 3.20
 .
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Figure 3.20
 The Inverse Square Law, as intimidating as it may sound, helps photographers understand why light gets dimmer as it gets farther from the source. In the illustration above, the intensity of the light at 2′ is [image: Image]

 as bright as it is at 1′. Likewise, the intensity of the light at 3′ is [image: Image]

 as bright as it is at 1′.




So the photons that were hitting your 12″ x 12″ tile 1′ from the light spread out to a 24″ x 24″ square when they are 2′ from the source. As they moved another foot away, the photons spread out to a 36″ x 36″ square. At every step of the way, the photons spread farther apart. As photons spread apart, light gets dimmer.




Speedliter’s Tip: —The Subject-To-Light Distance Matters Most—


This may sound a bit strange: The distance between your subject and the lights is what determines the exposure, not the distance between the subject and your camera.

Now, I should say that I’m assuming that you did not skip over Chapter 0
 , Quick Start Guide To Speedliting
 . So you know how I feel about on-camera flash. Put another way, I’m making the assumption here that the main light source hitting your subject is not parked on top of your camera.

Let’s say that I have two Speedlites, each on their own stand, on either side of my subject. I get everything dialed in for a nice, tight headshot. I’m standing, as you can see below, just a few feet from the subject.
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Then, for the heck of it, I back up 15′ and take another shot. You’ll note that the Speedlites on the stands are still where they were—only the camera has moved. So, I zoom in and take virtually the same headshot at the exact same exposure. See, there’s no need to change the exposure if the distance between the subject and lights does not change.

[image: Image]


So why, if I’m shooting in an automatic mode like Av, does the camera sometimes think that it needs to change the exposure when I move my position? Well, it’s not because I changed position; it’s because I changed the composition. When I moved, but zoomed back to the previous crop, then the exposure did not change. If I make a significant change to the scene, then the camera sees new data when metering.







 Thinking About Flash-to-Subject Distance as Stops

Here is the Inverse Square Law in action: When you double the distance between the light and the subject, the illumination is one-fourth as bright. So, in terms of stops, what is the difference in brightness when a light is 3′ versus 6′ away? It’s two stops.



Did you say one stop? Remember, every time the light is cut in half, that is a one-stop change. One-fourth as bright is a two-stop difference because the brightness is cut in half twice. Full power x 50% = [image: Image]

 power (first stop of reduction). Moving on, [image: Image]

 power x 50% = [image: Image]

 power (second stop of reduction).



1.4—The Photographer’s Magic Number


Since you’ve hung in this far, would you like to know how far you have to move a light to get a one-stop reduction in light? The quick answer is 1.4 times your current distance. Huh? It has to do with the square root of 2, which is 1.41421356237.... If you’re not a math fan, just remember the 1.4 part.



So, if you measure the light 1′ from the source, then at 1.4′, it will be one stop dimmer. Using the round numbers that photographers are so fond of, you’ll be at the next full-stop reduction at 1.4′ x 1.4, which is 2′, then 2.8′, then 4′, then 5.6′, then 8′, then 11′.... Have you picked up on the pattern? They are the same intervals as full-stop apertures on your camera. I’ve laid it out to scale for you in Figure 3.21
 .



 [image: Image]




Figure 3.21
 Your white tile with the magic light bulb 1′, 2′, and 3′ away.






My F-Stop Measuring Stick


Here is another reason to memorize the whole-stop increments listed in Figure 2.5
 —you can used them as a measuring stick. Memorize the whole F-stops and apply them to any increment you want—inches, feet, or meters. You will have a lighting tool for making decisions.



My F-Stop Measuring Stick, shown in Figure 3.22
 , will help you visualize how quickly or slowly light falls off. You can see that if your subject’s cheek is 1′ from the light, then at 1.4′ (about 17″), the light will be one stop darker—that’s a change in distance of only 5″. Conversely, if your subject is 11′ from the light, then it takes another 5′ for the light to fall off one stop.



 [image: Image]




Figure 3.22
 The F-Stop Measuring Stick will help you visualize how quickly or slowly light falls off. For instance, if your subject’s cheek is 1′ from the light, then at 1.4′ (about 17″), the light will be one stop darker. At 2′ the light will be two stops darker.




In Figure 3.23
 , my three sons—Tom, Vin, and Tony—make an encore appearance (five years older) to again demonstrate my F-Stop Measuring Stick. In this shot, the lone Speedlite (firing into a white umbrella) is 4′ from Tom on the left. As you can see, when the light finally gets to Tony on the right, it has dimmed. If you check the F-Stop Measuring Stick in Figure 3.22
 , you can see that the falloff from 4′ to 9′—the width of the lads—is more than two stops.



 [image: Image]




Figure 3.23
 Speedlite into white umbrella 4′ from Tom on the left.




In Figure 3.24
 , I pulled the Speedlite out to 16′ from Tom, which reduced the falloff to less than a stop across the faces of my three lads. To create equivalent lighting on Tom, I had to increase the power of my Speedlite by four stops to accommodate for the dimming effect imposed by the additional distance (4′ → 5.6′ → 8′ → 11′ → 16′ = 4 stops of light loss).



 [image: Image]




Figure 3.24
 Speedlite into white umbrella 16′ from Tom on the left.




Here’s a lighting tip to remember:



The closer your light source is to your subject, the more dramatic the shadow falloff will be. Likewise, the farther you place your light from the subject, the more even the light will be across greater distances.






 Speedliter’s Tip: —Light Intensity & Shadows In Group Shots—



How to light groups
 is one of the most frequent questions I receive. This is really two questions: How do you create even light across a group, and how do you make the shadows less apparent in a group photo?

Let’s tackle the question of even intensity first. The key to creating even light across groups is to pull your lights out. How far? Look to the F-stop Measuring Stick for your answer. Let’s say that you have three rows of people and their depth (front to back) is 6′. So look below on the distance scale of the Measuring Stick and find two numbers that are 6′ apart.

Did you find 16′ and 22′ as being those two numbers? This tells you that if you put your lights 22′ away from the group, the difference in the light intensity falling on the front row and the back row will be less that one-stop (that is to say that the difference will not be a problem).

Now for the issue of minimizing shadows. There are several approaches, depending upon the gear you have on hand.


[image: Image]

 If you are shooting with a single Speedlite in the hotshoe, then I hope you are indoors and that there is a white wall and ceiling you can use. If so, spin the head of your Speedlite around and fire it into the intersection of the wall and ceiling behind you. This will greatly increase the apparent size of the light source and soften the shadows on the group.


[image: Image]

 If you have a single Speedlite and a large silver umbrella, center it right behind you and above your head. Your shadow will not show because the umbrella wraps the light around you.


[image: Image]

 If you have two off-camera Speedlites and lightstands, then position them symmetrically from the center of the group by using the distance indicated on the F-stop Measuring Stick. Use the same power on both lights.


[image: Image]

 If you have two off-camera Speedlites, two lightstands, and two large silver umbrellas, then you have a versatile kit to light groups. The distance away is not as big an issue. Just make sure that they are symmetrical and angled in to the center at about 45°.







 Chapter 4. Manage The Ambient Light



THE ROLE OF AMBIENT LIGHT





SHUTTER SPEED: THE KEY TO CONTROLLING AMBIENT LIGHT IN FLASH EXPOSURES





THE EFFECT OF APERTURE AND ISO ON AMBIENT LIGHT IN FLASH PHOTOGRAPHY





BLENDING AMBIENT AND FLASH





The Short Version



Ambient light
 , the light around us, comes from many sources: the sun, the lights in our homes and offices, firelight, etc. Ambient light shapes our emotions and sense of time. Developing a keen awareness of the light around you is a critical skill to becoming a Speedliter.



Knowing which camera settings control ambient light independently of flash and how to blend flash in with various types of ambient light will expand your creative options.
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Figure 4.1
 The main difference between these two shots is the position of the sun relative to my friend Eric. On the left, the sun is coming in over my shoulders. Notice how Eric’s eyes drop into shade. On the right, I moved in a circle 180° around Eric so that the sun comes in over his shoulders. Now the role of the ambient light (the sun) has changed from key (main light) to rim light. For this shot, I used a Speedlite to provide on-camera fill flash. Notice also how my move around Eric enabled me to shoot into a cleaner background.






 The Role of Ambient Light

The light in our world greatly influences how we feel, act, and think. The same is true of the light in our photographs. Whether natural or created, the look of ambient light can be a powerful communication tool. Likewise, it can be an unwanted part of the scene we want to photograph.





Sources Of Ambient Light


Ambient light is everywhere. It is the light that you find in the scene already. There’s a huge range of ambient light sources that you can use either in or as a light source for your photographs: the sun, fluorescent lights in a grocery store, the lamp on a bedside table, car headlights, or a cake covered in birthday candles.



While most ambient light comes from continuous sources, you can also find ambient light from intermittent sources. The blinking lights on roadside construction barricades, a strobe light in a modern dance performance, and the bulbs that appear to race around the marquee at a vintage movie theater also provide ambient light.



The Clues Of Ambient Light


Ambient light goes a long way toward informing your viewer about the feeling and time of your photograph. So knowing the look of ambient light enables you as a Speedliter to create a feeling in your photographs—even when the light you need isn’t present.



Through our own experiences, we associate certain emotions with different types of ambient light. A smiling child lit by morning light streaming in through a window suggests comfort. A couple lit by the glow of candlelight suggests romance. The beam of a flashlight cutting into a dark cave creates a sense of suspense. A lone figure lit overhead by a street lamp portrays a sense of loneliness or foreboding. A pair of bright lights heading straight at us suggests panic.

Just as ambient light provides clues to the emotion of a photograph, it can also tell the viewer much about the time of day in the photograph. Long shadows and a warm cast to sunlight indicate that it is either early morning or late afternoon. Conversely, steep shadows in brilliant light indicate that it’s noon. A warmly lit room interior with only black in the windows tells us that it is night.



What You Can Do To Manage Ambient Light


As your skills as a Speedliter develop, you’ll come to understand that ambient light does not always have to appear in your photos the way that you see it during the shoot. Here is a quick list of ways to manipulate ambient light:




[image: Image]

 Change the direction of ambient light
 —Think about moving your camera in a circle around your subject. As you can see in Figure 4.1
 , changing the direction of the ambient light can make a huge improvement to your shot.


[image: Image]

 Make the ambient light brighter
 —In dim situations, you can use a slower shutter speed to allow the camera to collect more ambient light. This is called dragging the shutter
 .


[image: Image]

 Make the ambient light dimmer
 —As you will see in many of my portraits, I use a faster shutter speed to dim the ambient light. This reduces distractions in the background and encourages the viewer to focus on my subject.


[image: Image]

 Eliminate the ambient light entirely
 —You can use a super-fast shutter speed to take all the ambient light out of the shot. This is helpful when you are looking to create very dramatic light or you need to hide objects in the background. With Speedlites, the use of flash with super-fast shutter speeds is possible because of high-speed sync
 , which we will discuss in Chapter 22
 : Slicing Time With High-Speed Sync.




 Shutter Speed: The Key to Controlling Ambient Light in Flash Exposures

Here are two simple truths to know about the relationship between shutter speed and flash:




[image: Image]

 Your DLSR has a sync speed
 —The fastest shutter speed that will work with flash photography. For most DSLRs, this speed is [image: Image]

 ″—although some cameras have slower sync speeds. You can shoot flash at your camera’s sync speed and any slower shutter speed (ie: [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, etc).


[image: Image]

 If your Canon camera senses that a Canon Speedlite is attached, it will prevent you from exceeding this sync speed. Your camera will even reduce the shutter speed to the camera’s sync speed, unless you activate high-speed sync—a Speedlite feature that is introduced in Chapter 7
 : Control Your Speedlite
 and discussed at length in Chapter 22
 : Slicing Time With High-Speed Sync
 .




Geek Speak: —The Mechanics Of Sync Speed—


The shutter in an SLR camera—digital or film—has two curtains. During an exposure, the first curtain opens and, after a specific interval, the second curtain closes. In order for the entire sensor to see the flash, the Speedlite must fire during this interval—when the sensor is not obstructed by either curtain.

The sync speed
 is the fastest shutter speed at which your camera can normally make a flash exposure. At faster shutter speeds, the second curtain begins to close before the first shutter is completely open—there is no point during the exposure when the sensor is clear of both curtains. At very fast shutter speeds, the closing of the second curtain follows the opening of the first curtain so closely that they appear to be a slit flying across the sensor.

High speed sync, the topic of Chapter 22
 : Slicing Time With High Speed Sync
 , changes the way the Speedlite fires so that faster shutter speeds are possible. The downside of HSS is that it consumes a significant amount of the flash power.







Why Shutter Speed Does Not Control Flash Exposure


I know it’s hard to believe, but it’s true: As long as you are shooting at or slower than the sync speed
 for your camera, then shutter speed has no control over the amount of Speedlite flash hitting your digital sensor. This means that you can use your shutter speed to manage ambient light independently of the flash.



Here’s why the shutter has no effect on the amount of flash getting through: A Speedlite’s longest duration of flash is produced at full power—which is reported by Canon to be [image: Image]

 ″. As the flash power is lowered, the flash duration shortens (becomes faster).

Take a look at Figure 4.2
 . The yellow bars are the [image: Image]

 ″ burst of flash that happens at full power. The width of the black lines represent various shutter speeds: [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, and [image: Image]

 ″. Even though the shutter speed gets faster (which reduces the ambient light captured by the exposure), the full duration of the flash still flies through the shutter. Remember, if you turn the flash power down, then the flash duration shortens (meaning that the yellow bar becomes even narrower).



 [image: Image]




Figure 4.2
 Shutter speed can be used to dim ambient light independently of flash because the duration of the flash is so much faster than the shutter speeds available in normal sync. So using faster shutter speeds (up to your camera’s sync speed) only reduces the amount of ambient light captured by your camera.






 Dial The Background Down With Faster Shutter Speeds


One of the great advantages of flash photography over natural light-only photography is that the ambient light on the background can be managed independently of the flash that illuminates the subject.



You already know that if you switch your shutter speed from [image: Image]

 ″ to [image: Image]

 ″ you have reduced the amount of ambient light getting to the sensor by half—by one stop. (If you did not know this from memory, review the chart of whole-stop shutter speeds in Chapter 2
 : Exposure Exposed
 .)

I frequently take advantage of the shutter’s ability to dial ambient up or down by using faster shutter speeds to dim the background. This has the effect of forcing you to concentrate on the person in the frame. It also has the added bonus of hiding undesired background elements.

The amount that the background dims is up to you. Take a look at Figures 4.3
 and 4.4
 . In the second shot, I dimmed the ambient light down two stops—by dialing the shutter speed from [image: Image]

 ″ to [image: Image]

 ″. I then lit Dave with two bare Speedlites—one pointed at his nose, and the other behind him pointed at the first Speedlite. At [image: Image]

 ″, the shutter speed was significantly faster than my camera’s sync speed, so I had to activate High Speed Sync.
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Figure 4.3
 This is how my camera is programmed to record the ambient light in this scene—it preserves the highlight detail. Unfortunately, Dave’s face is in shadow, and the background competes for attention.
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Figure 4.4
 By using high-speed sync, I was able to significantly underexpose the ambient sunlight by shooting 2 stops darker than I did in Figure 4.3
 .




When dimming the ambient in bright sunlight, you will need to be mindful of your shutter speed. Even if your camera is in Manual mode and you dial in a very fast shutter speed, the camera will push it back to the sync speed. You will likely think that the Speedlite’s power malfunctioned until you notice that the background is not dim. The solution is to activate High Speed Sync.




 Speedliter’s Tip: —Best Camera Modes For Managing Ambient Light—


Once you link the idea of managing the ambient light to your shutter speed, you need to consider how your choice of camera mode controls the shutter.

Manual (M)—This is the easiest camera mode for managing ambient light. You dial in the shutter speed that you want. The camera will not make any offsetting moves.

Aperture-Priority (Av)—You dial the aperture you want (based on depth of field), and the camera sets the shutter speed. To brighten or dim the ambient light, you have to dial in Exposure Compensation on your camera. EC overrides the shutter speed by the amount you specify. Dial +EC to brighten the ambient and -EC to dim the ambient. Most Canon cameras have +/- three stops of EC.

Shutter-Priority (Tv)—You dial the shutter speed, and the camera sets the aperture. For me, this is a convoluted way to manage ambient light. In Tv, when you dial a faster shutter (thinking that it will dim the ambient), the camera offsets your move by opening up the aperture. So you have to also dial in -EC, which overrides the aperture and makes it smaller—which also makes the flash appear dimmer. Now you have to increase the flash power to offset the aperture. My advice? Avoid Tv when shooting flash.

Bulb (B)—You open the shutter, and you close the shutter. When you are being creative after sunset, you will eventually get to a point where the 30″ maximum on the shutter is not long enough. So switch your camera to Bulb and use a cable release to open and close the shutter for longer periods of time.








Speedliter’s Tip: —Using ISO To Manage Ambient—


ISO affects both ambient and flash. While you can brighten or dim ambient light by changing your ISO, you will have to make an offsetting move to the flash power.

The only time when I’m willing to do this is when I want to keep the shutter speed out of High Speed Sync territory—which avoids taking the HSS power hit. In this case, I lower my ISO and increase the flash power as needed on my subject.

Also, Auto ISO should be avoided when you want to manage the ambient light in a flash shot. There is no Exposure Compensation for Auto ISO, so there is no way to dial the ambient down or up because Auto ISO will offset the other moves you make to your exposure settings.







Going All The Way—Turn Day Into Night With A Fast Shutter


Once you get the basic idea that you can dim the ambient light by speeding up your shutter, you have the full range of control to literally turn day to night—and to stop anywhere in between.



This is a huge skill for a Speedliter. I encourage you to shoot the same series.


[image: Image]

 Head outdoors under midday sun.


[image: Image]

 Lock your camera down on a tripod.


[image: Image]

 Set your camera to Manual exposure.


[image: Image]

 Dial the aperture to f/22 (or whatever the smallest is for your lens).


[image: Image]

 Set the shutter to [image: Image]

 ′ (because it makes doubling the shutter speeds easy).


[image: Image]

 Adjust the ISO to get a good meter reading.


[image: Image]

 For each shot in the series, dial your shutter speed down in whole-stop increments ([image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″, [image: Image]

 ″...).


[image: Image]

 Keep your eye on the shutter speed. As you cross over your camera’s sync speed, you will have to activate High Speed Sync and increase the flash power to compensate for the HSS power hit.
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Figure 4.5
 As metered ([image: Image]

 ″, f/22). Good exposure overall, highlight details are preserved, shadow details under car are lost to black.
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Figure 4.6
 Minus 1 stop ([image: Image]

 ″, f/22). Nice shade of blue in sky, the rest lacks interest.
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Figure 4.7
 Minus 2 stops ([image: Image]

 ″, f/22). Obviously underexposed but not enough to suggest night.
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Figure 4.8
 Minus 3 stops ([image: Image]

 ″, f/22). Looks like an overexposed shot taken under a full moon.
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Figure 4.9
 Minus 4 stops ([image: Image]

 ″, f/22). A great place to start when shooting night at noon.
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Figure 4.10
 Minus 5 stops ([image: Image]

 ″, f/22). Only the brightest whites show, too dark for printing.
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Figure 4.11
 Minus 6 stops ([image: Image]

 ″, f/22). The place to head if you want pitch black.
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Figure 4.12
 Minus 7 stops ([image: Image]

 ″, f/22). Only slightly darker than [image: Image]

 ″.






 
 Drag The Shutter To Brighten The Background


When the ambient light is dim, such as after sunset, you can use slow shutter speeds—sometimes described as “dragging the shutter”—to collect more ambient light from the background. Figures 4.13
 –4.16
 were shot 45 minutes after sunset. Depending upon which photo you study, your sense of time changes.
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Figure 4.13
 [image: Image]

 ″—Definitely a night shot.
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Figure 4.14
 [image: Image]

 ″—Three stops more ambient than [image: Image]

 ″.
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Figure 4.15
 2″—Five stops more ambient than [image: Image]

 ″.
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Figure 4.16
 8″—Seven stops more ambient than [image: Image]

 ″.







Figure 4.13
 is definitely a night shot. At [image: Image]

 ″ there is no ambient light. None. What you see in the shot—my friend Matt, his motorcycle, and the shrub behind him—are lit with flash. This remains constant throughout the shoot.

Notice how the ambient light from the western sky changes in the upper corners as the shutter speeds lengthen. At [image: Image]

 ″ (Figure 4.14
 ), a bit of blue twilight creeps into the upper-right corner. At 2″ (Figure 4.15
 ), ambient light is now visible in both the left and right corners. At 8″ (Figure 4.16
 ), the scene looks almost like daylight.

A few other tips about dragging the shutter:


[image: Image]

 If all the light on your subject comes from your flash, then your subject will not be blurry because the duration of the flash is so short that it freezes motion.


[image: Image]

 Locking your camera onto a tripod will facilitate crisp edges in longer exposures. I used a tripod for this series.


[image: Image]

 If you handhold your camera when dragging the shutter, expect the ambient-lit areas to have blurry edges. Fear not; this can be a creative tool if you work at it.


[image: Image]

 Second-curtain sync, discussed in Chapter 7
 : Control Your Speedlite
 , is a great option when dragging the shutter.


[image: Image]

 If your camera mode is in Full Auto (green box) or Program (P), it will prioritize the use of a faster shutter speed ([image: Image]

 ″) to eliminate camera shake—which typically means that your background is black.



 The Effect of Aperture and ISO on Ambient Light in Flash Photography



Aperture Affects Flash And Ambient Equally


Aperture, in contrast to shutter speed, limits all the light coming through a lens. As you know from the chart in Figure 2.6
 , the aperture is a hole in the lens through which all light passes—both ambient and flash.





I cringe when I hear photographers advocate adjusting the brightness of flash by changing the aperture. While this is possible, I think it is a poor use of aperture because there is no other camera control for depth of field. See the Speedliter’s Tip: Reserve Aperture For Depth of Field
 for more details.



ISO Also Affects Flash And Ambient Equally


Likewise, ISO does not distinguish between flash and ambient light. If you double the ISO, then you’ve increased the apparent brightness of both the ambient light and the flash by one stop.



Remember: In order to keep digital noise to a minimum, it’s best to shoot at lower ISOs than higher ISOs. That said, here are a couple of situations in which you would want to raise the ISO for the benefit of your flash photos:


[image: Image]

 You want to shoot a smaller aperture to increase depth of field
 —Raise the ISO by the same number of stops that you change the aperture to keep the brightness of the ambient and flash the same.


[image: Image]

 You need to use a faster shutter speed so that you can handhold without camera shake
 —Keep the aperture the same to preserve depth of field, raise the ISO to restore the brightness of the ambient light that is dimmed by the use of a faster shutter speed, and lower the flash power by the same number of stops to rebalance after the ISO change.




Speedliter’s Tip: —Reserve Aperture For Depth Of Field—


Since the publication of the first edition of the Speedliter’s Handbook
 , I now only use my aperture to control depth of field because it is the only camera setting available for this task.

I no longer use aperture for other tasks, such as adjusting the apparent flash power. This limitation on the use of aperture marks a significant evolution in my workflow.

The good news is that ISO, like aperture, affects both ambient and flash. With the improved noise performance on current-generation cameras, I am comfortable moving my ISO up as necessary to make the flash appear brighter or to move the histogram to the right (as described in the section in Chapter 2
 : Exposure Exposed
 .








Speedliter’s Tip: —Expanding / Minimizing Flash Power With ISO—


Let’s say that your Speedlite is at full power and you want to increase the effect of the flash on your subject while keeping the ambient at its current level. If you open up the aperture, you’ll allow more of the flash to get through the lens, and you will change the depth of field—which I see as a bad choice.

The better alternative is to raise the ISO the requisite amount so that your flash appears as you want it to. You will need to change the shutter speed by an offsetting amount (i.e., make it faster) to keep the ambient exposure the same.

Likewise, if your Speedlite is at minimum power and you still want less flash on your subject (a common situation in macro photography), you can close down the aperture to reduce the amount of flash getting through the lens. For macro work, the extra depth of field may be helpful. If so, you’ll have to change the shutter speed by an equivalent amount (this time by going to a slower shutter speed) to keep the ambient exposure the same.

If you would prefer to not change the aperture (so as to preserve the depth of field) and you need less light from an already minimized Speedlite, you can lower the ISO by the requisite number of stops and, likewise, slow the shutter speed down by the same number of stops to rebalance the appearance of the ambient light.

I know that these concepts can seem confusing. To truly understand the mechanics, work them out on paper.







 Blending Ambient and Flash

You will know that you’re catching on as a Speedliter when it is not evident that you’ve lit a photo with flash. This means that your flash has the same character and subtlety as the ambient light. The color and direction of your flash are two important considerations.





Matching The Color Of Your Ambient Light


Your Speedlites cast a flash that approximates the color of sunlight during midday. Yet everyone knows that when the sun is near the horizon, the color of daylight is much warmer.



If you are lighting a subject during golden hour and want your flash to seem realistic, you’ll need to use a CTO gel over your Speedlite (Figure 4.17
 ). There’s much more to learn about the use of gels for color correction and for theatrical effects—which is the topic of Chapter 21
 : Gelling For Effect
 . For now, just consider how the color temperature of your Speedlite can leave a big clue that your subject was lit with flash—or allow it to blend in naturally.
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Figure 4.17
 A Color Temperature Orange (CTO) gel shifts the color of my Speedlite to blend with sunset.
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Figure 4.18
 Minutes before sunset—the sunlight is very warm and the shadows are very long. This shot is straight sunlight. There is no fill flash.






 [image: Image]




Figure 4.19
 The addition of a Speedlite about 8’ to the left of Mallory opens up the shadows. If you look at the highlight on her cheekbone, you can see how cool the Speedlite appears in comparison to the warmth of the sun.






 [image: Image]




Figure 4.20
 The addition of a full-cut CTO gel to the Speedlite adds much-needed warmth to the fill light. Now the fill light blends naturally with the sunlight.






 Matching The Direction Of Your Ambient Light


The shadows tell all in a sunlit photo. They point to the direction of the sun—just line up the tip of a shadow with the tip of the object that created it, and you’ll know where the sun was. They also tell you the time—long shadows mean that it’s early or late, short shadows mean that it’s midday.



There’s only one sun in our sky. So there should only be one direction for the shadows in your photograph. Often, though, photographers forget about this and cross-light their subject. This means that the shadows on the subject are going in a different direction than the shadows in the background.

In Figure 4.21
 , you can see the situation I found myself in for a late-afternoon portrait—the optimal spot for my subject was in deep shade.
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Figure 4.21
 When it was time to make a quick portrait of Tom Harris, owner of Harris Stage Lines, at sunset, the sun had dropped behind the barn, putting Tom in shade. This is the scene with only ambient light.




Although you may not have caught it at first, the Speedlite position on the left side of the camera in Figure 4.22
 is creating cross-light. Notice the difference between the direction of Tom’s shadow and the direction of the shadows coming from the post and the stagecoach wheels. Tom’s shadow from my Speedlite is perpendicular to the shadows created by the sun.
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Figure 4.22
 To recreate the look of late-afternoon sun, I gelled a Speedlite with a full cut of CTO. It is a subtle point, but this shot is cross-lit. The Speedlite hitting Tom is on the left. The sunlight is coming from the right. The shadows go in different directions.




In Figure 4.23
 , I moved the Speedlite to the right side of the camera so that it was between Tom and the sun. This makes the shadows from the flash blend in naturally with the shadows created by the sun.
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Figure 4.23
 By moving the Speedlite over so that it is in line with the sun, Tom’s shadow now aligns with the natural shadows on the stage coach. The flash in this shot blends well with the ambient light.






 Chapter 5. Position Is Relative



THE LIGHTING COMPASS





ON-AXIS AND OFF-AXIS LIGHT





LIGHT FROM ABOVE...AND BELOW





The Short Version


Shadows and highlights are the most important visual guides for the viewer when she is trying to decode your photograph. As a Speedliter, you will quickly learn that the relationships between the positions of your camera, subject, and light(s) determine how the shadows and highlights are created in your photos.



When thinking about light position, we need to understand the importance of both horizontal and vertical placement. An easy way to visualize this is to think of your light moving in a circle around your subject.
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Figure 5.1
 When Speedliting, the position of your flash significantly affects how your camera sees the shadows and, hence, how depth and texture are portrayed in your photographs. Left: When I tipped my camera to the right, my hotshoe Speedlite created the sharp-edged shadow that outlines Ava on the left. Note how the flat light on her face and dress hides important details. Right: I moved the Speedlite off-camera 45° to the right and fired it through a diffuser panel. Now the shadows reveal a sense of depth in Ava’s face and dress.






 The Lighting Compass

As a kid, I spent a lot of time in the Boy Scouts and a lot of time in geometry classes—and actually enjoyed both immensely. The common link between the two was that I could play with a compass: in Scouts to find my way, and in geometry to draw circles. Speedliting has brought them together.





Every Light Has An Angle


When I started teaching lighting, I came up with the idea of the “Lighting Compass” as a model to understand how the horizontal position of a light relative to the subject affects what the camera sees. As shown in Figure 5.2
 , my Lighting Compass measures the angle between the camera and a light source using the subject as the center of the circle.
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Figure 5.2
 The Lighting Compass shows the position of Speedlites in a circle around the subject when looking from above. The angle between the camera and the flash is measured at the subject.




If a Speedlite is bolted into the camera’s hotshoe, I say that it is at 0° on the Lighting Compass. A flash that is exactly to the left or the right of the subject is at 90°. A flash that is opposite the camera is at 180°. Again, these refer to the Speedlite’s horizontal position. We’ll deal with its vertical position in the next section.



You Can Tell A Lot About A Light By Its Angle


The significance of a light’s position relative to the camera and the subject has to do with the shadow that it casts. A Speedlite that is parked on top of your camera will cast virtually no shadow across the face of someone right in front of your lens.



Here is the secret to making a perfectly lousy driver’s license photo: Make the light equal on both sides of the face so that it appears flat, like a cardboard cutout. This is why you were so disappointed with your early Speedlite photos: Everyone and everything was lit evenly.

Now, take a peek at Figures 5.4
 —5.8
 . In this series of headshots, I placed the Speedlite just slightly above the model’s head. In each frame, it is the same distance from the model and fired at the same power setting. The only difference between the shots is that I moved the Speedlite to the right around the Lighting Compass.

See how the depth of the face changes as the Speedlite’s position moves from the camera toward 90°? The length of the shadow increases across the face until one half of the face is virtually in darkness. (If you’re getting antsy with the thought that a fill card would really help, you’re right. Try to hold on until we cover the details of fill cards in Chapter 19
 : Portraits With One Speedlite
 .)




Speedliter’s Tip: —The Go-To Position For Off-Camera Flash—


When you don’t know where to position your off-camera flash, start with it at 45° from the camera. Raise it up until the center of the light is slightly above your subject’s head, then angle it down slightly.







 Light Gets Brighter When It Comes At You


As we move past 90° on the Lighting Compass, there’s an interesting phenomenon that occurs when the Speedlite’s position moves from 90° to 180°—its apparent brightness increases. The light coming from behind appears brighter because it is skipping off the model and into the lens.



Look at Figures 5.4
 (0°), 5.5
 (45°), and 5.6
 (90°) again. The brightness of the light on the face is very similar—it’s just the amount and direction of the shadows that have changed.
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Figure 5.3
 The Lighting Compass for Figures 5.4
 –5.8
 .
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Figure 5.4
 On-camera flash – 0°.
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Figure 5.5
 Speedlite at 45° to right.
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Figure 5.6
 Speedlite at 90° to right.
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Figure 5.7
 Speedlite at 135° to right.
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Figure 5.8
 Speedlite at 180°.




Now compare Figures 5.5
 (45°) and 5.7
 (135°). Notice how her hair in Figure 5.7
 reflects more light than in Figure 5.5
 . The best use for a Speedlite in the rear quadrant is as a rim or hair light.

If your subject has short hair or hair that is pulled back, then the light from a Speedlite in the rear quadrant will glance off the cheek and appear very bright to the camera. You can see this effect in the differences between Figures 5.5
 (45°) and 5.7
 (135°). This is a distinctive look that, when balanced with an adequate fill light, can produce a dynamic image.

You’ll have to remember that as you move your Speedlite around to the back half of the Lighting Compass, a lower power setting might be necessary. In a way, this is easy to remember because a Speedlite that’s pointing straight into the lens is as bright as it can get.




Speedliter’s Jargon: —Rim Light vs. Hair Light—


A rim light
 and a hair light
 both originate from the back half of the Lighting Compass (90° to 180°). The difference is that the rim light
 hits a much larger portion of the subject; the hair light
 hits just the hair. Both provide an edge of brightness that helps separate the subject from the background.







 
 On-Axis and Off-Axis Light

On-camera flash has a bad reputation with many photographers. But on-camera flash is not bad; it is just misunderstood.





Defining On-Axis Flash


Any light that points at the subject from the same angle as the lens is an on-axis light. On the Lighting Compass, any light at 0° is, by definition, an on-axis light. So a Speedlite parked in your camera’s hotshoe is an on-axis light. So is a Speedlite positioned above the lens.



However, the light source does not have to be attached to your camera to be an on-axis light. It could be a light above or below your camera. The light could be in front of or behind your camera. The defining factor is that the light points toward your subject from the same perspective as the lens.

Now don’t get confused and think that any light that points at the subject is on-axis. Remember that the axis is defined by the direction of the lens.

The key point is that, when viewed through the camera, on-axis light hits the right and left sides of the subject equally, which in turn flattens the shadows seen by the camera.




Speedliter’s Tip: —Making The Best Of Pop-Up Flash—


Pop-up flashes are known for being non-versatile, low-powered, and...handy. While a pop-up’s position on top of the lens is not well-suited for it to be the key light on the subject, a pop-up is often handy when you want a bit of fill flash.

The problem with using a pop-up as a key light is that it can kill the shadows by lighting both sides of the subject equally (Figure 5.9
 ). Lowering the power of the pop-up can shift it into the roll of fill flash—whose job is to add light into the shadows created by an off-axis key light.

If you have a camera with a pop-up flash that will work as a master and a Speedlite that will work as a slave, study the light configuration of Figure 5.11
 . You can use your Speedlite as the off-axis key light and the pop-up as master and fill flash.







Off-Axis Flash Is Easy


It’s an easy step to understand that all other lights that don’t point at the subject from the same direction as the lens are off-axis lights.



When viewed through the camera, off-axis light hits one side of the subject more than it hits the other. By doing so, an off-axis light casts a shadow across the subject that the camera will see. Generally, it’s much easier to make an interesting portrait with an off-axis light than it is with an on-axis light.

To see the difference, check out Figures 5.9
 —5.12
 , which were lit with direct flash from one or two Speedlites. (Figures 5.4
 —5.8
 , in contrast, were lit by a single Speedlite firing through a diffuser panel. Both series of shots demonstrate options for placing shadows and controlling their contrast.)
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Figure 5.9
 The on-axis light from a hotshoe-mounted Speedlite creates rather flat light.
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Figure 5.10
 When the Speedlite is moved to a lightstand 45° to the right, the camera sees shadows.
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Figure 5.11
 Adding fill flash from a hotshoe-mounted Speedlite opens up the shadows created by the key light at 45° right.
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Figure 5.12
 Moving the fill flash from the hotshoe to a lightstand 45° left and increasing the power opens up the shadows even more.





Figure 5.9
 used an on-camera Speedlite as the single light source. Can you tell which way I tipped my camera to frame the shot? The ribbon shadow on Ava’s arm is the clue. I tipped my camera to the left, so the hotshoe-mounted Speedlite cast a shadow on the right.


Figure 5.10
 shows how the shadows can become more dramatic when the flash is moved off-axis. In this shot, the Speedlite is swung around the Lighting Compass to a light stand 45° right. There is a more defined sense of depth, but the contrast of the shadows on Ava’s cheek and arm is too strong. I would prefer to see a bit of light in these shadowy areas.


Figure 5.11
 adds an on-camera Speedlite as a fill flash. Since its power level is two stops below the key light at 45° right, it fills the shadows without flattening the light as in Figure 5.9
 . If you have a camera with a pop-up flash, be sure to read the Speedliter’s Tip at left for a few helpful insights.


Figure 5.12
 moves the fill light from the camera’s hotshoe to a light stand positioned at 45° left—at the same height as the key light 45° right. Since the power of the fill flash is one stop below the key, there are still shadows to help define shape—but it is also easy to see the details in those shadows.



 
 Light from Above...And Below

In addition to thinking about the horizontal position of Speedlites, it’s important to understand how the position of a Speedlite (or Speedlites) above or below the subject affects the size and angles of the highlights and shadows.
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Figure 5.13
 The Lighting Inclinometer shows the angle of the position of a Speedlite above or below the subject’s head.







Speedliter’s Tip: —Don’t Lose The Eyes—


Some people have very deep eye sockets. When the key light is coming from high overhead, you have to be very careful that the eyes don’t drop into deep shadow. If this happens, you can bounce light in via a fill card or use a separate Speedlite set to minimum power—with a tight grid or snoot on the front to limit the spread of this fill light.







The Lighting Inclinometer


If you tipped the Lighting Compass from horizontal to vertical, you’d have my Lighting Inclinometer. Now we’re thinking about the angle of the Speedlite above or below the subject’s head. Consider your subject’s face to be the horizon line.



A light that’s level with the subject is at 0°. A light that is straight above the subject is at 90°. A light that is below the subject and aimed straight up is at –90°.



Shadows Fall...Usually


You intuitively know that light comes from above. The sun arcs above us. The lamps in our homes are above us. So, if all our principal light sources come from above, this also means that shadows usually fall. As a Speedliter, you will want to remember this important detail—light comes from above.



Since we expect that light will generally come from above, we also expect that shadows will fall. There’s a striking difference in the feel of shadows that fall and shadows that rise—as shown in Figures 5.14
 –5.16
 .
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Figure 5.14
 Left: Hard light from a bare Speedlite 45° above Ava’s head, angled down. Right: Soft light from the same position using Lastolite 24″ Ezybox as modifier.
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Figure 5.15
 Left: Hard light from a bare Speedlite level with Ava’s head. Right: Soft light from the same position using Lastolite 24″ Ezybox as modifier.
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Figure 5.16
 Left: Hard light from a bare Speedlite 45° below Ava’s head, angled up. Right:, Soft light from the same position using Lastolite 24″ Ezybox as modifier.




For each of these light positions in this series, the photos on the left were shot with a bare Speedlite to create hard light. The photos on the right were shot with the Speedlite firing through a Lastolite 24” Ezybox to create soft light.

My intent with this series is to show how the vertical position of the flash affects the angle of the shadows. To maximize the visibility of the shadow lines, the Speedlite was placed at 90° right on the Lighting Compass. As you can see, without another source of fill light (a second flash or a reflector), positioning the key light this far to the side of the subject creates too much contrast for anything less than overly dramatic light.




 Part 2: Speedlites Fundamentally
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Chapter 6: MEET THE SPEEDLITES



Chapter 7: CONTROL YOUR SPEEDLITE



Chapter 8: FLASHING MANUALLY



Chapter 9: E IS FOR EVALUATIVE



Chapter 10: SPECIALTY FLASH MODES




 Chapter 6. Meet The Speedlites



WHICH CANON SPEEDLITE IS RIGHT FOR YOU?





SPEEDLITE 600EX-RT





SPEEDLITE 600EX-RT FUNCTION BUTTONS IN NON-WIRELESS MODES





SPEEDLITE 580EX II





SPEEDLITE 430EX II





SPEEDLITE 320EX





SPEEDLITE 270EX II





SPEEDLITE 90EX





LEGACY CANON EX SPEEDLITES





SPEEDLITE TRANSMITTER ST-E3-RT





SPEEDLITE TRANSMITTER ST-E2





MACRO RING LITE MR-14EX II





MACRO TWIN LITE MT-24EX





THIRD-PARTY SPEEDLITES AND TRANSMITTERS
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Figure 6.1
 Canon’s current line-up of Speedlites runs from the powerful 600EX-RT down to the tiny 90EX. The photos above are shot at the same scale so that you can compare their sizes.






The Short Version


The current members of the Canon Speedlite family are the 600EX-RT, the 430EX II, the 320EX, and the 270EX II. Other Speedlites still in wide use include the 580EX II, 580EX, the 430EX, and the 270EX. Occasionally, a 550EX will pop up in someone’s camera bag.



Although not officially labeled “Speedlites,” Canon currently offers two specialty flashes for macro photography: the Macro Ring Lite MR-14EX II and the Macro Twin Lite MT-24EX. Both of these flashes can be used to command Speedlites in optical wireless mode.



 Which Canon Speedlite is Right for You?

I believe strongly in buying gear that fits within your budget. Canon Speedlites run from about $100 for the tiny 90EX to $550 for the flagship 600EX-RT. Used Speedlites, discontinued models, and third-party brands may seem like a bargain—until you discover that your purchase lacks an essential feature or two.





Considerations For Buying A Speedlite



Control Via Camera LCD
 —For me, this is an essential feature. The easiest place to control a Speedlite is via the large LCD on the back of your camera. This unique feature of the Canon system enables access to every Speedlite menu item via the LCD on the backs of our cameras. Read all the details in Chapter 0
 : Quick Start Guide To Speedliting
 .




Modes
 —All Canon EX Speedlites offer E-TTL—Canon’s automatic flash mode. Most offer Manual mode—although on current 300- and 200-series models Manual mode must be accessed via the camera LCD. If you want to go deep into using multiple Speedlites, the new Group mode on the 600EX-RT provides the best user interface available today. The Multi and External modes on the 600EX-RT and 580EX II provide special-use functionality.


Moveable Head
 —Being able to angle the flashhead independently of the Speedlite body provides creative control. When using a Speedlite as an optical slave, it also allows you to aim the slave sensor (on the front of the Speedlite) directly at the master while aiming the flashhead at the subject.


Auto-Focus Assist
 —In dim ambient light, an AF-Assist light on the Speedlite provides a bit of light on which the camera can focus. 600-, 500-, and 400-series Speedlites have AF-Assist lights that cast a red grid pattern on the subject. The current 300- and 200-series Speedlites pulse white light from the flash tube as the AF-Assist. For infrequent use, the white light pulses are not a problem. If you frequently shoot in dim light, you might find it annoying.


Power Zoom
 —600-, 500-, and 400-series Speedlites have power zoom features that position the flashhead so that it matches the coverage of the lens. The creative advantage of power zoom is that it allows you to manually zoom the flashhead so that your flash lights one part of the shot without lighting other areas. 300- and 200-series Speedlites have very limited zoom options that must be adjusted by hand.


Flash Power
 —As a general rule, the higher the model number, the greater the maximum flash power. That said, the difference between the power of the 600EX-RT and the 430EX II is about [image: Image]

 -stop—which is to say, not huge.


Wireless Slave
 —If you plan to spend some time Speedliting, I suggest buying a Speedlite that can work as a wireless slave—especially if you already have a camera with a pop-up flash that can serve as an optical master. See the list of cameras that do in Chapter 0
 : Quick Start Guide To Speedliting.



Wireless Master
 —When the limited range of a pop-up flash acting as a master becomes an issue, a 600- or 500-series Speedlite in the hotshoe can provide more options to control slaved Speedlites.


Optical / Radio Wireless
 —Canon’s introduction of the 600EX-RT in 2012 added the convenience of built-in radio control to wireless Speedliting. The advantage of radio is that it works over greater distances, is not blinded by the sun, and does not need a direct visual path between master and slave—all of which can be limitations when working with optical wireless. That said, as of this edition, only the 600EX-RT includes radio wireless. Fortunately, it also works in optical wireless—so it is fully backward compatible with Canon Speedlites that communicate via optical wireless


External Power
 —Recycle time
 is the time it takes for the Speedlite to recharge its capacitors so that it can fire again. If you shoot in situations where you need the fastest recycle times possible, choose a 600- or 500-series Speedlite because they have the ability to get additional power from an external battery pack.



 Speedlite 600EX-RT


A quick look:
 The new flagship of the Canon Speedlite system features a completely updated LCD menu system that makes it much easier to use. Additionally, the 600EX-RT opens up new territory with radio-enabled wireless communication between master and slave. Conveniently, the 600EX-RT is fully backward compatible with preceding generations of Speedlites that use optical wireless.





The World’s First Radio-Enabled Speedlite




1.

 Flashhead
 —Contains the flashtube and the zoom mechanism that pushes it forward and backward. The 600EX-RT automatically senses the focal length of compatible EOS lenses and adjusts the position of the flashtube to match—from 20mm to 200mm.





2.

 Optical transmitter
 —When used as an optical master, the flashtube of the 600EX-RT sends the instructions to the slaves through a coded series of pulsed flashes.



3.

 Catchlight panel
 —A plastic card that pulls out with the wide-angle panel. When bouncing flash off a ceiling, the catchlight panel throws a tiny bit of light forward.



4.

 Wide-angle panel
 —A plastic diffuser that pulls out. Spreads the flash to about the field of a 14mm lens.



5.

 External power socket
 —Plug in an external battery pack to provide faster recycling.



6.

 Bracket fitting
 —A threaded socket that, unfortunately, is not sized for the industry-standard ¼″-20 thread.



7.

 Screwlock PC terminal
 —The connection point for triggering cables, such as those used by third-party radio triggers.



8.

 Contacts
 —These five pins connect to the terminals on an EOS camera’s hotshoe.



9.

 Locking pin
 —The pin drops down into a receiver when the locking lever is moved. It is spring-loaded so that it will also work with generic hotshoes.



10.

 Weather-sealed mounting foot
 —The rubber gasket around the metal foot provides a water- and dust-resistant connection between Speedlite and camera.



11.

 AF-Assist beam emitter
 —In low-light or low-contrast situations, the 600EX-RT can emit a red pattern on which the camera will try to focus. The approximate range is 2′ to 33′ at the center and 2′ to 16′ along the edges of the flash’s illumination area.



12.

 External metering sensor
 —In External Auto or External Manual, this sensor captures light bouncing off the subject and shuts the flash off when it thinks that enough light has been gathered.



13.

 Optical wireless sensor
 —When the Speedlite is working as an optical slave, this sensor must be aimed at the master to receive instructions.



14.

 Filter sensors
 —When either of the two Canon-supplied color filters (gels) are used with the filter holder and the camera’s white balance is set to AWB or Flash, these sensors tell the camera which gel is in place.
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15.

 Bounce angle
 —The flashhead can be tilted upward to 90°. There are detents (notches) at 45°, 60°, 75°, and 90°. Between 0° and 45° the head can be positioned by hand, but not locked.



16.

 Flashhead release button
 —Pressing this button enables the flashhead to tilt –7° to 90° and to pan 180° right and left.



17.

 Battery compartment
 —The 600EX-RT holds four AA batteries.



18.

 Button labels
 —The lower edge of the LCD displays the purpose of each of the Function buttons.



19.

 Power switch
 —Off, Lock, and On. Lock deactivates the buttons and dials.



20.

 Flash exposure confirmation lamp
 —When shooting in E-TTL mode, this lamp glows green for 3 seconds if a good exposure has been obtained. The lamp is inactive when shooting in other modes.



21.

 Locking lever
 —Slide this lever to the right to lock the Speedlite into the hotshoe. Press the button and slide to the left to release.



22.

 Select dial
 —Turn this dial to rotate through various menu options.



23.

 Select/Set button
 —Press this button to select a menu option.



24.

 Flash Ready lamp / Test button
 —This button has five functions. It glows red when the flash is fully charged and ready to fire. It glows green when the flash is partially charged and capable of a Quick Flash. Press it to fire a test flash. If the Speedlite is working as a Wireless Master, pressing it will also test-fire Slaves by Group. This button can also be configured to activate the Modeling Light via Custom Function-02.



25.

 Mode button
 —Press the button to cycle through the five non-wireless shooting modes: E-TTL, Manual, Multi, External Auto, and External Manual. When the Speedlite is set as a radio master, the button cycles through the four radio-wireless shooting modes: E-TTL, Manual, Multi, and Group. When the Speedlite is set as an optical master, the button cycles through three optical-wireless modes: E-TTL, Manual, and Multi. The button is deactivated when the Speedlite is a slave.



26.

 Wireless / Linked Shooting button
 —This button cycles the Speedlite through non-wireless (normal), Radio Master, Radio Slave, Optical Master, and Optical Slave. When the Speedlite is in non-wireless mode, hold the button down for several seconds to activate Linked Shooting.



27.

 Function buttons
 —The purpose of each of these four buttons changes as the mode and wireless settings change (see the following section for more information).



28.

 Interactive LCD panel
 —The 600EX-RT brings a new, interactive menu to the Canon Speedlite system. This is a great improvement over previous generations of Speedlites. Menu options change in response to Mode and Wireless settings.



29.

 Link indicator
 —When operating in Radio Wireless, the color of this light indicates whether the Speedlite is communicating with other units—either as master or slave.
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 LCD backlight
 —Push any button to illuminate the LCD backlight.
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 Speedlite 600EX-RT Function Buttons in Non-Wireless Modes


A quick look:
 The purpose of each of the four function buttons on the 600EX-RT change based upon the Mode and wireless setting. The bottom portion of the interactive LCD screen displays the purpose of each button.



When the wireless system is not activated, pressing the Mode button cycles through:
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Each of these modes will be covered in the chapters that follow. Menus that appear when radio or optical wireless are activated will be detailed in their respective chapters as well. Also see Appendices 1–3 for more details.




Geek Speak: —Custom Functions and Personal Functions—
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Custom Functions enable you to customize some of the functionality on a Speedlite. For instance, C.Fn 01 enables/disables the power saving feature.

Personal Functions are a new feature introduced on the 600EX-RT. They are similar to Custom Functions except that they control options available only on a specific Speedlite model. For instance, P.Fn 04 determines whether the backlight color of the LCD in slave mode is orange or green.

See Appendix 4
 for a complete listing.







E-TTL Menu


Canon’s Evaluative Through-The-Lens metering provides an automatic calculation of flash power—which you can fine-tune via Flash Exposure Compensation. See the details in Chapter 9
 : E Is For Evaluative
 .
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1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 FEB
 —Flash Exposure Bracketing



4.

 Sync
 —Synchronization



M (Manual) Menu


In Manual mode, you set the power level directly. See Chapter 8
 : Flashing Manually
 .
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1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Power Level



3.

 —




4.

 Sync
 —Synchronization



 Multi (Stroboscopic) Menu


In Multi mode, the Speedlite fires repeatedly so that you can capture multiple images of a subject in motion. See Chapter 10
 : Specialty Flash Modes
 .
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1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Power Level



3.

 Multi
 —Total Number of Flashes



4.

 Hz
 —Flashes Per Second



Ext.A (External Auto) Menu


In External Auto mode, the Speedlite turns itself off after the External Sensor (#12) receives enough light—based on camera settings communicated through the hotshoe. See Chapter 10
 : Specialty Flash Modes
 .
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1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 FEB
 —Flash Exposure Bracketing



4.

 —




Ext.M (External Manual) Menu


In External Manual mode, the Speedlite turns itself off after the External Sensor (#12) receives enough light—based on ISO and aperture settings that you dial into the Speedlite. See Chapter 10
 : Specialty Flash Modes
 .
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1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 —




3.

 ISO
 —ISO Setting



4.

 A
 —Aperture Setting




Speedliter’s Tip: —Additional Menus In Wireless Modes—
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When you activate radio or optical wireless on the 600EX-RT, Function Button 4 (the one on the far right) becomes a Menu button. Pressing it cycles you to the next menu.

If you cannot find a wireless menu setting, press the Menu button until you find what you are looking for.







 Speedlite 580EX II


A quick look:
 Although replaced in 2012 by the radio-enabled 600EX-RT, the 580EX II is a Speedlite loaded with useful features. In addition to working as a powerful flash on its own, the 580EX II can be used with other Speedlites as an optical master or optical slave—including the 600EX-RT when it is set to optical wireless. At maximum power, the 580EX II essentially has the same flash power as the 600EX-RT.





A Versatile Speedlite




1.

 Flashhead
 —Contains the flashtube and the zoom mechanism that pushes it forward and backward. The 580EX II automatically senses the focal length of compatible EOS lenses and adjusts the position of the flashtube to match—from 24mm to 105mm.





2.

 Optical transmitter
 —When set as an optical master, the flashtube sends the instructions to the slaves through a coded series of pulsed flashes.



3.

 Catchlight panel
 —A plastic card that pulls out with the wide-angle panel. When bouncing flash off a ceiling, the catchlight panel will throw a tiny amount of light forward, theoretically into the subject’s eyes.



4.

 Wide-angle panel
 —A plastic diffuser that pulls out. Spreads the flash to about the field of a 14mm lens.



5.

 External power socket
 —A valuable tool for power Speedliters. External battery packs plug in here.



6.

 Bracket fitting
 —A threaded socket that, unfortunately, is not sized for the industry-standard ¼″-20 thread.



7.

 Screwlock PC terminal
 —The connection point for triggering cables, such as those used by third-party radio triggers.



8.

 Contacts
 —These five pins connect to the terminals on an EOS camera’s hotshoe.



9.

 Locking pin
 —The pin drops down into a receiver when the locking lever is moved. It is spring-loaded so that it will also work with generic hotshoes.



10.

 Mounting foot
 —Upgraded from plastic to metal with the EX II design. A much-welcomed change from the original 580EX.



11.

 External metering sensor
 —A feature that was added to the EX II that enables it to meter flash externally (meaning the light bouncing off the subject) rather than metering through-the-lens (TTL). This is a thyristor eye, similar to that found on the venerable Vivitar 283. Activate through Custom Function 5-03.



12.

 AF-Assist beam emitter
 —In low-light or low-contrast situations, the 580EX II can emit a red pattern on which the camera will try to focus. The approximate range is 2′ to 33′ at the center and 2′ to 16′ along the edges of the Speedlite’s illumination area.



13.

 Optical wireless sensor
 —When the Speedlite is working as an optical slave, this sensor must be aimed at the master to receive instructions.
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14.

 Bounce angle
 —The flashhead can be tilted upward to 90°. There are detents (notches) at 45°, 60°, 75°, and 90°. Between 0° and 45° the head can be positioned by hand, but not locked.



15.

 Flashhead release button
 —Pressing this button enables the flashhead to tilt –7° to 90° and to pan 180° right and left.



16.

 Battery compartment
 —The 580EX II holds four AA batteries.



17.

 Zoom/wireless button
 —Press this button quickly and the Zoom control menu is activated. Press and hold for 3 seconds to activate the optical wireless control menu.



18.

 High-speed sync/second-curtain sync button
 —Press this button to activate the high-speed sync. Press it again to activate second-curtain sync. Press it once more to return to first-curtain sync.



19.

 Power switch
 —Simply On and Off.



20.

 Locking lever
 —Slide this lever to the right to lock the Speedlite into the hotshoe. Press the button and slide to the left to release. Much improved over the original 580EX.



21.

 Weather sealing
 —This was added to the EX II. When mounted onto cameras with compatible hotshoes (1D X, 5D Mark III, 7D, etc.), it creates a seal that is resistant to rain and dust.



22.

 Select dial
 —Turn this dial to rotate through various menu options.



23.

 Select/Set button
 —Press this button to select a menu option.



24.

 Flash exposure confirmation lamp
 —When shooting in E-TTL mode, this lamp glows green for 3 seconds if a good exposure has been obtained. If it does not glow after the flash fires, either the shot was underexposed or the batteries are too low for reliable E-TTL control. The lamp is inactive when shooting in Manual or Multi mode.



25.

 Pilot lamp/button
 —This button has four functions. It glows red when the flash is fully charged and ready to fire. It glows green when the flash is partially charged and capable of a Quick Flash. Press it to fire a test flash. If the Speedlite is working as a Wireless Master, pressing it will also test-fire Slaves by Group.



26.

 LCD panel light/custom function button
 —A quick press turns on the LCD backlight. Press and hold for 3 seconds to activate the Custom Function menu (see Appendix 4
 for complete details).



27.

 Mode button
 —Press the button to cycle through the three Speedlite shooting modes: E-TTL, Manual, and Multi. Note: External Auto mode is activated via Custom Function 5-03 and not through the Mode button.



28.

 LCD panel
 —This will seem a bit cluttered and confusing when you start out. Once you know how to read it, the LCD panel tells you everything you need to know about the current settings.
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 Custom Functions
 —See Appendix 4
 for a listing of Custom Functions available on the 580EX II.
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 Speedlite 430EX II


A quick look:
 The 430EX II is a great Speedlite to use if you are just starting out. It is simple to operate but includes features that you’ll appreciate as your skills grow. Although it cannot command other Speedlites as an optical master, it can be configured as an optical slave. The 430EX II is not radio-enabled, but it can be controlled by a 600EX-RT working as an optical master. At maximum power, it is about [image: Image]

 -stop dimmer than a 580EX II or 600EX-RT.
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A Great Starter Speedlite




1.

 Flashhead
 —Contains the flashtube and zoom mechanism that pushes it forward and backward. The 430EX II automatically senses the focal length of compatible EOS lenses and adjusts the position of the flashtube to match—from 24mm to 105mm.





2.

 Wide-angle panel
 —A plastic diffuser that pulls out. Spreads the flash to about the field of a 14mm lens.



3.

 Bracket fitting
 —A threaded socket that, unfortunately, is not sized for the industry-standard ¼″-20 thread.



4.

 Contacts
 —These five pins connect to the terminals of an EOS camera’s hotshoe.



5.

 Locking pin
 —The pin drops down into a receiver when the locking lever is moved. It is spring-loaded so that it will also work with generic hotshoes.



6.

 Mounting foot
 —Upgraded from plastic to metal with the EX II design. A much-welcomed change from the original 430EX.



7.

 AF-Assist beam emitter
 —In low light, the 430EX II can emit a red pattern to create contrast that enables the camera to focus.



8.

 Optical wireless sensor
 —When the Speedlite is working as an optical slave, this sensor receives signals from the master.




Speedliter’s Tip: —Deciding Between The 600EX-RT And 430EX II—


If you are starting out as a Speedliter, the 430EX II is a perfect flash for you. It offers both Manual and E-TTL control. With the flexibility of an off-camera cord, you will be able to use your 430EX II to create many types of great light. While the 430EX II is happy to work as an optical slave, it cannot control other Speedlites as a master.

If you are looking to get into wireless Speedliting, you must have another Speedlite that will work as an optical master or a camera with a pop-up flash that will work as a master—such as the 7D Mark II, 70D, or Rebel T5i.

At nearly twice the price, the 600EX-RT provides: 2/3-stop more power, adds Multi (stroboscopic) mode, and can control off-camera slaves as an optical or ratio master flash.






 
9.

 Bounce angle
 —The flashhead can be tilted upward to 90°. There are detents (notches) at 45°, 60°, 75°, and 90°. Between 0° and 45° the head can be positioned by hand but not locked.



10.

 Flashhead release button
 —Pressing this button enables the flashhead to tilt upward to 90° and to pan 90° right and 180° left.



11.

 Battery compartment
 —The 430EX II holds four AA batteries.



12.

 Zoom/wireless button
 —Press it quickly and the Zoom control menu is activated. Press and hold for 3 seconds to activate the optical wireless control menu.



13.

 High-speed sync/second-curtain sync button
 —Press this button to activate the high-speed sync. Press it again to activate second-curtain sync. Press it once more to return to first-curtain sync.



14.

 Power switch
 —Simply Off and On.



15.

 Select/Set button
 —Press this button to select a menu option.



16.

 Minus / Plus buttons
 —Use these to rotate through various menu options.



17.

 Locking lever
 —Slide this lever to the right to lock the Speedlite into the hotshoe. Press the button and slide to the left to release. Much improved over the original 430EX.



18.

 Flash exposure confirmation lamp
 —When shooting in E-TTL mode, this lamp glows green for 3 seconds if a good exposure has been obtained. If it does not glow after the flash fires, either the shot was underexposed (to correct, turn the ISO up or move closer) or the batteries are too low for reliable E-TTL control. The lamp is inactive when shooting in Manual mode.



19.

 Pilot lamp/button
 —This feature has three functions. The lamp glows red when the flash is fully charged and ready to fire. It glows green when the flash is partially charged and capable of a Quick Flash. Press the button to fire a test flash.



20.

 LCD panel light/custom function button
 —A quick press turns on the LCD backlight. Press and hold for 3 seconds to activate the Custom Function menu (see Appendix 4
 for complete details).



21.

 Mode button
 —Press the button to cycle through the two Speedlite shooting modes: E-TTL and Manual. Note: The 430EX II will fire in Multi mode, but only as a slave and not on its own.



22.

 LCD panel
 —This screen will seem a bit cluttered and confusing when you start out. Once you know how to read it, the LCD panel tells you everything you need to know about the current settings.
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 Custom Functions
 —See Appendix 4
 for a listing of Custom Functions available on the 430EX II.
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 Speedlite 320EX


A quick look:
 The 320EX provides many features that will enable a novice Speedliter to learn on- and off-camera flash photography. It can be used as an optical slave and even features an articulating flash head to allow the slave sensor on the front of the Speedlite to be aimed at the master while the flash is aimed at the subject. Additional features, such as Manual power control and high-speed sync are available when the 320EX is attached to the hotshoe of a camera that enables External Speedlite Control via its LCD.
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An Entry-Level Speedlite That Provides A Full Set of Features




1.

 Flashhead
 —The position of the flashtube in the 320EX is fixed. The lens can be zoomed manually—see 3.





2.

 Auto-Focus Assist light
 —When the camera cannot autofocus in dim light, the 320EX pulses the flashtube repeatedly as an AF-Assist light. The LED Light (10) can also be turned on to assist with auto-focus.



3.

 Manual zoom
 —In the normal position, the flash covers the view of a 24mm lens on a full-sensor camera (15mm on an APS-C sensor). When pulled out to the Tele position, the coverage narrows to 50mm/32mm.



4.

 Bounce flash
 —The head of the 320EX rotates 90° to the right, 180° to the left, and 90° up.



5.

 Wireless sensor
 —When the 320EX is used as an optical slave, the wireless sensor must be turned to face the signal coming from the master Speedlite.



6.

 Remote control transmitter
 —When using the 320EX as a remote trigger for compatible cameras, this sensor must be aimed to face the from of the camera.



7.

 Contacts
 —These five pins connect to the terminals of an EOS camera’s hotshoe.



8.

 Locking pin
 —The pin drops down into a receiver when the locking lever is moved. It is spring-loaded so that it will also work with generic hotshoes.



9.

 Mounting foot
 —Slides into the camera hotshoe. Made of metal for extra strength.



10.

 LED lamp
 —A feature that is unique to the 320EX. This light can be used as a continuous light for videos (subject to the visual limitations that all on-camera lights are). The effective range is about 13′/4m. The LED light can also be turned on manually to help the camera focus in dim light.



11.

 Bounce angle
 —The flashhead can be tilted upward by hand from 0° to 90°. It has detents at 60°, 75°, and 90°. Unlike the 580- and 430-series Speedlites.



12.

 Remote Release button
 —Press this button to remotely fire a compatible camera. See the adjacent Speedliter’s Tip for details.



13.

 Wireless Channel switch
 —When operating as an optical slave, this switch must be set to the same channel (1-2-3-4) that the master Speedlite is using.


 
14.

 Manual LED Light button
 —When the LED Light Switch (16) is set to M, use this button to turn the LED light (10) on/off manually.



15.

 Battery compartment
 —The 320EX holds four AA batteries.



16.

 LED Light switch
 —When set to M, you can use the LED Light button (14) to turn the LED light (10) on/off manually. When set to Auto, the LED light will turn on automatically when Live View is activated on the camera.



17.

 Locking lever
 —Slide this lever to the right to lock the Speedlite into the hotshoe.



18.

 Power / Slave Function switch
 —A simple slider switch. To activate the 320EX as an optical slave, slide the switch to Slave. Otherwise, slide it all the way over to On.



19.

 Ready light
 —Glows red when the flash is recharged and ready to fire. Unlike the 580- and 430-series, it does not double as a test-fire button.




Speedliter’s Tip: —Using The 320EX and 270EX II As A Remote Camera Trigger—


The 320EX and 270EX II can be used to trigger compatible cameras (see list below). Once the camera is set for remote control shooting, aim the front of the Speedlite at the front of the camera and press the Remote Release button on the Speedlite. After a two-second delay, the camera will fire.

If wireless flash is enabled on the camera and the power switch on the 320EX / 270EX II is set to Slave, the Speedlite will fire when the shutter opens. Be sure to angle the body so that it faces the camera and the head aims at the subject.

Bulb exposures are possible if you keep the Remote Release button pressed down and the Speedlite aimed at the camera.

Cameras compatible with remote firing:
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 5D Mark III, 5D Mark II
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 6D
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 7D / 7D Mark II
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 70D, 60D
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 M, M2
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 Rebel SL1, T5i, T4i, T3i, T2i, T1i, XSi, XTi







20.

 Tele/Flash Head Extended lamp
 —When on, this light indicates that the flash head has been manually extended—see 2.



21.

 Firing Group Selection switch
 —When operating as an optical slave, use this switch to assign the 320EX to one of three wireless groups A-B-C.
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 Custom Functions
 —See Appendix 4
 for a listing of Custom Functions available on the 320EX.
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There is no LCD
 —The 320EX does not have an LCD. To access the additional features listed below, you must have it connected to a camera that offers access to the External Flash Function Settings menu via the camera’s LCD. See the list of compatible cameras in Chapter 0
 : Quick Start Guide To Speedliting
 .
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 Flash Exposure Compensation
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 Manual flash from full to [image: Image]

 (7 stops)


[image: Image]

 High-Speed Sync
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 Second-Curtain Sync
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 Custom Functions



 Speedlite 270EX II


A quick look:
 The 270EX II is a compact flash that pairs well with the Canon pocket cameras, like the EOS M and PowerShot G-series. Its compact size makes it a good choice for lightweight travel kits, especially when used with a coiled E-TTL cord to move the flash away from the lens. When set as an optical slave, the 270EX II is always a member of Group A.





A Compact Speedlite For Small Cameras And Travel




1.

 Flashhead
 —The position of the flashtube in the 270EX II is fixed. In the normal mode, the front diffuser spreads the light to about the coverage of a 28mm lens. The head can be pulled out to concentrate the flash to about that of a 50mm lens.





2.

 Auto-Focus Assist light
 —When the camera cannot autofocus in dim light, the 270EX II pulses the flashtube repeatedly as an AF-Assist light.



3.

 Manual zoom
 —The flashhead can be pulled out to zoom from 28mm to 50mm.



4.

 Bounce angle
 —The flashhead can be tilted upward by hand from 0° to 90°. It has detents at 60°, 75°, and 90°. The 270EX II does not pan to the right or left.



5.

 Battery compartment
 —The 270EXII requires two AA batteries.



6.

 Mounting foot
 —The 270EX II features a durable metal mounting foot.



7.

 Remote Control Transmitter
 —When using the 270EX II as a remote trigger for compatible cameras, this sensor must be aimed to face the front of the camera.



8.

 Wireless sensor
 —When the 270EX II is used as an optical slave, the wireless sensor must be able to see the signal coming from the master Speedlite.
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9.

 Ready light
 —Glows red when the flash is recharged and ready to fire. When blinking, the 270EX II will fire in Quick Flash mode at [image: Image]

 to [image: Image]

 normal power.



10.

 Remote Release button
 —Press this button to remotely fire a compatible camera. See the preceding Speedliter’s Tip for details.



11.

 Power / Slave Function switch
 —A simple slider switch. To activate the 270EX II as an optical slave, slide the switch to Slave. Otherwise, slide it all the way over to On.



12.

 Locking lever
 —Slide this lever to the right to lock the Speedlite into the hotshoe.
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 Custom Functions
 —See Appendix 4
 for Custom Functions available on the 270EX II.
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 Features controlled via the camera’s LCD
 —See the notes at the end of the discussion of the 320EX for additional features that are available via a camera’s LCD.



 Speedlite 90EX


A quick look:
 Introduced with the EOS M mirrorless camera, the diminutive 90EX has about the same power and performs the same functions as a pop-up flash—including the control of off-camera Speedlites as slaves. If your camera does not have transmitter functions on its pop-up (as is the case with the 40D and 50D), then the 90EX can be used as an economical master. Like a pop-up, there is no way to zoom or bounce the flashhead. Further, the 90EX will not fire in high-speed sync and cannot be used as a slave.



To create a bit of off-camera light, the 90EX can be used at the end of an E-TTL cord and held a arm’s length—either alone or as an enabled master (one that sends the instructions to the slaves and then fires when the shutter opens).



Canon’s Smallest Master Speedlite




1.

 Flashhead
 —The position of the flashtube is fixed. The coverage is about that of a 24mm lens (15mm on APS-C sensors).





2.

 Optical transmitter
 —When set as an optical master, the flashtube sends the instructions to the slaves through a coded series of pulsed flashes.



3.

 Auto-Focus Assist light
 —When the camera cannot autofocus in dim light, the 90EX pulses the flashtube repeatedly as an AF-Assist light. The AF Assist does not work when the Speedlite is activated as a wireless master.



4.

 Mounting foot
 —The 90EX features a plastic mounting foot.
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5.

 Battery compartment
 —The 90EX requires two AAA (not AA) batteries.



6.

 Ready light
 —Glows red when the flash is recharged and ready to fire. When blinking, the 90EX will fire in Quick Flash mode at [image: Image]

 to [image: Image]

 normal power.



7.

 Power switch
 —Press and hold the power button for at least 1 second to turn on the flash.



8.

 Locking lever
 —Slide this lever to the right to lock the Speedlite into the hotshoe.
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 Features controlled via the camera’s LCD
 —The 90EX can be switched from E-TTL to Manual mode via a camera LCD. It also can be switched to fire in second-curtain sync.




Speedliter’s Tip: —The 90EX Is Tiny—
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The 90EX Speedlite is very small—about the size of a pop-up flash. Here it is paired with the 270EX II, the next smallest Speedlite.







 Legacy Canon EX Speedlites

As I said at the beginning of the chapter, the ability to access the entire menu of my Speedlite on the LCD of my camera is an essential part of my workflow. Among the following, only the 270EX can be accessed via the External Speedlite Control menu on a camera LCD.
 All the others must be controlled on the Speedlite.





580EX


The original 580EX has a plastic foot—which has a history of snapping under strain. It also has a plastic disk that must be spun to secure the foot into the hotshoe—a disk that sometimes locked too tightly to unlock without a knife or screwdriver. One beloved feature on the 580EX that was removed to make way for 580EX II’s weather-sealing was the external Off-Master-Slave lever—which enabled quick access to the optical wireless system. The 580EX II requires that the Zoom button be pressed for several seconds to activate the wireless system—a bit slower and not as obvious. Modes: E-TTL, Manual [image: Image]

 to [image: Image]

 , and Multi. Marketed: 2004–2007.
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550EX



550EX


In many ways, the 550EX is a less-streamlined version of the 580EX. Like the 580EX, all of the controls on the 550EX are external—quick to use, but not weather-resistant. Also like the 580EX, the 550EX can be used as an optical master to control off-camera slaves or as an optical slave. Modes: E-TTL, Manual [image: Image]

 to [image: Image]

 , and Multi. Marketed 1998–2004.



[image: Image]


550EX



430EX


The relationship between the original 430EX and the 430EX II is similar to that between the 580EX and 580EX II. The original version is a good worker and the successor is more robust. The 430EX can be used as an optical slave. Modes: E-TTL and Manual [image: Image]

 to [image: Image]

 . Marketed 2005–2008.





 420EX


The 420EX, as the original 400-series EX Speedlite, lacks an LCD. Instead, it uses a simple layout of buttons and switches on the back to control the settings. Can be used as an optical slave. E-TTL only. Marketed 2000–2005.





380EX


A moderately-powered Speedlite with limited use today. The flashtube will zoom automatically with an EF lens, but cannot be zoomed manually. Also, the 380EX cannot be used as an optical slave. E-TTL only. Marketed 1995–2001.





270EX


Similar to the current 270EX II, but cannot be used as an optical slave or as a remote camera trigger. Modes: E-TTL and Manual [image: Image]

 to [image: Image]

 (via camera LCD). Marketed 2009–2012.





220EX


Although not as streamlined as the 270EX, the 220EX remains an old favorite among photographers who are looking for a compact, travel Speedlite. The 220EX has a “real” AF-Assist lamp that casts a red grid—which does not startle subjects the same way that the AF pulse of the flashtube on the 270EX II does. Since the 220EX is powered by four AA batteries, it recycles faster than the 270EX. E-TTL only. Marketed 1996–2009.






Speedliter’s Tip: —Avoid EZ And Other Non-EX Canon Speedlites—
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300EZ

The predecessor to the current line of EX Speedlites was the EZ series—which were built around Canon’s film camera technology. EZ Speedlites used A-TTL—Advanced Through The Lens metering—which relied upon a sensor inside the camera body to read the light bouncing off the film when the shutter was open. Canon’s digital cameras do not have this additional sensor. So, an EZ Speedlite will only operate in manual mode with your modern digital camera.

There are several other lines of Canon Speedlites from years past, such as the T-series shown below. The same rule applies. If it is not an EX-series Speedlite, it may flash, but it is not truly compatible with your EOS digital camera.
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 Speedlite Transmitter ST-E3-RT


A quick look:
 The ST-E3-RT is a radio-only transmitter designed to work with the 600EX-RT. It cannot control optical slaves. The design of the user interface is identical between the transmitter and Speedlite—so once you know how to work the 600EX-RT, you also know how to work the ST-E3-RT. The advantage of the transmitter over having a Speedlite in the hotshoe is the lower profile and lighter weight. The transmitter costs about half the price of the Speedlite, so buying an ST-E3-RT is a more affordable way to move your 600EX-RT off-camera as a radio slave.





A Low-Profile Transmitter For Radio Speedliting




1.

 Interactive LCD panel
 —The ST-E3-RT uses the same interactive LCD used on the 600EX-RT. Menu options change in response to Mode and Wireless settings.





2.

 Link indicator
 —When operating in Radio Wireless, the color of this light indicates whether the Speedlite is communicating with other units—either as a master or slave.



3.

 Battery compartment
 —The ST-E3-RT holds two AA batteries.



4.

 Power switch
 —Off, Lock, and On. Lock deactivates the buttons and dials.



5.

 Flash exposure confirmation lamp
 —When shooting in E-TTL mode, this lamp glows green for 3 seconds if a good exposure has been obtained. The lamp is inactive when shooting in other modes.



6.

 Locking lever
 —Slide this lever to the right to lock the transmitter into the hotshoe. Press the button and slide to the left to release.



7.

 Select dial
 —Turn this dial to rotate through various menu options.



8.

 Select/Set button
 —Press this button to select a menu option.
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9.

 Flash Ready lamp / Test button
 —This button has three functions. It glows red when the slave(s) are fully charged and ready to fire. Pressing it test-fires the slave by firing group. This button can also be configured to activate the Modeling Light via Custom Function-02.



10.

 Mode button
 —Press the button to cycle through the four shooting modes: E-TTL, Manual, Multi, and Group.



11.

 Linked Shooting button
 —When this button is held down for several seconds, it activates/deactivates Linked Shooting.



12.

 Function buttons
 —The purpose of each of these four buttons changes as the mode and wireless settings change. Their labels appear along the bottom edge of the LCD screen



13.

 Remote release terminal
 —The ST-E3-RT can be used as a remote release to fire cameras by radio. For 2012 and newer camera models, the release operates through the hotshoe. For pre-2012 cameras, the SR-N3 Release Cable is connected to the transmitter and the camera.



14.

 Weather-sealed mounting foot
 —The rubber gasket around the metal foot provides a water- and dust-resistant connection between Speedlite and camera.



15.

 Contacts
 —These five pins connect to the terminals on an EOS camera’s hotshoe.



16.

 Locking pin
 —The pin drops down into a receiver when the locking lever is moved. It is spring-loaded so that it will also work with generic hotshoes.
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 Custom / Personal Functions
 —See Appendix 4
 for a listing of Custom and Personal Functions available on the ST-E3-RT.
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 LCD backlight
 —Push any button to illuminate the LCD backlight.
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 AF-Assist light
 —The ST-E3-RT does not have an AF-Assist light—perhaps to allow for the use of two AA batteries rather than the four batteries used in the 600EX-RT. When I am shooting in low-light situations where I need an AF-Assist, I use a 600EX-RT in the hotshoe rather than the ST-E3-RT.




 Speedliter’s Tip: —Deciding Between The ST-E3-RT And The ST-E2—


The difference between the ST-E3-RT and its predecessor is that the ST-E3-RT communicates by radio only and the ST-E2 communicates by optical wireless only. So, the deciding point is whether you want to control 600EX-RTs by radio or slave Speedlites by optical wireless.

Additionally, it is not possible to have a radio master send instructions to a radio slave and then have that slave forward the instructions on to optical slaves. Canon wireless is either radio or optical, not radio and optical, at one time. See Chapter 13
 for all the details on Canon radio wireless.








Speedliter’s Tip: —Deciding Between The ST-E3-RT Or Another 600EX-RT—


Most radio Speedliters I know eventually end up with two or three 600EX-RT Speedlites and the ST-E3-RT Transmitter. The question often comes down to deciding what step to take after buying the first 600EX-RT.

The ST-E3-RT Transmitter is about half the price of the 600EX-RT Speedlite. The transmitter can only be a radio master.

The Speedlite is much more versatile. It can work as a master in radio or optical wireless, as a slave in radio or optical wireless, as a solo Speedlite, and it has the Auto Focus Assist lamp—which can be helpful when shooting in low light.

Keep in mind that it is possible to move a radio master Speedlite off-camera with an extra long E-TTL cord. This is an economical stepping stone between having two Speedlites and two Speedlites plus the transmitter.








Speedliter’s Tip: —There’s Always eBay And Craigslist—


Many Speedliters who have invested heavily in E-TTL radio triggers, like the PocketWizard TT5 or the RadioPopper PX, are hesitant to upgrade to the 600EX-RT system because of the cost of starting over.

Checking recent sales on eBay or Craigslist might prove that the cost of stepping over to the new system is not so great. The key to remember is that you will be selling both your older Speedlite and the ETTL trigger. Often the $50 or $100 difference between the sale of those two items and the cost of a new 600EX-RT is more than made up by the convenience of working with an all-Canon, radio-enabled system.






Speedlite Transmitter ST-E2


A quick look:
 Introduced in 1998, the Canon ST-E2 Speedlite Transmitter can be used instead of a 500-series Speedlite to control optical slaves. The advantages are: (1) price, (2) lower profile, and (3) easy ratio control for A/B groups. That said, the age of the ST-E2’s design and circuitry imposes many limitations on the modern Speedliter.





Transmitter For Optical Wireless Speedlite Control




1.

 Transmitter
 —The flashtube in the ST-E2 emits an infrared pulse that is invisible to the human eye. The range is about 26′ outdoors and 39′ indoors. The spread of the beam is approximately 80° horizontally (40° from center) and 60° vertically (30° from center). So, unless there are light colored walls nearby, your optical slaves must be in front of the transmitter to see the instructions.





2.

 AF-Assist beam emitter
 —In low light, the ST-E2 emits a red pattern to create contrast that enables the camera to focus.



3.

 Mounting foot
 —This is a plastic fitting, so use extra care when attaching the ST-E2 to your camera.



4.

 Locking pin
 —The pin drops down into a receiver when the locking lever is moved.



5.

 Contacts
 —These five pins connect to the terminals of an EOS camera’s hotshoe.



6.

 Shoe lock slider
 —Slide this forward to drop the locking pin down into the hotshoe receiver.



7.

 Battery compartment
 —The ST-E2 uses one lithium 2CR5 (6 volt) battery. It’s best to keep an extra in your bag. You can find them when you don’t need them, but when you do need them, it may be a different story.
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8.

 Ratio button
 —If ratio is Off, all slaves will fire at the same flash power lever. If ratio if On, all slaves will be fired according to the ratio setting.



9.

 Ratio indicator
 —An LED indicates the ratio setting from 8:1 to 1:8, in half-stops.



10.

 Ratio adjustment buttons
 —Push these buttons to move the ratio in one direction or the other.



11.

 E-TTL indicator
 —This light glows when the ST-E2 is attached to an E-TTL-compatible camera, which includes all Canon DSLRs.



12.

 High-speed sync button
 —Push this button to activate or deactivate high-speed sync. The ST-E2 will control the slaves accordingly.


 
13.

 High-speed sync indicator
 —Glows when high-speed sync (HSS) is activated.



14.

 Power switch
 —O turns the power off; I turns the power on. The Hold button locks the settings so that you cannot change them accidentally while shooting.



15.

 Flash exposure confirmation lamp
 —When you are shooting in E-TTL mode, this lamp glows green for 3 seconds if a good exposure has been obtained.



16.

 Pilot lamp/button
 —The lamp glows red when the ST-E2 is fully charged and ready to fire. Press the button to fire a test flash, which will fire slaves by group (A then B). This lamp does not indicate that the slaves are ready to fire.



17.

 Channel select button
 —Push this button to choose the operating channel: 1, 2, 3, or 4. All slaved Speedlites must be on the same channel. If a nearby photographer is shooting Canon Speedlites via optical wireless, you must be on different channels.



Resist The ST-E2 Temptation


Many Speedliters are fond of using the ST-E2 Speedlite Transmitter instead of a master Speedlite. I have never been among them.



The thinking in favor of the ST-E2 is that it is about half the price of a 580-series Speedlite. I concur: about half the price and less than half the functionality.

Foremost among the limitations of the ST-E2 is that its menu cannot be displayed on the camera LCD. As a guy who has become addicted to the convenience of reading the Speedlite menu in large letters on my camera’s LCD, this alone is a deal-killer for me.

Another limitation is that the ST-E2 operates in E-TTL only. So, if you want to adjust the power of your Speedlites manually (for consistency from shot to shot), the ST-E2 will not help you.

My experience has shown that the range of the ST-E2 is shorter than that of a mastered Speedlite, both indoors and out. This is due to the fact that the flashtube on a 500-series Speedlite is much stronger than the small tube inside the ST-E2. Further, the range of the ST-E2 flashtube is impeded by the thick red plastic panel that is there to block the visible portion of the flash. (If it was not blocked, it would add uncontrolled light to the exposure.)

In terms of flexibility, the ST-E2 literally has none. Unlike a 580EX II, which can rotate 360°, the ST-E2 will only control Speedlites that are within an 80° angle in front of the lens. In contrast, by panning the head on a 580EX II, I can hit a slave that is to the side or behind me. The flexibility of the 580EX II is a huge advantage when it comes to creative Speedliting.

A final limitation of the ST-E2 is that it can only control two groups of slaved Speedlites. So, if you want to do a traditional three-light portrait, the ST-E2 creates an additional challenge. On the positive side, the ST-E2 provides the A:B ratio control quite easily via a sliding lever. So, for novice Speedliters, this trade-off is fine.


Gear recommendation #1:
 If economy is a concern, start with a 430EX II or a 320EX and an extra-long E-TTL cord. Many people think that they need to spend $200 on an ST-E2 to get their one Speedlite off-camera. I say spend $65 on an E-TTL cord instead. Not only will you save a big chunk of dough, you’ll be able to control the Speedlite via the camera LCD.


Gear recommendation #2:
 While you are learning to master your first Speedlite, start saving for a 600EX-RT or a used 580EX II. Then, when you want to start shooting with multiple lights, you can buy a masterable Speedlite and use it as an off-camera master (thanks to the extra-long E-TTL cord you bought earlier). Now you have a master/slave combo for about the same price as two 430s and an ST-E2. I’ve no doubt that you’ll find the versatility and power of the off-camera master + slave to be far greater than a pair of off-camera Speedlites that have to remain in front of the ST-E2.
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Macro Ring Lite MR-14EX II

Updated in 2014*, Canon’s Macro Ring Lite MR-14EX II is a specialty flash that connects to the front of your macro lens with an appropriately sized adapter ring. The benefit of this position is that it throws nearly shadowless light onto macro subjects.



The MR-14EX II consists of two flashtubes behind translucent ring diffusers. The ring spins, so you can adjust the position of the lights. You also have the ability to control the ratio of light from each side.

The MR-14EX II is fully compatible with the Canon E-TTL II system. It can be used as a master but will not work as a slave.

[image: Image]



Macro Twin Lite MT-24EX

The Macro Twin Lite MT-24EX builds upon the front-of-lens concept behind the MR-14EX. The difference in design is that the MT-24EX has a pair of movable strobe heads rather than flashtubes contained in a ring diffuser.



The advantage is directionality. Each head can be rotated over an 80° range around the lens. The brackets enable the heads to be tilted in or out. Either or both can also be removed completely from the bracket and handheld or attached to special macro lighting brackets, such as the one shown below in Figure 6.2
 .



 [image: Image]




Figure 6.2
 The MT-24EX can be used on special macro lighting rails, such as the B-Series flash bracket from Really Right Stuff (photo courtesy of Really Right Stuff, reallyrightstuff.com
 ).




In terms of functionality, this unit has full ratio control and E-TTL II compatibility. It can be used as a master to wirelessly control 580- and 430-series Speedlites. This can be helpful if you are trying to avoid the overly dark backgrounds of many macro shots. The MT-24EX will not work as a slave.

* Note: The MR-14EX II can be controlled via the camera LCD. The original MR-14EX and the MT-24EX cannot.



 Third-Party Speedlights and Transmitters

The market is awash with non-Canon Speedlites designed to work with Canon cameras. Some are cloned so closely that, other than the label, they look like the Canon gear they copy.



The number one reason that Speedliters search for third-party gear is price. At the outset, the price of a genuine Canon Speedlite may seem high compared to the price of a third-party flash. However, Canon gear holds its value in the resale market. I have sold loads of used gear through the years and am always surprised at how much people will pay for Canon gear that is two or three generations old. So, the actual price of a new Canon Speedlite may be much less if you factor in the future resale value.



Considerations For Buying Third-Party Gear


If price is a leading consideration and a new Canon Speedlite is not an option, here are the factors that I would consider when looking at non-Canon flashes.
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 Control via camera LCD
 —“Canon compatible” does not guarantee that you will be able to control the flash via the LCD on your camera. Most economy-priced flashes cannot display their menu on the camera, but a few will. As I have said previously, this is a must-have part of my workflow.
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 Mode options
 —The least expensive flashes offer only Manual mode. This is not necessarily a negative. For portraits, I shoot in Manual mode most of the time. If you want E-TTL, expect to pay more.
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 Sync options
 —Confirm whether the unit offers high-speed sync and second-curtain sync. The cheapest units do not have HSS.
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 Flash power
 —If the specifications say something like “GN58 @ ISO 100 105mm” they are claiming that the power is similar to that of a 500-series Canon Speedlite.
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 Power increments
 —Avoid units that only offer power settings in whole-stop increments. You will want to fine-tune the power in [image: Image]

 - or [image: Image]

 -stop increments.
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 Optical slave
 —If the flash features an “optical slave” confirm whether it is an optical slave eye that fires the flash when it sees a burst of bright light (like a studio strobe) or if it actually works as an optical slave in the Canon system—meaning that the power and mode settings can be changed remotely via a master Speedlite.
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 Optical master
 —Not all third-party flashes that work as a master can control a Canon Speedlite as a slave. If this is important to you, research the details.
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 Radio wireless
 —As of this edition, there are no third-party flashes on the market that are compatible with Canon’s 600EX-RT radio system. There are units that say they have “2.4 gHz radio built-in”—the frequency range used by the 600EX-RT. This is also the frequency range used by computer routers and many other wireless devices. So 2.4 gHz does not guarantee compatibility with Canon’s radio system.
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 User interface
 —Look at the photos and read the reviews online closely before you buy. If the buttons and menus are hard to navigate, you may not think of your purchase as a value in the long run.
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 Warranty/repairs
 —Find out where you will have to send your flash if it fails or breaks.




Speedliter’s Tip: —A Starter Flash Under $80—


Among the many brands of third-party gear coming out of China, Yongnuo fills the center between solid design and value pricing. The biggest challenge I have with Yongnuo is keeping up with all the different models that they introduce. [
FlashHavoc.com

 is a good source of current info and reviews on all brands of third-party gear.]

The YN 560EX IV is a basic, manual-only flash. The power range runs from [image: Image]

 to [image: Image]

 in [image: Image]

 -stop increments. The head zooms from 24mm to 105mm. Other features include a PC-sync port, a beep when recycled, and an optical slave eye that fires when it sees the flash of another strobe.

The YN 560EX IV also has a built-in radio receiver that works with several Yongnuo radio transmitters—including the YN 560-TX that provides a simple interface to control the power of multiple YN 560 IVs from the hotshoe.







 Chapter 7. Control Your Speedlite



CONTROL ISSUES: HOW, WHEN, AND WHERE





HOW—SETTING THE FLASH POWER VIA MODE





WHEN—USING SYNC TO SPECIFY WHEN THE SPEEDLITE FIRES





WHERE, PART 1—USING ZOOM AS A FLASH MODIFIER





WHERE, PART 2—USING PAN AND TILT TO AIM THE SPEEDLITE
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Figure 7.1
 When shooting outdoors in bright sunlight, having a Speedlite set to ETTL mode in the hotshoe of your camera can provide automatic fill flash. This is especially helpful when your subject is in motion and backlit by the sun.






The Short Version


Learning to be a Speedliter may seem intimidating because of all the buttons and dials on our gear. By dividing a Speedlite’s controls into three simple questions, you can start using them for creative effect.



How? The mode of the Speedlite determines how the power is set on the Speedlite.

When? The sync of the Speedlite determines when it will fire during the exposure.

Where? The zoom of the flashhead and the positioning of the Speedlite will determine where it lights.

This chapter introduces you to these control options. Many other chapters in the Handbook
 explore these features in detail and show how they are used during shoots.



 Control Issues: How, When, and Where

“What do all those buttons, dials, and switches on my Speedlite do?” If this question has held you back from exploring the use of your flash, you have my sympathy. The answer need not be complicated.





Breaking Speedlite Control Down Into Three Simple Tasks


The simplest way to think about controlling your flash is to ask three questions:
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 How will flash power be set?
 —This has to do with the mode of the Speedlite.
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 When will the flash fire?
 —This has to do with the sync (synchronization) of the Speedlite.
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 Where will the flash light?
 —This has to do with the zoom setting on the flashhead and well as where you aim the flash.
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Figure 7.2
 The purpose of each function button on the 600EX-RT changes depending upon the mode and wireless settings: above–non-wireless E-TTL, below—radio Manual.
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Figure 7.3
 The purpose of the function buttons on 500-series (top) and 400-series (bottom) Speedlites is printed above each button.





How—Setting the Flash Power via Mode

The mode of the Speedlite determines how the flash power will be set. Depending upon your Speedlite model, it will have two to six modes.





The Basic Flash Modes: Manual And E-TTL


The two primary Speedlite modes are:
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 Manual (M)—You set the power yourself. While this might be intimidating at first, the mechanics are simple and easy to learn. Manual mode provides tremendous creative control because the flash power remains consistent from shot to shot until you change it. Manual mode is also the best way to learn to be a Speedliter because you will know when and by how much the flash power changed between shots. 
Chapter 8
 : Flashing Manually
 goes deep into the mechanics of Manual mode.
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 E-TTL (ETTL)—The camera sets the power. Canon’s Evaluative Through The Lens technology uses advanced features of your camera and Speedlite to automatically meter and set the flash power. In E-TTL, the camera calculates the flash power by comparing (evaluating) ambient meter readings to a flash meter reading based on a low-power, pre-flash from the Speedlite. All of this happens in a split second before the shutter opens. E-TTL is great for fill flash and for situations where the distance between your flash and subject are changing frequently—such as when shooting an event. E-TTL can be a maddening way to learn flash photography because the flash power can change automatically from shot to shot. Further, in E-TTL, you never know the flash power used by the camera. 
Chapter 9
 : E Is For Evaluative
 focuses on E-TTL and the best situations to use it.

All current and recent model Canon EX Speedlites offer both Manual and E-TTL modes. For models without an LCD (specifically the 320EX and 270EX / EXII), Manual mode must be accessed with the External Flash Control menu on your camera’s LCD (see 
Chapter 0
 : Quick Start Guide To Speedliting
 for the how-to).



 Specialized Modes: Multi And External


In addition to Manual and E-TTL, the 500- and 600-series Speedlites offer additional modes for advanced situations. The number of specialized modes increases with newer generations of Speedlites.
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 Multi (MULTI)—Creates a stroboscopic series of pulsed flashes. You set the power, the total number of pulses to fire, and the rate (flashes per second). The Speedlite then fires multiple pulses of flash to record the motion of a person or object. The challenge with Multi is that the series of flashes requires a long shutter speed—which makes any bits of ambient light look brighter than they are. So, it is best to shoot Multi in a room that is completely dark. Multi mode is available on the 600-EX-RT, the 580EX / EX II, and the 550EX. See 
Chapter 10
 : Specialty Flash Modes
 for the details.
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 External Manual (Ext.M)—Enables the 580EX II and 600EX-RT to work as an automatic flash without the limitations imposed by the E-TTL pre-flash. External Manual fires the Speedlite and then shuts it off automatically when the sensor on the front of the flash picks up enough light coming back from the subject—based on aperture and ISO settings that you dial manually into the Speedlite. Can be used on any Canon EOS camera. See 
Chapter 10
 : Specialty Flash Modes
 .
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 External Auto (Ext.A)—Provides the same automatic functionality as External Manual, except that in External Auto the Speedlite receives the aperture and ISO settings from the camera. Available on cameras that offer External Flash Control as a menu option. Covered in 
Chapter 10
 : Specialty Flash Modes
 .
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Figure 7.4
 Manual is the mode to use when the distance between your subject and Speedlite is not changing—such as when shooting staged portraits.
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Figure 7.5
 E-TTL is great for fill flash when the sun is behind your subject. Shown here: my son Tom at an alpine lake in the Sierra Nevadas.
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Figure 7.6
 Multi mode fires the Speedlite(s) several times to create stroboscopic photos that appear as multiple shots layered in one frame.






 When—Using Sync to Specify when the Speedlite Fires

Sync refers to when your camera fires the flash during the opening and closing of the shutter. The type of sync you use gives you a variety of creative options. There are three types of sync available on most Speedlites:
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 1st-curtain
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 2nd-curtain


[image: Image]

 High-speed

Additionally, Slow-Speed Sync is a camera-based setting that determines the range of shutter speeds that can be used in flash photography.



Sync Begins With A Pair Of Curtains


In a DSLR, your camera has two metal curtains that work together as the shutter mechanism. The curtains essentially are an assembly of hinged metal or plastic blades that keep your sensor in the dark until just the right moment.



When you press the shutter button, the second curtain flies open, then the first curtain flies open—exposing the sensor to the light coming through the lens. At the right moment, the second curtain closes—ending the exposure. The difference between the timing of the opening of the first curtain and the closing of the second curtain is the shutter speed.

At many shutter speeds, there is a moment where the first curtain is completely open before the second curtain begins to close. If your flash fires during any of these shutter speeds, then the sensor will be illuminated completely—see Figure 7.7
 .
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Figure 7.7
 The sync speed for a camera is the fastest shutter speed where the first curtain has completely cleared the sensor before the second curtain begins to close. On most Canon cameras, the sync speed is [image: Image]

 ″. As shown above, if the shutter is set to the sync speed (or a slower speed), then the Speedlite will illuminate the entire sensor.
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Figure 7.8
 At shutter speeds faster than a camera’s sync speed, the second curtain begins to close before the first curtain is completely open—effectively creating a slit that travels across the sensor. As shown above, if the shutter speed is faster than the sync speed and the Speedlite fires, then a portion of the frame will be dark. Canon cameras are programmed to prevent this from happening by slowing the shutter speed down to the camera’s sync speed.






The “sync speed” for a DSLR is the fastest shutter speed at which the first curtain is completely open before the second curtain begins to close.



At faster shutter speeds, the second curtain begins to close while the first curtain is still moving. Essentially the shutter becomes a slit moving across the sensor. So, if you could fire your Speedlite at any of these shutter speeds, 
 there would be a dark bar in the photo because a portion of the sensor is covered by either the first or second curtain—see Figure 7.7
 . High-speed sync gets around this shutter speed limitation, as will be discussed in a bit.



1st-Curtain: The “Normal” Sync


The key to understanding sync is to know that the duration of the flash is much faster than your shutter speed (unless you are in High-Speed Sync, which we’ll talk about soon).



If you flip back to Chapter 4
 : Manage The Ambient
 , you will see that at any power level, the duration of the flash is much faster than the sync speed. So, the timing of that flash within the wider window of the shutter speed gets down to creative choices.

The normal setting for flash sync is 1st-curtain sync. This means that the flash fires immediately after the first curtain is completely open. For most situations, 1st-curtain sync is fine.

However, if you are shooting a moving object at a slow shutter speed, you might want to use 2nd-curtain sync.



2nd-Curtain: The “Motion” Sync


[image: Image]


2nd-curtain sync fires the Speedlite the instant before the second curtain begins to close. So what’s the big difference between 1st- and 2nd-curtain sync? When your subject is in motion and you are shooting at slow shutter speeds (less than [image: Image]

 ″), 2nd-curtain sync can portray the motion more naturally.



If there is no motion in the frame, then the difference between 1st- and 2nd-curtain sync is negligible. For instance, in Figure 7.9
 , it would not have mattered if the Speedlite fired at the 
 end of the [image: Image]

 ″ exposure (2nd-curtain sync) rather than at the beginning (1st-curtain sync). My friend Matt was not moving.
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Figure 7.9
 If your subject is stationary, then it does not matter if your Speedlite fires in 1st- or 2nd-curtain sync. For comparison, all three of these shots were done at [image: Image]

 ″ with the camera locked on a tripod.




Now take a look at Figure 7.10
 , where I caught Matt driving by in 1st-curtain sync. The streaks in front of the motorcycle are its lights. Matt and the motorcycle were frozen by the Speedlite. The headlights and taillights continued to burn in as he moved by the camera, which I had locked down on a tripod. Visually the motorcycle lights do not make sense.
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Figure 7.10
 The tell-tale sign of 1st-curtain sync on a moving object is the light trails in front.




For Figure 7.11
 I switched my Speedlite into 2nd-curtain sync. Now the streaks of light appear more naturally and show how far the motorcycle moved during the [image: Image]

 ″ exposure. By firing the Speedlite in 2nd-curtain sync, Matt and his Harley are recorded when the flash fires just before the 2nd-curtain snaps shut. With the lights trailing behind, the sense of motion is communicated.
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Figure 7.11
 Thanks to 2nd-curtain sync, the trailing lights make more sense visually.






High-Speed Sync: The “Midday” Sync


[image: Image]


High-Speed Sync (HSS) enables you to shoot at shutter speeds faster than your camera’s sync speed—typically [image: Image]

 ″—for instance, when you want a bit of fill flash when shooting outdoors in full sun—as shown in Figs. 7.12
 –7.14
 .





 [image: Image]




Figure 7.12
 This ambient-only portrait of my friend Deollo was shot at [image: Image]

 ″. It needs a bit of fill flash.
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Figure 7.13
 Turning on the Speedlite to provide fill flash overexposes the shot because the activation of the flash caused the camera to change the shutter speed from [image: Image]

 ″ back to the camera’s sync speed—[image: Image]

 ″.
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Figure 7.14
 Activating High-Speed Sync enabled the camera to return to [image: Image]

 ″, which rebalances the ambient light and lights Deollo with fill flash.




HSS changes the way your Speedlite fires. Rather than producing one big burst of flash, your Speedlite becomes an ultra-fast strobe for a small fraction of a second. In HSS, the pulses of light are so close together (in the range of 30,000 times per second) that it appears to us that the Speedlite is still sending out one burst rather than several thousand (literally) mini-bursts.


 An important detail about HSS is that in order to recycle the electronics so rapidly, the output of the flash effectively dims. My tests have determined that the power hit when switching the Speedlite into HSS is a loss of 2.5 stops of light—the equivalent of reducing the maximum flash output from [image: Image]

 to [image: Image]

 power. This is not a problem when you want a puff of fill light. It is an issue when you want to create dramatic lighting by overpowering the sun.
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Figure 7.15
 The position of the Sync button changes on the 600EX-RT when radio or optical wireless is activated. Top–Bottom: E-TTL, Manual, Group.
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Figure 7.16
 On the 500- and 400-series Speedlites, the Sync button is always in the same place.
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Figure 7.17
 The icon-based Sync menu on the LCD of 2012 and newer camera models.
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Figure 7.18
 The text-based Sync menu on the LCD of pre-2012 camera models. Shown here: 60D.




High-Speed Sync is so critical to my work as a Speedliter that Chapter 23
 : Slicing Time With High-Speed Sync
 focuses exclusively on it.



How To Change Speedlite Sync


The two places that you can change Speedlite sync are on your Speedlite or on your camera’s LCD via External Flash Function settings. The Speedlite is usually faster. Pushing the Sync button cycles from 1st-curtain to 2nd-curtain to HSS and then back around to 1st-curtain. (As will be discussed in Chapters 12
 and 13
 , Canon disables 2nd-curtain sync in optical and radio wireless. In these cases, the Sync button cycles between 1st-curtain and HSS.)



On the 600EX-RT, the position of the Sync button changes depending upon the wireless setting—as shown in Figure 7.14
 . When wireless is disabled, the right-most button is Sync. When wireless is activated, this button becomes the Menu button that cycles through the additional menu screens. When operating as a radio Master, Sync moves to Menu 4. When operating as an optical Master, Sync is found on Menu 3.

On 580- and 430-series Speedlites, the Sync button is the third button from the left (the one with the flashbolt-H and triangles above it).



 Slow-Speed Sync / Dragging The Shutter


Slow-Speed Sync is really a misnomer. It does not affect the timing of the flash during the exposure. Rather, it is a setting in Aperture Priority (Av) mode that controls how long the shutter will stay open to capture dim ambient light. If the camera is programmed to limit the Av shutter speed to a speed that can be handheld without shaking, typically [image: Image]

 ″, then the background may appear very dark—as in Figure 7.19
 .
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Figure 7.19
 The background in this photo is black because [image: Image]

 ″ was not slow enough to collect much of the dim ambient light.






The solution is to drag the shutter
 , which means to use a slow shutter speed that collects an adequate amount of the ambient light from the background (Figure 7.20
 ). If your camera is operating in Manual exposure mode, you would directly set a shutter speed that is long enough to gather enough ambient light from the background. If your camera is operating in Av mode, it may or may not slow the shutter speed to a point where it will collect enough ambient light.
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Figure 7.20
 Enabling Slow-Speed Sync allowed the camera to use a longer shutter speed ([image: Image]

 ″) to collect light from the background.




Whether Slow-Speed Sync is on or off—and where you set it—is completely dependent on your camera model. So check your user manual. On Canon DSLRs, Slow-Speed Sync is labeled as “Flash Sync. Speed in Av Mode.” There are three options:
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 Auto (meaning that the shutter will stay open as long as necessary to fill the background with ambient light)


[image: Image]

 [image: Image]

 ″–[image: Image]

 ″ Auto (eliminates camera shake by keeping the shutter speed in this range)
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 ″ Fixed (minimizes ambient light by keeping the shutter at the sync speed)



 [image: Image]




Figure 7.21
 On newer cameras, like the 7D Mark II here, Flash Sync Speed in Av Mode (“Slow-Speed Sync”) is on the External Flash Control menu.
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Figure 7.22
 On older cameras, like the 5D Mark II here, Flash Sync Speed in Av Mode (“Slow-Speed Sync”) is on the Custom Function menu.






 Where, Part 1—Using Zoom as a Flash Modifier

The engineers have one idea about why the flashtube in a Speedlite should zoom. Their view is that the coverage of the Speedlite should match the view of the lens as much as possible. My view is that the Zoom is actually a built-in light modifier that can be used for creative purposes. We’re both right, of course. I’ll let the engineers go first.





Automatic Zoom


When paired with a compatible EOS lens, the 600-, 500-, and 400-series Speedlites will move the flashtube backward or forward so that the spread of the light matches the viewing angle of the lens as closely as possible. The usable range on the 600EX-RT is 20mm to 200mm (equivalent to 13mm to 130mm on APS-C cameras). On the other Speedlites, it is 24mm to 105mm on a full-frame DSLR. If you are shooting on an APS-C camera, the usable range is 15mm to 65mm.



If you are shooting with a zoom lens, Auto Zoom will automatically move the flashhead as you adjust the focal length. If you are shooting with a prime (fixed focal-length) lens, the flashhead will zoom to the proper position for that lens.




Speedliter’s Tip: —Light Loss Through Zoom—


One of the effects of zooming a Speedlite is that it appears to get brighter as you zoom to a longer focal length. For instance, 20mm (as shown in Figure 7.23
 ) seems less bright than 200mm (Figure 7.26
 ).

What’s really happening is that the same amount of light is being spread over a greater area at 20mm than at 200mm. This has the effect of making the center look less bright at wider angles.







Manual Zoom


I am very fond of using the Zoom button to change where my flash is flying. Rather than allow my Speedlite to zoom to match the lens, I want to control the spread of light manually—effectively using Zoom as a flash modifier.



Limiting the Speedlite to just a portion of the image enables me to control where the viewer’s eye settles. Generally, the spot on which the viewer concentrates is the brightest part of the photograph.

There are a number of pre-set positions for Manual Zoom that match the focal lengths of popular prime lenses. On the 600EX-RT, those pre-set positions correspond to: 20mm, 24mm, 28mm, 35mm, 50mm, 70mm, 80mm, 105mm, 135mm, and 200mm. There is not much difference between 20mm and 24mm, 24mm and 28mm, 35mm and 50mm, 70mm and 80mm, or 135mm and 200mm. So, I think of the Speedlite as having four zones for zoom—very wide (20mm), slightly wide (35mm), slightly narrow (70mm), and very narrow (200mm).

In Figures 7.23
 –7.26
 , I’ve photographed the first of each of these close pairs. The column at left shows the flash from a side perspective. The column at right shows the flash from the perspective of the camera.
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Figure 7.23
 600EX-RT zoomed to 20mm.
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Figure 7.24
 600EX-RT zoomed to 35mm.
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Figure 7.25
 600EX-RT zoomed to 80mm.
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Figure 7.26
 600EX-RT zoomed to 200mm.






Pull-Out Wide-Angle Diffuser


Tucked above the flashtube, you will find the pull-out, wide-angle diffuser panel. Let me go on record to say that I’m not a fan of this panel.



If you pull it out and then do not slide it back in 100% of the way, meaning that 99.9% is not far enough, then the sensor will not allow the Speedlite to zoom. The diffuser panel will look like it is parked properly in its garage. But the Speedlite will not see it that way. So, if your Speedlite does not zoom, try pulling the panel out and pushing it back in firmly.

The other reason that I don’t like the wide-angle panel is that I seldom want to throw light everywhere. A 20mm / 24mm zoom setting provides good coverage for softboxes and umbrellas.




 
 Geek Speak: —How Zoom Changes Apparent Brightness—


If you zoom your Speedlite aggressively, as I do, then you should know that the more you zoom, the brighter the center gets. Or, if you think about it in the opposite direction, remember that the wider you zoom, the dimmer the light becomes—or so it appears.

It is not that the Speedlite actually becomes brighter as you zoom in or dimmer as you zoom out—it just appears that way. What is really happening is that, at a tight zoom, all of the Speedlite’s output is being concentrated to a smaller area. Likewise, when zoomed out wide, all of the Speedlite’s output is being spread over a much greater area.

Using a calibrated flash meter, I measured the light at each of the zoom positions on a 580EX II. Just to be sure, I measured the light at distances of both 24″ and 48″. The results were almost identical.

As you can see in the following shots, there is a significant difference in the apparent brightness of a Speedlite across the zoom range. Using 105mm as the baseline for the test, I measured the difference in illumination at the center of the frame by firing the Speedlite in Manual at [image: Image]

 power. The exposure setting on the camera remained the same through the test so that you can see the difference in brightness.

So, if you’re shooting in HSS and struggling with the loss of power, check the Zoom setting on your Speedlite(s). If you can, zoom in tighter to concentrate the light on your subject.
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Figure 7.27
 Zoom = 105mm.
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Figure 7.28
 Zoom = 80mm.
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Figure 7.29
 Zoom = 70mm.
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Figure 7.30
 Zoom = 50mm.
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Figure 7.31
 Zoom = 35mm.
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Figure 7.32
 Zoom = 28mm.
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Figure 7.33
 Zoom = 24mm.
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Figure 7.34
 Zoom = 14mm (achieved by pulling out Wide-Angle Diffuser).





*14mm is achieved by pulling out the Wide-Angle Diffuser








Creating Dramatic Light With Zoom


Creating the effect of a night scene may begin with your shutter speed, but the shot is made by where you do not light as much as by where you light. To dim the sun with a fast shutter and then add light back to everything because your Speedlite is set to Auto Zoom is to work against yourself.



Consider the control of where your flash goes and does not go to be a critical Speedliting skill. When you are using your lighting to change the weather or to change the time, it is especially important to consider how to limit where your light falls.

In the series of pics opposite, which I shot with the Speedlite in E-TTL, pay attention to two things: where the light falls and how well E-TTL did at changing the flash power to keep the light on Tony’s face relatively consistent as I zoomed. If you shoot the Speedlite in Manual, then you’ll have to adjust the power level as you zoom.

Note: For this series, the Speedlite was about 2’ from Tony’s face and angled steeply down—from just outside the upper-right corner of the frame. This is why the lighting pattern is angled.
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 Where, Part 2—Using Pan and Tilt to Aim the Speedlite

There are many reasons to pan and/or tilt the head of your Speedlite. The most important is that you can make the Speedlite seem much bigger and greatly soften the shadows, especially if you bounce the light off a ceiling or wall. Another reason is that doing so can improve the communication between a master and slave when shooting optical wireless.





The Range Of Pan And Tilt


How far the head of your Speedlite can pan (rotate sideways) or tilt (angle up or down) depends on the model you have.



The 600EX-RT and 580EX / EX II can pan 180° to the right or left (but it cannot be spun in a full circle). The 430-series can pan 90° to the right and 180° to the left.

When it comes to up and down, the 600EX-RT and 580EX / EX II can tilt from –7° to 90°. The 430-series can tilt up to 90°. The ability of the Speedlite to tilt down may be helpful when photographing objects that are close to the lens.



 [image: Image]




Figure 7.35
 The flashhead of the 600-, 500- and 400-series Speedlites can be tilted and panned to send the light in the exact direction you need it to fly.






Basics Of Bounce


As we discussed in Chapter 3
 : Mechanics Of Light
 , light has the predictable habit of bouncing off a surface at the same angle from which it approached. This is good news for Speedliters who need to soften the look of flash in their photographs.



Bouncing your Speedlite off a wall, shirt, reflector, paper—virtually any light-colored surface or material—will increase the apparent size of the light source and soften the shadows.

As a general rule, you will want to point the head of the Speedlite at a spot on the ceiling/wall that is about halfway between you and your subject. If your back is close to a wall, you can point the Speedlite behind you to hit the spot where the ceiling and wall meet. The same is true for corners.
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Figure 7.36
 The headshot at left was lit with a Speedlite bounced off an office ceiling. It suffers from a lack of light in the eyes. For the shot at right, I corrected this by holding my left hand behind the Speedlite to bounce a bit of the light forward. As you can see, the eyes are brighter and the skin tones are warmer. Another option would have been to bounce the flash horizontally off the wall.




If your subjects are close to you and the Speedlite is pointed upward at a steep angle, you will likely create deep shadows in their eye sockets and under their chins. One solution is to bounce off a wall rather than a ceiling. If the wall is too far away and you must go off the ceiling, then place your hand behind the Speedlite to throw just a bit of light forward. I find this to be a better solution than pulling out the tiny catchlight panel.



 Flying The Light Over Or Around


There will be times when your subject is adequately lit but the background needs help. One option is to bounce your Speedlite over the top of or around your subject to throw light onto the background.



When doing this, watch out for any spill of light hitting your subject. Many times it is not a problem. If it is, use your hand or a card next to the Speedlite to keep the light from hitting your subject (aka flagging the Speedlite).



Beyond Bounce—Feathering


Any time that you angle the light away from your subject, you are “feathering the light.” Another valuable use of the pan and tilt is to feather the edge of the light from your flash.



As you saw in the Zoom examples, the edge of the Speedlite has a graduated rather than a sharp edge between dark and light. You can use this creatively by placing that edge on your subject.

Sure, there are light modifiers that can do the same thing. But, if you’re on the run and all you have is your Speedlite, it’s nice to know that you can use just the edge of the light with good results.
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Figure 7.37
 The difference between these two shots is that for the shot on the left, the Speedlite was pointed directly at Sophia; for the shot on the right, the Speedlite was feathered so that most of the light flew in front of her. Essentially, I feathered the flash so that the Speedlite would light Sophia, but not the background.






Pan And Tilt When Shooting Optical Wireless


When you are shooting optical wireless, it is critical to maintain a line-of-sight connection between the master and slave(s). Since I generally do not use on-camera fill when shooting off-camera flash, I will often pan the head of my master Speedlite so that it is pointing directly at the slave. If there are multiple slaves, I will try to pan the head (and maybe tilt a bit, too) so that I optimize their view of the master Speedlite’s commands.



You can also pan and/or tilt the slave Speedlites so that their wireless sensor (on the front of the flash) is pointing at the master while the flashhead points at the subject.
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Figure 7.38
 When shooting optical wireless, if my master Speedlite is not firing during the actual exposure, I will pan it towards the slave(s).
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Figure 7.39
 To assure that the optical slave can see the master, I always pan the body of my slave so that the sensor (located on the front of the Speedlite) faces the master.






 Chapter 8. Flashing Manually



MANUAL FLASH—GETTING STARTED WITH THE MOST VERSATILE FLASH MODE





WHEN TO USE MANUAL FLASH





THE NUMBERS OF MANUAL MODE





SETTING POWER MANUALLY ON THE 600EX-RT





SETTING POWER MANUALLY ON THE 580EX/EX II





SETTING POWER MANUALLY ON THE 430EX/EX II





SETTING POWER MANUALLY ON THE 320EX, 270EX II, AND 90EX





SETTING MANUAL POWER ON THE LCD OF 2012–NEWER CAMERA MODELS





SETTING MANUAL POWER ON THE LCD OF 2007–2011 CAMERA MODELS





MY WORKFLOW: USING ONE SPEEDLITE IN MANUAL MODE
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Figure 8.1
 Manual flash is well-suited for many situations—especially those where the distance between the subject and flash is not changing from shot to shot. Note the gridded Speedlite in the upper-right corner of this set shot.






The Short Version


Manual flash is the basic mode of operation where the power level (a.k.a. brightness) of the flash is set by the photographer. Manual flash provides consistency from shot to shot, which allows the exploration of alternate compositions without resetting the Speedlite. When shooting off-camera flash for portraits, still-lifes, and other situations where the distance between the subject and flash is not changing, my Speedlites are always in Manual mode. Once you understand how the numbers for power settings work and have a simple workflow, you will find Manual flash to be easy and expressive.





 Manual Flash—Getting Started with the Most Versatile Flash Mode

If you’re just learning how to Speedlite, I suggest that you start with your flash in Manual mode. Manual is the simplest mode of flash. You set the power level on your Speedlite. The camera fires it at the right moment.



Sure, I’m a fan of E-TTL—especially in situations where the distance between the subject and flash is changing frequently. The challenge with a bad exposure in E-TTL, though, is that it can be difficult to know what happened because the camera is making virtually all the decisions and potentially changing the flash power with every shot.

Manual simplifies the workflow. Many great photographers master manual flash and never feel the need for E-TTL. Hopefully, you will become proficient at both and move from one to the other as the situation warrants.



To Start, Just Play With Manual


Manual flash may seem intimidating because you, the photographer, have to set the power. How do you know if you should be at [image: Image]

 , [image: Image]

 , or [image: Image]

 power?



My suggestion—seriously—is to just take a guess on a power level and fire. Make a mistake. In fact, make a load of mistakes regularly.



You will learn faster if you are not afraid of making mistakes.



The nice thing about manual flash is that if there is too much flash, you will know what to do about it—turn the power down and take another test shot. If your exposure is close, turn it down a little. If your frame looks like it was made during an atomic blast, then turn the power down.

As a matter of practice, any time you have to make a change to your Speedlite’s power level, I encourage you to start with big steps rather than small steps. I find it easier to go too far and jump back rather than to try to creep to my solution in baby steps. Actually, you won’t know that you’ve gone too far until you see that you have. So, I say, get to the other side quickly and then work your way back.

Once you understand where too much and too little is, then you know that the optimal power setting is somewhere in between. If you are significantly overexposed, reduce the Speedlite power by three or four stops ([image: Image]

 → [image: Image]

 → [image: Image]

 → [image: Image]

 → [image: Image]

 = four-stop reduction). Now, if the flash is much too dim, go back halfway toward your first power setting.

I like the idea of making each jump back half the size of the previous jump (4 stops → 2 stops → 1 stop → half-stop). Each time you jump, you’re taking smaller steps and getting closer.

As for deciding the power level, what’s right? It’s not what some flash meter says. It’s not what shape the histogram has. “Right” is getting the light to look like you want it to. You are the photographer. You get to decide.




Speedliter’s Jargon: —Manual Mode—Two Ways—


When you hear a photographer say, “I’m shooting in Manual,” it’s important to clarify which Manual mode. Both your camera and your Speedlite have Manual modes.

In the case of your camera, Manual mode requires that you set both the shutter speed and aperture. In the case of your Speedlite, Manual mode means that you set the power level at which it fires.

There is no direct connection between the two Manual modes. You can set the exposure on your camera manually and have your Speedlite fire in E-TTL. Conversely, you can have your camera pick the exposure in Aperture Priority (Av) while you set the power level of your Speedlite manually.








Speedliter’s Tip: —If Your Speedlite Won’t Go Into Manual—


If your Speedlite won’t switch into Manual mode, check to make sure that your camera is not in Full Auto (“green box”) mode. If it is, switch your camera into M, Av, or P. You’ll then be able to switch your Speedlite into Manual mode.








 Geek Speak: —Comparing Modes: Manual vs. E-TTL—


When deciding between Manual and E-TTL, the question is which one is best for the situation. Contrary to the opinions of many photographers, one is not always superior to the other. Nor should one always be avoided. Each mode is just a tool. Pick the right one for the job at hand.

To understand the strengths of each mode, you need to read this chapter as well as Chapter 9
 : E Is For Evaluative
 .
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[image: Image]







When to Use Manual Flash

When deciding between Manual and E-TTL, I think about the situation in which I’m shooting. Both have their strengths and challenges.



In broad strokes, if the relationship of the subject to the Speedlite(s) is fixed (such as when I shoot portraits), then I will work in Manual. If the distance to or position of the subject is dynamic (such as when I’m shooting an event), then I will work in E-TTL.



Use Manual When The Distance From Subject To Flash Is Fixed


If you are shooting in a controlled situation, where the distance between the subject and the flash is fixed, then Manual mode is the best Speedlite mode to use. I use Manual for most of the photography that I shoot. Why?



Most of the photography I shoot has a fixed distance between the subject and my lights—portraits, tabletop, product, food, real estate interiors, etc. The lighting for each of these types of photography requires precision and repeatability. Manual gives me the ability to fix the power level so that it does not vary from shot to shot.



Use Manual To Learn The Basics


As I stated earlier, I think Manual mode is the best way to learn the basics of flash photography. You make a decision, you take the action, you see the results. When it does not work the way you expected, you repeat the process and learn a bit more.





Use Manual When The Subject Will Pass Through A Preset Zone


Manual is also perfect for situations when a moving subject will pass through a preset zone. For instance, at a wedding, you know that the bride and groom will come down the aisle after the ceremony, so you can preset your lights in Manual mode before the ceremony starts. The dramatic contrast of the bride’s white gown and the groom’s dark suit is better handled in Manual than E-TTL.




 Any sport with a net can be another situation where you will know that the subject is going to pass through a preset zone. The net in a basketball game provides the opportunity to preset your flash and adjust the power before the game starts.

Sports that involve obstacles are also good situations for Manual flash. Hurdlers, high jumpers, and long jumpers at a track meet provide the opportunity to know where a fast-moving subject is likely to pass. Of course, for safety reasons, it is essential that the event organizer and participants have pre-approved your flash work.



Use Manual To Maximize Your Speedlite’s Power


When you need to squeeze every bit of power from your Speedlite, switch it to Manual mode. In E-TTL, the Speedlite uses a bit of its power for the pre-flash. By switching to Manual, you eliminate the pre-flash and send all the juice straight out in one big burst.





Use Manual When Triggering Flashes And Strobes With Optical Slave Eyes


An optical slave eye is a device that can trigger a flash or strobe when it sees a quick burst of light. This is not to be confused with Canon’s optical wireless system. See the adjacent Speedliter’s Jargon for the details about how they differ.



We’ll jump into the use of optical slave eyes in Chapter 11
 : Triggers For Off-Camera Flash
 and into the details of Canon’s optical wireless system in Chapter 12
 : Optical Wireless, The Canon Way.


For now, just know that the metering pre-flash emitted by a Speedlite working in E-TTL or the instructional pre-flash sent by an optical master will trick the optical slave eyes on other units into firing early.

By using Manual mode, either on a solo Speedlite or on a group of 600EX-RTs in radio wireless, there is no metering or instructional pre-flash to confuse the optical slave eyes on nearby flashes and strobes.




Speedliter’s Jargon: —Optical Slave Eye • Optical Wireless—



Optical slave eyes
 are built into many flashes and strobes—just not on Canon Speedlites. These simple electronic circuits fire the device when it senses a burst of bright light. This enables the photographer to fire one flash, which in turn will fire any number of units.

[image: Image]



Smart Eye™ optical slave trigger by OCF Gear


As will be discussed in Chapter 11
 : Triggers For Off-Camera Flash
 , Canon Speedlites can be attached to optical slave eyes—such as the OCF Gear Smart Eye™—via the foot of the Speedlite. Additionally, an optical slave eye can be attached to the PC-sync ports on the 600EX-RT and 580EX II. Regardless of the point of attachment, Canon Speedlites require a special circuit in the optical slave eye to enable it to recycle the flash. So, when buying one, you must make certain it says that it will work with Canon Speedlites.

Many Nikon Speedlights have an optical slave eye built in. It is activated by switching the flash to SU-4 mode. Likewise, many third-party flashes also have an optical slave eye built in.


Optical wireless
 refers to Canon’s original wireless communication system between master and slave. As will be detailed in Chapter 12
 : Optical Wireless, The Canon Way
 , the master Speedlite fires a coded set of instructions from its flashtube an instant before the shutter opens. Like a Morse code series of dots and dashes, these light pulses tell the slave Speedlites which mode and power level to use as well as when to fire.

Although they have similar names, do not confuse the two. An optical slave eye only tells the flash or strobe to “fire now!” Canon’s optical wireless enables the photographer to change the mode, power, and sync of slaves from the back of his camera.

If you mistakenly thought that Canon Speedlites have an optical slave eye built in, it is because the sensor for optical wireless system is on the front of the Speedlite—just above the red panel. Don’t worry. It’s a common misconception.







 The Numbers of Manual Mode

As we discussed in Chapter 2
 , a change of one stop means that you either doubled or halved a camera setting. In the case of Manual mode on a Speedlite, changing the power by a stop means the same thing: You either doubled it (made the flash brighter) or you halved it (made the flash dimmer).





Whole Stops Of Flash Power


The power level
 refers to the amount of flash emitted by the Speedlite. Maximum power is called “full power” or referred to by the fraction [image: Image]

 . Lower power levels are measured as a fraction of full power.



The 600- and 500-series have seven whole stops of power adjustment. The 400-, 300-, and 200-series have six stops of power adjustment.

[image: Image]


Remember that the output at [image: Image]

 is model specific. [image: Image]

 on the 600EX-RT is about the same power as [image: Image]

 on the 580EX. [image: Image]

 on the 430EX II is about [image: Image]

 -stop dimmer than the big Speedlites.



Intermediate-Stops of Flash Power on the 600EX-RT


The Manual power scale on the LCD of a 600EX-RT is easy to navigate. Whole stops of flash power are indicated as fractions. The intermediate power levels are [image: Image]

 -stop increments shown as dots in between (see Figure 8.5
 ). Note: If your camera is set to [image: Image]

 -stop increments of aperture, then your Speedlite will have [image: Image]

 -stop increments of power.





Intermediate-Stops of Flash Power On the 580EX/EX II And 430EX/EX II


The Manual power scale on the LCD of a 580EX/EX II or a 430EX/EX II is slightly more complicated. Whole stops of flash power are indicated as fractions. The intermediate power levels are shown as 0.3 (meaning [image: Image]

 -stop) or 0.7 (meaning [image: Image]

 -stop) preceded by a plus or minus sign. Essentially, the partial-stop increments are shown as the last whole-stop fraction you passed through plus or minus 0.3 or 0.7, depending on the direction you are heading.



For instance, as you start dialing your Speedlite’s power down from [image: Image]

 power, the display will say [image: Image]

 , then [image: Image]

 –0.3, then [image: Image]

 –0.7, and then [image: Image]

 . If you then dial the power back up from [image: Image]

 , you will see the LCD display [image: Image]

 +0.3, then [image: Image]

 +0.7, then [image: Image]

 (see Figure 8.2
 ). Once you get the hang of it—once you understand that [image: Image]

 –0.7 is the same as [image: Image]

 + 0.3—then it seems simple.
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Figure 8.2
 These two power levels on the 580EX II are the same amount of flash. The difference is that in the top image the power was being dialed down and, in the bottom image, the power was being dialed up.
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 Setting Power Manually on The 600EX-RT
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Figure 8.3
 If M does not show in the upper-left corner of the LCD, press the Mode button repeatedly until M shows.
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Figure 8.4
 The power setting is indicated by the box under the scale. Here the power is set to [image: Image]

 -power.
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Figure 8.5
 To change the power, press the +/- button. The power scale will backlight (which lets you know it can be changed).
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Figure 8.6
 Turn the Select Dial to change the position of the indicator. The dots between the fractions represent [image: Image]

 -stop increments.
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Figure 8.7
 When the indicator is dialed to your desired setting, push the +/- button or the Sel/Set button. The backlight behind the power scale will reverse (which lets you know that it is set). As shown, the Speedlite is now set at [image: Image]

 -power.






 Setting Power Manually on The 580EX / EX II
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Figure 8.8
 If M does not show in the center-left side of LCD, press the Mode button repeatedly to cycle through E-TTL → Manual → Multi until M shows.
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Figure 8.9
 A fraction will appear in the top center of the screen when you are in Manual mode. This fraction indicates the power level. Here it is full-power.
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Figure 8.10
 Press the Set button in the center of the Select Dial. The fraction will blink (which lets you know it can be changed).
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Figure 8.11
 Turn the Select Dial to change the fraction. It will change in either [image: Image]

 - or [image: Image]

 -stop increments. As shown, the power level is two-thirds of a stop below half-power.
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Figure 8.12
 When the fraction is dialed to your desired setting, push the Set button again. The fraction will stop blinking (which lets you know that it is set). As shown, the Speedlite has been set to quarter-power.






 Setting Power Manually on The 430EX / EX II
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Figure 8.13
 If M does not show near the upper-left side of LCD, press the Mode button to cycle from E-TTL to Manual.
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Figure 8.14
 A fraction will appear just below the M when you are in Manual mode. This fraction indicates the power level.
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Figure 8.15
 Press the Sel/Set button in the center of the Plus/Minus buttons. The fraction will blink (which lets you know it can be changed).
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Figure 8.16
 Push the Plus/Minus buttons as needed to change the fraction. It will change in either ½- or [image: Image]

 -stop increments. Here it is [image: Image]

 -power plus one-third.
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Figure 8.17
 When the fraction is dialed to your desired setting, push the Sel/Set button again. The LCD will stop blinking (which lets you know that it is set). As shown, the Speedlite is set to [image: Image]

 -power.






 Setting Power Manually on The 320EX / 270EX II / 90EX

Several Speedlites—specifically the 320EX, 270EXII, 270EX, and 90EX—lack LCD menus and Mode buttons. However, they can be operated in Manual mode via the LCD menu on compatible cameras. (For the details of how to access the Speedlite’s menu on your camera, see Chapter 0
 : Quick Start Guide To Speedliting
 .)
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Figure 8.18
 Since the 320EX, 270EX II, 270EX, and 90EX do not have LCDs, Manual mode must be accessed via the Flash Control menu on the camera’s LCD.





Setting Manual Power on The LCD of 2012–Newer Camera Models

Applies to: 1D X, 5D Mark III, 5DS, 5DS R, 6D, 7D Mark II, 70D, Rebel SL 1, T6i, T5i, T4i, M3, M2, M1 (For the details of how to access the Speedlite’s menu on your camera, see Chapter 0
 : Quick Start Guide To Speedliting
 .)





 [image: Image]




Figure 8.19
 If your camera has a pop-up flash (7D Mark II, 70D, Rebel SL 1, T6i, T5i, T4i), scroll to “Flash control” and press the Set button at the center of the Select wheel. Then scroll to External Flash Function settings and press the Set button to select the menu option. You will see a menu similar to that shown in Figure 8.22
 . Menu shown: 7D Mark II.
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Figure 8.20
 If your camera does not have a pop-up flash (1D X, 5D Mark III, 5DS, 5DS R, 6D) scroll to “External Speedlite Control.” Then press the Set button at the center of the Select wheel to select the menu option. Menu shown: 5D Mark III.
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Figure 8.21
 (Cameras without pop-up flash) Scroll to Flash Function Settings. Press the Set button at the center of the Select wheel to select the menu option.
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Figure 8.22
 Scroll to the Mode setting in the upper-left corner of the Quick Control menu. (This screen currently indicates that the Speedlite’s mode is set to E-TTL.) Press the Set button at the center of the Select wheel to select the menu option.
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Figure 8.23
 Scroll to select M for Manual mode. Press the Set button to confirm you selection. Then the menu will jump back to the Quick Control menu.
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Figure 8.24
 Scroll to the power scale in the lower-right corner of the Quick Control menu. Press the Set button to confirm you selection. The menu will jump to the Flash Output Level shown in Figure 8.25
 .
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Figure 8.25
 Scroll to the power setting you desire. In this shot, the Speedlite is currently set to [image: Image]

 -power (blue dot), and I have chosen [image: Image]

 -power (white dot). Press the Set button to confirm your selection.
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Figure 8.26
 Confirm that the desired power setting is displayed on the Quick Control menu.






 
 Setting Manual Power on The LCD of 2007–2011 Camera Models

Applies to: 1D Mark IV, 1Ds Mark III, 1D Mark III, 5D Mark II, 7D, 60D, 50D, 40D, T21, T1i, XS1, XS. (For the details of how to access the Speedlite’s menu on your camera, see Chapter 0
 : Quick Start Guide To Speedliting
 .)
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Figure 8.27
 If your camera has a pop-up flash (7D, 60D, 50D, 40D, T2i, T1i, XS1, XS), scroll to “Flash control.” Press the Set button at the center of the Select wheel on the back of the camera to select this menu option.
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Figure 8.28
 If your camera does not have a pop-up flash (1D Mark IV, 1Ds Mark III, 1D Mark III, 5D Mark II), scroll to “External Speedlite Control.” Press the Set button at the center of the Select wheel on the back of the camera to select this menu option.
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Figure 8.29
 Scoll to “External Flash Func. Setting” (cameras with a pop-up flash) or “Flash Function Setting” (cameras without pop-up flash). Press the Set button to select this menu option.
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Figure 8.30
 This screen shows the current configuration of the Speedlite. To change the mode from E-TTL to Manual, push the Set button to select “Flash mode” menu.
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Figure 8.31
 Turn the Select Wheel to highlight “Manual flash.” Push the Set button to confirm your selection.
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Figure 8.32
 The LCD changes its configuration. Note that the “Flash output” line has been inserted above “Shutter sync.” This indicates the manual power level for the Speedlite.
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Figure 8.33
 Turn the Select Wheel until “Flash output” is highlighted. Press the Set button to confirm the selection.
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Figure 8.34
 Turn the Select Wheel until the desired power level is selected. Press the Set button to confirm your selection.
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Figure 8.35
 The LCD returns to the main flash menu screen. You are ready to start shooting.







 Speedliter’s Tip: —Menu Cannot Be Displayed—


[image: Image]


This error message means that the camera cannot communicate with the Speedlite. This message can be caused in several ways.


[image: Image]

 Non-compatible Speedlite: 580EX instead of a 580EX II


[image: Image]

 Speedlite not turned on


[image: Image]

 Speedlite not pushed fully forward in the hotshoe


[image: Image]

 Speedlite not locked securely into the hotshoe


[image: Image]

 Oil on contact pins of the Speedlite or contact pads in the hotshoe (rub gently with a clean pencil eraser and then blow the bits of rubber away).







 My Workflow: Using One Speedlite in Manual Mode

Describing a workflow is tricky business. There can be so many variables that jump up during a shoot. Take the following as a general recipe for working with one Speedlite in Manual mode.





Camera Mode (Varies By Situation)



[image: Image]

 Subject still:
 I will shoot my camera in Manual (M) because I want to control depth of field with the aperture and ambient (background) light with the shutter. I start with my camera in Manual 90% of the time. Aperture Priority (Av) is also an option as it allows control of depth of field via aperture—with FEC as the means of adjusting how the ambient light is captured.




[image: Image]

 Subject in motion:
 It’s difficult to shoot in Shutter Priority (Tv) with Manual flash. If I want the shutter to either freeze action or convey motion, I will shoot the camera in Manual and the Speedlite in E-TTL rather than shoot the camera in Shutter Priority (Tv)—see the Speedliter’s Tip
 below.




Speedliter’s Tip: —Start At [image: Image]

 Power On Manual Flash—


When starting a test shot with the Speedlite in Manual mode, I find it handy to set it at [image: Image]

 power, which is close to the midpoint of flash power on all Canon Speedlites. From the midpoint, you can move the power towards either end, depending upon whether your first test shot is over- or underexposed.








Speedliter’s Tip: —Avoid Shutter Priority (Tv) And Flash—


Shooting your Speedlite with your camera in shutter-priority (Tv) should be avoided. As you will recall from Chapter 4
 : Manage The Ambient
 , shutter controls the ambient exposure in a flash photo. In Tv, you specify the shutter speed and the camera chooses the aperture. The problem with Tv and flash is that as you change the shutter, the camera changes the aperture, and then the flash power needs to change to compensate for the change in aperture. So, when you want to control how motion is captured, set your camera to Manual and switch your Speedlite to E-TTL.






[image: Image]

 Very low light:
 When the ambient is dim, I always shoot the camera in Manual (M) so that I can use the shutter to control how it is captured. In Av, the camera will often overexpose the scene.



Decide On The Role Of The Speedlite


I decide whether I will use the Speedlite as a key (main) light or a fill light. If the Speedlite is the key light, I will move it off-camera to create good shadows and good light. See Chapter 11
 : Triggers For Off-Camera Flash
 , for the many options to trigger an off-camera Speedlite.



If I’m using the Speedlite to fill shadows, it can be either on- or off-camera. If it’s on-camera, then I’m likely shooting in E-TTL rather than Manual because Canon’s system is great at automatic fill-flash calculations.



Evaluate Ambient Light


First and foremost, for every shoot, I want to know how my camera sees the ambient light. So, I start by taking a test shot without flash to evaluate the quality and intensity of the ambient. If I’m shooting in Av, I make sure that the Exposure Compensation is zeroed.





Regardless of the flash mode that I’m shooting in, I want to know how my camera sees the ambient light. So, I start my flash work with the flash turned off.



Then, with the Speedlite still turned off, I will adjust the exposure setting so that the ambient is where I want it to be. I do this by using exposure compensation if I’m shooting in Av or via shutter if I’m shooting in Manual. So, in Figure 8.37
 , I’ve manually dialed the shutter speed down by three stops to darken the wall.

I take additional test shots as needed until an exposure is found where the ambient fits my vision. Yes, I am using the camera LCD to make this decision—as long as I am not crashing the highlights into the right side of histogram, I’m doing OK.



 Setting Up The Speedlite


Once I’ve settled on my ambient exposure, then
 I’ll turn on the Speedlite. Based on nothing more than a pre-visualized guess about what the light needs to look like, I will modify the Speedlite (zoom, tilt, pan, flag, snoot, etc.) and then position it.



If I expect that I will need a big burst of light, I will set the power to full ([image: Image]

 ). Otherwise, I will set the power to [image: Image]

 and take a test shot. The benefit of using [image: Image]

 is that it is halfway down the power scale. If the light is too dim, then I’ll jump to [image: Image]

 . If the light is too bright, then I’ll jump to [image: Image]

 and take another test shot.



My goal when setting up manual flash is to quickly find the boundaries of what is too bright and too dark. Then I can start fine-tuning the power level.



Although I will rely upon the histogram to tell me if my highlights are clipping, I am happy to use the camera LCD to evaluate the Speedlite’s modification and position. I will also evaluate the intensity of the flash relative to the ambient via the LCD’s image.

I will continue to change the power, modify the Speedlite, and/or reposition it until I get the quality of flash I am after. Along the way, I rely upon the histogram to tell me if I am overexposing the highlights. As long as I am not blowing out the highlights, I continue to use the camera LCD to look at the quality of the flash relative to the ambient. If a significant gap exists on the histogram between the right endpoint and the right side, I will increase the ISO until the right endpoint is close to (but not clipping) the right edge.
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Figure 8.36
 The camera’s idea of the proper exposure for this shot in open shade.
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Figure 8.37
 The ambient light after I dialed the exposure down manually by three stops.
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Figure 8.38
 My first flash frame—[image: Image]

 -power with the Speedlite’s head sideways and zoomed to 105mm.
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Figure 8.39
 I eventually arrived at my hero shot after raising the flash, panning it left, adding a full-cut of CTO, shifting Vin, and increasing the power to [image: Image]

 .






 Chapter 9. E Is For Evaluative
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FEC—FLASH EXPOSURE COMPENSATION





FEL—FLASH EXPOSURE LOCK





TROUBLESHOOTING E-TTL
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Figure 9.1
 E-TTL is the perfect flash mode when the distance between the subject and the Speedlite changes constantly—such as when photographing this inquisitive hummingbird while he investigates my red hair.






The Short Version


Canon’s Evaluative Through-The-Lens
 (E-TTL) flash metering system is an automatic flash mode that is simple enough to serve the novice and robust enough to serve the professional. To be successful with E-TTL flash, you must know when to use it and when Manual mode is a better choice. You must also learn how to use Flash Exposure Compensation (FEC) so that you can fine-tune the amount of E-TTL flash in your shots.





 Deciding When to Set Your Speedlite to E-TTL

Canon’s Evaluative Through-The-Lens (E-TTL) flash metering system automatically calculates the flash exposure and then sets the Speedlite at the appropriate power level. Many photographers argue the benefits of E-TTL over Manual mode, and vice versa. For me, they are both tools with specific uses. I use whichever mode is best suited for the moment.





Best Situations For E-TTL


There are several great reasons to use E-TTL:




[image: Image]

 You are a novice and do not yet know how to operate your Speedlite in Manual mode.


[image: Image]

 You are shooting in bright sunlight and want a bit of fill flash from your on-camera Speedlite or pop-up flash.


[image: Image]

 You’re shooting in a situation where the distance between the subject and flash changes constantly—either because the subject is in motion or the camera is moving around, such as at an event.



The Frustrations Of E-TTL


There are several downsides to E-TTL that should also be understood:




[image: Image]

 Every time you change the composition of the shot, even by just a bit—by zooming the lens, moving the camera from horizontal to vertical, etc.—E-TTL will remeter the scene and potentially change the flash power. This creates confusion about why the flash power is not consistent from shot to shot.
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 In E-TTL, it is impossible to know what flash power was used for a shot. There is no metadata provided other than “Flash did fire.”
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Figure 9.2
 From Little League to limos, E-TTL will help you capture family moments that you will want to remember for years to come. Here, my on-camera Speedlite added fill flash to offset the harsh shadows on the left side of Tony’s face.
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Figure 9.3
 E-TTL is the mode to use when the subject-to-flash distance is dynamic—such as when your son pops out of a limo on a sunny afternoon.





 [image: Image]

 E-TTL flash metering relies upon a pre-flash that can prematurely set off other units triggered by optical slave eyes. See the Optical Slave Eye
 sidebar in Chapter 8
 : Flashing Manually
 .
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 The preflash will also make it difficult to photograph people with super-fast blinking reflexes—as discussed later in this chapter.




Speedliter’s Jargon: —Preflash—



Preflash
 is an essential concept to understanding how E-TTL works. Simply put, it is a low-power burst of light that the Speedlite sends out just before the shutter opens so that the camera can meter how much flash is returning and then tell the Speedlite what power level to use.








Geek Speak: —The 9 Steps Of An E-TTL Shot—


All the following happens in a fraction of a second:


1. Ambient meter reading
 —Every time you push the shutter button halfway, the camera takes an ambient meter reading.


2. Preflash fires
 —When the shutter is pushed all the way down, the camera instructs the Speedlite to fire a preflash.


3. Flash meter reading
 —The camera measures the amount and location of flash returning through the lens.


4. Second ambient meter reading
 —The camera takes a second ambient meter reading.


5. Evaluation of ambient and flash meter readings
 —The camera evaluates the three meter readings and calculates the proper flash power.


6. Flash power sent from camera to Speedlite
 —The camera sends the power-level setting to the Speedlite through the hotshoe connection.


7. Shutter opens
 —The exposure starts when the shutter opens.


8. Speedlite fires
 —The Speedlite fires at the power level specified by the camera with any +/- FEC adjustment.


9. Shutter closes
 —The exposure ends when the shutter closes.








Speedliter’s Tip: —Seeing The Preflash—


Since the preflash happens a few milliseconds before the actual flash, you won’t see it as a separate flash. To see it, do this:

• Set your camera to Manual mode with a shutter speed of 1″ or longer. The aperture does not matter.

• Set your Speedlite to 2nd-Curtain Sync.

• Push the shutter button. You’ll hear the shutter open and see the preflash fire almost simultaneously. Then, you’ll see the flash just before you hear the shutter close. Now you’ve seen the preflash.






The Mechanics of E-TTL

Since E-TTL is automatic technology, it is not critical that you know how E-TTL works. However, an awareness of what E-TTL is doing will help you maximize its benefits.





Ambient And Flash Metering Are Done Separately


One of the unique features of Canon’s E-TTL technology is that the camera meters ambient and flash separately. Every time you push the shutter button halfway, your camera makes an exposure reading of the ambient light. Then, when you press the button completely, the E-TTL system meters the preflash, meters the ambient again, evaluates the meter readings, and sets the flash power—all in an instant.





E-TTL Begins With The Preflash


The key to automatic flash metering is to measure the return of light from the subject. E-TTL does this by having the Speedlite fire a preflash at [image: Image]

 power. (This can be set to full power in custom functions, but I’ve never found the need to do so.) Since the camera knows how much light the Speedlite sent out, the camera uses the preflash to measure the reflectivity of what the lens sees.



This happens so fast that normally you will not see it separately from the main flash. If you want to see the preflash, just to be sure it’s there, check out the sidebar, Seeing The Preflash
 .



 How ETTL Meters Ambient And Flash


Your Canon DSLR measures ambient light and flash with a metering sensor that has either 252, 63, or 35 metering zones. It varies by camera model as described below.
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Figure 9.4
 The 252-zone meter used by the 1D X, 5DS, 5DS R, and 7D Mark II cameras. Unlike earlier cameras that only measure luminance (brightness), both of these cameras have RGB technology.
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Figure 9.5
 The 63-zone meter used by the 1D Mark III, 1Ds Mark III, 1D Mark IV, 5D Mark III, 6D, 7D, 60D, 70D, Rebel T2i, T3/T3i, T4i, T5/T5i, T6i, and SL1.
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Figure 9.6
 The 35-zone meter used by the 5D, 5D Mark II, 10D, 20D, 30D, 40D, 50D, and all Rebels not listed above in Figure 9.5
 .




As you push the shutter button halfway, your camera makes an exposure reading of the ambient light. When the shutter button goes all the way down, the preflash fires and the camera measures the flash coming back—both in terms of how much and where. Then, for accuracy, the camera takes a second ambient meter reading before the evaluation begins.




Geek Speak: —Canon’s New Color-based E-TTL Flash Metering—


[image: Image]


Each new generation of cameras brings advances in metering technology. Canon’s flagship 1D X, for instance, was the first Canon DSLR that featured RGB metering. Rather than just measure the world as if it was filled with shades of gray, RGB metering measures both luminance and color.

For Speedliters, this RGB-metering technology provides a significant leap forward. Previously, when shooting E-TTL, the camera measured the amount and location of the preflash that returned through the lens. Yet, it had no idea of the subject before the lens.

With the ability to measure color as well as brightness, the benefit of the new RGB exposure meters is that cameras can now identify the dominant faces in the shot and calculate the amount of E-TTL flash power based on the light returning from those faces. (Add this to your list of reasons to upgrade.)

Five Canon cameras currently have RGB metering: 1D X, 5DS, 5DS R, 7D Mark II, and the T6i. I have no doubt that this list will continue to expand as new generations of cameras are introduced.








 Speedliter’s Tip: —Your Camera Does Not Have To Be Big To Work With E-TTL (Meet The EOS M)—


[image: Image]


I am a big fan of Canon’s EOS M camera, which packs the APS-C sensor and brains of an EOS Rebel into a body that is about as big as a pack of playing cards. Unlike Canon’s Powershot series of cameras, the EOS M has interchangeable lenses—which I find very useful. Sure, this first-generation camera is a bit slow to focus, but the iPhone-like control on the touchscreen is amazing. I am certain that the focusing speed will improve greatly with future generations of the EOS M.

As a Speedliter, the EOS M works flawlessly with my gear—including the radio-enabled ST-E3-RT transmitter (shown above) and the 600EX-RT Speedlite. The M is fully compatible with E-TTL, Manual, and the new radio-only Group mode.

Another Speedliting feature the M has that I wish all my cameras did is touchscreen control of the Flash Function menu. Literally, you tap the LCD, and the options for that setting appear. You tap on the option you want, and the menu closes automatically. The Rebel SL1 and 70D also have touchscreens. Hopefully, this incredibly useful feature will appear on higher-end cameras. There is no faster way to control a Speedlite!








Geek Speak: —ETTL vs. E-TTL II Camera Bodies—


In Canon’s original version of E-TTL, emphasis was given to the metering zone around the selected Auto-Focus point. In E-TTL II (all camera models introduced since 2004), the camera does not care which AF point is selected. It takes a look at the light coming back from all of the metering zones.

E-TTL II is actually a feature found in camera bodies rather than Speedlites. Any Speedlite with EX in the model will operate in E-TTL II when connected to a compatible body. If you have an older camera with the original E-TTL technology, then your EX Speedlite will fire in E-TTL rather than E-TTL II. In either case, the Speedlite displays “ETTL” on the LCD.

Here’s a list of E-TTL II cameras (all post-2004 models):
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 Rebel XS, XSi, XT, XTi, T1i–T6i, SL1
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 20D–70D


[image: Image]

 5D–5D Mk III, 5DS/SR, 6D, 7D–7D Mk II


[image: Image]

 1D Mk II–Mk IV, 1Ds Mk II–Mk III, 1D X
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 M, M2, M3 (mirrorless)







The Evaluative Part Of E-TTL


Since the camera knows the power level of the preflash, by comparing the two ambient meter readings to the preflash meter reading, the camera knows where and how much flash returned through the lens.



From the meter readings, the camera also has a sense of how bright the ambient light is in the scene. As we will explore shortly, when the ambient light is bright, the E-TTL algorithm relegates the role of the Speedlite to being a low-power fill flash that enables the camera to record details in shadowy areas.

When the camera determines that the ambient light is dim, the E-TTL algorithm shifts the role of the Speedlite to that of main (key) light on the subject. The camera prioritizes lighting the subject over the background.

In both cases (bright and dim ambient light), E-TTL evaluates the differences between the ambient and flash readings. Metering zones that do not show a return of the preflash are assumed to be distant background, so the camera does not try to light them with flash.



Sometimes E-TTL Considers Camera-To-Subject Distance...But Not Always


If your EX Speedlite is on-camera and you’re shooting with a compatible lens (typically a Canon USM lens), then an E-TTL II camera (see sidebar) will also factor in the camera-to-subject distance. This distance information is used by the camera to more precisely calculate the appropriate power level for the Speedlite.



However, there are three instances where the camera ignores the camera-to-subject distance:
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 The head of the Speedlite is tilted up or panned to the side for bounce flash.


[image: Image]

 Wireless flash (either radio or optical) is activated.


[image: Image]

 Macro flash.

These exceptions make sense. When you tilt or pan the head, E-TTL disregards the distance data because it does not know the geometry of your bounce shot. When your Speedlite is a 
 wireless master, E-TTL disregards the camera-to-subject distance because it does not know the distance of the subject to the slave(s). When your subjects are very close to the camera, as is the case in macro photography, distance matters less than reflectivity of the subject so, again, E-TTL ignores this data.

Given that most of my E-TTL Speedliting is done either with an on-camera Speedlite angled for bounce or with the wireless system activated, I long ago stopped worrying about whether the E-TTL algorithm knows how far my camera is from the subject. In my experience, E-TTL does just fine without this information.



E-TTL—The Best Fill Flash For Backlight


One of the scenarios that E-TTL handles quite well is that of backlighting. As you will recall from Chapter 1
 : Learn To See Light
 , your camera cannot record the same range of brights and darks that you can see.



If your subject is backlit and the exposure is held so that the background details do not blow out to white, then the side of your subject seen by the camera will be recorded as deep shadows. Essentially, the photo of your children at the beach becomes a photo of three silhouettes standing in front of the ocean.

When the camera sees the scene as mostly bright, it will anticipate that the role of the Speedlite is to provide fill flash on the subject. In doing so, E-TTL reduces the power of the Speedlite so that the role of the flash is to fill the shadows rather than provide the main light on the subject. The effect is that the lighting looks more natural because the fill flash on the subject is balanced with the ambient light on the background.

If you think that the amount of fill flash is too little or too much, you can dial in an adjustment via Flash Exposure Compensation (discussed later in this chapter).
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Figure 9.7
 This backlit shot is ambient-only.
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Figure 9.8
 The 70D’s pop-up adds useful fill flash.
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Figure 9.9
 The fill flash from the 600EX-RT is fuller because the flash is a bit bigger than the pop-up.






 Limitations of E-TTL

E-TTL is a powerful tool that can produce amazing images. It’s important to know about the limitations of the E-TTL system and what to do about them.





E-TTL On-Camera Flash Will Still Look Like On-Camera Flash


One key thing to remember is that as good as E-TTL is, it does not replace the laws of physics. So, if your Speedlite is on-camera, you are going to get on-camera light.



In the case of simple, on-camera fill flash for backlit subjects, E-TTL flash will provide a significant improvement over the loss of detail in shadows. But if you’re trying to create a sense of depth or shape by creating shadows with your Speedlite, you still have to bounce your Speedlite or move it off-camera.



E-TTL Does Not Factor In Your Visual Intent


In E-TTL, your camera and Speedlite work together to determine the proper amount of flash power. That is to say, “proper” as defined by a computer algorithm.



Your camera does not know what your visual intent is. Fortunately, as you’ll read later in this chapter, you can adjust the E-TTL calculations via Flash Exposure Compensation so that the system delivers light that fits your vision.



E-TTL And Hyper-Fast Blinkers


Some people are hyper-fast blinkers. You’ll know who they are when you see that their eyes are always closed in your E-TTL shots. What’s happening is that they are blinking at the preflash.



The best way to deal with this is to push the FEL button (described later in this chapter). When you push the FEL button, the preflash fires and the blinker blinks. Wait a brief moment, and then trigger the shutter. Chances are that you’ll get the blinker with her eyes open.



E-TTL And Optical Slave Eyes


Studio strobes and some brands of small flash have an optical slave eye that fires the flash when it sees a burst of light. This enables different brands of gear to be fired simultaneously without add-on trigger mechanisms. E-TTL confuses these optical slave eyes because they trigger when they see the preflash.



If you are doing multi-Speedlite work, you do not need external triggers. Activate the radio or optical wireless system that is built into your Speedlites.

If you are using optical slave eyes because some of the units you are trying to fire are non-Canon speedlights or studio strobes, use non-wireless, Manual mode to eliminate the preflash (or the 600EX-RT in radio Manual).
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Figure 9.10
 Even an experienced model will blink occasionally in response to the E-TTL preflash. The hardest ones to see on the camera LCD are the half-blinks, as shown at bottom.






 E-TTL and Camera Modes

How the shutter and aperture are set factors into the settings made by E-TTL. In a few situations, your camera may not adequately fire your Speedlite because of the shooting mode you’ve selected on your camera.





Manual (M)


When your camera is in Manual mode, you set both the aperture and the shutter speed. Your camera will be perfectly happy to set the flash exposure through E-TTL even though you are controlling the shutter and aperture directly. Use your aperture to control the depth of field and the shutter speed to control how the ambient light is recorded.





Aperture Priority (Av)


You select the aperture, and the camera sets the shutter speed. In dimly lit situations, the camera prioritizes the flash power for the subject. If your subject is standing against a wall, the wall will be lit as well. If your subject is standing away from the background, the background may go black. The challenge of using Av in low light is that you will often get excessively long shutter speeds. To avoid this, you can switch your camera to Manual mode or limit the flash sync speed via the camera’s custom functions. See the sidebar Flash Sync Speed in Av Mode
 .





Program (P) Or Full Auto
 [image: Image]



In these modes, the camera sets the shutter speed between [image: Image]

 ″ and the camera’s sync speed (typically [image: Image]

 ″). The camera also sets the aperture.



If [image: Image]

 ″ is not long enough to capture enough ambient light from the background, you will have a black background. In Program or Full Auto, the way to correct this is to either move closer to the subject or increase the ISO.



Shutter Priority (Tv)


You select the shutter speed, and the camera sets the aperture. If the aperture display blinks, the background will be under- or overexposed. You can use a faster or slower shutter speed to adjust the amount of ambient light captured—which is what lights the background.



If your shutter speed is set faster than the sync speed for your camera, the camera will shoot at the sync speed rather than the speed you dialed in. For instance, if you’ve set the shutter for [image: Image]

 ″ and your camera’s sync speed is [image: Image]

 ″, then your camera will fire at [image: Image]

 ″.

To shoot faster than the sync speed for your camera, you’ll need to switch the Speedlite into High-Speed Sync mode—which is the subject of Chapter 22
 : Slicing Time With High-Speed Sync
 .




Speedliter’s Tip: —Flash Sync Speed In Av Mode—


[image: Image]


To avoid excessively long shutter speeds when shooting flash in Av mode, head to the External Speedlite Control
 menu on your camera and scroll down to Flash Sync Speed In Av Mode
 . There are three options from which to choose.


Auto
 —The camera will automatically use any shutter speed from 30″ down to the sync speed of the camera (typically [image: Image]

 ″). This is the default setting on your camera, which is why you have shaky photos when shooting flash in dim light with your camera set to Av mode.


1/xxx–1/60sec. auto
 —The camera will automatically use any shutter speed between the camera’s sync speed (typically [image: Image]

 ″) and [image: Image]

 ″. If the camera can use a shutter speed within this range that will show the background, it will. When the ambient light is dim, the background will be black.


1/xxx sec. (fixed)
 —The camera will set the shutter speed to the camera’s sync speed (typically [image: Image]

 ″). Use this setting when you want the background to be as dark as possible.







 FEC—Flash Exposure Compensation

E-TTL is amazing technology. Yet, I do not expect it to give me exactly the amount of flash that I want in every shot. Why? As I said earlier, the camera cannot know my vision or my intent as the photographer. So, I expect E-TTL to get the lighting close, and then I will dial in a bit of Flash Exposure Compensation (FEC)—a feature that I use in almost every E-TTL shot I make.





To shoot Speedlites in E-TTL, you must learn to use FEC. Think of FEC as the way to fine-tune E-TTL flash.



FEC adds or subtracts the amount you specify to the flash power calculated by the E-TTL algorithm in the camera.



FEC Increments


FEC is expressed as EV (Exposure Value). You learned in Chapter 2
 : Exposure Exposed
 , that an EV is exactly the same as a stop. So, if you dial +1 FEC, you are telling the camera to fire the Speedlite at one stop brighter than calculated by the E-TTL algorithm. If you dial in -2 FEC, you are telling the camera to set the power of the Speedlite two stops dimmer than calculated by E-TTL.



The default increment for FEC is [image: Image]

 -stop. However, if your camera’s exposure compensation is in ½-stop increments, then the FEC will also be in ½-stop increments. Consult your user manual to determine how to change from one to the other.
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Figure 9.11
 Brittany’s face is too dark in this ambient-only shot because the sun is coming from behind her—which is what creates the lovely hair and rim light.
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Figure 9.12
 Using a hotshoe-mounted Speedlite in E-TTL mode is a quick way to add fill flash. To my eye, Brittany’s face is a bit too bright with 0 FEC.
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Figure 9.13
 Dialing in an E-TTL adjustment of -1 FEC dims the Speedlite by one-stop. I think that the fill flash is now well-balanced with the ambient light.






 Adjust FEC In The Same Direction As The Dominant Tones In Your Shot


As a general rule, you should use +FEC if the tones in your shot are predominantly bright and –FEC if the tones in your shot are predominantly dark. Why?



Prior to the introduction of the RGB metering sensors on the 1D X and 7D Mark II (see sidebar), virtually all E-TTL metering was based on luminance (brightness) alone. The E-TTL algorithm expects that the average luminance in the shot is that of medium gray.

So, E-TTL can falter when the dominant tone in a shot is high-key (mostly bright) or low-key (mostly dark). A bright object is bright because it reflects most of the flash back to the camera. When E-TTL sees this, it dials the flash power down so that the white becomes medium gray—which yields an underexposed shot.

Conversely, a dark object absorbs most of the flash and reflects little back to the camera. Since E-TTL is programmed to think that the scene is medium gray, it dials the flash power up (adding light to black makes it appear gray). The resulting shot is over-exposed.

For E-TTL shots with a broad range of tonality, extreme over- or underexposure is not a problem. It’s only when the scene is mostly bright or mostly dark that a significant issue can come up. When this happens, know that you should dial FEC in the same direction as the general tonality of the shot—up for bright scenes and down for dark scenes.



Set FEC On Your Camera Or Your Speedlite, But Not On Both


You can set FEC on your camera. You can set FEC on your Speedlite. Remember this—if you set FEC in both places, the FEC setting on the Speedlite is used—even if the FEC in the camera is greater. Further, the amounts are not added together. So, get in the habit of setting FEC in one place only.





Options To Set FEC Via Your Camera


Depending on your camera model, there are up to four ways to set FEC on your camera:
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 via your camera’s top-panel FEC button
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 on your camera’s Quick Control Screen
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 on an FEC button set in Custom Controls
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 on the camera’s Flash Function Settings
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Figure 9.14
 Chart of options for setting FEC.






 Setting FEC Via The Top-panel FEC Button


Many Canon cameras have a button on the top panel dedicated to FEC. Check out the chart in Figure 9.15
 to see if your camera does.





 [image: Image]




Figure 9.15
 You can change the FEC without taking your eye from the viewfinder by pushing the FEC button and then turning the Quick Control Dial. Shown here: 5D Mark III.




The advantage of this dedicated FEC button is that when you push it, you can set the FEC through the viewfinder (the preference of E-TTL shooting pros) or on the camera’s top LCD.

Most professional E-TTL shooters train their right index finger to find the location of the camera’s FEC button while they continue to look through their camera viewfinder. This gives them the opportunity to continue framing the shot while also adjusting the FEC.
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Figure 9.16
 The 7D Mark II, like the 1D X, has a vertical FEC scale adjacent to the Exposure Compensation (EC) scale on the right side of the viewfinder. Other cameras show the FEC scale along the bottom of the viewfinder.






Setting FEC Via The Quick Control Screen


The Q button on the back of many Canon cameras is the gateway to the Quick Control Screen. If your camera has this feature, you will find that it is a convenient and fast way to change the settings on your camera.



After you activate the Quick Control screen, look for the FEC icon (the flashbolt +
 /-) in one of the rectangles on the rear LCD. Then, highlight that space by using the joystick (if present) or rocking the Quick Control Dial (if no joystick) to choose FEC. Then, turn the Quick Control Dial to the FEC amount that you want.
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Figure 9.17
 The Q button on the back of the camera is the gateway to the Quick Control Menu. Once the Quick Menu is displayed, use the joystick (if present) or rock the Quick Control Dial (if no joystick) to choose the setting you want to change.
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Figure 9.18
 When the FEC box is highlighted on the Quick Menu, press the Set button to bring up the FEC scale on the LCD. Use the Select Dial to specify the amount, and then press the Set button to confirm your choice.






 Creating An FEC Button Via Custom Controls


If your camera does not have a dedicated FEC button, do not fret. Many Canon cameras have the ability to create one via Custom Controls—found in the camera’s Custom Functions menu.



The functions that can be assigned to a specific button vary by camera model. Most often, for FEC, the Set button in the center of the Quick Control Dial (on the back of the camera) will be activated as the FEC button. Check the user manual for your camera to get the specifics on how to do this.
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Figure 9.19
 On the 70D, the Custom Controls option found in Custom Functions can be used to specify that the Set button be used to activate FEC.
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Figure 9.20
 On the 7D Mark II, the Custom Controls option found in Custom Functions can be used to specify that the Multi-Function (M-Fn) button be used to activate FEC.






Setting FEC Via The Flash Settings Menus


You can set FEC via the Flash Control menu (cameras with a pop-up flash) or the External Speedlite Control menu (cameras with a Speedliter in the hotshoe).



The disadvantage of this approach is that on all cameras other than the 7D Mark II, a tap on the shutter button resets the menu back to the top. So, it takes longer than the other methods. Conveniently, the 7D Mark II has a new feature that returns the Flash Control Menu to the same setting that you last used.
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Figure 9.21
 Adjusting FEC for the pop-up flash via the Built-In Flash Settings menu on the 70D.
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Figure 9.22
 Adjusting FEC for an external Speedlite via the External Flash Function Settings menu on the 70D.
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Figure 9.23
 The Flash Activation button on the side of the 7D Mark II provides instant access to the Flash Control Menu. Another great feature of the 7D Mark II is that the menu stays at the last option chosen.






 Setting FEC Directly On The 600EX-RT


[image: Image]




1.

 Confirm that your Speedlite is in non-wireless E-TTL mode.





2.

 Press the +/- button to activate the FEC scale.



3.

 Turn the Select Dial to adjust the overall amount of FEC up or down. Here the FEC is +1-stop.



4.

 Press the Set button to confirm your choice.




Speedliter’s Tip: —Setting FEC On The 320EX, 270EX II, & 90EX—


[image: Image]


To set FEC on Speedlites that do not have LCD screens, such as the 320EX, 270EX II, and 90EX, you have to use any of the on-camera FEC methods discussed above. I find that changing FEC via the Flash Control > External Flash Function Setting menu on the camera’s LCD to be easy. Shown here: 70D with the 320EX.







Setting FEC Directly On The 580EX II
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1.

 Press the Set button so that the FEC icon is displayed on the left side of the LCD. You will see that the FEC icon and the FEC amount will blink.





2.

 Use the Select Wheel to specify the desired amount of FEC. Turn it left to reduce the FEC. Turn it right to increase the FEC. If you want to remove FEC entirely, set it to +0.



3.

 Press the Set button to confirm your choice.



Setting FEC Directly On The 480EX II
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1.

 Press the Set button so that the FEC icon is displayed on the left side of the LCD. You will see that the FEC icon and the FEC amount will blink.





2.

 Use the Select buttons (the C-shaped buttons on either side of the Set button) to specify the desired amount of FEC. Press the left Select button to reduce the FEC. Press the right Select button to increase the FEC. If you want to remove FEC entirely, set it to +0.



3.

 Press the Set button to confirm your choice.



 Use EC And FEC At The Same Time


As you have read several times throughout the Handbook
 already, there are two types of light in a flash photograph—ambient and flash. A unique feature of Canon’s Speedlite system is that, when shooting an automatic camera mode like Av or P, you can fine-tune ambient via Exposure Compensation (EC) independently of the fine-tuning you do to the Speedlite with Flash Exposure Compensation (FEC).



This is not true for other camera brands. If you have switched to Canon from Nikon (or read books about flash written by Nikon shooters), know that in Canon’s Speedlite system EC does not affect FEC. For instance, if I dial the EC down –1 to underexpose the ambient a bit, this does not also dim my Speedlite. Our EC is completely independent of our FEC. So, use EC as the fine-tuning control for the ambient exposure in Av or P and FEC as the fine-tuning control for E-TTL flash.
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Figure 9.24
 Here’s my friend and talented wedding shooter Colin Michael as the camera saw him—0 EC.
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Figure 9.25
 Although the intense afternoon sun created beautiful backlight, I toned down its strength by dialing in –1 EC.
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Figure 9.26
 Then I turned on the Speedlite for the first test shot at 0 FEC. This is how the camera wants to meter the flash.
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Figure 9.27
 I wanted Colin’s face and jersey to compete with the bright spots in the grass. So I dialed +1 FEC into the Speedlite.






 FEL—Flash Exposure Lock

Are you familiar with the focus-and-recompose
 technique in which the photographer puts a single focusing point on a specific spot (such as the subject’s eye), locks in the focus, and then frames the shot? The advantage of focus-and-recompose is that the photographer knows exactly where the focus point is and then has the freedom to frame the shot without worry of the camera refocusing.





The Speedliter’s equivalent of focus-and-recompose is Flash Exposure Lock (FEL).



In FEL, the camera fires the preflash and then meters flash only from the zones contained within the viewfinder’s center circle—rather than the whole frame. The meter reading is held in memory for up to 16 seconds (or as long as the shutter button is pressed halfway). No matter what the viewfinder sees during this interval, the flash power will not change.



Putting FEL To Work



[image: Image]

 Wide-Angle Shots
 —By aiming the center circle at an important element and using FEL, the photographer can recompose the frame as needed.
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 Extreme Tonality
 —Experienced wedding shooters use FEL for accurate flash when shooting a frame that is mostly filled with the bride’s white gown or the groom’s black tuxedo. First, the photographer dials in the requisite amount of FEC (–FEC when filling the frame with the tux and +FEC when framing in the gown). Then, the photographer centers the circle on the black/white fabric, activates FEC, reframes the shot, and shoots.
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 Switching Between Vertical and Horizontal
 —Changes in composition can cause E-TTL to change the flash power between shots, even when the distance between the subject and the Speedlite has not changed. If the same target is framed up in the center circle each time that FEL is activated, then the flash exposure will remain consistent from shot to shot.
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Figure 9.28
 FEL meters flash from the center area of the viewfinder. Consult your camera manual for the exact zone.






You Have 16 Magical Seconds


FEL locks the ambient and flash exposures into the camera for 16 seconds so that you can recompose your photograph and fire off a shot. After you take a shot, the camera automatically switches back to your specified metering pattern. Also, if 16 seconds goes by without a photo being made, then the camera switches back to your specified metering pattern.



You can extend the FEL metering by keeping your finger on the FEL button. As long as you hold it down, the camera will hold the exposure settings in memory.

Unfortunately, on most cameras, there is no way to lock the camera in FEL mode so that you can take multiple shots with one set of FEL readings. Instead, you have to return to your meter target and hit the FEL button for every shot.



FEL Is Not Always Available


FEL is available when the camera mode is set to Manual (M), Aperture-Priority (Av), Program (P), Shutter-Priority (Tv), or Bulb (B)—which Canon refers to as the “Creative Zone” modes.



FEL is not available in the following situations:


[image: Image]

 Speedlite is not in E-TTL
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 Full Auto mode (the green box)


[image: Image]

 Basic Zone modes (those icons on the mode like a mountain or a runner)


[image: Image]

 Live View is activated



 Activating FEL On Your Camera


FEL is activated via a button in one or more of the following spots on your camera:
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 top panel
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 vertical grip
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 back panel
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 custom-assigned button
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Figure 9.29
 Chart of options for setting FEL.
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Figure 9.30
 On the 7D Mark II, the M-Fn button can be programmed to activate FEL.
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Figure 9.31
 Many vertical grips can provide FEL access via the AE Lock button.
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Figure 9.32
 The AE Lock button (shown here on the 70D) enables FEL when the flash is set to ETTL.
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Figure 9.33
 Reassigning the AE Lock button to provide one-touch FEL.






 Use FEL When Shooting Alternate Compositions


Any time that you are shooting for publication or shooting stock images that you hope will be used in a publication, it is very important to create alternate compositions. You need to do this so that the designer can place titles and text on or around your photo.



Since you will likely not know the layout at the time that you are shooting, once you settle on your main composition and get your hero shot(s), you should make a number of alternate compositions very quickly.

If you are shooting tight, zoom out or back up. If you are shooting wide, move in close. If you are shooting vertical, shoot horizontal. If you are shooting with the subject on the left, switch the symmetry and shoot with the subject on the right. You can do all of this in literally a few moments at the end of the shoot.

To assure that your exposures are consistent across this series of shots, center the viewfinder on the same spot and hit the FEL button. Then recompose and fire. This ensures that your exposures are the same even though your composition is changing significantly.
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Figure 9.34
 Here is the hero shot that I’ve made with the ambient and flash exposures dialed in to my taste via EC and FEC. I will return to this composition every time I want to meter via FEL. It is my “target shot.”
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Figure 9.35
 When my hero shot is wide, I’ll zoom in or step towards the subject to create a tighter shot.
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Figure 9.36
 When my hero shot is horizontal, I will turn my camera and shoot vertical for several frames.
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Figure 9.37
 If the subject is to the left in my hero shot, then I’ll pan the camera and move her to the right.






 Troubleshooting E-TTL

E-TTL is usually a reliable tool. However, if you do not get the results you expect—especially if you have been successful with E-TTL before—check the following.





E-TTL Over-Exposes Your Shots


If you turn you Speedlite on for a bit of fill flash and find that your next shot is over-exposed, check the shutter speed for your last ambient-only shot. If it is above the sync speed for your camera, then you should activate High-Speed Sync on your Speedlite. If you are using a pop-up flash, which cannot do High-Speed Sync, then you will have to reduce your shutter speed to the camera’s sync speed and then rebalance the exposure by lowering the ISO and/or using a smaller aperture (higher F/stop number).





E-TTL Does Not Change The Flash Power


If you think that E-TTL is not changing the flash power, try this test: Using a relatively high ISO setting on your camera, move within a few feet of a subject and take a few test shots with the Speedlite in E-TTL mode. If the ready light comes on almost instantly after each shot, you can assume that E-TTL is working properly. (Moving close and raising the ISO reduces the amount of flash power needed, so the Speedlite can recycle quickly.) If you find that the ready light takes several seconds to illuminate, then check the following tip.





E-TTL Always Fires At Full Power


If you find that E-TTL fires consistently at full power, then change the batteries in your Speedlite. This is especially true for older models of Speedlites. When the battery voltage drops too low, the Speedlite circuits fire the flash at full power—strange, I know, but true. If the problem persists after installing fresh batteries, then clean the contacts on the foot of the Speedlite and in the camera’s hotshoe with a pencil eraser. Be sure to blow the rubbings away rather than brush them away with your oily fingertip.






Speedliter’s Tip: —Another Take On E-TTL vs. Manual—


For me, deciding between E-TTL and Manual mode on my Speedlite is largely a matter of whether the distance between the subject and the flash in changing from shot to shot. This can happen because the subject is moving—such as when photographing a child on a swing. This distance can also change because the camera is moving—such as when you move around a family reunion to make photos of everyone.

When the distance between the subject and the flash is not moving, I prefer to shoot the Speedlite in Manual mode because the power will be consistent from shot to shot. In Manual mode, I do not have to worry that changing the composition—such as zooming in to recompose from a vertical to a horizontal shot—will cause the camera to remeter the next shot and change the flash power.

There are many times, however, when I do not follow my own subject-to-flash-distance guideline. Typically, this happens when I want to grab a quick shot—like a spontaneous laugh among friends. In this situation, there is no time to go through the test shots that it takes to settle on the flash power manually.

The speed and convenience of E-TTL is huge. If I can fine-tune the flash with FEC and get a second shot, then great. If the moment is gone and the E-TTL flash was not perfect, I do not stress over it.

My cameras are always set to shoot RAW, so I have a tremendous amount of latitude to optimize the shot in Lightroom. I find Lightroom’s Highlights, Shadows, and Clarity sliders to be especially useful for the post-capture adjustment of lighting.

Sometimes the choice between E-TTL and Manual gets down to getting the shot or not. If the flash is not perfect, that’s OK. It is far better to have a chance to fix non-optimal lighting than to not have a shot at all.








Geek Speak: —FEB: Flash Exposure Bracketing—


Flash Exposure Bracketing (FEB) is a legacy of the film era. FEB can be used to fire sequential shots with the flash power changing between them by a set amount.

Given that digital cameras now give us instant feedback on our lighting and exposure, I have never found a use for FEB in my workflow. Rather than fire the flash blindly and spread my bets with bracketing, I can now make informed choices during the shoot.

FEB is the one feature that I would be happy to see left off the next generation of Speedlites.







 Chapter 10. Specialty Flash Modes



BEYOND MANUAL AND E-TTL





MULTI MODE: FLASHING AGAIN AND AGAIN





SINGLE SPEEDLITE STROBOSCOPIC





MULTI SPEEDLITE STROBOSCOPIC





OTHER CONSIDERATIONS FOR STROBOSCOPIC





EXTERNAL FLASH METERING: THINK “E-TTL WITHOUT THE PREFLASH”





EXTERNAL AUTO (EXT.A)—TALKS WITH THE CAMERA





EXTERNAL MANUAL (EXT.M)—WORKS INDEPENDENTLY OF THE CAMERA





OTHER TIPS FOR EXTERNAL FLASH METERING





THE BASICS OF GROUP (GR) MODE





The Short Version


Beyond Manual and E-TTL, many Canon Speedlites provide additional functionality through modes such as Multi and External Auto / External Manual. If you have a Speedlite capable of operating in these modes, you should know the basics of how to use them. You will still use Manual and E-TTL for most of your shooting, but having the added potential for creative expression is helpful.



If you have the 600EX-RT operating in radio wireless, one new mode that you must know about is Group mode. It enables you to fire slaved Speedlites in different modes simultaneously—a first for Canon shooters.
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Figure 10.1
 Even a simple act like walking can become visually dramatic. This stroboscopic image was made with a pair of 580EX IIs firing in Multi mode at 6Hz.






 Beyond Manual and E-TTL

Depending upon the model of your Speedlite, you may have some or all of the following specialty flash modes available to you.





Multi (MULTI)


Multi mode fires one or more Speedlites for a specified number of flashes at a specific rate per second. When used scientifically, stroboscopic flash can be used to study motion. When used for fun, stroboscopic can create memorable photos of sports action and theatrical gesture.





External Auto (Ext.A)


External Auto uses the External Metering Sensor on the front of the 600EX-RT and the 580EX II to meter light coming back from the subject. This provides a result similar to E-TTL—with the added benefit that there is no pre-flash. In External Auto, the Speedlite receives aperture and ISO information from the camera.





External Manual (Ext.M)


External Manual is also available on the 600EX-RT and the 580EX II. It provides the same benefits as External Auto. The difference is that the aperture and ISO settings are dialed directly into the Speedlite by the photographer.





Group (Gr)


With the introduction of the 600EX-RT and radio-enabled wireless flash, Canon provided Speedliters with the ability to control slaved Speedlites in different modes simultaneously. Specifically, the modes of radio slave groups can be set to E-TTL, Manual, or External Auto. We will go deep into the specifics of Group mode in Chapter 13
 : Radio Speedliting
 .
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Figure 10.2
 Chart of additional Speedlite modes.
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Figure 10.3
 This 600EX-RT Speedlite will fire eight flashes a [image: Image]

 -second apart at [image: Image]

 power.
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Figure 10.4
 The new Group mode on the 600EX-RT enables the use of several modes at the same time.






 Multi Mode: Flashing Again and Again

Multi mode turns your Speedlite into a disco strobe, meaning that the Speedlite will fire a specified number of times during one exposure. Think of Multi as a way to create time-lapse photos within a single frame.





What You Need For Multi/Stroboscopic
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 Subject
 : A subject that moves is best. The motion does not have to be smooth—like a golf swing—but it helps. Also, light-colored objects are easier to photograph stroboscopically than dark objects.
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 Black Set
 : Having a dark place to shoot is a great help. Since the exposure will be relatively long, even a small amount of ambient light can add up.
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 Camera
 : Any Canon EOS camera will do.
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 Speedlite(s)
 : Must have at least one 600-or 500-series Speedlite. You can shoot several Speedlites in Multi via wireless mode.
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 Tripod
 : The exposure in Multi mode is often several seconds. You will want to lock your camera down on a solid base.
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 Shutter Release
 : Although it is possible to fire the shutter via the on-camera button, an electronic shutter release will allow you to focus on the action.


[image: Image]

 External Battery Pack
 : Using an external battery pack will help with the reliability of your stroboscopic work. If you don’t have an external pack, make sure you are using freshly charged batteries.




Speedliter’s Tip: —Yes, Your 400-Series Speedlite Will Do Multi—


Even though there is no Multi button on a 430EX, it will work as a slave in Multi. To see this for yourself, switch your 430EX into slave mode and then fire an optical master in Multi mode. Your slaved 430EX will follow along.







The Three Settings For Stroboscopic Flash


After switching your Speedlite into Multi mode, you will have to specify the following:
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 Number of flashes
 : This is the total number of flashes that you want the Speedlite to emit (2, 10, 50, etc.).
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 Hertz (Hz)
 : This is the frequency of the flashes; one Hz equals one flash per second, 10 Hz equals ten flashes per second.


[image: Image]

 Power level
 : Multi mode fires the Speedlite at a fixed power level that you set. You may use any power level at or below [image: Image]

 power. The power level you select will determine the number of pops you get out of the Speedlite



How Many Pops Of Light Do You Need?


Shooting with stroboscopic flash is often a matter of best guesses. For instance, the number of flashes that you need is determined by the entire duration of the motion that you want to capture and how close you want the segments of that motion.



If you want to be a strobo geek, then use a stopwatch to time the golfer’s swing or the ballerina’s jump and divide that by the interval of time that you want between pops. If the swing or jump takes three seconds and you want three pops per second (3 Hz), then the number of flashes is nine.

Me? I just guess at the interval, dim the lights, and start a series of test shots.



Maximum Number Of Flashes


When shooting stroboscopic, there is the risk that you can overheat your Speedlite and cause permanent damage. There are two mechanisms built into the Canon system to prevent overheating: a thermal circuit (600EX-RT and 580EX II only) and the programming of the Speedlite. In the latter case, the Speedlite will limit the number of flashes to the quantities shown in Figure 10.5
 .
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Figure 10.5
 The maximum number of flashes that a Speedlite will allow in Multi mode is based on the power level and the frequency of the flashes. This table shows the data for the 600EX-RT and 580EX II.






 Setting The Hertz


I think it is best to have an experimenter’s attitude when working in stroboscopic. The best advice I can give you on setting the Hertz is to guess and then do a test shot. Compare the differences between 6Hz and 3Hz in Figures 10.6
 and 10.7
 . The proper Hertz setting is largely a matter of your photographic intent.
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Figure 10.6
 Compare this photo to Figure 10.6
 . For this shot, the Hertz was set to 6Hz.
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Figure 10.7
 For this shot, the Hertz was lowered from 6Hz to 3Hz.






Power Level


There is no such thing as metering in Multi mode. You have to dial the power level in on the Speedlite. Like the Hz, it always starts with a guess and a test shot. As when working in Manual mode, if you don’t know, then dial the power to [image: Image]

 and see what happens.





Shutter Speed


Your minimum shutter speed needs to be long enough to capture all your flashes. So, if you have set your Speedlite to fire 12 pops at 4 Hz, your exposure needs to be at least 3″ long—12 pops divided by 4 per second equals 3″.



If you are shooting on a black set (one with no ambient light), you can use extremely long exposures. Most Canon DSLRs have shutters speeds as long as 30″. If you need a longer exposure, switch your camera into Bulb mode—and be sure to use a shutter release cable.



 Setting Your 600EX-RT Speedlite For Stroboscopic Flash


To set Multi mode when not shooting wireless:





1.

 Confirm that the upper right corner of the Speedlite LCD does not show an icon. If it shows the radio wireless icon [image: Image]

 or the optical wireless icon[image: Image]

 , press the wireless button[image: Image]

 repeatedly until there is no wireless icon in the corner.



2.

 Press the Mode button repeatedly to cycle through the mode options in the upper left corner of the Speedlite LCD until MULTI is displayed. The options cycle as follows: ETTL > M > MULTI > Ext.A > Ext.M > ETTL.



3.

 Press the +/– button to set the power at which the Speedlite will fire. Turn the select wheel so that the mark sits beneath the desired power level. Then press the Sel/Set button to confirm the power setting.



4.

 Press the MULTI button to set the total number of times the Speedlite will fire. Turn the select wheel so that the desired number of flashes is displayed. Then press the Sel/Set button to confirm the power setting. Note that the maximum number of flashes is limited by flash power and Hertz, as indicated by the numbers listed in Figure 10.5
 .



5.

 Press the Hz button to specify the number of flashes per second.

If the 600EX-RT is set as a radio or optical master Speedlite or when using the ST-E3-RT transmitter, you will substitute step 3 above. Specifically, to set the power, use the rightmost button to select Menu 2, then press the Gr button, then press +/– button to set the power.
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Figure 10.8
 Confirm that the radio or optical icon does not appear in the upper-right corner of the LCD. Then press the Mode button to cycle through the mode selections until Multi appears in the upper left corner.
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Figure 10.9
 When shooting radio wireless, use the Group button to access the power level for each Group.
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Figure 10.10
 Then press the +/- button to activate the power setting for a specific Group. Use the Select Dial to specify the power level and the Set button to confirm your choice.






 Setting Your 500-Series Speedlite For Stroboscopic Flash


On the 580EX, the Set button and Select Dial are used to control the Multi system:





1.

 Push the Mode button so that Multi displays on the LCD.



2.

 Press the Set button. The Hz setting will start blinking on the LCD (the indication that it can be changed).



3.

 Turn the Select Dial to set the number of flashes that you want per second (6Hz = six flashes/second), then press the Set button to confirm.



4.

 The center line/number will blink. Turn the Select Dial to set the total number of flashes that you want. In Figure 10.13
 , the number of flashes has been set to 12. Then press the Set button to confirm.
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Figure 10.11
 When you activate Multi mode, the default setting will be 1/128 power, no flashes, at 1 Hz.
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Figure 10.12
 The first setting changed is the Hertz (flashes per second). Here the flash is set to fire six times per second.
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Figure 10.13
 The next setting—the total number of flashes—will blink. Here the number of flashes is set to 12.






5.

 The power level will blink. Turn the Select Dial to set the power level. In Figure 10.14
 , the power level has been set to [image: Image]

 . Then press the Set button to confirm.
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Figure 10.14
 The last setting—the power level—will blink. Here the power has been dialed from 1/128 to 1/16.




Note: Your shutter speed must be long enough for all the flashes. In this example, 12 flashes at 6 Hz will require a minimum shutter speed of 2″. If the shutter speed is faster, the Speedlite will not fire the entire series of flashes.



 Single Speedlite Stroboscopic

Stroboscopic flash is subject to the same physics that govern regular Speedliting—meaning that an on-camera Speedlite will flatten your subject in strobo as much as it does in the other flash modes. So, if you have a single Speedlite, my strong recommendation is that you move it off-camera with an ETTL cord (see the Speedliter’s Tip below).





Is A Single Speedlite Enough For Stroboscopic?


There is no doubt that a single Speedlite—even with its power limited to a maximum of ¼ in Multi mode—can produce enough light for stroboscopic shots. The real limitation of using a single Speedlite for stroboscopic work is the quality of the light that you will produce.



Keep in mind that the extended length of stroboscopic exposures necessitates that you shoot in very dark conditions. So, since your Speedlite(s) will be the sole source of light, the subject will have very dark, contrasty shadows. As you can see in the adjacent photos, a pair of Speedlites facing each other helps fill out the subject’s form.

Still, if a single Speedlite is what you have, then it is far better to shoot with one flash than to just dream about shooting strobo.
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Figure 10.15
 Lit with two Speedlites—one on the right and one on the left.







Speedliter’s Tip: —Use An Extra-Long ETTL Cord For Multi Mode Shots With One Speedlite—


For the shots in Figures 10.16
 –10.18
 , I used a 32′ ETTL cord (a straight cord, not coiled). The cord enabled me to position the Speedlite off-camera and still control it from the LCD of my camera. Read about these cords in Chapter 11
 : Triggers For Off-Camera Flash.
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Figure 10.16
 Lit with one Speedlite—on the right.
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Figure 10.17
 Lit with one Speedlite—on the left.










 Multi Speedlite Stroboscopic

To coin a bad pun, using multiple Speedlites is when stroboscopic really shines. And, at the risk of sounding redundant, I’m going to coin the phrase “multi-strobo” so that I can quickly refer to the use of multiple Speedlites in Multi mode.





Advantage #1: Better Light Quality


The first advantage of multi-strobo is that you have the ability to reduce the harshness of the shadows. Keep in mind that Multi has to be shot on a dark set. So, virtually all the light hitting your subject will be coming from the Speedlite(s).



If you have a single Speedlite, then the side of the subject that is away from the Speedlite will be in complete darkness—as shown in Figures 10.5
 and 10.6
 .

If you have multiple Speedlites, then you have options. By setting your Speedlites in front of and behind Helaina, as I did in Figures 10.1
 , 10.3
 , and 10.4
 , she is well lit. Notice how the brighter side transitions from her back to her front as she moves farther from the left Speedlite and closer to the right Speedlite.



Advantage #2: More Pops


If you take another look at the table in Figure 10.2
 , you will see that if you reduce the power from [image: Image]

 to [image: Image]

 or from [image: Image]

 to [image: Image]

 , you get more than twice the number of pops. So, by using two Speedlites side-by-side (say on a Wizard Bracket), you can fire them at a lower power level and get more pops from the Speedlite.





Advantage #3: Broader Field Of Light


If your subject is moving any distance (say you are photographing a runner sprinting 50′), then you will want to have many Speedlites so that you can create a wide area through which your subject can move.





Advantage #4: More Even Light


If you have a subject that moves across the set, as in the case of Figure 10.1
 , then you have to think about the inverse square law (sorry). Specifically, if you want even light across a wide area, then you have to pull your lights back. When you pull your lights back, the light hitting the subject will become dimmer. So, the way to overcome that is to gang up a number of Speedlites and fire them off from a distance.





Advantage #5: Faster Pops


A Speedlite lowers its power by shortening the length of the flash burst. So, the lower the power, the faster the burst.



Because strobo is shot on a dark set with the shutter open for a relatively long time, the duration of the flash is effectively the shutter speed for each individual pop of the flash. If you are shooting a subject that moves quite fast, having several Speedlites firing at low power will give you shorter bursts of flash.



How To Configure A Slave For Stroboscopic Flash




1.

 Set the slaves up as slaves. Don’t worry about them saying E-TTL on the LCD.





2.

 Set your master up as a master.



3.

 Switch the mode of the master to Multi.



4.

 Push the Pilot button on the master to fire a confirmation flash, or fire a test shot with your camera.

The slaves will instantaneously jump from E-TTL into Multi when they see the pre-flash from the master. If you have a 430EX as a slave, the LCD will still say E-TTL, but it will fire in Multi.



 Other Considerations for Stroboscopic

I’ve wondered if Canon labeled stroboscopic as “Multi” mode because there are multiple things that can go “wrong.” Don’t fret. You’ll sort them out as you go along. Here are a few discoveries that I’ve made along the way.





Move In The Right Direction


If your subject does a sport that leads with one hand, like fencing or fly casting, then you’ll find that one direction looks more natural than the other. In Figure 10.18
 , the left side is not as interesting to me as the right side.





Play With Gels


If you’re shooting multiple Speedlites in strobo, then gel them with multiple colors. In Figure 10.19
 , you can see that the blue light stopped firing before the yellow. This happened because it was firing at [image: Image]

 power and the yellow light was firing at [image: Image]

 power.
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Figure 10.18
 The same action happening in opposite directions. The right appears more natural to me.
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Figure 10.19
 Gels add to the strobo effect.






Spinning vs. Linear Motion


If your subject is mostly spinning in front of the lens, then the series will pile up on itself. If your subject is moving across the frame, then you will capture a series that has more width.





Pitch Black Is Not Pitch Black


Thanks to the stroboscopic layering of light, you will find that your background is recorded differently than you see it. A black sheet of foam core will show up as gray. Bushes and rocks that you can’t see will mix with your subject. The solution is to flag your lights.
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Figure 10.20
 Spinning motion (left) fills less of the frame than linear motion (right).
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Figure 10.21
 If your Speedlites are not flagged, then you will likely find that background objects appear in the photo. Flag your lights and they will stay hidden.






 External Flash Metering: Think “E–TTL Without the Preflash”

Prior to the era of through-the-lens flash metering, the quest for automatic flash led to the use of a thyristor circuit built into the body of the flash. This sensor captured light coming back from the subject. When the flash metered enough light coming back—based upon aperture and ISO settings dialed in by the photographer—then it automatically stopped firing. For subjects that were close to the lens, the duration of the flash burst would be very short. For subjects at a distance, the flash would illuminate for a longer period.





Canon Re-Introduces External Flash Metering On Speedlites


In 2007, when Canon introduced the 580EX II, one of the new features added into the Speedlite was the inclusion of an external flash metering sensor. The sensor is the little bucket inside the red panel on front—as shown in Figure 10.22
 . While the sensor was visible, activating external flash metering required the use of custom function settings. So, few Speedliters explore this new functionality.





 [image: Image]




Figure 10.22
 The External Metering Sensor on the 600EX-RT is above the red AF-Assist panel.




In 2012, with the introduction of the 600EX-RT, the two modes of external flash metering were brought out of obscurity and added to the options available on the Speedlite’s Mode button.
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Figure 10.23
 The External Metering Sensor on the 580EX II is embedded in the red AF-Assist panel.







Speedliter’s Tip: —The External Sensor Has A Narrow View—


[image: Image]


The external metering sensors on the 600EX-RT and the 580EX II have a 20° angle of view. This is about the equivalent of the area lit by the Speedlite when the zoom is set to 135°. This does not mean that you have to zoom your flash tight when shooting in an external metering mode. It just means that you have to be certain to aim the sensor at your subject. Otherwise, the Speedlite will be metering the light coming back from a different part of the shot.







 Making A Case For External Flash Metering


There are circumstances where external metering can provide valuable solutions for automatic flash. This is particulary true for professional photographers shooting in complex situations.



For instance, when the subject-to-flash distance is changing—which makes an automatic flash mode helpful—the pre-flash of E-TTL will prematurely fire other flash units that are being triggered with optical slave eyes (such as studio strobes).

Using the radio feature of the 600EX-RT system and External Auto mode enables the photographer to have the best of both worlds—studio packs triggered via their built-in optical slave eyes and Speedlites adjusting flash power automatically.

The other external metering mode, External Manual, also gives you the ability to have an automatic flash triggered by third-party radio or infrared devices, such as the PocketWizard trigger shown in Figure 10.24
 .
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Figure 10.24
 External Manual mode enables Speedlites to provide automatic flash when triggered by radio triggers, such as the PocketWizard MultiMax shown here.





External Auto (Ext.A)—Talks with the Camera

External flash metering comes in two versions: Auto and Manual. This wording is a bit tricky because in both cases the Speedlite meters the flash and shuts itself automatically. The difference has to do with how the camera’s exposure settings are communicated to the Speedlite—automatically or manually.



In order for the external flash metering system to have a sense of how much flash is enough, it must know two of the camera’s exposure settings: aperture and ISO. If the camera is using a tiny aperture or a low ISO, then a longer burst flash is needed. If the camera is using a wide aperture or the ISO is high, then a shorter burst of flash will be adequate.



The Automatic Aspect Of External Auto: Aperture And ISO


In the case of External Auto, the aperture and ISO settings are automatically provided by compatible cameras through the hotshoe. Additionally, when a 600EX-RT is operating as a radio master, this information is transmitted to slave 600EX-RTs operating in External Auto.



The following EOS cameras are compatible with External Auto mode:
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 Rebel XS, XSi, XT, XTi, T1i–T6i, SL1
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 40D–70D
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 5D Mk II–5D Mk III, 5DS, 5DS R
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 6D, 7D–7D Mk II
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 1D Mk III–Mk IV, 1Ds Mk III, 1D X
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 M, M2, M3 (mirrorless)



 Setting Your 600EX-RT Speedlite For External Auto Flash


External Automatic is available on the 600EX-RT in two situations:
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 The wireless system is not activated.
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 The Speedlite is being operated as a radio master in Group mode (see full description of Group mode later in this chapter).

To set External Auto on the 600EX-RT:



1.

 Confirm that the upper right corner of the Speedlite LCD does not show an icon—see Figure 10.25
 . If it shows the radio wireless icon [image: Image]

 or the optical wireless icon [image: Image]

 , press the wireless button repeatedly until there is no wireless icon[image: Image]

 in the corner.
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Figure 10.25
 Confirm that the radio or optical icon does not appear in the upper-right corner of the LCD. If either is present, press the Wireless button repeatedly until it disappears. Then press the Mode button to cycle through the mode selections until Ext.A appears in the upper left corner.






2.

 Press the Mode button repeatedly to cycle through the mode options in the upper left corner of the Speedlite LCD until Ext.A is displayed. The options cycle as follows: ETTL > M > MULTI > Ext.A > Ext.M > ETTL.


Note: External Auto may also be set via the mode options under External Speedlite Control on your camera’s LCD.




Flash Exposure Compensation In External Auto Mode On The 600EX-RT


Just as Flash Exposure Compensation (FEC) is used to fine-tune automatic flash in E-TTL, FEC can be used to fine-tune the automatic flash of External Auto. As shown in Figure 10.26
 , when Ext.A is activated on the 600EX-RT, the second button from the left becomes the +/– button. Pressing this button brings up the FEC scale. Use the Select Dial to specify the amount. See Chapter 9
 : E Is For Evaluative
 for FEC tips.
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Figure 10.26
 Press the +/– button to activate the Flash Exposure Compensation for External Auto.
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Figure 10.27
 Turn the Select Wheel to specify the amount, shown here as –1-stop. Press the Sel/Set button to confirm the amount you set.






 Setting Your 580EX II Speedlite For External Automatic Flash


External Automatic must be activated on the 580EX II via Custom Function–05. There are two ways to do this:
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 On the Speedlite itself (harder)
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 On the camera LCD via External Speedlite Control (easier)

To activate External Auto on the LCD of the 580EX II:



1.

 Press and hold the C.Fn button (leftmost) until C.Fn appears on the LCD.



2.

 Turn the Select Dial until Fn 05 appears on the screen—see Figure 10.28
 .
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Figure 10.28
 To activate External Auto on the LCD of the 580EX II, press and hold the C.Fn button, scroll to C.Fn–05, and then choose option 2.






3.

 Press the Set button to indicate that you made a change. The current setting will blink.



4.

 Turn the Select Dial until 02 appears on the screen.



5.

 Press the Set button to indicate that you want to set option 2 (External Auto).



6.

 Press the Mode button to exit. As shown in Figure 10.30
 , an E now appears in the upper left corner of the Speedlite’s LCD.
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Figure 10.29
 The Flash Custom Function Settings menu on the LCD of compatible cameras is an easier way to activate External Auto on the 580EX II.
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Figure 10.30
 When the 580EX II is set to an external flash metering mode, an E appears in the upper-left corner of the LCD.




On compatible cameras, it is easier to activate External Auto mode via the External Speedlite Control Menu on the camera’s LCD—as shown in Figure 10.29
 . Look for “Flash Metering Mode” on the list of options.



Flash Exposure Compensation In External Auto Mode On The 580EX II


In External Auto mode, you can use Flash Exposure Compensation to fine-tune the amount of flash—just as you can in E-TTL.





1.

 Press the Set button so that the FEC icon is displayed on the left side of the LCD. You will see that the FEC icon and the FEC amount will blink.



2.

 Use the Select Wheel to specify the desired amount of FEC. Turn it left to reduce the FEC; turn it right to increase the FEC. If you want to remove FEC entirely, set it to +0.



3.

 Press the Set button to confirm your choice.



 External Manual (Ext.M)—Works Independently of the Camera

External Manual is related to External Auto. Both use the external flash metering sensor to automatically quench the flash when enough light comes back from the subject. The difference is that in External Manual, you must manually dial the aperture and ISO settings into the Speedlite. In External Auto, these settings are passed on automatically by the camera.



External Manual is available on all EOS cameras and also when you trigger your off-camera Speedlite with third-party radio and infrared devices or with an optical slave eye.



Setting Your 600EX-RT Speedlite As An External Manual Flash


External Manual is only available when the wireless system is not activated. You can set External Manual on the camera LCD or directly on the LCD of the 600EX-RT:





1.

 Confirm that the 600EX-RT is not in a wireless mode (no icon in upper-right corner).



2.

 Press the ISO button (second from right in Figure 10.31
 ) and then turn the Select Dial until the displayed setting matches the camera’s ISO setting. Press the Set button at the center of the Select Dial to confirm.
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Figure 10.31
 The External Manual screen on the 600EX-RT. Note the location of the ISO setting.






3.

 Press the F button (rightmost in Figure 10.31
 ) and then turn the Select Dial until the displayed setting matches the camera’s ISO setting. Press the Set button at the center of the Select Dial to confirm your choice.



Activating Your 580EX II Speedlite As An External Manual Flash


External Manual must be activated on the 580EX II via Custom Function–05. There are two ways to do this:
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 On the Speedlite itself (harder)
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 On the camera LCD via External Speedlite Control (easier—see Figure 10.29
 )

To activate External Manual mode on the LCD of the 580EX II:



1.

 Press and hold the C.Fn button (leftmost) until C.Fn appears on the LCD.



2.

 Turn the Select Dial until Fn 05 appears on the screen (see Figure 10.28
 ).



3.

 Press the Set button to indicate that you made a change. The current setting will blink.



4.

 Turn the Select Dial until 03 appears on the screen.



5.

 Press the Set button to indicate that you want to set option 3 (External Manual).



6.

 Press the Mode button to exit. As shown in Figure 10.32
 , an E and M now appear on the left edge of the Speedlite’s LCD.
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Figure 10.32
 The External Manual screen on the 580EX II can be distinguished from the External Auto screen because External Manual lists the ISO setting that has been dialed into the Speedlite.




On compatible cameras, it is easier to activate External Manual mode via the Flash Custom Function Settings menu (under External Speedlite Control) on the camera’s LCD—as shown in Figure 10.29
 . Look for “Flash Metering Mode” on the list of options.



 Setting The Aperture And ISO On A 580EX II


In External Manual, you must dial the aperture and ISO settings into the Speedlite. To do this on the 580EX II, follow these steps:





1.

 Press the Set button at the center of the Select Wheel so the ISO setting on the LCD blinks.



2.

 Turn the Select Dial until the displayed setting matches the camera’s ISO setting.



3.

 Press the Set button to confirm you choice. Now the Aperture setting will blink.



4.

 Turn the Select Dial until the displayed setting matches the camera’s aperture setting.



5.

 Press the Set button to confirm you choice.



Fine-Tune Flash In External Manual Mode—Almost Like FEC


To fine-tune the amount of light being generated in External Manual mode, you have to take advantage of the fact that there is no direct communication link between the camera and Speedlite. The best way to do this is to change the ISO setting on the Speedlite. If you want more flash, you dial the ISO setting down. If you want less flash, dial the ISO setting up.



It is also possible to change the ISO setting on your camera. If you are shooting the camera in Manual mode, then you will have to make an off-setting move to the shutter speed in order to keep the ambient exposure balanced. When doing this, remember that in External Manual you cannot exceed your camera’s sync speed.




Speedliter’s Tip: —External Flash Metering Locks Out Wireless Options On The 600EX-RT—


If you are trying to activate wireless flash on the 600EX-RT by pushing the dedicated wireless button and nothing happens, check to see if the Speedlite mode is set to Ext.A or Ext.M. Both external flash metering modes disable the wireless system.

To use Ext.A in wireless mode, you must use Group (Gr) mode on the radio master and then set Ext.A as the mode for a specific slave group under the Group settings. No external flash metering modes are available in optical wireless.






Other Tips for External Flash Metering



How To Use The Distance Scale With External Flash Metering
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Figure 10.33
 The distance scale is activated for a few seconds when you press the shutter button half-way.








When you are shooting either external flash metering mode and you press the shutter button half-way, the Speedlite LCD displays a distance scale. You can see this scale in Figure 10.38. This scale shows how near/far your subject may be based on the aperture and ISO settings used.

If your subject is within the displayed range, then the flash will adjust the power to provide adequate illumination. If the minimum distance on the scale is greater than the distance to your subject, use a smaller aperture or lower the ISO. If the maximum distance on the scale is not as far as your subject, open up the aperture or raise the ISO.



There Is No High-Speed Sync For External Flash Metering


When shooting in either external flash metering mode, the shutter speed may not exceed the sync speed for your camera. There is no such thing as high-speed sync with external flash metering.





 The Basics of Group Mode

The two greatest features brought about by the introduction of the 600EX-RT are: two-way radio communication between master and slave, and the brand new Group mode. We will go deep into the details of radio-enabled Speedliting in Chapter 13
 : Radio Speedliting: Canon’s New Frontier
 . However, some discussion of Group mode is warranted now as this chapter focuses upon specialty flash modes and Group shows up when you press the Mode button on the 600EX-RT.



The first bit to know about Group mode is that Canon now uses the word Group to mean two things:
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 Slave ID Group
 is the name given to one or more slaved Speedlites assigned to a specific task.
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 Group mode
 is a feature of the 600EX-RT Speedlite and ST-E3-RT Transmitter that enables groups of slaves to operate in different modes.

As you become acquainted with these two concepts, the meaning of Group will become apparent through context.



The Flexibility Enabled By Group Mode


Group mode opens up new frontiers of creativity for Speedliters. For the first time, we have the ability to simultaneously operate slaved Speedlite in different modes:
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 E-TTL
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 Manual
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 External Auto

As importantly, Group mode enables the Speedliter to turn off groups individually, which is very helpful when you want to test the light from a specific group without having to walk around and turn off all the other Speedlites one by one.



The Gear Required For Group Mode


Group mode is only available with Canon’s radio-enabled Speedlite system. So, you must use either a 600EX-RT Speedlite or a ST-E3-RT Transmitter as the radio master. You must also use the 600EX-RT as radio slaves.



It is not possible to use 500- or lower series of Speedlites in Group mode as these units do not work in radio wireless.
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Figure 10.34
 In addition to enabling the use of mixed modes, groups can also be turned on/off from the Master in Group mode.






Learn More About Group Mode


Read Chapter 13
 : Radio Speedliting: Canon’s New Frontier
 for the details on how to work the buttons and dials of Group mode.






Speedliter’s Tip: —Why The Mode Selections Change On The 600EX-RT—


One of the new bits that you have to learn when you start using the 600EX-RT is that the wireless setting affects the modes that are available via the Mode button. Here’s a quick run through:


Wireless Not Activated


ETTL > Manual > Multi > Ext. Auto > Ext. Manual > ETTL


Radio Wireless Activated


ETTL > Manual > Multi > Group > ETTL


Optical Wireless Activated


ETTL > Manual > Multi > ETTL







 Part 3: Off-Camera Speedliting
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 Chapter 11: TRIGGERS FOR OFF-CAMERA FLASH



Chapter 12: OPTICAL WIRELESS: THE CANON WAY



Chapter 13: RADIO SPEEDLITING: CANON’S NEW FRONTIER




 Chapter 11. Triggers For Off-Camera Flash



CHOOSING AN OFF-CAMERA TRIGGER IS ALWAYS A MATTER OF CONTROL





E-TTL CORDS: AFFORDABLE AND VERSATILE CONTROL OF AN OFF-CAMERA SPEEDLITE





OPTICAL SLAVES EYES: ENABLE CANON SPEEDLITES TO BE USED WITH OTHER BRANDS





CANON’S BUILT-IN OPTICAL WIRELESS SYSTEM





FIRE NOW! MANUAL RADIO TRIGGERS





POWER-ADJUSTING MANUAL RADIO TRIGGERS





E-TTL RADIO TRIGGERS: COMPARED TO THE 600EX-RT RADIO-ENABLED SPEEDLITE





COMPARISON OF TRIGGER SYSTEMS
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Figure 11.1
 For this fun shot, two Speedlites were placed inside the mailbox and a third was fired into a gold umbrella at camera left. A handful of Fuller’s Earth created the smoke effect.






The Short Version


Moving your Speedlite off the top of your camera is a fast way to take a huge step forward as a photographer. Why? We see shape and depth in a photo based on the shadows. When your main light source is right on top of your camera, the light is very flat. Moving the Speedlite even a short distance away from your lens can help add depth by adding shadows.



This chapter runs through the many options that are available for off-camera Speedlite control. A simple trigger is a great way to get started with off-camera flash as you learn the basics of Speedliting.

Then, in next chapters, Chapter 12
 : Optical Wireless: The Canon Way
 , and Chapter 13
 : Radio Speedliting: Canon’s New Frontier
 you will go deep into Canon’s built-in wireless systems—which are the basis for most of my Speedliting.



 Choosing an Off-Camera Trigger is Always a Matter of Control

All triggers tell an off-camera flash when to fire. Some triggers can also adjust the power of the remote flash—which can be very helpful when you want to make a change quickly from your camera. A few triggers can even change the mode of the flash, say from E-TTL to Manual. A few triggers can even access Canon’s on-camera External Flash menu system.



There are three broad categories of triggers that will fire an off-camera flash—cords, optical wireless, and radio wireless. Within each of these categories are several options. The choice of which option is best for you is a matter of how much control you want to have.



Cords As Triggers


All of us were born with an umbilical cord. So, it seems fitting that one of the best ways to start with off-camera flash is with a cord.
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Figure 11.2
 Left: An E-TTL cord maintains full communication between camera and flash. Right: A PC-sync cord can only say “Fire Now!”
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 E-TTL cords
 —These are my number one recommendation for Speedliters starting with off-camera flash. E-TTL cords are wired to maintain the full communication path between camera and Speedlite. The great advantage of an E-TTL cord, which can also work in Manual mode, is that it maintains full access to the on-camera menu system.
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 PC-Sync cords
 —These cord are decades-old technology that can only tell a flash or strobe to fire. They cannot tell the flash to adjust power, change mode, zoom, etc. For this reason, I do not recommend them.



Optical Wireless Triggers


An optical wireless trigger uses a pulse (or multiple pulses) of light to send the instructions to the receiver—which then fires the flash/strobe. Optical triggers must have a direct visual path between the transmitter and the receiver. While it is possible to bounce the signal off an interior wall, it is not possible to send the signal through a wall or much beyond 40′.




[image: Image]

 Optical Slave Eye
 —This electronic circuit fires the flash/strobe when it sees a burst of light from another flash. It cannot change any settings on the unit.
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 Canon Optical Wireless
 —This is the original form of wireless control that Canon built into most of its EX Speedlites. This system will tell the slave Speedlite(s) to change mode, power, sync, etc.



Radio Wireless Triggers


Radio triggers free the photographer from having to maintain a clear visual path between camera and flash. They also have the potential to work over hundreds of feet.
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 Fire Now! triggers
 tell a flash/strobe to fire, but will not adjust the power setting. These cannot be controlled via Canon’s on-camera menu system.
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 Manual power adjusting radio triggers
 will adjust the power of the remote flash in Manual mode only. These cannot be controlled via Canon’s on-camera menu system.
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 E-TTL radio triggers
 will control a Canon Speedlite in E-TTL mode. Most also provide the ability to control the Speedlite’s power manually. Many, but not all, E-TTL radio triggers provide full access to Canon’s on-camera menu system.
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 Canon radio wireless
 was introduced in 2012 with the 600EX-RT Speedlite and ST-E3-RT transmitter as the world’s first Speedlite system with two-way radio-control built into the flash. Canon’s radio wireless combines full access to the on-camera menu with the extended range and wall-piercing capabilities of radio. Additionally, the slaves report their status back to the master—another world’s first.



 E-TTL Cords: Affordable and Versatile Control of an Off-Camera Speedlite

As you already have read, I am addicted to Canon’s on-camera control menu for Speedlites. If you are too, then my first recommendation for taking your Speedlite off camera is to use an E-TTL cord. Among the many advantages of an E-TTL cord is that you maintain on-camera control and full access to all of your Speedlite modes: E-TTL, Manual, Multi, etc. Further, you can change the sync, zoom the flashhead, turn wireless on/off, and use FEC.



E-TTL cords are made specifically to work with Canon Speedlites. The camera end will have a five-pin plate that looks exactly like the foot of a Canon Speedlite. The flash end of the cord will have a hotshoe with five contacts that look exactly like the pattern in your camera’s hotshoe. The two ends are connected by a special five-conductor cord that carries the full path of communication between camera and Speedlite.
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Figure 11.3
 Left: The camera-end of an E-TTL cord looks exactly like the foot of a Canon Speedlite. Right: The flash-end of an E-TTL cord looks like the hotshoe on a Canon camera.






Coiled vs. Straight E-TTL Cords


E-TTL cords come as coiled and straight versions in a variety of lengths from 3′ to over 30′. You should remember that these lengths refer to the cord’s length when fully extended. The working length of a coiled cord is typically half the length listed on the package.



While a short coiled cord is great for using a Speedlite at the end of your arm or in a flash bracket, longer E-TTL cords should always be straight rather than coiled. When you pull on a long, coiled cord just a bit too much, it will act like a spring and topple your lightstand—sending your Speedlite crashing to the ground.



Hand-holding A Speedlite Connected To An Off-Camera Cord


Your body came with a built-in flash bracket—your left arm. While a real flash bracket is handy for extended use, when I find myself in situations where I did not bring one, I’ll just hold the Speedlite at arm’s length in my left hand. This will seem awkward at first, but with a bit of practice, you will get the hang of it. When you need two hands to change a setting on your camera, cradle the Speedlite on your shoulder.





Flash Brackets With Off-Camera Cord


If you are a wedding or event photographer, an easy way to get your Speedlite off-camera while still maintaining portability is to mount it on a flash bracket.
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Figure 11.4
 The WPF-1 Wedding Pro Flash Bracket by Really Right Stuff keeps the Speedlite centered over the top of the lens in both orientations.




My favorite is the WPF-1 from Really Right Stuff (ReallyRightStuff.com
 ). Their unique design enables the bracket to keep the Speedlite oriented with the direction of the viewfinder, yet the Speedlite is always above the camera when you go from horizontal to vertical.



 Extra-Long E-TTL Cords


Prior to Canon’s introduction of radio-enabled Speedlites, my most used bit of off-camera gear was a 32′ straight E-TTL cord. Even with radio-enabled Speedlites in my kit, I almost always have a 32′ E-TTL cord in my bag as a backup in case my radio transmitter goes out. With the extra-long E-TTL cord, I can move a master Speedlite (optical or radio) off-camera to a position where it will add valuable light to the shot and control my slaved Speedlites.
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Figure 11.5
 An extra-long E-TTL cord maintains full control of the Speedlite from the camera’s LCD while allowing the flash to be positioned in the optimal spot.




I know that 32′ sounds like a lot, but you need 6′ or so for the cord to drop down the length of the light stand and 6′ or so for the cord to run from the floor up to the photographer’s eye. Now a 32′ cord really equates to 20′ of mobility—which is a great range for most of the Speedliting I do.
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Figure 11.6
 One Speedlite on an extra-long E-TTL cord can create beautiful light.






OCF Gear—My Little E-TTL Cord Company


While writing the first edition of the Handbook
 , I had an extra-long E-TTL cord custom-made to my specifications. That cord was so valuable to the creation of many of the this book’s shots that I tried to get several large retailers to fabricate them for sale. When they all said “No thanks,” I crowd-sourced the funds to have an initial batch of 500 cords made. My little cord company, OCF Gear, has been a garage-based venture ever since. All the cords in these photos are sold by OCF Gear. Canon and other third-party vendors also make E-TTL cords.





Connecting Your E-TTL Cord To A Lightstand


The design of my OCF Gear cords has evolved through the years. One of the big changes that I made is to have the base of the hotshoe machined out of solid aluminum. This provides far more strength than the plastic foot with a threaded metal insert.



The best way to connect an E-TTL cord to a lightstand is to thread the hotshoe directly onto a swivel adapter and then connect the adapter to the top of the stand. My favorite swivel adapter is the Manfrotto 026.

To attach the cord to a multi-light bracket like the Lastolite Tri-Flash, use a “1/4-20 to hotshoe adapter”—as shown in Figure 11.7
 .
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Figure 11.7
 Left: Thread the hotshoe of your E-TTL cord directly onto a swivel adapter. Right: For multi-light brackets, use a “1/4-20 to hotshoe adapter.”






 Optical Slaves Eyes: Enable Canon Speedlites to Be Used With Other Brands

An optical slave eye is an electronic circuit that will fire the flash when it sees a bright burst of bright light from another source. Do not confuse this with Canon’s optical wireless—the built-in system that enables a master Speedlite to control slaved Speedlites (which we will go deep into in Chapter 12
 , Optical Wireless: The Canon Way
 ).



The advantages of an optical slave eye are:
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 May already be built into your non-Canon gear and inexpensive to add if not built in
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 Different brands of gear can be used together
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 Enables earlier generations of Canon Speedlites to be used with the 600EX-RT. (You must use Manual mode in radio wireless to eliminate the preflash.)

However, there are several disadvantages to optical slave eyes:
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 Cannot be used with E-TTL as the pre-flash metering trips the slave eye prematurely


[image: Image]

 Cannot be mixed with Canon optical wireless, the pre-flash instructions from the master will trip the slave eyes prematurely
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 Cannot be used with red-eye reduction flashes
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 The power level must be adjusted on all flashes/strobes individually.
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 The ambient light must be rather dim so that the sensor can see the flash (cannot be used outdoors in bright sun).
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 Must have line-of-sight between on-camera flash/trigger and the optical slave eye, range limited to 20′ or so.



Canon Speedlites Need A Canon-Compatible Optical Slave Eye


Many brands of small flash and studio strobes have an optical slave eye built-in. Canon is not among them. This is not hard to remedy.



Canon Speedlites must be used with Canon-specific slave eyes. So, if you tried an optical slave eye and it did not repeatedly fire your Speedlite, chances are that is was not made specifically for Canon flash.

The issue has to do with the voltage of Canon Speedlites. An optical slave circuit gets its power from the Speedlite rather than from a battery. With Canon Speedlites the voltage does not drop far enough after the flash exposure to release the typical slave circuit. Essentially, the eye thinks that the Speedlite is still firing. With ordinary optical slave eyes, the result is that they will fire a Speedlite once and then lock up.



Sonia Canon-Compatible Optical Slaves: Think Green


Sonia is small company in India that makes a range of optical slave eyes. While they used to be readily available, in the five years between the writing of the first edition of the Handbook
 and this edition, Sonia slaves have become hard to find. Still, they are worth a mention.



As a Canonista, you must use the Sonia slaves with a green base (see Figure 11.8
 ). The standard yellow and orange versions do not have the additional circuit that makes them compatible with the power cycle of Canon Speedlites.



 [image: Image]




Figure 11.8
 Sonia’s Canon-compatible slaves have green bases. The Sonia slave with a PC-male jack will plug directly into the PC socket on a 580EX II and the 600EX-RT.




Sonia offers Canon-compatible slaves in both 3.5mm miniphone and PC-male. The PC-male can be plugged directly into the PC socket on a 580EX II and the 600EX-RT. For other Canon Speedlites, you will need to use an additional adapter to connect the slave eye to the foot of the flash.



 OCF Gear Smart Eye™


After requests from many Speedliters who had difficulty sourcing the Sonia slaves, OCF Gear introduced the Smart Eye™—which contains the Canon-compatible slave circuitry in a hotshoe with a metal foot that can be threaded onto a standard 1/4-20 fitting or clamped into a bracket. The Smart Eye™ can be used with all Canon EX Speedlites.





 [image: Image]




Figure 11.9
 The Smart Eye™ by OCF Gear is compatible with any Canon EX Speedlite. It features a durable metal foot that threads onto a lightstand.







Speedliter’s Tip: —Optical Slaves: Mixing The 600EX-RT With Older Speedlites and Strobes—



One of the windfalls of Canon’s 600EX-RT system is that, when using Manual or External Auto mode in radio wireless, there is no visible communication between master and slaves. This is great news for shooters who want to use non-radio Canon Speedlites or studio strobes with the 600EX-RT. The master will fire the 600EX-RT slaves via radio, and the flash from those units, in turn, will trigger the optical slave eyes on the other gear.



Keep in mind that the combination of radio wireless and Manual or External Auto mode is what makes this work. E-TTL will not work because, even in radio wireless, it throws out a pre-flash for metering.



So, in situations where the subject-to-flash distance is changing and you have mixed gear that is relying upon optical slave eyes as triggers, use External Auto on your 600EX-RT Speedlites and External Manual on your 580EX II Speedlites. See Chapter 10
 :
 Specialty Flash Modes for the details on using External modes.







Canon’s Built-in Optical Wireless System

As we consider options to trigger off-camera flashes, we must differentiate between the simple optical slave eye—which fires the unit when it sees a bright burst of light—and the flexibility of the optical wireless system that Canon has built into most models of EX Speedlites.




Chapter 12
 , Optical Wireless: The Canon Way
 will go deep into the buttons and dials technique for operating the system. For now, here are the highlights:
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 The master Speedlite or transmitter sends coded instructions to off-camera slave Speedlites via pre-flash pulses of light (hence the name optical
 wireless).
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 Changes to the mode, power setting, and sync on the master will be transmitted to the slave on the next pre-flash. E-TTL, Manual, and Multi are available; as are 1st-curtain and high speed sync.
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 Conveniently, many combinations of Canon cameras and Speedlites enable the optical master to be controlled via the camera’s LCD. This is much easier than using the LCD on the master Speedlite.
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 I have had years of success with Canon’s optical wireless system—both indoors and outside in full sun. The key is to turn the body of the slave so that it faces the master (while turning the flash head towards the subject). In situations where the slave would look into the sun, an extra-long E-TTL cord can be used to move the master so that the slave looks away from the sun.




Speedliter’s Jargon: —Nikon’s SU-4 Mode—


[image: Image]


Many models of Nikon Speedlights have an optical slave eye built in—specifically, it is built into the SB-700, SB-800, SB-900, and SB-910.

To activate the slave eye, you have to put the Speedlight into SU-4 mode. How you do this is specific to each model. So, I leave it to you to research the details.







 “Fire Now!” Manual Radio Triggers


Fire Now!
 manual radio triggers have the ability to do one thing only—fire a Speedlite, strobe, or, in many cases, a camera. All of the following will fire virtually any brand of Speedlite, but you have to set the power on each unit by hand. When using this type of trigger, you do not activate Canon’s built-in wireless system.





Yongnuo RF-603C II Transceiver
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Figure 11.10
 Yongnuo RF-603 transceivers are a great value for a manual-only radio trigger.






At $35/set, Yongnuo’s RF-603C II transceivers are a great value in a Fire Now!
 radio trigger. Some sets come with cords that can also be used to fire a Canon camera remotely.



Cactus V5 Transceiver
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Figure 11.11
 The Cactus V5 transceiver mounted to a hotshoe and to a Speedlite.






The Cactus V5 transceivers (about $75/set) provide reliable control of off-camera flash. The Multi-Channel triggering feature enables up to four groups of flashes to be fired together or individually (helpful when you are testing your setup and want to see what an individual light is contributing to the shot).



Vello FreeWave Fusion Pro
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Figure 11.12
 Vello FreeWave Fusion Pro trigger mounted to a hotshoe (left) and to a Speedlite (right).






At $110/set, the Vello FreeWave Fusion Pro transceivers provide pro-grade features and build quality. The 3.5mm socket makes it easy to connect these triggers to strobes as well.



Pocket Wizard PlusX / Plus III / MultiMax
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Figure 11.13
 Left: PocketWizard Plus III. Right: MultiMax Transceiver.






For many years, Pocket Wizard has dominated the world of pro-grade radio triggers. Their name is synonymous with durability. These PW triggers connect to Speedlites via a cable.
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 PlusX Transceiver—about $90 each. This entry-level unit from PocketWizard provides 10 channels of communication and compatibility with the entire PW range.
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 Plus III Transceiver—about $135 each. These versatile units provide 32 channels and the ability to assign flashes to four groups—each of which can be turned on/off from the camera-mounted transmitter.
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 MultiMax Transceiver—about $265 each. These are the flash/camera triggers used by pros in studios and stadiums around the world. They can be coded to a unique ID so that no other photographer can fire your gear.



 “Power-Adjusting” Manual Radio Triggers

This relatively new class of radio trigger has the ability to adjust the power of specific Speedlites or strobes in Manual mode. Some of the following will adjust the power of Canon Speedlites. Others will only provide power control for dedicated models of Speedlites.





Yongnuo YN-560-TX Flash Controller
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Figure 11.14
 The YN-560-TX Flash Controller features a vertical LCD that makes it easy to see the settings.






The YN-560-TX Flash Controller (about $50) provides radio control of the power setting on Yongnuo’s YN-560 III or IV Speedlites (see right). It will also fire Canon and other brands of Speedlites in manual mode when connected to Yongnuo’s RF-603 (Figure 11.10
 ) or RF-602 transceivers—but you will have to adjust the power by hand on each remote flash. This upright controller has an LCD that displays the settings for three groups of Speedlites. If you do not already have a Canon Speedlite, the YN-560-TX controller and a few YN-560 IV Speedlites are a value-priced way to step into radio Speedliting.




Speedliter’s Jargon: —Transmitter + Receiver = Transceiver—



Transmitters
 send instructions. Receivers
 receive instructions. Transceivers
 can be used as either a transmitter or as a receiver—which is very handy in the field during a shoot.







Yongnuo YN-560 IV Speedlite
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Figure 11.15
 The YN-560 IV Speedlite can be a radio master or slave.






The YN-560 IV (about $75) is the fourth-generation in this value-oriented line of Speedlites. The YN-560 IV has radio circuitry built-in so that it can be a radio master to control the power setting on other YN-560 IV and YN-560 III Speedlites. It can also be remotely controlled as a slave by the YN-560-TX Flash Controller described above. The YN-560 IV will also trigger Speedlites connected to Yongnuo’s RF-602/603 transceivers—but you will have to adjust the power manually on each unit.



Cactus V6 Transceiver
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Figure 11.16
 The Cactus V6 transceiver features a pass-through hotshoe that enables a Speedlite to be mounted on-camera.






The Cactus V6 transceiver (about $70/each) provides remote power control (in manual mode only) for Canon, Nikon, and many other brands of Speedlites. However, it does not provide access to a Canon camera’s External Speedlite Control menu, so all the settings must be made on the transceiver. One unique feature of the Cactus V6 is that it enables the simultaneous use of multiple brands of gear—meaning that Canon and Nikon flashes can be used in the same firing group.



 PocketWizard AC-3 Zone Controller
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Figure 11.17
 The AC-3 Zone Controller must be used atop a PocketWizard MiniTT1 (shown here) or the FlexTT5 (shown in Figure 11.24
 ).






The AC-3 Zone Controller (about $80 + transceiver) is an accessory for the PocketWizard ControlTL system that provides manual control of power for up to three groups of lights. It also provides the ability to turn individual groups on/off. With special receivers, the AC-3 will also adjust the power on strobes, such as the Einstein E640. The AC-3 cannot be used alone. Rather, it must be attached to either a MiniTT1 or a FlexTT5 transceiver that sits in the camera’s hotshoe. See the E-TTL section for details on these devices.
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RadioPopper Jr2





Figure 11.18
 The RadioPopper Jr2 system uses a dedicated transmitter for the camera and a dedicated receiver for the Speedlite.




The RadioPopper Jr2 transmitter and receiver (about $125 each) are a versatile system that provides direct power control of remote flashes and strobes. These are not transceivers, so you will have to remember to have both devices in the field. If you have two receivers and no transmitter, you are out of luck.


E-TTL Radio Triggers Compared to the 600EX-RT Radio-Enabled Speedlite

E-TTL radio triggers add the auto flash capability of E-TTL to the features of manual radio triggers. With the new radio-enabled 600EX-RT Speedlite as an option, you can reasonably ask whether it is better to add E-TTL radio triggers to kits that contain 500- and 400-series Speedlites or just sell the older gear and buy into the 600EX-RT system.



So, the comparison gets down to two options:
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 Buying E-TTL triggers (one for the camera and one for each Speedlite). Some models cut access to Canon’s on-camera menu system. Plus, you will have to learn how to operate a new piece of gear.
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 Buying 600EX-RT Speedlites (and perhaps the ST-E3-RT transmitter) and off-setting this investment with the resale value of your current gear—for the convenience of having a simplified lighting kit that can be controlled completely from the LCD of your camera (including access to the new on/off functionality of Group mode).




Speedliter’s Tip: —Canon’s Built-in Wireless: Still My Favorite—


As we will go into deep in the next chapters, I have long been a huge fan of Canon’s built-in wireless system. Under a wide range of conditions, indoors and outdoors, I have found it to be reliable and, thanks to Canon’s on-camera Speedlite menu system, easy to use.

With the original, optical-based system, the key is to make sure that the front of the slaves (where the sensor is located) faces the direction from which the master’s instructions will come. These are sent as a series of light pulses.

The new radio-enabled 600EX-RT system takes full advantage of the Speedlite menu that is built into Canon cameras and breaks the need for a direct path between master and slaves.

Like any type of technology, it takes a bit to learn the workflow. Once you do, I am sure you will agree that there are huge advantages to using the system Canon builds into its Speedlites.
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Figure 11.19
 Yongnuo’s YN-622C-TX Flash controller provides radio control of slave Speedlites in E-TTL and Manual modes simultaneously.






Yongnuo YN-622C-TX Flash Controller




If you have older Canon Speedlites and want radio control, check out the YN-622C-TX ($50). It provides the equivalent of Group mode (E-TTL, Manual, and on/off by group) via the External Speedlite Control menu on 2012-newer Canon cameras. If you have an older Canon camera, the LCD on the top of the YN-622-TX provides similar control capabilities. In addition to the YN-622C-TX, each slave Speedlite must be attached to a YN-622 transceiver (shown in Figure 11.20
 ). Master/slave = $85.
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Yongnuo YN-622 Transceiver





Figure 11.20
 Yongnuo’s YN-622C Flash controller can be used as a radio master and as a receiver.




Yongnuo’s YN-622 transceiver ($45) lacks the LCD found on the YN-622C-TX, but adds a hotshoe that enables a flash to be used on camera along with off-camera slaves. Can be controlled via the “External Speedlite Control” menu on 2007-newer models of Canon cameras. Master/slave = $80.




Phottix Odin II Controller
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Figure 11.21
 Left: Odin transmitter. Right: Odin receiver with Speedlite mounted in this hotshoe.






Phottix’s Odin controller ($200) sits vertically in the hotshoe which makes easy reading on the LCD for up to three groups of lights. Like Canon’s Group mode on the 600EX-RT, the Odin allows specific groups to be run in E-TTL while others runs in Manual mode. A unique feature of the Odin system is that it enables slaves to be zoomed remotely via the Odin receiver ($140). Wireless second-curtain sync is also possible with the Odin system. Master/slave = $300 as a set
 . Also described in more detail at the end of Chapter 13
 : Radio Speedliting: Canon’s New Frontier
 .



Phottix Mitros+ Transceiver Flash


Phottix’s Mitros+ Flash features the Odin transmitter built into a Canon compatible flash. If you have the Odin transmitter, the Mitros+ can be operated as an off-camera slave. Flash = $400.
 Also described in more detail at the end of Chapter 13
 : Radio Speedliting: Canon’s New Frontier
 .
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Figure 11.22
 The Mitros flash by Phottix features a built-in Odin transmitter.






 RadioPopper PX
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Figure 11.23
 The RadioPopper PX is the original E-TTL radio trigger. The transmitter is shown at left on top of the master Speedlite and the receiver at right.






I have long been a fan of the Cinderella start-up company RadioPopper. It is not widely known, but the first E-TTL radio trigger was invented by Kevin King, a wedding shooter who taught himself electronics and created the RadioPopper prototype in his living room.

The RadioPopper PX system has two parts: the PX transmitter ($190) that sits on top of a master Speedlite connected to the camera’s hotshoe and the PX receiver ($190) that ingeniously mounts to the front of a slaved Canon Speedlite. The simple (and brilliant) idea behind the PX system is that it picks up the optical pulse emitted by the master, transmits the message by radio, converts the message back to optical pulses, and feeds them into the optical sensor on the front of the slave.

Because the PX transmitter must sit atop a master Speedlite, you maintain full access to the on-camera menu system. The master Speedlite can add light to the shot or be used only to create instructions for the slaves. Master/slave = $380 + master Speedlite
 .



PocketWizard ControlTL: MiniTT1/FlexTT5
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Figure 11.24
 PocketWizard’s FlexTT5 can be used as an E-TTL radio transmitter (left) and as a receiver (right). The MiniTT1 (Figure 11.17
 ) can be a transmitter only.






PocketWizard’s ControlTL system provides radio control for E-TTL Speedlites and the ability to fire strobes via any of PocketWizard’s manual radio triggers, such as the Plus III or MultiMax. A unique aspect of the ControlTL system is the AC3 ZoneController which, when added to the MiniTT1 transmitter ($200) or the FlexTT5 transceiver ($230), provides the ability to shut a group down completely and the ability to segregate groups into E-TTL and manual with full control from the camera.

The Achilles heel of the ControlTL system is that when used with certain Canon Speedlites (the 580EX II, 580EX, and 430EX), the range is limited due to radio interference with the Speedlite. This seems to be a US/Canada-only problem as PW’s frequencies in North America are different than in other parts of the world.

In addition to the range issues with certain models of Speedlites, the ControlTL system will not display all control options on the camera’s LCD—which is a deal-breaker for me. However, if you rely heavily on PocketWizards to fire strobes, then the ControlTL system is a helpful way to get them to work with Speedlites.


Master/slave (MiniTT1 + FlexTT5) = $385. Master/slave (two FlexTT5) = $460. AC3 ZoneController = $80.




 Comparison of Trigger Systems
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Figure 11.25
 Various trigger systems compared







Canon Speedlites & Transmitters


1—Canon 600EX-RT Speedlite

2—Canon ST-E3-RT Transmitter

3—Canon 580EX II Speedlite

4—Canon ST-E2 Transmitter

5—Canon Pop-Up Flash on 7D Mark II,

7D, 70D, 60D, Rebel T6i, T5i, T4i, T3i


E-TTL Cords


6—Canon OC-E3 Cord

7—OCF Gear Smart Cord™ 3C

8—OCF Gear Smart Cord™ 16C/32C


Optical Slave Eyes


9—Sonia Green Base Slave, PC-Sync

10—OCF Gear Smart Eye™


Fire Now! Manual Radio Triggers


11—Yongnuo RF-603C II

12—Cactus V5 Transceiver

13—Vello FreeWave Fusion Pro

14—Pocket Wizard Plus / MultiMax


Power Adjusting Manual Radio Triggers


15—Yongnuo YN-560-TX

16—Yongnuo YN-560 IV Speedlite

17—Cactus V6 Transceiver

18—PocketWizard AC-3 Zone Controller

19—RadioPopper Jr2


E-TTL Radio Triggers


20—Yongnuo YN-622C-TX Controller

21—Yongnuo YN-622 Transceiver

22—Phottix Odin Controller

23—Phottix Mitros+ Transceiver Flash

24—RadioPopper PX

25—PocketWizard MiniTT1 / FlexTT5



 Chapter 12. Optical Wireless: The Canon Way



CANON’S OPTICAL AND RADIO WIRELESS SYSTEMS





THE OPTICAL MASTER: SOMEONE HAS TO BE IN COMMAND





THE OPTICAL SLAVE: WORKER BEE OF WIRELESS FLASH





MASTER AND SLAVE SETTINGS FOR OPTICAL WIRELESS





USING A POP-UP FLASH AS AN OPTICAL MASTER





ACTIVATING A SPEEDLITE AS AN OPTICAL MASTER





MOVING YOUR MASTER SPEEDLITE OFF-CAMERA





TO FIRE OR NOT TO FIRE: THE OPTICAL MASTER WANTS TO KNOW





ACTIVATING A SPEEDLITE AS AN OPTICAL SLAVE





CHANNELS: MASTER AND SLAVES MUST BE THE SAME





GROUPS: ASSIGNING JOBS TO SPECIFIC SPEEDLITES





ADJUSTING E-TTL FLASH POWER IN OPTICAL WIRELESS





A:B RATIOS: TWO-GROUP E-TTL





A:B C RATIOS: THREE-GROUP E-TTL





ADJUSTING MANUAL FLASH POWER IN OPTICAL WIRELESS





ADJUSTING MULTI FLASH POWER IN OPTICAL WIRELESS





ACTIVATING A SPEEDLITE AS AN INDEPENDENT SLAVE





The Short Version


There are many concepts to learn when starting with Canon’s optical and radio wireless systems. This chapter will get you started with the fundamental concepts of Canon’s optical wireless system. Then, in Chapter 13
 : Radio Wireless, The Canon Way
 we will go deep into the buttons and dials of Canon’s newest system.
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Figure 12.1
 Mastering Canon’s wireless systems takes practice. If you stick with it, your efforts will be rewarded many times over. So, call up a friend and practice, practice, practice.






 Canon’s Optical and Radio Wireless Systems

The main idea behind Canon’s two wireless systems—optical and radio—is that a master device sends instructions to slaved Speedlites. These instructions will tell the slaves which mode, power, and sync settings to use.
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Figure 12.2
 Canon’s icon for optical wireless.




Prior to the introduction of the radio-enabled 600EX-RT Speedlite, we never used the word optical
 with wireless—it was all optical. Now this is a very important distinction.



Canon’s Optical Wireless Uses Pulsed Light


As shown in Figure 12.3
 , Canon offers a wide range of devices that can serve as an optical master. The common link among all of them is that they emit their instructions as a coded series of pulsed light from the flash tube. Changes made on the master will be sent to the slaves when it next fires.
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Figure 12.3
 Canon offers a wide range of devices that can work as an optical master and/or slave.




As with the E-TTL pre-flash, this pulsed light often is not seen separately from the main burst of flash. Also like the E-TTL pre-flash, the optical communication from master to slave will cause strobes and other flashes that use optical slave eyes as triggers to fire prematurely.

In optical wireless, the communication is one-way—from master to slave. A key element for success with optical wireless is that the slave must be able to see the instructions coming from the master. I have many techniques to share with you in this regard.



Canon’s Radio Wireless Uses Invisible Radio Waves


Canon’s 600EX-RT Speedlite and the ST-E3-RT Transmitter use 2.4 Ghz radio waves for two-way communication between master and slave. The advantages of radio are that the signal will radiate in all directions, reach out much farther, penetrate walls, and remain invisible.





 The Optical Master: Someone has to be in Command

As shown in Figure 12.3
 , there are five Speedlites, three Macro Lites, one transmitter, and eight cameras with pop-up flashes that can serve as an optical master. Throughout this chapter, the word master
 will refer to any of these devices unless specifically stated (master Speedlite
 , for example).





Most Settings Are Made On The Master


There can only be one master in a Canon optical system. The master’s job is to send the instructions to the slave Speedlites. These instructions can be programmed in via the buttons and dials on a master Speedlite or Macro Lite. On compatible cameras, the instructions can also be set via the menu on the camera. For me, this is the easiest way to control a system of wireless Speedlites—especially on cameras with touchscreens (70D, T3i, T4i, T5i, EOS M).





The Flashtube Is The Transmitter


In Canon’s optical wireless system, the master’s flashtube is the transmitter. Just before the shutter opens, the master sends the instructions to the slaves as an ultra-fast series of light pulses, hence the name optical wireless
 .





Range And Coverage Of A Master Speedlite


When it comes to optical wireless, there is virtually no difference between the power of the 600EX-RT and the 500-series. If you are indoors or outdoors under clouds or in the shade, these masters can approach a range of 45′. If you are outdoors in bright sun, the range will drop to around 30′. The range of a pop-up master is smaller—about 30′ indoors and 20′ outdoors.





Line-Of-Sight: The Master Must Have A Visual Path To The Slaves


Optical wireless requires that there be a visual path between the master and slaves. This path can be direct or it can be indirect—such as when the master’s signal is bounced off a light-colored wall.



To confirm that a slave can see the master, fire a test flash by pushing the Pilot/Test button on the master. The slaves will respond by firing Group A, Group B, and then Group C.
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Figure 12.4
 To test whether an optical slave can see the master’s signal, push the Pilot / Test button on the master Speedlite. Left: 580EX II. Right: 600EX-RT.




If a slave does not respond, confirm that it is on the same Channel as the master, that it is powered on, and that it is facing the master.

There are two conditions that break the visual path between master and slave:
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 Extremely bright ambient light
 —Such as the sun when shooting optical wireless outdoors during midday
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 Opaque barriers
 —Such as walls and the fabrics used in light modifiers

The section Moving Your Master Speedlite Off-Camera
 later in this chapter explores options to deal with both of these situations.



 The Optical Slave: Worker Bee of Wireless Flash

Although there can only be one master, there can be any number of Speedlites in optical slave mode. The only limitation is that all of the optical slaves have to see the flashed commands coming from the master. For the list of Canon Speedlites that can be an optical slave, see Figure 12.3
 .





Where To Make Settings On The Slave


The slave’s job is to follow the instructions coming from the master. So there are only a few settings that you need to make on a slave—all of which were listed in the next section. These settings must be made directly via the buttons and dials on each slave.





The Receiver Is On The Front Of The Slave


On Canon Speedlites, the optical wireless sensor is hidden behind a black panel on the front of the Speedlite. Many mistakenly believe that the large red panel is the receiver. Actually, this is the home of the Auto-Focus Assist beam. Again, the wireless sensor is the dark panel above the AF-panel.
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Figure 12.5
 The optical slave sensor is the small black panel above the red Auto-Focus Assist panel, shown here outlined in yellow dots on the 430EX II (left) and the 580EX II (right).






The Slave’s Ready Indicator


An optical slave will let you know that it is recycled and ready to receive by blinking a light through the AF-Assist panel on the front. I find this a helpful way to confirm that a Speedlite is in slave mode. If the blinking is bothersome, a bit of gaffer’s tape will solve the problem. The master does not blink.





Twist The Slave


The main reason that Speedliters do not have success with Canon’s optical wireless is that they do not follow this essential tip: The front of the slaved Speedlite must face the direction from which the master’s instructions will come.



You should always turn the slave so that its front panel faces the master and then use the pan/tilt button to release the head so that you can aim the flash at your subject.
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Figure 12.6
 Twist the body of the slave Speedlite so that its front panel faces the master and then use pan/tilt to aim the head at your subject.






Zooming A Slave


The master communicates many details to the slave. If you change the master from E-TTL to manual mode or activate High-Speed sync, the slave will follow when the master next fires.



One detail that is not communicated by the master to the slave is the Zoom setting. By default, when set to slave mode, a Speedlite will automatically zoom its flash head to 24mm. If you manually Zoom the master to 105mm, the slave will not follow. You have to do this by hand on each slave.



 Master and Slave Settings for Optical Wireless

The basic idea of Canon wireless—either optical or radio—is that a master unit connected to the camera sends instructions to the slaves. There are several settings that must be made on the master and a few that are made on the slave. The details on how to make these settings follow later in the chapter.





Settings That Must Be Made On The Optical Master


Most of the settings for an optical wireless shoot are made on the master. Essentially, you must make every setting that you would normally when shooting a Speedlite, plus the wireless settings.
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 Activate
 —Turn the wireless system on by activating the master flash.
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 Mode
 —The default mode for optical wireless is E-TTL. You can change the mode to Manual and, if using a Speedlite as master, to Multi by pushing the Mode button.
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 Channel
 —Master and slave must be on the same channel to communicate. Choose 1, 2, 3, or 4. Adjacent Speedliters working on different channels will not interfere with each other’s gear.


[image: Image]

 Group ID
 —The master is always a member of Group A. Slaves can be assigned to groups A, B, or C. The purpose of assigning different group settings is to enable slaves to fire at different power settings. [Note: The optical Group ID setting is not the same as the new Group mode used with radio wireless.]
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 Flash Group
 —You set the number of groups you want to control via Flash Group. ALL sets the master and all slaves to the same power regardless of Group ID. A:B gives you control of two groups (such as the master and an off-camera slave). A:B C (used in E-TTL) and A:B:C (used in Manual and Multi) control three groups.
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 Sync
 —Speedlite masters offer 1st-Curtain and High-Speed Sync. Pop-up masters are 1st-curtain only. Canon disables 2nd-Curtain sync when the wireless system is activated.
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 On/Off or Enabled/Disabled
 —If you have the master sitting in the camera’s hotshoe and you do not want on-camera flash in your shot, then you must choose Master Off or Master Disabled. I know that this wording is confusing. It just means that the master will send the instructions to the slaves (as an ultra-fast series of pulsed light) and then remain dark when the shutter opens. If you want on-camera flash (perhaps for a bit of fill light) or you have moved your master off-camera on an E-TTL cord and want its light in the shot, then choose Master On or Master Enabled. Again, in both cases it still is the master and still sends instructions to the slaves.
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 Position On- or Off-Camera
 —Novice Speedliters expect that the master must be in the camera’s hotshoe. In fact, it only has to be connected to the camera’s hotshoe. If you have two Speedlites and you want both to create off-camera light, then use an extra-long E-TTL cord to move the master off-camera. Another reason to move the master, even if you do not need its light in the shot, is to enable the slaves to look away from the sun rather than into the sun for the master’s instructions.


[image: Image]

 Zoom
 —The slaves must be able to see the instructions coming from the master. If you are working with one slave in bright ambient light (sunlight) and do not need light from the master in the shot, then zoom the master to 105mm/200mm and aim the head at the slave. This will increase the range. If you are working with several slaves, then you should keep the master zoomed wide so that the light signals reach all the slaves. However, do not pull out the prismatic wide-angle panel as this greatly reduces the effective strength of the flash by spreading it over an extremely wide area.

Note: When you make changes to the master’s settings, such as mode and sync, the changes will be sent to the slaves when the master next fires.



 Settings That Must Be Made On The Optical Slave


Only a few settings for optical wireless are made on the slave. Note that mode, FEC/power, and sync are not among them.
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 Activate
 —Turn the Speedlite on as a slave.
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 Channel
 —Set the channel to match the setting on the master—1, 2, 3, or 4.
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 Group ID
 —Remember that the master is always a member of group A. So, if you want the slave to fire at the same power as the master assign it to group A or set the Flash Group ratio on the master to ALL. If you want the slave to fire at a power level different than the master, assign it to group B and set the ratio on the master to A:B. Use group C only if you truly have the need for three different power settings, in which case the ratio on the master should be A:B C.
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 Zoom
 —You must zoom the flashhead of each slave individually. This cannot be done through the master.
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 Position
 —Twist the body of the slaves so that the sensor (on the front) faces the direction from which the master’s signals will come. Then use pan/tilt to aim the head of the Speedlite towards your subject.




Speedliter’s Tip: —The Three Settings That You Do Not Make On An Optical Slave—


The three settings that you make only on the master are mode, FEC/power, and sync. These will be changed on the slave instantly when the master next fires. So, if you set the mode on your master to Manual, the slave’s LCD will still read E-TTL. Push the Pilot/Test button on the master and you will see the new settings on the slave.
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Figure 12.7
 The LCD of a 600EX-RT set as optical master in Manual mode with power settings for three groups.
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Figure 12.8
 Quick Control menu on the LCD of my Canon 7D Mark II showing the same information shown on the Speedlite LCD in Figure 12.7
 .
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Figure 12.9
 600EX-RT LCD as optical slave. Note: Canon Speedlites default to E-TTL mode when you activate them as slaves. The slave will change its mode when the master fires.






 Using a Pop-Up Flash as an Optical Master
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Figure 12.10
 The pop-up flash on the 7D Mark II and other EOS cameras can be an optical master.






As of this writing (early 2015) there are seven EOS cameras with pop-up flashes that can serve as an optical master for off-camera Speedlites. Canon refers to this feature as the “Integrated Speedlite Transmitter.” See Figure 12.3
 for the specific cameras with this feature.




Speedliter’s Tip: —The Limitations Of A Pop-Up As Master—


While using a pop-up is a great way to get started with off-camera flash, there are several limitations when compared to the use of a Speedlite as the master. These limitations include:
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 Shorter range
 —The pop-up’s power is much less than a Speedlite, so the effective range is limited.
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 Narrow field in front of camera
 —The pop-up flash fires straight forward. With a Speedlite as master, the head can be turned to fire towards a slave Speedlite out to the side of the camera.
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 No high-speed sync
 —This special sync option was discussed in Chapter 7
 : Control Your Speedlite
 . One important use of high-speed sync is to enable the use of wide apertures (for shallow depth of field) when using fill-flash outdoors in bright sunlight. When using a pop-up flash, directly or as a master, the fastest shutter speed possible will be 1/250″.







Master Set-Up Via Camera LCD On 7D- and xxD-Series
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Figure 12.11
 Selecting Flash control on 7D Mark II.






If you have the 7D Mark II, 7D, 70D, or 60D, follow these steps to use your pop-up as an optical master:



1.

 Your camera must be set to either M, Av, Tv, P
 , or A-DEP
 .



2.

 On the camera LCD, look for Flash Control
 on the first shooting menu (red camera).



3.

 Scroll down to Flash Control
 and then press the Set
 button.



4.

 Scroll down to Built-In Flash Function
 and then press the Set
 button.



5.

 Scroll down to Wireless function
 and then press the Set
 button.

The four Wireless Function menu options, as shown top to bottom in Figure 12.12
 , are:
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 Disable
 —Allows the pop-up to fire normally without working as an optical master.
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 Ratio Control
 —Enables the pop-up to fire at one E-TTL power level and the slave Speedlite(s) to fire at another.
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 Trigger Off-Camera Speedlites Only
 —Enables the pop-up to be an optical master that sends instructions to the slaves and then remain dark when the shutter opens.
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 Trigger the Speedlite(s) with separate flash exposure from built-in flash
 —Fires slave Speedlite(s) and provides fill flash from pop-up.
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Figure 12.12
 Wireless function options on 7D Mark II.






Master Set-Up Via Camera LCD On Rebel T6i, T5i, T4i, and T3i


If you have the T6i, T5i, T4i, or T3i, follow these steps to use your pop-up as an optical master.





1.

 Your camera must be set to either M, Av, Tv, P
 , or A-DEP
 .



2.

 Raise the pop-up flash by pushing the button on the side of the camera.



3.

 Press the Menu button and look for Flash Control
 on the first shooting menu (red camera).
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Figure 12.13
 Selecting EasyWireless on Rebel T5i.






4.

 Scroll down to Flash Control
 and then press the Set
 button.



5.

 Scroll down to Built-In Flash Function
 and then press the Set
 button.

The Built-in Flash menu options, as shown top to bottom in Figure 12.13
 , are:
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 NormalFiring
 —allows the pop-up to fire normally without working as a master.
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Figure 12.14
 Selecting CustWireless on Rebel T5i.
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 EasyWireless
 —all external Speedlites will fire in E-TTL at the same power level (regardless of Group assignment). FEC may be used with EasyWireless. The pop-up master will send the instructions and then remain dark when the shutter opens (to avoid the look of on-camera flash).
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 CustWireless
 —allows you to customize the set-up of the wireless system. There are four CustWireless menu options (same as those shown in Figure 12.12
 ). They are:
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 Disable
 —allows the pop-up to fire normally without working as an optical master.
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 Ratio Control
 —enables the pop-up to fire at one E-TTL power level and the slave Speedlite(s) to fire at another.
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 Trigger Off-Camera Speedlites Only
 —enables the pop-up to be an optical master that sends instructions to the slaves and then remain dark when the shutter opens.
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 Trigger the Speedlite(s) with separate flash exposure from built-in flash
 —fires slave Speedlite(s) and provides fill flash from pop-up.




Geek Speak: —EasyWireless vs. CustWireless—


EasyWireless fires all the slaves as one group in E-TTL. FEC may be used to fine-tune the amount of flash. The pop-up works as a disabled master.

CustWireless enables you to fire the slaves in E-TTL or Manual mode. When in E-TTL, you can fine-tune the power of each slave group through ratios. When in Manual, you can adjust the power of each slave group directly. CustWireless also gives you the ability to use the pop-up as an enabled master for fill flash.







 Activating a Speedlite as an Optical Master



Activating The 600EX-RT As An Optical Master


Note: The 600EX-RT is capable of working in optical or
 radio wireless. It cannot do both at the same time. These steps pertain to optical wireless only. See Chapter 13
 : Radio Speedliting: Canon’s New Frontier
 for the details on radio Speedliting.
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Figure 12.15
 Activating the 600EX-RT as an optical master.
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 Repeatedly press the Wireless Flash Button (button on left with sideways flash-bolt icon) until the optical wireless icon appears in the upper-right corner of the Speedlite LCD and the word “Master” appears—as shown in Figure 12.15
 .




Speedliter’s Tip: —Use Personal Functions To Customize Your 600EX-RT—


If you have only one 600EX-RT and you do not use the radio functions (yet), set P.Fn-06 to option 2. Then, when you press the Wireless Flash Button, it will cycle directly through Normal > Optical Master > Optical Slave > Normal.


You can use P.Fn-03 to select whether the LCD is green (option 0) or orange (option 1) when your Speedlite is a master. Use P.Fn-04 to set the LCD color when it’s a slave (same options).








Activating The 580EX II As An Optical Master
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Figure 12.16
 The ZOOM button on the 580EX II is the gateway to the entire wireless menu.








1.

 Press and hold the Zoom button for three seconds.



2.

 If OFF is blinking, turn the Select Dial right one click so that Master ON blinks. If Slave ON is blinking, turn the Select Dial left one click. Press the Set button to confirm your choice.



Activating The 580EX As An Optical Master
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Figure 12.17
 Conveniently, the 580EX has an external lever that moves the Speedlite in and out of wireless.
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 Move the switch below the Select Wheel from Off to Master.



 Activating The 550EX As An Optical Master
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Figure 12.18
 The 550EX has an external lever that moves the Speedlite in and out of wireless.
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 Move the wireless switch from Off to Master.



Using The Text-Based Speedlite Control Menu To Activate An Optical Master


As shown in Figure 12.3
 , there are four Canon flashes that can serve as optical masters that also have the capability of being controlled on a camera’s LCD. They are:




[image: Image]

 600EX-RT
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 580EX II
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 90EX
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 MR-14EX II

The way that the menu for these flashes appears on the LCD depends upon the camera. The early camera-based Speedlite menus use a list of text prompts that must be scrolled vertically. Newer cameras use icons backed up by text prompts.



1.

 Press Menu on the camera to activate the LCD monitor.



2.

 Find “External Speedlite control,” “Flash control,” or a similar command and press the Set button.
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Figure 12.19
 Pre-2012 camera models have text-based menus. Check your user manual for details.






3.

 Select “Flash function settings” or similar and press the Set button.



4.

 Scroll down to Wireless set or similar and press the Set button.



5.

 Select Enable in Wireless func. and press the Set button.



Using The Icon-Based Speedlite Control Menu To Activate An Optical Master
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Figure 12.20
 Newer camera models have icon-based menu systems that show all the current Speedlite settings on a single screen. Here, the icon in the red box indicates that the master has been disabled—it will send instructions to the slave via an optical pre-flash and then remain dark when the shutter opens.








1.

 Press Menu on the camera to activate the LCD monitor.



2.

 Find “External Speedlite control,” “Flash control,” or a similar command and press the Set button.



3.

 Select “Flash function settings” or similar and press the Set button.



4.

 Scroll through the options until “Master flash firing” is highlighted (as shown in Figure 12.20
 ) and press the Set button.



5.

 Select “Enable” or “Disable” as desired and press the Set button.



 Moving Your Master Speedlite Off-Camera

A master Speedlite must be connected to the camera’s hotshoe—either directly or via an E-TTL cord. Use a short E-TTL cord if your master is bolted to a flash bracket, such as that shown previously in Figure 12.4
 . Use a straight, extra-long E-TTL cord if you want to move the master Speedlite farther off-camera. There are several reasons for making this move.
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Figure 12.21
 An optical master Speedlite can either be connected directly to the camera’s hotshoe (top) or to the hotshoe via an E-TTL cord (bottom).






In Bright Sun, Position The Master Speedlite Where The Slaves Can See It


The sensors on optical slaves are blinded when they look into the sun (just like us). You can use an extra-long E-TTL cord to move the master Speedlite to a spot where the slaves can look away from the sun and see the master’s signals. Remember, of course, to turn the bodies of the slave to look at the master and their heads so that they point towards your subject.





Master As Off-Camera Key Or Fill Light


As we explored in Chapter 5
 : Position Is Relative
 , there is a significant difference between the look of on-camera flash versus off-camera flash—remember, it’s the shadows that make the difference.
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Figure 12.22
 Left: The on-camera master (M) provides fill light and the slave (S) provides key light. Right: When the master (M) is moved off-camera as the key light, the slave (S) can be moved to create hair and rim light.




When you have an optical master sitting in the hotshoe of your camera, it will add on-camera flash to your shot. This is fine if you need a bit of fill light (use ratios to dial the master’s power down separately from the slave’s power). As will be discussed later in this chapter, you can also disable the master so that it sends instructions to the slaves and then remains dark when the shutter opens. When you do this, you essentially have a $400+ communicator on top of your camera.

For the cost of the extra-long E-TTL cord ($45–$65), you can bring the master back into the mix as either an off-camera key or fill light. Just move it to a spot where it contributes valuable light to the shot and has a visual path to each of the slaves. Remember to keep it enabled so that it sends the instructions to the slaves and fires when the shutter opens.



 Run An Optical Master Over To The Window To Talk To Slaves Outside


I learned this technique from my sensei, Joe McNally, who links several Nikon off-camera cords together to fire a master Speedlight out a window so that it will control several slaves outside (which usually send gelled light back in through the window to mimic a sunset). This was the genesis for my idea to use an extra-long E-TTL cord—stringing a bunch of short coiled cords together is more expensive.



As Canonistas, we can control the entire system from the LCD of our cameras. The E-TTL cord enables us to change the wireless system’s mode, sync, power, etc., from our shooting position.
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Figure 12.23
 Top: An optical master on an extra-long E-TTL can be moved to a window to control gelled slaves outside. Bottom: The resulting effect is that of a setting sun streaming in through the window.




You will see a number of my shots that were inspired by Joe’s technique later in the Handbook
 . For now, know that a long, straight E-TTL cord is much easier to manage than three coiled cords attached end-to-end. The coiled cords want to swing in the air between the camera and Speedlite. A long, straight cord will drop to the floor and stay out of the way. I have even been able to hide the cord and master in frame because of its length and flexibility.



Control An Optical Master And Slaves Inside A Softbox


When we get into Chapter 15
 : Those Big Modifiers Always Get In The Way
 , you will learn how softboxes and other large modifiers create soft shadows. One of the challenges of using a large modifier is that its shape can block the visual path between an optical master and slave.
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Figure 12.24
 The Apollo softboxes by Westcott mount the Speedlite(s) inside. By connecting the master Speedlite to an extra-long E-TTL cord, you can control the wireless system from your camera.




This might not be an issue indoors—where the master’s signal can reach around the softbox by bouncing off a wall. When there are no surfaces for the bounce—such as when shooting outdoors—an extra-long E-TTL cord can be used to control the master Speedlite while it is attached to the softbox. The master’s light coming out of the softbox can be used to control nearby slave Speedlites—provided that they are not hidden behind another modifier.

Some of my favorite softboxes for Speedliting are the Apollo softboxes made by Westcott. Rather than mount the Speedlite outside, the Apollo design mounts the flash inside. The size of the Apollo softboxes also makes it possible to mount several Speedlites inside, which is a big help when shooting high-speed sync (which causes a power loss) or when a faster recycle time is needed.

With Canon’s ability to control the settings of a master Speedlite from the LCD of the camera, moving that master inside an Apollo on an E-TTL cord and letting it control slaves is a fantastic way to work. I’ve done this for years.



 To Fire Or Not To Fire: The Optical Master Wants to Know

One of the issues you have to consider when setting up a wireless shoot is whether the master is enabled
 or disabled
 . By enabled
 , I mean that it will send instructions to the slaves as well as fire during the actual exposure. By disabled
 , I mean that it will communicate with the slaves, but not fire when the shutter is open.



This can get confusing, so I’ll say it up front: Even if you disable an optical master, you will see it flash. What you’re seeing is the master communicating to the slaves via a series of pre-flashes right before the actual exposure. As you know, the difference between the pre-flash and the main flash is a fraction of a second.



Why You Might Want To Disable The Master


If the master is in the hotshoe, you run the risk of killing the quality of light with on-camera flash if it fires at a powerful level. A strong blast from the master will make your picture look like a driver’s license portrait.





Why You Might Want To Enable The Master


If you are shooting a two-light setup—namely a master and a slave—then you have a legitimate reason to want light from the master. If the master is on-camera (as opposed to being moved off-camera with an E-TTL cord), you’ll want to use the master as a low-power fill.






Geek Speak: —Wireless On/Off vs. Master On/Off—


I understand that the idea of Enabled/Disabled can be confusing. Remember that when you see “Wireless On/Off” or “Wireless Enabled/Disabled,” this refers to the whole wireless system. If Wireless is Off/Disabled, then only the flash connected to the hotshoe will fire.

When you see “Master On/Off” or “Master Enabled/Disabled,” this refers to whether the master will contribute light to the shot by firing a flash of light when the shutter is open. Even when the Master is Off/Disabled, it will still send the instructions to the slave Speedlites via a pre-flash pulse of light.







The Speedlite LCD Makes It Hard To Tell If The Master Is Enabled Or Disabled


It takes really keen eyesight to see the master enabled
 icon on the Speedlite LCD panel. What you are looking for is whether or not there are three rays (lines) coming from the head of the miniscule Speedlite icon. If you see the three rays, you know the master is enabled. If you don’t see the three rays, either the master is disabled or you need to find your reading glasses.
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Figure 12.25
 The rays in the top-left frame indicate that the master is enabled. The absence of the rays in the bottom-left frame indicate that it is disabled. At right is the icon on the LCD of a 580EX II.






Master Flash Firing On/Off Via The 600EX-RT LCD Panel
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Figure 12.26
 The lack of rays coming from the Speedlite icon indicate that the master is disabled.








1.

 Confirm that your Speedlite is set as an optical master.



2.

 Repeatedly press Fn Button 4 (rightmost) until Menu 2 displays.



3.

 Press Fn Button 1 (leftmost) to set Master Flash Firing to Enabled or Disabled. You have to look at the tiny Speedlite icon on screen: Enabled = light rays present.



 Disabling And Enabling The Master On The 580EX II / 580EX LCD Panel
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Figure 12.27
 The ZOOM button on the 580EX II is the gateway to the entire wireless menu.








1.

 Repeatedly press the Zoom button to cycle through the wireless master options until you see the three rays blinking on the Speedlite icon.



2.

 The word Off or On will also blink with the three rays.



3.

 Turn the Select Dial if you need to choose the other option.



4.

 Press the Set button to confirm your choice.



Disabling And Enabling The Master On The 550EX LCD Panel
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Figure 12.28
 The 550EX uses the Sel/Set button to activate the Master Enable/Disable function and the +/– buttons to toggle between the options.








1.

 Confirm that the Speedlite is a master.



2.

 Press the Sel/Set button repeatedly until the Speedlite icon blinks on the LCD.



3.

 Press the + or – button to set either On (Enabled) or Off (Disabled).



4.

 Press the Sel/Set button to confirm.
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 Note: The flash arrow will blink when the master is disabled.



Disabling And Enabling A Pop-Up Master
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Figure 12.29
 To disable the pop-up master (while keeping the wireless system on), choose the option without the popup icon—shown here in blue.








1.

 Press Menu on the camera to activate the LCD monitor.



2.

 Scroll to “Flash Control” under the left camera tab and press the Set button.



3.

 Scroll down to “Built-in flash func. setting” and press the Set button.



4.

 Scroll down to “Wireless Func.” and press the Set button.



5.

 For Speedlite only, choose the icon without the pop-up (shown in Figure 12.29
 ). Press the Set button to confirm.



Disabling And Enabling Speedlite Master Via Camera LCD
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Figure 12.30
 Enabling or disabling the master is easy on the camera’s LCD.








1.

 Find “External Speedlite control,” “Flash control,” or similar and press Set button.



2.

 Select “Flash function settings” or a similar command and press the Set button.



3.

 Scroll down to “Wireless set.”



4.

 Scroll down to Master flash and press the Set button.



5.

 Scroll up or down between Enable and Disable. Press the Set button to confirm.
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 Note: These are generic instructions.



 Activating a Speedlite as an Optical Slave



Activating The 600EX-RT As An Optical Slave
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Figure 12.31
 Activating the 600EX-RT as an optical master.
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 Repeatedly press the Wireless Flash Button (button on left with sideways flash-bolt icon) until the optical wireless icon appears in the upper-right corner of the Speedlite LCD and the word “Slave” appears—as shown in Figure 12.25
 .



Activating The 580EX II As An Optical Slave
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Figure 12.32
 To switch the 580EX II into slave mode, hold the Zoom button down for 3″.








1.

 Press and hold the Zoom button for three seconds.



2.

 If OFF is blinking, turn the Select Dial right two clicks. If Master ON is blinking, turn the Select Dial right one click. Press the Set button.



Activating The 580EX As An Optical Slave
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Figure 12.33
 The 580EX has an external lever that moves the Speedlite in and out of wireless.
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 Move the switch below the Select Wheel from Off to Slave.



Activating The 550EX As An Optical Slave
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Figure 12.34
 The 550EX has an external lever that moves the Speedlite in and out of wireless.
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 Slide the power switch from Off to Slave.



 Activating The 430EX II As An Optical Slave
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Figure 12.35
 To switch the 430EX II into slave mode, hold the Zoom button down for 3″.








1.

 Press and hold the Zoom button for three seconds.



2.

 Press the right Select button until Slave appears in the LCD panel. Press the Set button to confirm your selection.



Activating The 430EX As An Optical Slave
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Figure 12.36
 The 430EX has an external lever that moves the Speedlite in and out of wireless.
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 Move the switch below the Select Buttons from Off to Slave.



Activating The 320EX As An Optical Slave
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Figure 12.37
 The power switch on the 320EX activates the Speedlite as a slave.
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 Slide the power switch to the mark between Off and On.



Activating The 270EX II As An Optical Slave
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Figure 12.38
 The power switch on the 270EX II activates the Speedlite as a slave.
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 Slide the power switch to the mark between Off and On.




Speedliter’s Tip: —Turn Power Saving Off—


As a power-saving feature, Speedlites have an Auto Power Off function that turns the power off automatically after a few minutes without use. When using a Speedlite as a slave, this can be a hassle.

As a general rule, I disable the Auto Power Off on all my Speedlites. I do this via the Speedlite Custom Functions (C.Fn.) menu, which is specific to each model:
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 600EX-RT: C.Fn-01 set to 1–Off


[image: Image]

 580EX II: C.Fn-01 set to 1–Disabled
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 580EX: C.Fn-14 set to 1–Off
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 550EX: Do not set power switch to SE.
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 430EX II: C.Fn-01 set to 1–Disabled
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 430EX: C.Fn-01 set to 1–Off
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 320EX: C.Fn-01 set to 1–Off

Additionally, Speedlites have a slave Auto Power Off timer that puts the slave to sleep after either 10 minutes or 60 minutes of inactivity. I make sure that all my Speedlites are set to the 60-minutes setting:
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 600EX-RT: C.Fn-10 set to 0–60 minutes
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 580EX II: C.Fn-10 set to 0–60 minutes
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 580EX: C.Fn-4 set to 0–60 minutes
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 550EX: Do not set power switch to SE.
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 430EX II: C.Fn-10 set to 0–60 minutes
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 430EX: C.Fn-02 set to 0–60 minutes
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 320EX: C.Fn-10 set to 0–60 minutes

Even though the feature is Auto Power Off, it really just puts the Speedlite to sleep. You can reactivate your slaves by pushing the Pilot button on the master, which fires a test flash.








Geek Speak: —Master / Slave Ready Lights—


A master Speedlite will indicate its readiness to fire by illuminating the Pilot/Test button with a red light. Optical slaves will indicate their readiness to fire by blinking a lamp through the red AF-assist panel.
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 Channels: Master and Slaves Must Be the Same

There are four channels in the Canon optical wireless system, simply numbered 1–4. All the Speedlites, both master and slave(s), have to be on the same channel. If your master is on Channel 3 and your slaves are on Channel 4, the slaves will not fire.



Essentially, the purpose of channels is to facilitate a way for up to four Canon shooters to shoot wireless flash in the same area. If you are working in the vicinity of other Canon photographers, introduce yourself and sort out what channel each of you will use. As long as you are on separate channels, you will not interfere with each other’s lighting.



Setting The Channel On The 600EX-RT Optical Master
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Figure 12.39
 On the 600EX-RT, the channel for the optical master is set on Menu 3.








1.

 Confirm that the 600EX-RT is set as an optical master.



2.

 On Menu 3, press the CH button.



3.

 Turn the Select Dial to 1, 2, 3, or 4.



4.

 Press the Set button to confirm.



Setting The Channel On The 600EX-RT Optical Slave




1.

 Confirm that the 600EX-RT is set as an optical slave.





2.

 On Menu 2, press the CH button.



3.

 Turn the Select Dial to 1, 2, 3, or 4.



4.

 Press the Set button to confirm.



Setting The Channel On The 580EX II / 580EX
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Figure 12.40
 On the 580EX II / 580EX, the channel is indicated at the center of the screen.








1.

 Confirm that the 580EX II is in master or slave mode.



2.

 Repeatedly press the Zoom button to cycle through until CH blinks.



3.

 Turn the Select Dial to 1, 2, 3, or 4.



4.

 Press the Set button to confirm.



Setting The Channel On The 550EX




1.

 Confirm that the wireless switch is set to either Master or Slave.





2.

 Repeatedly press the Sel/Set button to cycle through until CH blinks.



3.

 Press the + or – button to select channel 1, 2, 3, or 4.



4.

 Press the Sel/Set button to confirm.



Setting The Channel On The 430EX II / 430 EX




1.

 Confirm that the 430EX II is in slave mode.





2.

 Repeatedly press the Zoom button until CH blinks on screen.



3.

 Press the + or – button to select channel 1, 2, 3, or 4.



4.

 Press the Sel/Set button to confirm.



Setting The Channel On The 320EX
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 Slide the CH switch to the desired channel 1, 2, 3, or 4.





The Channel Is Preset On The 270EX II
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 The 270EX II works on all channels. There is no need to set a specific channel.





 Using The Text-Based Speedlite Control Menu To Select The Channel For An Optical Master
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Figure 12.41
 Although the menu sequence varies by camera model, once you find the wireless control screen, setting the channel is very easy.








1.

 Press Menu on the camera to activate the LCD monitor.



2.

 Find “External Speedlite control,” “Flash control,” or a similar command and press the Set button.



3.

 Select “Flash function settings” or similar and press the Set button.



4.

 Scroll down to “Wireless set.” or similar and press the Set button.



5.

 Scroll down to “Channel” and press the Set button.



6.

 Use the Select Wheel to choose the desired channel (1–4). Then press the Set button to confirm your choice.



Using The Icon-Based Speedlite Control Menu To Select The Channel For An Optical Master




1.

 Press Menu on the camera to activate the LCD monitor.
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Figure 12.42
 Setting the wireless channel as an optical master on the 5D Mark III.






2.

 Find “External Speedlite control,” “Flash control,” or a similar command and press the Set button.



3.

 Select “Flash function settings” or similar and press the Set button.



4.

 Scroll through the icons on screen until “Optical channel” is selected. Then press the Set button.



5.

 Use the Select Wheel to choose the desired channel (1–4). Then press the Set button to confirm your choice.



Setting The Channel When Using The Pop-Up Flash In Master Mode




1.

 Press the flash-bolt button on the camera to pop up the built-in flash.





2.

 Press Menu on the camera to activate the LCD monitor.
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Figure 12.43
 Setting the wireless channel for the pop-up master on a 7D Mark II.






3.

 Scroll to “Flash Control” under the left camera tab and press the Set button.



4.

 Scroll down to “Built-in flash func. setting” and press the Set button.



5.

 Scroll down to Channel and press the Set button.



6.

 Scroll up or down to the channel of your choice. Press the Set button to confirm your choice.



 Groups: Assigning Jobs to Specific Speedlites

One of the benefits of shooting Canon’s optical wireless system is that you can control multiple Speedlites at different power levels. For instance, you can use Speedlites in two different groups so that you can adjust the amount of key and fill light wirelessly from your camera. In another situation, you might want to adjust the power levels separately for the key light hitting your subject and the background light.



Any time that you want Speedlites to operate at different power levels, you assign them to different groups. Canon calls them Flash Groups or Slave ID groups.

The Canon optical system has three Flash Groups: A, B, and C. By default, the master is always a member of group A. You will never make a Flash Group setting on the master. (Do not confuse this with the need to make a Ratio setting on the master.) Optical slaves can be in A, B, or C...but don’t stop reading right here.

Canon’s method of controlling an E-TTL group C is a bit of a workaround. I recommend that, when shooting E-TTL, you use groups A and B and avoid a group C. When shooting all the Speedlites wirelessly in Manual, then group C is as easy to run as groups A and B.




Speedliter’s Tip: —Don’t Worry About The Mode On The Slave—


Note: Regardless of the mode setting on the master, a Speedlite will default to E-TTL when activated as a slave. Don’t worry about this. The slave will change its mode, if necessary, when the master next fires.







 Setting The Flash Group On A 600EX-RT Optical Slave
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Figure 12.44
 On the 600EX-RT optical slave, the Flash Group is indicated on the left side of the screen. Use the Gr button to change the setting.








1.

 Confirm that the 600EX-RT is set as an optical slave.



2.

 On Menu 1, repeatedly press the Gr button until the desired group appears on screen.



Setting The Flash Group On A 580EX II Optical Slave
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Figure 12.45
 Pressing the Zoom button will cycle through the wireless control options. When the A, B, or C next to Slave blinks, turn the Select Dial to choose another group, then hit the Set button to confirm your choice.








1.

 Confirm that the 580EX II is in slave mode.



2.

 Repeatedly press the Zoom button to cycle through until A, B, or C blinks to the right of SLAVE.



3.

 Turn the Select Dial to choose the desired group.



4.

 Press the Set button to confirm your choice.



Setting The Flash Group On A 580EX Optical Slave
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Figure 12.46
 Pressing the Zoom button will cycle through the wireless control options. When the A, B, or C next to Slave blinks, turn the Select Wheel to choose another group, then hit the Set button to confirm your choice.








1.

 Confirm that the switch under the Select Dial is set to Slave.



2.

 Repeatedly press the Zoom button to cycle through until SLAVE blinks.



3.

 Turn the Select Dial to change to A, B, or C.



4.

 Press the Set button to confirm your choice.



Setting The Flash Group On A 550EX Optical Slave
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Figure 12.47
 Setting the Flash Group on a 550EX optical slave starts and ends with the Sel/Set button.








1.

 Confirm that the wireless switch is set to Slave.



2.

 Repeatedly press the Sel/Set button to cycle through until SLAVE blinks.



3.

 Press the + or – button to select group A, B, or C.



4.

 Press the Sel/Set button to confirm.



Setting The Flash Group On A 430EX II Optical Slave




1.

 Confirm that the 430EX II is in slave mode.





2.

 Repeatedly press the Zoom button to cycle through until A, B, or C blinks to the right of SLAVE.



3.

 Press the left or right Select button to choose the desired group.



4.

 Press the Set button to confirm your choice.



Selecting A Group On A 430EX Optical Slave




1.

 Confirm that the switch under the +/- buttons is set to Slave.





2.

 Repeatedly press the Zoom button to cycle through until SLAVE blinks.



3.

 Press the left or right Select button to choose A, B, or C.



4.

 Press the Set button to confirm your choice.



Setting The Flash Group On A 320EX Optical Slave
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Figure 12.48
 Setting the Flash Group on a 320EX is easily done by sliding the Gr switch.








1.

 Confirm that the power switch is set to Slave.



2.

 Slide the Gr switch to the desired group A, B, or C.



The Group Is Preset On A 270EX II Optical Slave
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 The 270EX II always operates as a member of Group A.





 Adjusting E-TTL Flash Power in Optical Wireless

The whole point of assigning slaved Speedlites to different groups is so you can fire them at different power levels. How you adjust the power depends upon the mode of your wireless master.





Flash Groups: ALL, A:B, A:B C


As explained in the previous section, in Canon optical wireless, the master is always a member of Group A and the slaves can be assigned to groups A, B, or C. The Flash Group setting defines how these different groups of Speedlites will work together.
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 ALL—fires the master and all slaves at the same power level. Even if slaves are assigned to groups B and C, they will fire as if they are members of group A.
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 A:B—controls the master and all slaves in group A together and all slaves in group B together. The power setting for group A can be the same or different than group B. Any slaves assigned to group C will not fire.
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 A:B C—provides three groups of power control in E-TTL. (In Manual and Multi wireless, the three-group setting is A:B:C.)



E-TTL Ratios / FEC In E-TTL Wireless


When you shoot E-TTL in optical wireless, you will use ratios to adjust the power level of different groups. Essentially, you use a ratio to establish the relationships between the power level of the groups and then E-TTL drives the whole power level up or down as needed—which you can fine-tune with FEC, just as you would in non-wireless E-TTL.



I understand that the idea of ratios can be confusing. Read on bravely—I am confident that you will get the concepts sorted out. However, if you continue to find Canon ratios confusing, switch your master’s mode to Manual and dial in the power setting for each group directly.



The Right And Left Of Ratios


In Canon wireless, a ratio for two E-TTL groups is expressed as group A to group B (A:B). When you are looking at the ratio scale on the LCD panel of your master Speedlite or on the LCD monitor of your camera, the left side is always group A and the right side is always group B.
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Figure 12.49
 This display on the LCD panel of a 600EX-RT indicates a ratio of 1:4.
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Figure 12.50
 This display on the LCD monitor of a 5D Mark II indicates a ratio of 4:1.




Understand that we’re talking about the ratio scale, not the placement of your Speedlites. You are certainly free to place the group B Speedlites on the left side of the subject and the group A Speedlites on the right side (or wherever else you want).

However, when you do this, you have to remember that if you want the left side to be brighter, you have to move the ratio farther to the right on the scale.

I like to keep things simple. So, I always try to have my Group A Speedlites on the left side and my Group B Speedlites on the right side of my subject.



 Converting Ratios To Stops


I concede that Canon’s ratio approach is different and that it seems antiquated. I would rather have an FEC scale for each group—which is exactly what we now have when shooting the 600EX-RT in Group mode (radio only). Yet, Canon’s E-TTL ratios are what they are. So, I learned a long time ago to decode ratios into stops and quit whining about the jargon.



The ratio scale runs from 8:1 on the left to 1:1 in the center to 1:8 on the right. Simply stated, 8:1 means that Group A is eight times brighter than Group B. 1:1 means that they are equal. 1:8 means that Group B is eight times brighter than Group A.

Now, please, please, please don’t fall into the trap of thinking that 8:1 or 1:8 means that one side is eight stops brighter than the other. The truth is that it means one side is three stops brighter than the other. Confused? Don’t worry, we’ll go through the math slowly.

The first thing to remember when converting ratios to stops is that to change a flash or camera setting by one stop means that you have either doubled the light or cut it in half.

Now, to start with the math, if you have a 1:1 ratio, that means that the illumination from both sources is equal.
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Figure 12.51
 In a 1:1 ratio, Group A and Group B fire at the same power level.




Now, if you double the illumination on the left side, you have increased it by one stop. Since we have twice as much illumination on the left side as on the right side, we have a ratio of 2:1.
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Figure 12.52
 In a 2:1 ratio, the Group A power level is one stop higher than Group B.




Let’s increase the illumination on the left side again by exactly one stop. So what’s the new ratio? Did you say 3:1? Sorry. To increase something by a stop, you double it. So double two and you have...four. The new ratio is 4:1, which means that the left side is two stops brighter than the right side.
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Figure 12.53
 In a 4:1 ratio, the Group A power level is two stops higher than Group B.





Final-round question:
 If you increase the brightness of the left side again by exactly one stop, what’s the ratio? Doubling four is easy: The new ratio is 8:1. From the beginning, how many times have we doubled the light? Three. 1→2→4→8. So 8:1 is a three-stop difference.
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Figure 12.54
 In an 8:1 ratio, the Group A power level is three stops higher than Group B.




Note: If the ratios are 1:2, 1:4, or 1:8, then the higher power level jumps to the other side.



 A:B Ratios: Two-Group E-TTL

There are many ways to set up two-group lighting. On this spread, we’ll look first at a traditional setup with hard lights at the same distance from the subject and 45° on the lighting compass to the left and right of the subject. Then we’ll look at the same with soft lights.





Hard Light With Ratios For Portraits


In the hard-light series, notice how the density of the arm shadow in the lower corner increases as the ratio changes.





 [image: Image]




Figure 12.55
 Hard light at 1:1.
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Figure 12.56
 Hard light at 1:2.
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Figure 12.57
 Hard light at 1:4.
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Figure 12.58
 Hard light at 1:8.






 Soft Light With Ratios For Portraits


In the soft-light series below, notice that there is no arm shadow because the softbox was able to reach around Mallory.
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Figure 12.59
 Soft light at 1:1.
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Figure 12.60
 Soft light at 1:2.
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Figure 12.61
 Soft light at 1:4.
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Figure 12.62
 Soft light at 1:8.






 Ratio Between On-Camera Fill And Off-Camera Key


If the master is on-camera (as opposed to being moved off-camera via an E-TTL cord), I will almost always disable it so that it does not add a bunch of unflattering on-camera flash to the scene. The only time that I will not disable the on-camera master is when I’m using it to create on-axis fill light.



In these examples, the off-camera key light (Group B) is at 45° right on the lighting compass and the same distance from the subject as the on-camera master/fill flash (Group A).
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Figure 12.63
 On-camera fill at 1:1.
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Figure 12.64
 On-camera fill at 1:2.
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Figure 12.65
 On-camera fill at 1:4.
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Figure 12.66
 On-camera fill at 1:8.






 Ratio Between Opposing Off-Camera Speedlites


Interesting light happens when the subject is caught in the crossfire between two lights that are facing each other. (Trade secret: This is one of my favorite lighting setups.) In these shots, the key (group A) is at 45° right on the lighting compass and the rim (group B) is at 135° left.



This means that the key light is in front of the subject and the rim light is behind. Both are equidistant from the subject.
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Figure 12.67
 Crossfire lighting at 1:1.
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Figure 12.68
 Crossfire lighting at 1:2.
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Figure 12.69
 Crossfire lighting at 1:4.






 [image: Image]




Figure 12.70
 Crossfire lighting at 1:8.






 A:B C Ratios: Three-Group E-TTL

Placing your Speedlites into three groups can provide you with the traditional key, fill, and background lights. If used a bit more boldly, it can also provide you with key, fill, and rim light.





Canon’s View Of Three-Group Photography


Canon’s view of three-group E-TTL setups is very specific. Groups A and B light the subject. Group C lights the background.
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Figure 12.71
 My homage to the infamous three-group lighting diagram in the 580EX II user manual—group A is 45° left, group B is 45° right, and group C is on the background. Note: Use of a penguin is optional.




In three-group E-TTL, groups A and B are still controlled through an A:B Ratio. Group C is controlled via a special group C Flash Exposure Compensation. A simple way to think about controlling the C group is that if you want it brighter, you dial up its FEC (and vice versa).

There are three ways to set Group C in E-TTL:
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 On the camera LCD monitor (best option)
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 On the master Speedlite LCD panel
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 On the Group C Speedlite(s)



Setting Group C Via Camera LCD Monitor


If the master is a 600EX-RT or a 580EX II on a compatible (40D or later) camera, the easiest place to control three-group E-TTL is on the camera’s LCD.





 [image: Image]




Figure 12.72
 If you have a 580EX II as the master, setting the FEC for group C is much easier on the camera’s LCD.






Setting Group C Via Master 600EX-RT LCD




1.

 Confirm that your Speedlite is an optical master and that the mode is E-TTL.





2.

 Press the rightmost function button repeatedly until its label reads “Menu 2.”
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Figure 12.73
 Step 3—Pressing the Gr button cycles through ALL > A:B > A:B C > ALL.






3.

 Press the Ratio button repeatedly until you see A:B in one box and C just below.



4.

 Press the Gr button. A:B will highlight. If you want to adjust the A:B ratio, do step 5. If not, jump straight to step 6.



5.

 To set the A:B ratio, press the A:B +/- button to activate the ratio scale. Use the Select Dial to choose the ratio. Press the Set button. Press the return arrow.


 
6.

 To adjust the group C FEC, press the Gr button, turn the Select Dial to highlight C, and press the Set button to activate the FEC scale. Then press the C +/- button to highlight the FEC scale. Use the Select Dial to choose the amount of FEC. Press the Set button. Press the return arrow.



Setting Group C Via Master 580EX II LCD




1.

 Confirm that your Speedlite is an optical master and that the mode is E-TTL.





2.

 Press the Zoom button to cycle through the choices. When Ratio blinks, turn the Select Dial so that A:B C appears. Press the Set button.



3.

 Turn the Select Dial to the desired A:B ratio. Press the Set button.



4.

 Press the Set button four times. It will cycle through FEC, FEB, A:B Ratio, and then Ratio C. You are looking for “Ratio C” to blink.



5.

 Turn the Select Dial to the desired FEC for Group C. Press the Set button.
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Figure 12.74
 Step 5—After the ratio mode on the Speedlite is set to A:B C, you first set the A:B ratio as you would for a two-group setup. The key to setting the FEC for group C is to push the Set button four times.






Setting Group C Via Slave LCD Panel


This can be much faster than setting the Group via the master. However, you have to walk over to the Group C slave(s) and do it by hand. The following works for the 580EX II, 580 EX, 430 EX II, 430 EX:





1.

 Confirm that the Speedlite is in slave mode and set for Group C.



2.

 Press the Set button. You will see the FEC icon[image: Image]

 blink.



3.

 Turn the Select Dial until the desired amount of Group C FEC appears.



4.

 Press the Set button.
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Figure 12.75
 If you don’t mind taking a walk, an easy way to set the FEC for group C is to do it manually on each group C speedlite—the same way that you would normally dial in FEC by turning the Select Dial and then hitting the Set button.







Speedliter’s Tip: —Run Group C In Manual—


The nature of a background light is that the distance between the Speedlite and the background does not vary. So, if you find the A:B C approach to be a bit cumbersome because of all the button-pushing required to get Group C activated and adjusted, consider running the background light as an Independent Slave in Manual while lighting the subject in E-TTL. The details are at the end of this chapter.







 Adjusting Manual Flash Power in Optical Wireless

Compared to E-TTL, Manual mode is a much easier way to control a multi-group Canon wireless system. Manual gives you the ability to adjust the power of each flash group individually.



If your subject-to-flash distance is fixed, such as when shooting a portrait, then I suggest that you switch the master’s mode to Manual. Remember that this mode change will be made on the slave(s) when the master next fires. You do not need to set the slaves to Manual.

If you need just one group, set the Flash Group to ALL. If you need two groups operating at different power levels, use A:B. If you need three groups of control, use A:B:C.

An important bit to remember about Manual mode in optical wireless is that the master’s instructions are still sent to the slaves via a coded series of pre-flashes. So, flashes and strobes that use optical slave eyes as triggers will still fire prematurely. (This is not a problem when shooting Manual mode in radio wireless as the master’s instructions are sent to the slaves invisibly by radio.)



Setting Manual Power For Wireless Groups Via Camera LCD Monitor


If the master is a 600EX-RT or a 580EX II on a compatible (40D or later) camera, the easiest place to control manual power settings for optical wireless setups is on the camera’s LCD.
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Figure 12.76
 Setting the power for individual groups on the LCD of a Canon camera is fast and easy.






Setting Manual Flash Power Via LCD On A 600EX-RT
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Figure 12.77
 Controlling three Flash Groups in Manual mode is much simpler than in E-TTL. Each group gets its own power scale.








1.

 Confirm that your Speedlite is an optical master and that the mode is Manual.



2.

 On Menu 1, press the Ratio button repeatedly to set the number of groups—ALL (one group), A B (two groups) or A B C (three groups). Press the Set button to confirm.



3.

 Press the Gr button to select the group you want to control. At first, A (or ALL) will highlight. If you want to adjust the group A power, press the A +/- button to highlight the power scale. Use the Select Dial to choose the power level. Press the Set button to confirm. Press the return arrow.



4.

 To choose another group to change, press the Gr button again. The last group that you worked with will be highlighted. Use the Select Dial to highlight the letter of the next group that you want to control. Press the +/- button for that group. The power scale will highlight. Use the Select Dial to choose the power level. Pres the Set button to confirm. Press the return arrow.



5.

 To work a third group, repeat step four.



 Setting Up Wireless Manual Via LCD Panel On A 580EX II Or 580EX
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Figure 12.78
 On the 580EX II / 580EX, the group letter and its power level will blink to let you know that the power level can be changed by turning the Select Wheel.








1.

 Confirm that your Speedlite is an optical master and that the mode is Manual.



2.

 Press the Zoom button repeatedly until Ratio blinks.



3.

 Turn the Select Dial to choose either Off (one group), A:B (two groups), or A:B:C (three groups). Press the Set button to confirm your choice.



4.

 Turn the Select Dial so that A is underlined. Press the Set button. A and its power setting will now start blinking.



5.

 Turn the Select Dial to the power level you want for group A. Press the Set button to confirm your choice.



6.

 B and its power level will now blink. Turn the Select Dial to the power level you want for Group B. Press the Set button to confirm your choice.



7.

 If you are in A:B:C, C and its power level will now blink. Turn the Select Dial to the power level you want for Group C. Press the Set button to confirm your choice.



8.

 Keep in mind that the master is always part of Group A. If you do not want it to flash, you must disable it.
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 Note: After you complete the settings, you can check the respective flash output for each group by turning the Select Dial.



Setting Up Wireless Manual Via LCD Panel On A 550EX
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Figure 12.79
 On the 550EX, the group letter and its power level will blink to let you know that the power level can be changed by pressing the + or – button.








1.

 Confirm that your Speedlite is an optical master and that the mode is Manual.



2.

 Press the Sel/Set button repeatedly until Ratio blinks.



3.

 Press the – (minus) button to choose either Off (one group), A:B (two groups), or A:B:C (three groups). Press the Sel/Set button to confirm your choice.



4.

 A and its power setting will now start blinking. Press the + or – button to select the power for group A. Press the Sel/Set button to confirm your choice.



5.

 B and its power setting will now start blinking. Press the + or – button to select the power for group B. Press the Sel/Set button to confirm your choice.



6.

 If you are in A:B:C, C and its power level will now blink. Press the + or – button to select the power for group C. Press the Sel/Set button to confirm your choice.



7.

 Keep in mind that the master is always part of Group A. If you do not want it to flash, you must disable it.
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 Note: After you complete the settings, you can check the respective flash output for each group by pressing the + or – button.



 Adjusting Multi Flash Power in Optical Wireless

If you become obsessed with stroboscopic flash, you will want to check out the options for slave groups in Multi mode. In wireless Multi, the total number of flashes and the Hertz (flashes per second) is set for the entire system and power is set by group.



Essentially, it works the same way as Manual mode. If you need just one group, set the Flash Group to ALL. If you need two groups operating at different power levels, use A:B. If you need three groups of control, use A:B:C. Follow the preceding instructions for the model of your master when in Manual mode and you will be on your way. Just remember to set the mode of the master to Multi in step 1.
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Figure 12.80
 On the 600EX-RT, Menu 2 is the gateway in radio wireless to controlling multiple groups of Speedlites in Multi mode.
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Figure 12.81
 The LCD of 580EX II in Multi mode wireless with three groups. Here C is underlined, indicating that its power level can be changed.





Activating a Speedlite as an Independent Slave

There is a little-known technique in Canon optical wireless that sets up a Speedlite as an Independent Slave. While this technique may not be widely known, it is incredibly useful in several situations:
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 You want to shoot three-group E-TTL (A:B C), but find the FEC control of the group C flashes to be cumbersome.
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 You want to have more than three groups in your wireless set-up.
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 You want to shoot Manual and Multi modes together.
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 You want to use the ST-E2 optical transmitter with slaves in Manual mode.

Essentially, an Independent Slave is one that fires when the master fires all the other slaves, but its power level and mode are set directly on the unit. You can use either Manual or Multi as the mode on an Independent Slave.

There is nothing you do on the master to shoot Independent Slaves. You just have to activate the Speedlites as Independent Slaves, set their mode, and adjust their power. You can use any number of Independent Slaves—each at their own power level. Further, you can use any wireless mode and ratio set-up that you desire on the master.




Geek Speak: —Group Mode In Radio Wireless—


Canon’s introduction of the radio-enabled 600EX-RT system brought many new features to the world of Speedliting. Among the most useful is the new Group mode, which enables the individual control of up to five groups. The mode for each group can be E-TTL, Manual, or External Auto. Fine-tuning of individual E-TTL groups is intuitive because each gets its own FEC scale. Another helpful feature of Group mode is that groups can be turned on/off individually. Group mode is only available in radio wireless, so consider it to be another strong reason to upgrade your Speedlites to 600EX-RTs.







 Setting Up A 600EX-RT As An Individual Slave
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Figure 12.82
 On the 600EX-RT, holding the Mode button down on an optical slave will activate it as an Independent Slave.








1.

 Confirm that the Speedlite is set as an optical slave and that its channel matches that of the master.



2.

 Hold the Mode button down until you see “Individual Slave” appear on the LCD. This takes about three seconds.



3.

 The default mode for an Individual Slave is Manual. To set the power for Manual mode, press the +/- button on Menu 1 to highlight the power scale. Use the Select Dial to choose the power level. Then press the +/- button or the Set button to confirm your choice.



4.

 If you want the Independent Slave to work in Multi, after step 2, press the Mode button and Multi will appear on the LCD. Then press Menu 2 to access the three settings needed by a stroboscopic flash: power level, total flashes, and flashes per second (Hertz).
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 To return to normal slave operation, press the Mode button once or twice so that E-TTL appears in the upper left corner of the LCD.




Speedliter’s Tip: —600EX-RT Can Be An Individual Slave In Optical Wireless Only—


A Speedlite must be an optical slave to set it up as an Independent Slave. So, when you shoot the 600EX-RT in radio wireless, you lose access to the Independent Slave option. For similar control in radio wireless, use Group mode.







Setting Up A 580EX II / 580EX / 550EX / 430EX II / 430EX As An Individual Slave
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Figure 12.83
 Step 2—Hold down the Mode button for three seconds so that the M blinks on the left side of the screen.








1.

 Confirm that the Speedlite is set as an optical slave and that its channel matches that of the master.



2.

 Hold down the Mode button until the M blinks on the left side of the LCD panel. Press the Set button.



3.

 The default mode for an Individual Slave is Manual. The M and the power level indicator will blink to indicate that the power level can be changed. If you pause, the power level will stop blinking. To reactivate the selection option, press the Set button again. To change the power, turn the Select Dial to the level you want. Press the Set button. The power level will lock, and the M will keep blinking.



4.

 If you want the Individual Slave to work in Multi (500-series only), after step 2, press the Mode button and Multi will appear on the LCD. Press the Set button and the Select Dial to access the three settings needed by a stroboscopic flash: Hertz, number of flashes, and power.
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 To return to normal slave operation, press the Mode button once or twice so that E-TTL appears in the upper left corner of the LCD.



 Chapter 13. Radio Speedliting: Canon’s New Frontier



WHY THE 600EX-RT IS A REVOLUTIONARY SPEEDLITE





CANON OPTIONS FOR RADIO MASTER AND SLAVE





THE 600EX-RT INTERACTIVE MENU SYSTEM





PRE-2012 CAMERAS AND RADIO WIRELESS





MASTER AND SLAVE SETTINGS FOR RADIO WIRELESS





ACTIVATING THE 600EX-RT AS A RADIO MASTER





ACTIVATING THE 600EX-RT AS A RADIO SLAVE





CHANNEL: MASTER AND SLAVES MUST BE THE SAME





WIRELESS ID: MASTER AND SLAVES MUST BE THE SAME





FLASH GROUPS: ASSIGNING JOBS TO SPEEDLITES





THE LINK LIGHT CONFIRMS MASTER/SLAVE COMMUNICATIONS





TO FIRE OR NOT TO FIRE: THE MASTER WANTS TO KNOW





FINE-TUNING E-TTL FLASH POWER IN RADIO WIRELESS





SETTING MANUAL FLASH POWER IN RADIO WIRELESS





MULTI MODE IN RADIO WIRELESS





GROUP MODE: AN EXCITING AND NEW WAY TO SPEEDLITE





REMOTE RELEASE AND LINKED SHOT





NON-CANON SPEEDLITES WITH RADIO BUILT-IN





The Short Version


Canon’s introduction of the 600EX-RT Speedlite and ST-E3-RT Transmitter opened new frontiers for off-camera flash. For the first time, a two-way radio system was built into the gear. This allows the photographer to concentrate on the shoot rather than on maintaining a line-of-sight connection between camera and flash. It also allows full control of the system from the LCD of the camera.
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Figure 13.1
 With radio Speedliting, there is no need for a line-of-sight path between master and slave. Here the ST-E3-RT Transmitter controls a slaved 600EX-RT Speedlite outside the building. The flash is colored with a CTO gel to create the look of a setting sun coming through the window.






 Why the 600EX-RT is a Revolutionary Speedlite

Canon’s introduction of the 600EX-RT Speedlite and ST-E3-RT Transmitter revolutionized the world of small flash. For the first time, photographers had a radio-enabled flash system that can be controlled completely from the LCD of their Canon cameras.





 [image: Image]




Figure 13.2
 Canon’s icon for radio wireless.






The Advantages Of Radio Over Optical Wireless


There are many distinct advantages of using radio signals rather than pulses of light to carry the communication between master and slave:
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 Line-of-sight is no longer necessary
 —Radio spreads out in a spherical pattern from the master Speedlite. Likewise, the slave’s antenna is able to receive the signal from any angle. This enables us to concentrate on shooting and frees us from the distraction of having to maintain a clear optical path between master and all the slaves. Radio also enables us to completely hide Speedlites within the view of our cameras—such as behind a book on a shelf.
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 Penetrates opaque surfaces
 —Radio has the ability to penetrate solid surfaces like brick walls and the fabric of a softbox. Now we have the ability to put Speedlites outside the room in which we are shooting and still maintain full control from the LCD of our cameras. We can now install slaved Speedlites inside modifiers like the Apollo softbox series without having to also install a master on an extra-long E-TTL cable.
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 Not blinded by the sun
 —As I mentioned in Chapter 12
 , with optical slaves outdoors in bright sunlight, you must turn their sensors so that they are not looking directly into the sun. This can necessitate moving the master Speedlite away from the camera on an extra-long E-TTL cord. With the new radio system, bright ambient light is no longer an issue.
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 Greater distances
 —I have controlled 600EX-RTs at distances exceeding 300′. (Canon’s specs in the user manual are very conservative in many places; they say the range is 100′.) With optical wireless, the outer range is 50′ provided that the ambient light is dim and shorter if it is bright.
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 Invisible signal
 —The communication between master and slaves is completely invisible. This means that if the system is run in Manual or Ext. Auto mode, there is no pre-flash—which enables the 600EX-RT to fire studio strobes and other flashes using an optical slave eye as a trigger.
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 Multiple modes simultaneously
 —The new Group mode, available in radio wireless only, enables the mode of each flash group to be assigned individually from: E-TTL, Manual, or External Auto.
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 Remote on/off control of slaves
 —Group mode enables individual flash groups to be turned on/off from the camera’s LCD.
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 More flash groups
 —Group mode also enables the use of five flash groups, A–E. Other modes in radio and all modes in optical wireless have three flash groups.
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 Two-way communication
 —For the first time ever, slaves report their status back to the master. No longer do we have to guess if they are ready to fire. An audible beep on the master only sounds when all the slaves have checked in as ready.



 Interactive Menu System Makes Control Much Easier


In addition to the great advantages that radio provides, the new Speedlite and transmitter are remarkable for the simplicity of the menu system. No longer are options hidden underneath other options—such as the extended press of the Zoom button needed on the 580EX II to activate wireless. A new dot-matrix LCD forms letters and icons on the fly. So the purpose of each of the four function buttons changes based on the mode and wireless setting. The label above each button changes accordingly. If you do not see the option you want, the menu button cycles the function of each button along with their labels.





Fully Compatible With Entire Range of Canon Optical-Wireless Speedlites


The 600EX-RT is fully backwards compatible with all the other Canon Speedlites that work as optical masters and slaves. As discussed in Chapter 12
 , the 600EX-RT can be either master or slave. I suggest that you use it as the master because the new menu system is so much better than the menu on the 500-series Speedlites. Keep in mind, the 600EX-RT works in radio or
 optical wireless. It cannot do both at the same time.





ST-E3-RT Transmitter Matches The Interface Of The 600EX-RT Speedlite


The new ST-E3-RT Transmitter has exactly the same configuration as the 600EX-RT—both in terms of the buttons/dials and the menu system. So, once you learn how to operate the 600EX-RT Speedlite, you also know how to operate the transmitter. (Keep in mind that the ST-E3-RT operates in radio only. It does not have optical wireless capabilities.)




Canon Options for Radio Master and Slave

The gear choices from Canon for radio Speedliting are rather straightforward.





Two Options For A Canon Radio Master


For a radio master, there are two choices:
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 600EX-RT Speedlite
 —This versatile Speedlite provides enough functions to be considered the Swiss Army knife of Canon flashes. As a radio master, it can control up to 15 slaved 600EX-RTs. It can also provide on-camera flash and AF-Assist light.
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 ST-E3-RT Transmitter
 —This is a single-purpose device. Its only function is to serve as a master for slaved 600EX-RTs. It cannot work with Canon’s optical-only Speedlites in any way. The interface is exactly the same as that on the 600EX-RT. The low profile and light weight make it a good choice in situations where you do not need on-camera flash or AF-Assist light.



Only One Option For A Canon Radio Slave


The 600EX-RT is currently the only Canon Speedlite that will work as a radio slave. Will there some day be a slave-only radio Speedlite (such as a 450EX-RT)? I would imagine so but have no idea when.






Speedliter’s Jargon: —Yes, There Is A 600EX (Non-RT)—


The 600EX-RT operates in the 2.4 GHz ISM (Industrial, Scientific, Medical) band—the same frequencies used by microwave ovens, wireless routers, and garage-door openers. Most countries have adopted the 2.4 GHz ISM standard. For the few that do not, Canon sells the 600EX Speedlite—which is the 600EX-RT with no radio functionality.







 The 600EX-RT Interactive Menu System

One of the great features in the 600EX-RT Speedlite and ST-E3-RT Transmitter is that the LCD is much larger than that on the 500-series Speedlites, as shown in Figure 13.3
 .
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Figure 13.3
 Comparing screen sizes: 600EX-RT (left) and 580EX II (right).




Another significant change is that the new LCD uses dot-matrix pixels to form letters, numbers, and icons. Previously, all of this information was permanently baked into the screen. So, the area used for a sync icon could not be used for anything else. The larger screen and dot-matrix technology create an easy-to-understand interactive menu system.



The Two Buttons That Cause Changes On The Screen Display


The key point to know about the new menu system is that the screen changes based on mode (E-TTL, Manual, etc.) and wireless (off, radio, optical). Compare Figures 13.4
 (non-wireless) and 13.5
 (radio master). See how the button on the right changes purpose? In non-wireless, it is the sync button. In radio wireless, this button becomes the Menu button and sync moves to the Menu 4 screen, as shown in Figure 13.6
 .
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Figure 13.4
 In non-wireless, all the primary functions appear on one screen.
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Figure 13.5
 When radio wireless is activated, the right button becomes the menu button. Pressing it activates the next menu.
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Figure 13.6
 Menu 4 options for radio master E-TTL.






In Radio Wireless, Push The Menu Button To See More Options


When shooting wireless, if the option you are looking for is not on the screen, just push the rightmost button repeatedly to cycle through the menus (Menu 1, Menu 2, Menu 3, Menu 4). There are no options hidden underneath a specific button—as there are on the 580EX-series, where the Zoom button is the only button that relates to wireless control.





 Pre-2012 Cameras and Radio Wireless

Canon introduced the 600EX-RT Speedlite and ST-E3-RT Transmitter in early 2012—at the same time it announced the 5D Mark III camera. The 5D Mark III, and the EOS cameras that Canon has introduced since, are programmed to recognize the radio wireless system. These cameras can provide full control of the radio Speedlite system from their LCDs. Pre-2012 camera models do not have the ability to control the radio wireless system—but the situation is not as bad as it sounds.





2012 And Newer EOS Cameras (Post-2011)
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Figure 13.7
 2012 and newer EOS camera models display the Flash Functions Setting menu as a Quick Control display of icons on one screen.






The following EOS cameras are post-2011 camera models, which means that they recognize radio wireless and provide full control of the radio system from the Quick Control display of the flash menu on their LCDs:
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 1Dx
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 5DS, 5DS R, 5D Mark III
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 6D
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 7D Mark II
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 70D[image: Image]
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 Rebel SL1[image: Image]

 , T6i[image: Image]

 , T5i[image: Image]

 , T5, T4i[image: Image]
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 M3[image: Image]

 , M2[image: Image]

 , M1[image: Image]




[image: Image]

 Models that have touch-screen controls.



Pre-2012 EOS Cameras
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Figure 13.8
 Pre-2012 EOS camera models display the Flash Functions Setting menu as a list of text options that requires scrolling the screen.






Pre-2012 EOS cameras have the ability to display the menu options for the 600EX-RT as an optical master. Settings for radio wireless must be made directly on the LCD of the Speedlite or transmitter. (Note: Enabling the wireless system from the LCD on one of the following cameras activates the attached 600EX-RT as an optical
 master.)
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 1D Mark IV, 1Ds Mark III, 1D Mark III
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 5D Mark II
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 7D
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 60D, 50D, 40D
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 Rebel T4, T3i, T2i, T1i, XSi, XS

So what is the solution for using a pre-2012 camera model to shoot in radio wireless? Fortunately, the great LCD and interactive menu on the 600EX-RT and ST-E3-RT make it easy to control the radio system from the device itself. You have full use of E-TTL, Manual, and Multi.
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Figure 13.9
 The interactive menu on the LCD of the 600EX-RT and ST-E3-RT provides full control of radio wireless systems when shooting pre-2012 cameras.






 Other Concerns Of Shooting Pre-2012 EOS Cameras With Radio Wireless


Beyond the inability to control radio wireless from the camera LCD, there are a few other concerns when using a pre-2012 camera:
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 Sync Speed-
 —The user manual for the 600EX-RT says “flash sync speed is 1 increment slower” when radio wireless is used on pre-2012 cameras. This would mean that on a camera with a [image: Image]

 ″ sync speed, shooting in radio wireless will drop the sync speed to [image: Image]

 ″. The 600EX-RT even displays an icon !Tv on the Speedlite’s LCD next to the mode when the shutter is set above this sync minus one level. Despite the warning in the user manual and on the LCD, I have not found this to be true. I have shot the 600EX-RT in radio wireless on a range of pre-2012 cameras. I have never created a shot that has the tell-tale black bar of the shooting faster than the sync speed. Nor has the flash ever failed to fire.
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 High-Speed Sync
 —Likewise, the user manual says that high-speed sync is not possible when shooting radio wireless on a pre-2012 camera model. As with the sync speed issue, I have not found the limitation to be true. I have successfully shot HSS in radio wireless on a range of pre-2012 cameras—right up to [image: Image]

 ″.
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 No Group Mode
 —Now this is an issue that I can confirm. While it appears that you can set Group mode on the LCD of the master Speedlite or transmitter, the pre-2012 camera flips the mode to E-TTL when you push the shutter button. To test this, set your 600EX-RT slave to Group E and on the master set the mode for Group E to Manual. You will find that the slave does not fire. Now change the slave to Group C and the mode for Group C to manual on the master Speedlite’s LCD. You will find that the slave fires and that its LCD now says the mode is E-TTL. (Note: At the end of this chapter, I discuss Yongnuo’s knock-off clone of the ST-E3-RT. The YN ST-E3-RT provides full access to Group mode functions when shooting a pre-2012 camera model.)

The question begs to be asked: Why did Canon make these statements about the limitations of pre-2012 cameras? Engineers are conservative folk. Apparently there are some issues in some instances with some pre-2012 cameras. As Canon cannot guarantee the performance across such a wide gamut of gear combinations, they deprecate the specs as a bit of a buffer. Your mileage may vary.



Need A Reason To Upgrade Your Camera?


Of course, as time passes, these limitations will have less of a sting as more and more of us will upgrade to camera models that work seamlessly with radio wireless. I can tell you from lots of personal experience that there are plenty of reasons to upgrade your camera. Here are some of my favorites:
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 Lower noise at higher ISOs
 —Every generation of Canon camera takes a huge leap in this regard. I have owned every generation of the 5D and can say that noise performance jumps at least two stops with each introduction.
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 Touchscreen control
 —There is no easier way to control a Speedlite than via the iPhone-like touchscreens on the 70D, T6i, T5i, T4i, SL1, and M-series cameras. Tap the setting that you want to change and the options for the setting appear on screen. Touch the option that you want and the menu closes. I so wish that Canon would provide these screens on their higher-end cameras.
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 Fast frame rates
 —If you are a sports or wildlife shooter and find the 1D X to be beyond your budget, the 10 frames-per-second of the 7D Mark II make it a compelling camera. I do not shoot sports or wildlife frequently, but I am glad that I have a 7D Mark II around when I need 10 FPS.
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 One-button access to flash menu
 —The 7D Mark II provides one-button access to the flash menu. To make it even more useful, the screen returns to where you last used the menu. This is another feature that I hope all Canon camera introductions will have going forward—even those without pop-up flashes (which is the original purpose for the button).



 Master and Slave Settings for Radio Wireless

Use this table to guide you through the settings that are made on the Master and those that are made on the Slave. The details on how to make the settings follow.
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Figure 13.10
 Master and Slave settings.
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Figure 13.11
 The 600EX-RT LCD shows the status of the entire wireless system.
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Figure 13.12
 The 600EX-RT can display radio wireless settings on the LCD of 2012-and-newer camera models.
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Figure 13.13
 Reading the settings on a radio slave is easy on the 600EX-RT LCD.






 Activating The 600EX-RT as a Radio Master



Activating The Radio Master On The Speedlite LCD


Note: The 600EX-RT is capable of working in optical or
 radio wireless. It cannot do both at the same time. These steps pertain to radio wireless only. See Chapter 12
 : Optical Wireless: The Canon Way
 for the details on optical wireless Speedliting.
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Figure 13.14
 Activating the 600EX-RT as a radio master.
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 Repeatedly press the Wireless Flash Button (button on left with sideways flash-bolt icon) until the radio wireless icon appears in the upper-right corner of the Speedlite LCD and “Master” appears—as shown in Figure 13.14
 .



Activating The Radio Master On Cameras That Lack The Quick Control Menu For Flash Function Settings
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 Cameras with text-based Flash Control menus (shown in Figure 13.18
 ) are pre-2012 models. You have to control the radio system directly on the LCD of the master Speedlite or transmitter.





Activating The Radio Master On The Camera’s Quick Control Menu




1.

 Press the Menu button on the back of the camera.





2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu; may need to access “Flash Control” first.



3.

 Press the Set Button and watch the Quick Control menu appear.



4.

 Turn the Select Dial to navigate the menu and the Set Button to confirm your choices, as shown in Figures 13.15
 –13.17
 .
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Figure 13.15
 The Quick Control menu when the wireless system is off.
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Figure 13.16
 Select radio wireless and then press the Set button.
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Figure 13.17
 Now the Quick Control menu indicates that the wireless system is set to radio.







 Speedliter’s Tip: —Change The Color Of The LCD Backlight—
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The backlights for the LCD on the 600EX-RT and ST-E3-RT have two color options: orange and green. I set my Speedlites to use orange when in slave mode and green the rest of the time. This way, I can look at the wireless icon in the upper-right corner and the color of the backlight to know the wireless setting.

To change the color of your backlights:
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 Press and hold the Zm/C.Fn button until the Custom Function menu appears on the LCD.
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 Press the P.Fn button (leftmost) to activate the Personal Function menu.
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 Use the Select Dial to scroll to the Personal Function that you want to change—02 (non-wireless), 03 (master), and 4 (slave). Press the Set button to select that option.
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 Use the Select Dial to highlight the setting you want. Press the Set button to confirm your choice.
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 Use the [image: Image]

 to return to the previous menu.
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Activating The 600EX-RT as a Radio Slave



Activating The 600EX-RT As A Radio Slave
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 Repeatedly press the Wireless Flash Button (button on left with sideways flash-bolt icon) until the radio wireless icon appears in the upper-right corner of the Speedlite LCD and “Slave” appears—as shown in Figure 13.18
 .
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Figure 13.18
 You must confirm that the radio icon appears in the upper-right corner and that the word “Slave” appears on the screen.






 Channel: Master and Slaves Must Be the Same

There are 15 channels in the Canon radio wireless system. These correspond to the 15 channels in the 2.4 GHz ISM (Industrial, Scientific, Medical) radio band. Other devices that use the same band are wireless phones, routers, garage-door openers, and microwave ovens.





There Are 16 Options For The Channel Setting


There are actually 16 options for the channel setting—channels 1–15 plus Auto. Auto is fine in most situations. If you use a specific channel and find that the response is intermittent, use the channel scanner on the master to sort out which channels have the least interference (see Speedliter’s Tip). Whichever setting you use, Auto or a specific channel, it must be the same on the master and all the slaves.





Setting The Channel On The Radio Master/Slave
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Figure 13.19
 The Channel setting is shown near the upper-right corner of the LCD.








1.

 Confirm that the 600EX-RT is set as a radio master or slave.



2.

 On Menu 3, press the CH button. Note that the current Channel setting will highlight.



3.

 Turn the Select Dial to the desired setting—either Auto or 1–15.



4.

 Press the Set button to confirm.



Setting The Radio Master’s Channel Via The On-Camera Quick Control Menu
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Figure 13.20
 The Channel box (red frame) shows the current Channel setting.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Press the Set Button and watch the Quick View menu appear.



4.

 Turn the Select Dial to navigate to “Master flash firing.”



5.

 Press the Set Button.



6.

 Turn the Select Dial to highlight your choice. Press the Set Button to confirm.




Speedliter’s Tip: —Use The Master’s Channel Scanner—
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You will find the Scan button next to the Menu 3 button when your 600EX-RT is set as a radio master. Pressing it will activate the channel scanner. After a few seconds, a graph will appear on the LCD that shows the status of the 15 channels used by Canon’s radio wireless system. As shown above, channels 1–3 should be avoided because of interference.







 Wireless ID: Master and Slaves Must Be the Same

A new setting that was introduced with the 600EX-RT is the Wireless ID. When using radio wireless, this setting must be made on both master and slave—in addition to the Channel setting. If the settings do not match, then the slaves will not fire.



Wireless ID codes range from 0000 to 9999 (yes, that is 10,000 ID codes). Speedliters shooting on the same channel with different wireless ID codes will not interfere with each other’s gear.



Setting The Wireless ID On The 600EX-RT Radio Master/Slave
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Figure 13.21
 The Wireless ID on your radio master and all radio slaves must be the same number.








1.

 Confirm that the 600EX-RT is set as a radio master or slave.



2.

 On Menu 3, press the ID button. The current Wireless ID will appear on screen.



3.

 Turn the Select Dial to position the cursor under the digit you wish to change.



4.

 Press the Set button to highlight the digit.



5.

 Turn the Select Dial until the desired number appears.



6.

 Press the Set button to confirm.



7.

 Repeat steps 3–6, as needed, to change the other digits.



Setting The Radio Master’s Wireless ID Via The On-Camera Quick Control Menu




 [image: Image]




Figure 13.22
 The Wireless ID box (red frame) shows the current four-digit code.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Press the Set Button and watch the Quick View menu appear.



4.

 Turn the Select Dial to navigate to “Wireless Radio ID,” as shown in Figure 13.27
 .



5.

 Press the Set Button.



6.

 Turn the Select Dial to position the cursor under the digit you wish to change.



7.

 Press the Set button to highlight the digit.



8.

 Turn the Select Dial until the desired number appears.



9.

 Press the Set button to confirm.



10.

 Repeat steps 6–9, as needed, to change the other digits.



11.

 Select OK and press the Set Button to return to the main menu.




Speedliter’s Tip: —Change The Wireless ID From 0000—


The 600EX-RT Speedlite and ST-E3-RT Transmitter come from the factory with the Channel set to Auto and the Wireless ID set to 0000. You should use a different Wireless ID so that your gear will not be controlled by other Speedliters. Remember, with radio wireless, the other shooters literally could be in another building.







 Flash Groups: Assigning Jobs to Specific Speedlites

The whole point of assigning slaved Speedlites to different groups is so that you can fire them at different power levels. How you adjust the power depends upon the mode of your wireless master.



When shooting radio wireless in E-TTL, Manual, or Multi, there are three Flash Groups: A, B, and C. Canon’s new Group mode, which is available only in radio wireless, provides five groups: A, B, C, D, and E.

By default, the master is always a member of group A. You will never make a Flash Group setting on a master. Do not confuse this with the need to make a Ratio setting on the master.



Setting The Flash Group On A 600EX-RT Radio Slave
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Figure 13.23
 Activating the 600EX-RT as a radio slave.








1.

 Confirm that the 600EX-RT is set as a radio slave.



2.

 On Menu 1, repeatedly press the Gr button until the desired group appears on screen.




Speedliter’s Tip: —When The Slaves Should Not Be Members Of Group A—


If you enable the on-camera master for fill flash, set the slave(s) to a group other than A so that you can adjust their power separately from the master.







The Ratio Setting On The Master Controls The Number Of Flash Groups In The Shot


For the traditional three modes that are available in radio wireless—E-TTL, Manual, and Multi—there are three possible ratio settings.
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Figure 13.24
 The Ratio setting on the master controls how power is set on each Flash Group. Top: ALL will fire all Flash Groups at the same power level. Bottom: A:B provides separate power control for two groups.
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 ALL—Provides one group of power control. All slaves and an enabled master will fire at the same power level regardless of the Flash Group setting on each slave.
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 A:B—Provides two groups of power control. Group A slaves and an enabled master will fire at the one power level. Group B slaves will fire at their own power level, which can be the same as or different than the Group A power level. Any Group C slaves will not fire.
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 A:B C—Provides three groups of power control. All groups will fire at their own power level (with the enable master firing at the setting for Group A).

The details on how to use the Ratio setting will be provided in each of the mode-specific sections that follow.



 The Link Light Confirms your Master/Slave Communications

The color of the Link Light (just above the LCD screen) tells you the status of communication between radio master and slaves. (Note: The Link Light does not activate in optical wireless.)
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Figure 13.25
 The Link Light shows the status of communication between radio master and slave(s).






Radio Master Link Light


There are three Link Light color options on the radio master:
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 Green
 —Master and at least one radio slave are communicating.
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 Red
 —Master is not communicating with any slave.
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 Orange
 —Master is communicating with at least one radio slave and
 there is one or more other radio masters operating on the same settings.



Radio Slave Link Light


There are two Link Light color options on the radio slave:
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 Green
 —Slave is communicating with a radio master.
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 Red
 —Slave is not communicating with a radio master.



What To Check If The Link Light Is Not Illuminated
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 Wireless status
 —Confirms that the Speedlite is set to radio wireless (not optical) as either a master or slave.





What To Check If The Link Light Is Red
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 Channel
 —Must be the same on the radio master and radio slaves, either Auto or a specific number 1–15.
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 Wireless ID
 —Must be the same on the radio master and radio slaves, a specific number 0000–9999.



What To Check If The Link Light Is Intermittent
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 Radio interference
 —If you are shooting in a venue with a ton of 2.4 GHz devices—such as a factory, hospital, office, or school—use the Channel Scan to determine if your current channel has lots of interference.
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 Physical interference
 —Positioning your radio slave Speedlite too close to a metal window screen, metal fence, or metal girder might interfere with the reception of the signal from the radio master. A bit of space, say 12″, will often solve the problem.
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 Distance
 —If there is too much distance between your radio master and slave, the signal may be sketchy. Close the gap and see if the signal becomes consistent.
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 Kryptonite
 —Just kidding; that’s Superman’s problem.




Speedliter’s Tip: —Shoot Multiple Radio Masters—


If you shoot weddings or other events where it is common to have a first and second photographer, explore the options to use two or more radio masters with a shared set of 600EX-RT slaves. As each master fires, the slaves will instantaneously change their settings and fire according to the most recent set of instructions. For instance, if you have four 600EX-RTs set up on stands at the corners of a dance floor, you and another photographer could individually control the slaves in the mode of your choice. Both of you could also shoot in Group mode, which gives you the ability to turn individual slaves on/off—again instantaneously. The first master to activate will have a green link light. Subsequent masters will get an orange link light when they activate on the system. Between masters and slaves, there can be a total of 15 devices on the system.







 To Fire Or Not To Fire: The Radio Master Wants to Know

As with optical wireless, when you are using a 600EX-RT as a radio master, you have to let it know if you want it to flash or not. Canon uses the terms enable
 and disable
 for this setting. When you enable your master, it will send instructions to the slaves and
 flash when the shutter opens. When you disable your master, it will send instructions to the slaves but not flash when the shutter opens. (Nikon uses the term “Commander” to describe a disabled master.)





Do You Want On-Camera Flash From Your Hotshoe-Mounted Master?


When your 600EX-RT master is mounted in the hotshoe, the decision to enable or disable it gets down to whether you want on-camera flash in the shot or not. For instance, if you want a bit of low-power fill flash, you should enable the master. If you do not want any on-camera flash in the shot, then you should disable the master.





Have You Moved Your Master Off-Camera?


If you do not have an ST-E3-RT Transmitter, you can move your 600EX-RT master off-camera on an extra-long E-TTL cord and still have it control the slaves. (As the cord costs [image: Image]

 the price of the transmitter, many Speedliters find this to be a good interim step while building their Speedliting kit.) When you move your master off-camera, you want to confirm that it is enabled.





Enabling/Disabling The Radio Master On The Speedlite LCD




1.

 Confirm that your Speedlite is set as a radio master.





2.

 Repeatedly press Fn Button 4 (rightmost) until Menu 2 displays.



3.

 Press Fn Button 1 (leftmost) to set Master Flash Firing to Enabled or Disabled. You have to look at the tiny Speedlite icon on screen: Enabled = light rays, Disabled = blank. Also, when Disabled, the Test button does not illuminate.
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Figure 13.26
 The rays in the top left frame indicate that the master is enabled. The absence of the rays in the bottom left frame indicate that it is disabled. At right is the icon on the LCD of a 600EX-RT and the function button on Menu 2.






Enabling/Disabling The Radio Master On The Camera’s Quick Control Menu
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Figure 13.27
 The Master Enabled/Disabled frame (shown in red) shows the master’s shooting status.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Select “External/Flash Function Settings” and watch the Quick View menu appear.



4.

 Turn the Select Dial to navigate to “Master flash firing.” Press the Set Button.



5.

 Turn the Select Dial to highlight your choice. Press the Set Button to confirm.



 Fine-Tuning E-TTL Flash Power in Radio Wireless

E-TTL, as you will recall, is Canon’s automatic flash technology that sets the Speedlite power based on the metering of a pre-flash. (See Chapter 9
 : E Is For Evaluative
 for all the details on E-TTL.)





How The Ratio Setting Affects Power Adjustment In E-TTL Wireless


When shooting E-TTL in radio wireless, the ratio setting (found on Menu 2) affects the power level for specific Flash Groups as follows:
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 ALL—Provides one group of power control. FEC (Flash Exposure Compensation) is used to fine-tune the power of the entire system up (+FEC) or down (–FEC).
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 A:B—Provides two groups of power control. The ratio setting controls the power of Group A relative to the power of group B. Group C slaves will not fire in A:B.
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 A:B C—Provides three groups of power control. The ratio setting controls the power of Group A relative to the power of group B. The power of Group C is adjusted up/down via a special Group C FEC scale.



The Right And Left Of Ratios


The Canon A:B ratio expresses the power of Group A relative to the power of Group B. The left side of the ratio is always group A, and the right side is always group B.



To keep things simple, always try to have your Group A Speedlites on the left side and your Group B Speedlites on the right side of the subject. Then you can dial the ratio in the same direction that you want your light/shadows to move. To get more power on the left side, dial the ratio to the left; for more power on the right side, dial the ratio to the right.

You are certainly free to place the group B Speedlites on the left side of the subject and the group A Speedlites on the right side. However, when you do this, you will have to remember that if you want the left side to be brighter, you have to move the ratio farther to the right on the scale.



Think Of Ratios In Terms Of Stops


In Chapter 12
 : Optical Wireless: The Canon Way
 , we covered the details of why you should think of Canon ratios in terms of stops. If you skipped that section, I encourage you to review it now. Here is the short version:
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 1:1 means that the power level of both groups is the same.
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 2:1 means that the power level of Group A is one stop higher than the power of B.
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 1:2 means that the power level of Group B is one stop higher than the power of A.
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 4:1 means that the power level of Group A is two stops higher than the power of B.
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 1:4 means that the power level of Group B is two stops higher than the power of A.
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 8:1 means that the power level of Group A is three stops higher than the power of B.
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 1:8 means that the power level of Group B is three stops higher than the power of A.



Ratio First, Then Use FEC Globally


When using an E-TTL ratio, either A:B or A:B C, think of the A:B ratio as a way to control the contrast between the key and fill lights and as a means to shift the light/shadows horizontally across the subject.



After the key/fill balance is set via the ratio, consider whether the overall amount of light in the shot needs to be brighter or dimmer. On Menu 1, you can use the +/- button to apply FEC to the entire system—meaning it adjusts all groups together in the same amount.




Speedliter’s Tip: —E-TTL Is Easier To Control In Group Mode—


If you find ratios hard to grasp and would prefer to have an FEC scale for each group (as the Nikon system does), then run your E-TTL system with the radio master set to Group mode.







 Setting An E-TTL Ratio On A Radio Master
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Figure 13.28
 In E-TTL, the Ratio button sets the number of Flash Groups on the master and the Gr button provides access to the FEC for each group.








1.

 Confirm that the device is set as a radio master and that the mode is set to E-TTL.



2.

 Locate the Ratio button on Menu 2.



3.

 Press the Ratio button repeatedly until the ratio setting you desire is displayed on screen: ALL, A:B, or A:B C.



4.

 Press the Set button to confirm your choice. Next step depends on ratio setting.




A5.

 If the ratio is ALL
 , switch to Menu 1 and press the +/- button. The FEC scale will highlight.



A6.

 Turn the Select Dial to move the marker to the desired amount of FEC—left is minus FEC, right is plus FEC. Press Set to confirm your setting.



B5.

 If the ratio is A:B
 , press the Gr button on Menu 2. A:B will highlight.



B6.

 Press the A:B+/– button. The A:B ratio scale will highlight.



B7.

 Turn the Select Dial to move the marker to the desired amount of FEC—left is minus FEC, right is plus FEC. Press Set to confirm your setting.



C5.

 If the ratio is A:B C
 , press the Gr button on Menu 2. A:B will highlight.



C6.

 To adjust the A:B ratio, follow steps B6–B7.



C7.

 To adjust the FEC for Group C, press the Gr button on Menu 2. A:B will highlight.



C8.

 Turn the Select Dial to highlight C. Press the Set button to confirm your setting.



C9.

 Press the C+/- button. The scale for Group C FEC will highlight.



C10.

 Turn the Select Dial to adjust the FEC as described in step B7.



Setting An E-TTL Ratio Via The On-Camera Quick Control Menu
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Figure 13.29
 The Ratio box (red frame) indicates the current setting for the number of groups.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Press the Set Button and watch the Quick View menu appear.



4.

 Confirm that the device is set as a radio master and that the mode is set to E-TTL. Next step depends on ratio setting.






A5.

 If ratio is ALL
 , turn the Select Dial to navigate to “Flash Exposure Compensation.”



A6.

 Turn the Select Dial to move the marker to the desired amount of FEC—left is minus FEC, right is plus FEC. Press Set to confirm your setting.





B5.

 If ratio is A:B
 , turn the Select Dial to navigate to “A:B Ratio Control.”



B6.

 Turn the Select Dial to move the marker to the desired amount of FEC—left is minus FEC, right is plus FEC. Press Set to confirm your setting.





C5.

 If ratio is A:B C
 , follow steps B5–B6.



C6.

 Turn the Select Dial to navigate to “Group C Exposure Compensation.”



C7.

 Turn the Select Dial to move the marker to the desired amount of FEC—left is minus FEC, right is plus FEC. Press Set to confirm your setting.



 Setting Manual Flash Power in Radio Wireless

Compared to E-TTL, Manual mode is a much easier way to control a multi-group Canon wireless system. Manual gives you the ability to adjust the power of each flash group individually.



If your subject-to-flash distance is fixed, such as when shooting a portrait, then I suggest that you switch the master’s mode to Manual. Remember that this mode change will be made on the slave(s) when the master next fires. You do not need to set the slaves to Manual.



How The Ratio Setting Affects Power Adjustment In Manual Wireless


When shooting Manual in radio wireless, the ratio setting (found on Menu 1) affects the power level for specific Flash Groups in the following ways:




[image: Image]

 ALL—Provides one group of power control. An enabled master and slaves in any Flash Group will fire at the power set on the master.
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 A B—Provides two groups of power control. Two power scales are provided—one each for Groups A and B. Group C slaves will not fire.
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 A B C—Provides three groups of power control. Three power scales are provided—one for each Flash Group.

I told you...Manual mode is much simpler than E-TTL.




Speedliter’s Tip: —Manual Mode + Radio Wireless = An Easy Way To Use Speedlites With Studio Strobes—


Virtually all studio strobes have an optical slave eye built-in. With radio Speedliting, the use of 600EX-RTs and studio strobes is now quite easy. Just run your Speedlites in Manual mode. There will not be a pre-flash, and the radio communication between master and slaves is invisible. When the Speedlites fire, the studio strobes will fire.







Setting Manual Flash Power On A Radio Master
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Figure 13.30
 Step 2—Press the Ratio button to change the number of Flash Groups—from 1 to 3.








1.

 Confirm that your Speedlite is a radio master and that the mode is Manual.



2.

 On Menu 1, press the Ratio button repeatedly to set the number of groups—ALL (one group), A B (two groups), or A B C (three groups). Press the Set button to confirm your setting.



3.

 Press the Gr button to select the Flash Group that you want to control. At first, A (or ALL) will highlight. If you want to adjust the group A power, press the A +/- button to highlight the power scale. Turn the Select Dial to choose the power level. Press the Set button to confirm. Press the return arrow.



4.

 To choose another group to change, press the Gr button again. The last group that you worked with will be highlighted. Turn the Select Dial to highlight the letter of the next group that you want to control. Press the +/- button for that group. The power scale will highlight. Turn the Select Dial to the desired the power level. Press the Set button to confirm. Press the return arrow.



5.

 To work a third group, repeat step 4.



 Setting Manual Flash Power Via The On-Camera Quick Control Menu
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Figure 13.31
 Each group in Manual mode has its own power scale.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Press the Set Button and watch the Quick Control menu appear.



4.

 Confirm that the device is set as a radio master and that the mode is set to Manual.



5.

 Confirm that “Flash Group” setting in the lower-left corner is set to the number of Flash Groups you want: ALL, A:B, or A:B:C. If not, press the Set button to activate the options menu, turn the Select Dial to make your choice, and press Set to confirm.



6.

 Turn the Select Dial to highlight the group you wish to control. Press the Set button to confirm. The power scale will appear on screen.



7.

 Turn the Select Dial to your desired power setting. Press the Set button to confirm your choice.



8.

 To work another Flash Group, repeat steps 6–7.




Speedliter’s Tip: —You Are The FEC In Manual Mode—


When you are shooting in Manual mode (normal or wireless), there is no button for FEC. In Manual, when you want a Speedlite or Flash Group to be brighter or dimmer, you dial its power up or down accordingly.






Multi Mode in Radio Wireless

As discussed in Chapter 10
 : Specialty Flash Modes
 , Canon’s Multi mode turns a Speedlite into a stroboscopic flash. In radio wireless, the master Speedlite provides an easy way to control up to 14 slave Speedlites in Multi mode.



The main settings that you must consider are:
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 Multi
 —The total number of times that the Speedlite will fire
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 Hz
 —The number of times per second that the Speedlite will fire
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 +/-
 —The power level of the Speedlite

When shooting Multi mode in radio wireless, the Multi and Hz settings apply to the whole system. The power level can be adjusted by Flash Group—up to a maximum of three groups.



How The Ratio Setting Affects Power Adjustment In Multi Wireless


When shooting Multi in radio wireless, the ratio setting (found on Menu 2) affects the power level for specific Flash Groups as follows:
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 ALL—Provides one group of power control. An enabled master and slaves in any Flash Group will fire at the power set on the master.
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 A B—Provides two groups of power control. Two power scales are provided—one each for Groups A and B. Group C slaves will not fire.
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 A B C—Provides three groups of power control. Three power scales are provided—one for each Flash Group.



Multi Mode Settings On A Radio Master




1.

 Confirm that your Speedlite is a radio master and that the mode is Multi.





2.

 On Menu 1, press the Multi button and turn the Select Dial to set the desired number of flashes that will fire when the shutter opens. Press the Set button to confirm your choice.
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Figure 13.32
 The Gr button on Menu 2 provides access to the power level for each Flash Group in Multi mode.






3.

 On Menu 1, press the Hz button and turn the Select Dial to set the desired number of times per second that the flashes will fire. Press the Set button to confirm your choice.



4.

 On Menu 2, press the Ratio button repeatedly to set the number of groups—ALL (one group), A B (two groups), or A B C (three groups). Press the Set button to confirm your setting.



5a.

 On Menu 2, press the Gr button to select the Flash Group that you want to control. At first, A (or ALL) will highlight. If you want to adjust the group A power, press the A +/- button to highlight the power scale. Turn the Select Dial to choose the power level. Press the Set button to confirm. Press the return arrow.



5b.

 To choose another group to change, press the Gr button again. The last group that you worked with will be highlighted. Turn the Select Dial to highlight the letter of the next group that you want to control. Press the +/- button for that group. The power scale will highlight. Turn the Select Dial to the desired power level. Press the Set button to confirm. Press the return arrow.



6.

 To work a third group, repeat step 5b.



Controlling Multi Mode In Radio Wireless Via The On-Camera Quick Control Menu
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Figure 13.33
 In Multi mode, the total number of flashes is indicated as shown in the red frame. Adjacent to that setting is the number of times per second that the Speedlites will fire (Hz). The two numbers shown here indicate that a total of 12 flashes will be fired over 3 seconds at 4 times per second.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Select Flash Function Settings and press the Set Button. The Quick Control menu appears.



4.

 Confirm that the device is set as a radio master and that the mode is set to Multi.



5.

 Confirm that “Flash Group” setting in the lower-left corner is set to the number of Flash Groups you want: ALL, A:B, or A:B:C. If not, press the Set button to activate the options menu, turn the Select Dial to make your choice, and press Set to confirm.



6.

 Turn the Select Dial to highlight the group you wish to control. Press the Set button to confirm. The power scale will appear on screen.



7.

 Turn the Select Dial to your desired power setting. Press the Set button to confirm your choice.



8.

 To work another Flash Group, repeat steps 6–7.



 Group Mode: An Exciting and New Way to Speedlite

As great as the wall-piercing features of radio Speedliting are, the new Group mode is the feature that makes the 600EX-RT a truly great Speedlite. In Group mode, we gain access to features that are not found elsewhere in the Canon Speedliting system:
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 Five Flash Groups
 —Group mode enables the use of five individual Flash Groups, A–E. Important tip
 : If you assign a radio slave to Group D or E and are not shooting the master in Group mode, the slave will not fire. The original wireless modes—E-TTL, Manual, and Multi—do not know about Groups D and E—even in radio.
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 FEC by Flash Group
 —If you find E-TTL ratio control of multiple groups to be confusing, you will love Group mode. It provides an FEC scale for each E-TTL Flash Group. If you want Group B to be brighter, you just dial the FEC up for that group.
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 On/Off by Flash Group
 —Turns a specific Flash Group on or off from the master. This is a great way to test your lighting and see what an individual group is contributing.
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 Mode by Flash Group
 —Assigns each Flash Group to different modes. The options are E-TTL, Manual, and External Auto.

In addition to having a 600EX-RT or ST-E3-RT as the radio master, you must have a post-2011 camera model. You will recall earlier in this chapter that we covered the limitations of pre-2012 camera models. Since pre-2012 cameras do not know about radio wireless, they are incapable of operating in Group mode. Instead, when the master Speedlite fires, they default back to E-TTL with the ratio set to All.



Controlling Flash Groups Individually In Group Mode


The default setting for Group mode is to have all five flash Groups active and set to E-TTL. To change these settings, follow these steps:





1.

 Confirm that your Speedlite is a radio master and that the mode is Group.



 [image: Image]




Figure 13.34
 Group Mode enables the used of mixed modes as well as the ability to turn a group off.






2.

 On Menu 1, press the Gr button, turn the Select Dial to select the group that you wish to control, and press the Set button to confirm your choice. Note: To see Groups D and E, you will have to scroll down on the screen.



3.

 The interactive menu will change to provide the control options for that specific Flash Group, as follows:
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 On/Off
 —Turns the Flash Group On or Off. Press repeatedly to cycle between the options. Press the Set button to confirm your choice.
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 Mode
 —Group Mode: E-TTL → Manual → Ext.A → E-TTL. Press repeatedly to cycle through the options. Press the Set button to confirm your choice, which also activates the FEC/Power Scale for that Flash Group.
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 +/-
 —FEC or Power Level. When the Flash Group’s mode is E-TTL or Ext.A, the scale provides +/- three-stops of FEC. When the Flash Group’s mode is Manual, the scale provides flash power from [image: Image]

 to [image: Image]

 .
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 —Return to Previous Menu.




Geek Speak: —Group Mode Is Only Available On A Radio Master—


If you are pressing the Mode button on the 600EX-RT to cycle through the mode options and do not see Group in the rotation, your Speedlite is not set as a radio master. Group mode is only available on a radio master.







 Global Flash Exposure Compensation In Group Mode
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Figure 13.35
 In Group mode, the global FEC setting can be used to raise/lower the light provided by the entire wireless system. Here the FEC is +1-stop.






Group mode provides a global Flash Exposure Compensation setting that applies to all groups operating in E-TTL and External Auto. It does not apply to groups operating in Manual mode. Use FEC when you have the light and shadows balanced in your shot but want more or less light overall.



1.

 Confirm that your Speedlite is a radio master and that the mode is Group.



2.

 On Menu 1, press the +/- button to activate the global FEC scale (see Figure 13.35
 ).



3.

 Turn the Select Dial to adjust the overall amount of FEC up or down.



4.

 Press the Set button to confirm your choice.

Remember that a Speedlite cannot exceed [image: Image]

 -power. If your FEC setting is too large, your Speedlite will fire at [image: Image]

 power. For instance, for a Speedlite firing at [image: Image]

 power, a +2 stop FEC setting will result in it firing at [image: Image]

 power because [image: Image]

 power is not possible.




Speedliter’s Tip: —The 600EX-RT Cannot Be An Independent Slave In Radio Wireless—


While the 600EX-RT can be an independent slave in optical wireless, this function is not available in radio wireless. No worries—Group mode provides much of the same functionality.







Controlling Group Mode Via The On-Camera Quick Control Menu
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Figure 13.36
 The on-camera menu for Group mode shows the mode and FEC/power setting for each group. Note in this photo that Group B is turned off.








1.

 Press the Menu button on the back of the camera.



2.

 Locate and select “External Speedlite Control”—typically on first or second Shooting (red camera) menu, may need to access “Flash Control” first.



3.

 Select Flash Function Settings and press the Set Button. The Quick Control menu appears.



4.

 Confirm that the device is set as a radio master and that the mode is set to Group.



5.

 Turn the Select Dial to highlight the Group box at the lower-right corner of the screen (see Figure 13.38
 ). Press the Set button.



6.

 Turn the Select Dial to highlight the Flash Group that you wish to control. Press the Set button to confirm your choice.



7.

 Press the Set button to show the mode options for that Flash Group (E-TTL, Manual, External Auto, or Disable). Note
 : Disable is the same as the Off setting used on the Speedlite LCD. Use the Select Dial and the Set button to choose/confirm the mode.



8.

 Turn the Select Dial to highlight the FEC / Flash Output for the Flash Group. Press the Set button to activate the scale. Turn the Select Dial to the desired setting. Press the Set button to confirm.



9.

 Press the camera’s Menu button to return to the list of Flash Group settings.



10.

 To work another Flash Group, repeat steps 6–9.



 Remote Release and Linked Shot

Another advantage of the two-way radio system in the 600EX-RT and ST-E3-RT is the ability to use a slave 600EX-RT to trigger a master camera (via Remote Release) or a group of master cameras (via Linked Shot).





Making The Connection


The capability to use Remote Release and Linked Shot gets down to how to make the connection between the master Speedlite/Transmitter and the camera.



2012 and newer camera models (see list near Figure 13.7
 ) have a new hotshoe design that enables two-way communication between camera and Speedlite/Transmitter. These cameras are fully compatible with Remote Release and Linked Shot without any additional gear.
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Figure 13.37
 Left: The N3 socket mid- and high-end EOS cameras. Right: The 2.5mm socket found on xxD and Rebel cameras.




For pre-2012 camera models, the distinction must be made between those cameras that have Canon’s N3 (3-pin) socket for remote control cords and those that do not. Most mid- and all high-level EOS cameras, including the xxD models prior to the 60D, have this socket—shown in the left side of Figure 13.37
 . Rebels and the 60D/70D have a 2.5mm socket—as shown in the right side of Figure 13.37
 . (The 70D also has the hotshoe capable of two-way camera/Speedlite communication.)

For pre-2012 cameras with the N3 socket, you will need Canon’s SR-N3 cord (or a third-party version) to connect the radio device to the remote release socket on the side of the camera—as shown in Figure 13.38
 .
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Figure 13.38
 On pre-2012 camera models, a 2.5mm miniphone cord must be used to connect the 600EX-RT or ST-E3-RT to the camera’s remote release socket.




Canon does not make a cord to connect radio devices to the remote control socket on the Rebel and xxD cameras. Nor does Canon support this tip
 : I have successfully used a 2.5mm male/male cord to provide this connection, which enables the use of Remote Release and Linked Shot with Rebel and 60D cameras. These cords are hard to find. Search on the web for “2.5mm male/male coiled cable.” Note: You are looking for 2.5mm plugs, not the 3.5mm plugs used for earbuds and many radio triggers.



Remote Release


Remote Release uses a slaved 600EX-RT to trigger the camera connected to the master Speedlite or Transmitter. The master, in turn, fires up to 14 slaved 600EX-RTs—including the one serving as the Remote Release. If you have secondary masters (meaning that their link lights are orange), Remote Release will not fire them.



Remote Release can be used when you have positioned your camera in a hard-to-reach spot or when you just want to fire the camera without walking back to its position.
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Figure 13.39
 Press the REL button on Menu 2 of the radio slave to use it as a remote release.




There are no special settings that you have to make on the master Speedlite/Transmitter. Although, if you are using a 600EX-RT as the master and you do not want on-camera flash in the shot, you should disable it (set it to Master Off) as discussed earlier in this chapter.

To trigger the camera remotely, head to Menu 2 on any radio slave. Press the REL button, as shown in Figure 13.40
 . Yes, Remote Release is this simple.



Linked Shot—Master and Slave(s)


The difference between Remote Release and Linked Shot is that Remote Release will only fire one camera, whereas Linked Shot will fire up to 15 cameras. Also, as will be discussed shortly, Linked Shot is not as well-suited to the firing of multiple slave Speedlites.
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Figure 13.40
 To activate Linked Shot, the Speedlite or Transmitter must be in non-wireless mode to start. Then you press and hold the wireless button until “Linked Shot Slave” appears on the LCD.




Even though Linked Shot is a radio-only feature, you must begin with the 600EX-RT Speedlite in non-wireless mode—meaning that you should not see the radio or optical wireless icon in the upper-right corner of the LCD. Then press and hold the wireless button until you see “Linked Shot” appear on the LCD—as shown in Figure 13.41
 .

You can also use the ST-E3-RT Transmitter as a Linked Shot slave or master. To start, press and hold the wireless button until you see “Linked Shot Slave” appear on the LCD.
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Figure 13.41
 The Linked Shot master is activated by pressing the wireless button one time on the Linked Shot slave.




You will need one Linked Shot master—either in a camera’s hotshoe or in your hand. To convert a Linked Shot slave into the Linked Shot master, press and release the wireless button once. You will see “Linked Shot Master” on the LCD—as shown in Figure 13.42
 .

Also note that the leftmost function button on the master becomes a release button. If you are hand-holding the device, press the REL button to fire all the linked devices.



The Delay In Linked Shot


Linked Shot, while handy, is not a perfect solution for synchronized shooting of multiple cameras. Due to timing differences in hardware, there will be delays between the firing of linked cameras.



In my tests, I determined that this delay is shortest when the REL button on a hand-held Linked Shot master is used as a trigger. Testing 
 a trio of cameras—5D Mark III, 7D Mark II, and 70D, each with a 600EX-RT Linked Shot slave in the hotshoe—I found that the delay varied from [image: Image]

 ″ to [image: Image]

 ″. I also found that the delay was not consistent from shot to shot.

I also explored the other firing option—using a Linked Shot master in the hotshoe of each of these cameras. For reasons unknown, the delay between the firing of the master camera and the two slaved cameras increased to an average of [image: Image]

 ″.

For occasional use in situations where the subject is not moving quickly, this delay might not be an issue. However, if you require tightly synchronized shooting between two or more cameras, I suggest that you use a professional radio trigger, such as those made by Pocket Wizard.



Linked Shot—Will The Speedlite Fire?


When using a 600EX-RT Speedlite in Linked Shot, the default setting is that the flash will not fire when the attached camera is triggered. It only serves as a trigger for the camera.



If you want the Speedlite to flash during the shot, you must change Personal Function 07 to option 1. To do this:



1.

 Activate the 600EX-RT as a Linked Shot slave or master.



2.

 Press and hold the C.Fn button (leftmost button on Linked Shot Menu 3).



3.

 The leftmost button is now labelled P.Fn. Press it to activate Personal Functions.



4.

 Turn the Select Dial until P.Fn 07 Linked Shot appears on the LCD. Press the Set button to confirm your choice of P.Fn 07.



5.

 Turn the Select Dial to choose option 1–On. Press the Set button to confirm your choice.



6.

 You can then choose the mode and FEC or flash power for the flash.

Note that, due to the irregular delay in Linked Shot firing, the flash of multiple Speedlites will not appear simultaneously. If this is important, use one camera and Remote Release.


Non-Canon Speedlites with Radio Built-In

After Canon’s introduction of the 600EX-RT system, several third-party manufacturers have built radio transmitters and/or receivers into their Speedlites. Only one of these systems, the Yongnuo YN-600EX-RT, is compatible with Canon’s 600EX-RT. The other solutions use non-compatible radio systems. Still, their affordability makes them worthy of consideration if budget is a primary concern.





Yongnuo YN-600EX-RT Speedlite and YN-E3-RT Transmitter
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Figure 13.42
 The Yongnuo YN-600EX-RT (left) is a clone of Canon’s 600EX-RT Speedlite (right).






Yongnuo’s YN-600EX-RT Speedlight and YN-E3-RT Transmitter are direct clones of Canon’s gear. They closely resemble and operate in a manner similar to the Canon originals. Both the YN-600EX-RT and YN-E3-RT can be controlled via the LCD of compatible cameras.

The main motivation for considering Yongnuo’s gear is price. Generally they are priced 30% to 50% below competitive pricing on Canon equivalents.

The Yongnuo build-quality is not as high as Canon’s—remember these are value-priced units. I also feel that the tactile feedback from the Canon buttons and dials is more refined. Beyond price and quality, there are a few features that should be considered as pluses and a few issues that should also be considered.


 The YN-600EX-RT Speedlite has the ability to work as a radio master or slave. It also has the ability to work as an optical slave but not as an optical master. As an optical slave, it has no less than four modes that make it very versatile:
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 Canon E-TTL
 —Will follow the instructions of a Canon optical master.
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 Nikon ITTL
 —Will follow the instructions of a Nikon master or commander.
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 Optical Slave Eye 1
 —For use with Manual mode flashes only, not for use with TTL.
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 Optical Slave Eye 2
 —Ignores the TTL pre-flash and then fires in Manual mode.

The YN-E3-RT Transmitter has two features that Canon’s ST-E3-RT does not have:
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 2nd-Curtain Sync
 —The YN-E3-RT has 2nd-curtain sync in Manual mode.


[image: Image]

 AF-Assist lamp
 —This can be helpful if you frequently shoot in low-light situations.

There are several downsides to purchasing the Yongnuo clones:
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 Service-
 —If you receive a defective unit or damage it yourself, you might have to send it to Hong Kong for replacement. As of this writing, Yongnuo does not have a USA service facility.
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 Availability-
 —You may have to buy them from an overseas source. Their availability from U.S. sources is intermittent.
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 User Manual
 —The user manual is much less detailed than the Canon version. The translation is very rough.
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 Firmware
 —You may have to update the firmware to have full functionality. The first time I attempted an update, I spent over an hour and was unsuccessful. The wording of the help guide is very rough.




Speedliter’s Tip: —Breaking News: Now You Can Use Older Canon Speedlites With The 600EX-RT Radio System—


The Yongnuo YNE3-RX is a recently-introduced receiver that enables you to use 500- and 400-series EX Speedlites as radio slaves with full control in E-TTL, Manual, and Multi by a 600EX-RT or ST-E3-RT. Be prepared to do some online research as the instruction sheet is cryptic. There is no locking mechanism on the foot. For maximum security, thread the metal foot of the receiver directly onto the spigot of your swivel adapter or clamp onto the foot with a vice-style coldshoe.







Phottix Mitros+ Speedlite And Odin Transmitter
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Figure 13.43
 The Phottix Mitros+ (right) can control other Mitros+ flashes or any receiver that the Odin transmitter (left) can control.






Phottix sent me a prototype of the Odin transmitter just as the first edition of the Handbook
 was going to press. So, I did not have a chance to cover it back then. In the years since, the Odin (shown in Figure 13.43
 ) has become an incredibly popular transmitter—largely because of its vertical display (which makes controlling multiple groups of flash very easy) and the radio functionality that it provided to Speedliters a few years prior to the introduction of the 600EX-RT system. These features include:
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 Connectivity to all Canon EX Speedlites via the Odin receiver, including the 600EX-RT


[image: Image]

 Wall-piercing, 2.4 GHz radio that works up to 300′—yes this is the same radio band as the 600EX-RT, but the communication protocols are different so the 600EX-RT must be connected via an Odin receiver
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 Second-curtain sync
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 High-speed sync
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 Ability to zoom a slaved Speedlite—600-, 500-, and 400-series Speedlites only
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 Individual mode control by group; options are E-TTL, Manual, or Off
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 Ability to use non-Canon Speedlites in manual mode via Odin receiver


[image: Image]

 Ability to fire studio strobes in manual mode via Odin receiver


 The Mitros+ Transceiver Flash is a well-designed flash that provides full compatibility with Canon E-TTL, Manual, and Multi modes. It can be controlled via the LCD of compatible Canon cameras (standalone and optical wireless only). Further, The Mitros+ has the ability to operate in several wireless modes:
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 Canon optical master
 —Can control slaved Canon Speedlites
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 Canon optical slave
 —Can be controlled by a Canon optical master
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 Odin transmitter
 —Can control other Mitros+ Speedlites and any Canon Speedlite connected to an Odin receiver
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 Odin receiver
 —Can be controlled by another Mitros+ Speedlite or by the Odin transmitter
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 Optical slave eye
 —Fires when it sees a non-TTL burst of light (no pre-flash)

Other noteworthy points:
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 Service-
 —Available in the US and Europe
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 Availability-
 —Widely available from major online retailers
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 User Manual
 —Well written and illustrated; very thorough


[image: Image]

 Firmware
 —Easy to update

The comparison between Phottix and Yongnuo is similar to comparing Mercedes-Benz to Honda. Both brands have their place in the market. Phottix packs a wide range of functionality into beautifully designed and well-built products. Their higher price points reflect this added value.

If you have an arsenal of Canon’s 500- and 400-series Speedlites that you would like to use with radio wireless, then give the Odin system serious consideration. If you do not need another flash, go with the Odin transmitter instead of the Mitros+ flash. You will find the LCD on the Odin to be easier to operate. When you price out the system options, remember that you will need an Odin receiver for every Canon Speedlite that you want to use in radio wireless—including the 600EX-RT.



Yongnuo YN-560 IV/III Flashes And YN-560TX Transmitter
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Figure 13.44
 The Yongnuo YN-560TX Transmitter (left) and the YN-560 IV Speedlite (right).






If you want the convenience of radio triggering and do not mind controlling the power of your slaves in Manual mode, the value-priced Yongnuo YN-560 series should be considered.

There are several generations of the YN-560 Speedlite. I recommend that you investigate the new YN-560 IV, which incorporates a 2.4 GHz transmitter that will control other YN-560 IV Speedlites, and its predecessor, the YN-560 III. The YN-560 III is the receive-only model.

Yes, they operate on the same 2.4 GHz radio band as Canon’s 600EX-RT. But so does your garage-door opener. Neither the Yongnuo Speedlites nor your garage-door opener speak the same language spoken by the Canon system.

Yongnuo also makes the YN-560TX Transmitter, which features an easy-to-read vertical LCD. It will control both the YN-560 IV and the YN-560 III directly.

Both the YN-560 IV Speedlite and the YN-560TX Transmitter will fire virtually any manual mode flash that you connect to the YN-603 Receiver. With the receivers, you have to walk around and adjust the power on each flash by hand.

The concerns about service that I addressed at the end of the section on the YN-600EX-RT Speedlite apply to this gear as well.



 Part 4: Gear for Speedliting
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Chapter 14: GO AHEAD, MOD YOUR SPEEDLITE



Chapter 15: THOSE BIG MODIFIERS ALWAYS GET IN THE WAY



Chapter 16: GET A GRIP



Chapter 17: KEEPING THE ENERGY UP




 Chapter 14. Go Ahead, Mod Your Speedlite



WHY MOD?





BUILT-IN MODIFIERS





OPTIONS FOR MOUNTING MODS





GLOBE AND DOME DIFFUSERS





BOUNCE REFLECTORS





SOFTBOXES THAT ATTACH TO SPEEDLITES





RING LIGHT ADAPTERS





GRIDS





SNOOTS





PROJECTORS





FLAGS





RANDOM ESSENTIALS





DECIDING WHICH MODS ARE RIGHT FOR YOU





The Short Version


It’s easy to think that with all the buttons and dials on a Speedlite (not to mention the price tag), it should be able to create any type of light you’d need.



The simple truth is that you just can’t escape physics. Light coming from a flashhead that’s the size of a half-dozen postage stamps just won’t look like light filtering through high clouds—unless you modify it.
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Figure 14.1
 Increasing or decreasing the apparent size of a Speedlite is one of the keys to creating great light. Here, a pair of Honl Speed Gobos limit the spread of a Speedlite so that I can throw a diagonal slash of light across Kaili.






 Why Mod?

As a Speedliter, you should think of your Speedlites as light generators. They produce a bright flash of raw light. It’s up to you to direct, shape, and color that light so that it suits your purposes. Fortunately, there is a vast selection of modifiers suitable for Speedliting.





Two Places For Mods


There are two broad groups of modifiers:
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 Modifiers that attach directly to your Speedlite (the subject of this chapter)
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 Modifiers to which you attach the Speedlite (the subject of the next chapter)



Three Purposes Of Mods


There are three basic purposes for modifying the flash coming from your Speedlite:
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 To increase the apparent size of your Speedlite
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 To limit or constrict the spread of light
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 To change the color of the light

As you learned in Chapter 3
 , Mechanics Of Light
 , if a light source is small relative to the size of the subject, the light rays will hit the subject from a single direction and create hard shadows. If the light source is large relative to the size of the subject, the light rays will come in from many angles and create soft shadows.

One of the great lessons that I learned from my mentor, Joe McNally, was “when you want to create interesting light, don’t light everything.” This is a golden truth for Speedliters. Controlling where your Speedlite goes and does not go is the key to crafting exciting light.

Lastly, Speedlites emit light that is about the same color as midday sunlight. So, if you are shooting indoors with tungsten or fluorescent lights, you may want to shift the color of the Speedlite so that it blends with the ambient sources. Or, you may want to change the color coming from your Speedlite so that it looks like a setting sun or has a circus-like effect.




Geek Speak: —Speedlite Modifiers Sorted By Purpose—



Modifiers That Increase The Apparent Size of a Speedlite
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 Built-In Bounce & Pan Movements
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 Dome Diffuser
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 Bounce Reflector
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 Softbox
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 Ringlight Adapter


Modifiers That Limit The Spread of a Speedlite
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 Built-In Zoom Control
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 Snoot
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 Grid
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 Flags


Modifiers That Change The Color Of The Light
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 Gels (a.k.a. Filters)








Speedliter’s Tip: —Deciding To DIY—
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David Hobby, the original Strobist, once said in a workshop that I attended, “You have to ask yourself which you have more of: time or money? If you have more money than time, buy it. If you have more time than money, do it yourself.”

As usual, what David says makes sense. (See Strobist.com
 for more proof of this phenomenon.) There are many do-it-yourself options when it comes to Speedliting gear. You just have to consider whether taking the time to gather the parts and do the assembly is truly the least-expensive alternative.







 Built-In Modifiers

The first way to modify your Speedlite is via the controls on the unit itself. It is easy to look past them, but there are several features that can make its apparent size seem larger or smaller.





Tilt And Pan


The ability to adjust the direction of your flashhead gives you two options. If you bounce the light off a wall or ceiling, the light will wrap around the subject and the shadows will soften. Or, if you feather the Speedlite so that most of the light just flies by your subject, you can create falloff or a vignette.





Zoom


Zoom is a Speedlite control that I use frequently. If I’m looking to create a narrow field of light, I will manually zoom the head to its maximum of 105mm. Likewise, when using a diffusion panel or shoot-through umbrella, I may zoom my Speedlite to 24mm.





Wide-Angle Diffuser


The idea behind the wide-angle diffuser panel is that it will spread the light to the field of view seen by a 14mm lens. It is not a feature that I use very often for its intended purpose. I will pull it out when I want to fan the light out inside a wide softbox.





Catchlight Panel


Higher-end Speedlites have a little white plastic card that pulls out with the wide-angle diffuser. The idea is that it will throw a bit of light forward when you are bouncing the light off a ceiling. Frankly, I think it is too small to be of much use. If you don’t have a white card or piece of paper nearby, use your hand instead.
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Figure 14.2
 I often pan the head of my Speedlites.
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Figure 14.3
 My Speedlite manually zoomed to 105mm.
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Figure 14.4
 I seldom use the wide-angle diffuser, except when using some types of softboxes.
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Figure 14.5
 The Speedlite catchlight panel is small, so I use my hand to bounce a bit of light forward.






 Options for Mounting Mods

Do not stick anything onto your Speedlites that will remain there permanently. Manufacturers often ship their light modifiers with several Velcro patches and instructions to affix the fuzzy side to the head of your Speedlite. Avoid this temptation. Eventually, you will want to remove the patch and a gummy residue will remain.





Honl Speed Strap


Award-winning photojournalist David Honl created a versatile line of light modifiers for Speedlites. The Honl Speed Strap is the core of the system. It is a rubber-backed strap with Velcro-like fuzz on the other side. When needed, you attach the speed strap around the head of your Speedlite and then attach the various modifiers to the strap. If the modifier is heavy, you can add a second speed strap over the top (after you have affixed your modifier) to provide a bit more grip, as shown in Figure 14.7
 .
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Figure 14.6
 Honl Speed Strap.
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Figure 14.7
 For heavier mods, I use a second strap tightened down on the modifier.






Vello Cinch Strap


Vello is a value-oriented brand that focuses on quality and functionality. Their speed strap is every bit as good as the original—at a fraction of the price.





DIY Strap


You can make your own straps with a bit of wide Velcro sewn to a bike inner tube (a thorn-proof tube works best; it’s thicker). You want the fuzzy side facing out from your Speedlite. Also, you will need a short piece of the hook side at the end.





Built-In Strap


Many Speedlite mods are now made with a cinch strap built-in to the design, as shown in Figure 14.8
 .





 [image: Image]




Figure 14.8
 Strap built into the Vello Mini Beauty Dish.






 Globe and Dome Diffusers

When I wrote the first edition of the Speedliter’s Handbook
 , a dome diffuser was an essential Speedlite modifier. With the proliferation of other strap-on mods in the past several years, the field of alternatives is much broader.



When I’m travelling with a large kit, I always have a couple of large globe diffusers in the case. When I’m travelling light, I typically take the versatile Rogue FlashBender Large (Figure 14.16
 ) instead of a smaller dome diffuser.



Strobros Globe Diffuser


If you think about it, a household light bulb throws off light in all directions. It bounces off the ceiling and the walls. In contrast, a Speedlite mainly throws out light in one direction—straight forward.



Studio strobes typically have bulbs that extend out front. When there’s no reflector or modifier on a studio head, it’s called “bare bulb.” The effect can be dramatic if the light is in close—giving a strong amount of falloff. A bare bulb can also be used to replace the effect of a household fixture that appears in the frame.

The Strobros Globe Diffuser is a unique Speedlite modifier in that it comes close to achieving the look of a bare-bulb studio head. Strap it on, and the light will fly in every direction.

Although the globe diffuser is light enough to be used on-camera, my preferred method is to use it off-camera, as shown in Figure 14.11
 .
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Figure 14.9
 The egg-shaped Strobros Globe Diffuser straps onto the head of a Speedlite.
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Figure 14.10
 The longer length of the Strobros Globe Diffuser creates very soft light when used in close.
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Figure 14.11
 The set shot for Figure 14.10
 .






 Sto-Fen Omni-Bounce


This is an inexpensive, versatile modifier that has long been a classic mod among Speedliters. The Sto-Fen Omni-Bounce is a translucent plastic box that fits over the head of your Speedlite. It transfers the light in many different directions. Rather than fly straight forward, the light also goes out the side of the box. Sto-Fens are molded for specific models, so be sure to get the right one for your Speedlite.



Photojournalists often use a Sto-Fen with their Speedlite head angled up at a 45° angle. The idea is that the diffuser will throw the light up to the ceiling and off walls for a softer look (as compared in Figures 14.13
 and 14.14
 ). Of course, if you are outdoors or in a very large room, the benefit of angling the Sto-Fen is minimal.
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Figure 14.12
 The Sto-Fen Omni-Bounce slips onto the head of a Speedlite.
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Figure 14.13
 When the Sto-Fen is fired directly at the subject from an on-camera Speedlite, the light has a bit of shape, but not much.
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Figure 14.14
 When indoors, angling the Sto-Fen up will bounce a bit more light off the ceiling and soften the shadows a bit more.






Vello Universal Bounce Diffuser


This fabric mod has an elastic collar that slips over the head of any Speedlite. The back half has a foil surface to push the light sideways and forward. It works much like a Sto-Fen but folds flat for travel.





Use A Dome Diffuser In Close


My favorite way to use a globe or dome diffuser is to drop it in close to my subject’s face. The effect is similar to that of a bare bulb—meaning that the light falls off dramatically, as shown in Figure 14.10
 .
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Figure 14.15
 The Vello Universal Bounce Diffuser fits any Speedlite and folds flat for travel.






 Bounce Reflectors

A bounce reflector has a simple purpose: Make the Speedlite seem bigger by spreading the light around. You’ll find it handy when you want to bounce the light but don’t have a suitable wall nearby, such as in large spaces or outdoors.





Rogue FlashBender Large


The Rogue FlashBender Large is the Swiss Army knife of Speedlite modifiers. It is so versatile that I typically carry one for every Speedlite in my kit. The FlashBender’s intended use is as a bounce reflector, as shown in Figure 14.16
 . Thanks to its unique design, which includes flexible, aluminum rods sewn into the fabric, it can be shaped into a variety of angles and shapes—from a wide, flat panel to a tubular snoot. Another advantage of the Rogue FlashBender is that its strap attaches directly to the head of your Speedlite—so you don’t need to fumble for a speed strap. There are several sizes. The one that I consider to be the most useful is the Rogue FlashBender Large. You will read about other ways to use the FlashBender later in this chapter and throughout the shooting chapters later in the Handbook
 .
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Figure 14.16
 The large Rogue FlashBender can be used flat, as shown, or curved into any number of shapes.






Honl 8″ Speed Snoot/Reflector


Honl Photo designed a flexible snoot (a long tube through which the Speedlite fires) of flexible nylon cloth. It can also be fashioned around three sides of the Speedlite to form an impromptu bounce reflector, as shown in Figure 14.17
 . I prefer the Honl 8″ gold/silver snoot as it provides a bit of warmth to the light, as shown in Figure 14.20
 .
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Figure 14.17
 The Honl snoot can be used as a bounce reflector. I appreciate this versatility. I prefer the gold/silver zebra pattern, which warms the light slightly.
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Figure 14.18
 The LumiQuest ProMax has an open web top and several reflective inserts—including the silver insert shown here.
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Figure 14.19
 The Rogue FlashBender is the largest of all the bounce reflectors discussed in this section. Its white surface provides a nice, soft bounce for the Speedlite. As you can see here, the color is neutral.
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Figure 14.20
 The Honl snoot works well as a bounce reflector. This shot used the gold/zebra snoot on-camera—which adds a bit of warmth to the skin tones.






 Vello 8″ Snoot/Reflector


Vello produces a well-made fabric snoot in the style of the Honl 8″ snoot. If you are in the market for a soft silver snoot/reflector, the Vello brand will save you a bit of money and be just as durable as the original.





LumiQuest ProMax Bounce System


The LumiQuest ProMax Bounce System is a multifunction rig. The frame has a unique webbed top. Use it open and it will throw 80% of the light to the ceiling and bounce 20% forward to create a small catchlight in the eyes of your subject(s). If the ceiling is too high or you just want more punch, as shown in Figure 14.21
 , you can drop in one of the white, gold metallic, or silver metallic reflector panels—although, to my eye, the metallic inserts punch too much light forward and make the photo look like it was shot with on-camera flash.





Your Hand...Seriously


When I’m shooting on the run and need a quick bounce reflector, I’ll use my hand behind the Speedlite, as shown in Figure 14.5
 . Sure, it’s not as efficient as a true bounce reflector, but in a pinch it works. An added benefit is that it warms up the color of the flash a bit.
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Figure 14.21
 I find that the metallic inserts in the Lumiquest ProMax throw too much light forward for my taste. This shot was made with the silver insert from the same camera position as the photos above.






 Softboxes that Attach to Speedlites

A softbox provides a space for the light from the flash or strobe to bounce around before it heads out through a single or double layer of diffusion panel on the front. It is a great way to make the apparent size of your Speedlite seem much bigger. The advantage of a larger light source is that the shadows soften when the light comes from multiple angles—the same way that clouds soften sunlight.





Lastolite Ezybox Speed-Lite


This is the original Speedlite-mounted softbox. It features strong metal bands that keep the sides tight and has inner/outer diffusion panels so that the light softens nicely. The 9″-square face is recessed so that there is a definite edge to the light—very helpful for feathering the light. It mounts quickly and securely to the Speedlite without any additional straps and folds up quickly for travel. If you’re shooting a lens that is 5″ or longer, you can use the Ezybox Speed-lite in the hotshoe—otherwise, use it off-camera in your hand or on a light stand.





Impact Quikbox Micro


This value-priced softbox is very similar to the original described above. It too has a recessed face and folds flat for travel.





Westcott Pocket Box Kit


Westcott’s Pocket Box kit features three softboxes—8″ x 12″, 8″ round, and 6″ x 7″. They feature a wire band to keep the front panel stretched tight. The flexible sides fold flat for travel. The entire set fits into a nylon pouch that will hardly take up any space in your gear bag.
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Figure 14.22
 Lastolite Ezybox Speed-Lite.
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Figure 14.23
 Westcott Pocket Box set.






 Rogue FlashBender 2 Large Softbox


Rogue makes a diffuser panel that attaches to the FlashBender 2 Large. It is a convenient way to turn a bounce reflector into a softbox, as shown in Figure 14.24
 .
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Figure 14.24
 Rogue FlashBender 2 Large with diffuser.






Fstoppers Flash Disc


Ingeniously-designed Fstoppers Flash Disc unfolds from a pocket-sized pouch into a 12″ disk that creates beautiful light. An elastic band inside slips around the head of any Speedlite that can be angled vertically. Reflective fabric is used around the perimeter and for the back, so every bit of your flash will light the front panel. There is also a square of reflective fabric sewn into the front panel to prevent a hot spot at the center. As a final bonus, the outside of the back panel is made of white, grey, and black fabric so that it can be shot on location and used later as a white-balance target in post-processing. If having a Speedlite-sized softbox that takes up minimal space is your first criterion, then choose the Fstoppers Flash Disc.





LumiQuest Softbox III


The LumiQuest Softbox III measures 8″ x 9″ across the face, yet folds flat for easy transport. While it’s not the same as shooting with a larger softbox, the size is big enough to create soft light on a close-up. It attaches directly to your Speedlite by the Velcro tabs (included) or onto a speed strap (my preference). It is constructed of plastic over cardboard panels.





Vello Universal Softbox


This value-priced softbox is very similar to the LumiQuest softbox described above. It too folds flat for travel.
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Figure 14.25
 The Fstoppers Flash Disc.
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Figure 14.26
 The Lumiquest Softbox III.







Speedliter’s Tip: —Push Your Softbox In As Close As Possible—


[image: Image]


Remember, for the softest light, you have to get your softbox as close to the subject as possible. This increases its apparent size relative to the subject—so light comes in from multiple angles and the shadows are soft. The farther away the softbox is, the harder the light becomes. Above: I’m holding the softbox just outside the frame. The on-camera master is controlling the slave in my hand.







 Ring Light Adapters

A ring light is a special light through which you insert your camera lens. Ring lights are often used for fashion photography and are equally well-suited for macro photography. The look of a ring light is distinctive because it provides a soft light with highlights on the surfaces that directly face the camera and, if the subject is close to a background, a shadow that literally edges the subject.





RoundFlash Magnetic Ringflash


The RoundFlash is one of my favorite Speedlite modifiers to be introduced since the first edition of the Speedliter’s Handbook
 . Unlike most of the mods in this chapter, which scale their size down to fit a Speedlite, the Roundflash is a full-sized, circular softbox. It measures nearly 18″ in diameter and is designed to work with most hotshoe-mounted Speedlites (400-series and up). Don’t worry—once you experience the amazing light that the RoundFlash creates (as shown in Figure 14.30
 )—you will not mind its size on your camera. You can just as easily use the Speedlite mounted on a light stand—which makes the RoundFlash a versatile off-camera softbox as well. Thanks to the ingenious use of super-strong magnets on the tensioning rods that separate the front and back panels, the RoundFlash can be assembled in a few seconds and then packed in an 8″ pouch for travel. Check out the details of my shoot Ring The Lens With Light
 in Chapter 19
 : Portraits With One Speedlite
 to see the stunning light that the RoundFlash creates.
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Figure 14.27
 The RoundFlash is huge, yet lightweight. Of the three ring light adapters that I tested, I think it creates the most beautiful light. I also appreciate that it folds up quickly and travels in a small nylon pouch.
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Figure 14.28
 The new design of the Ray Flash 2 is universal—meaning that it will fit a range of Speedlites. Of the three ring light adapters tested, it creates the most noticable shadow.
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Figure 14.29
 The Orbis must be hand-held or used with a bracket—which adds a bit of weight and bulk. Nevertheless, it creates beautiful light.






 Ray Flash 2


The Ray Flash 2 by ExpoImaging is also designed to work with your Speedlite mounted to your camera’s hotshoe. This second-generation design takes a universal approach and fits a wide range of Speedlites. Conveniently, the new design also enables the Ray Flash 2 to take up much less space in your gear bag—making it a travel-worthy companion. In contrast, the original models of the Ray Flash were model-specific and had bulky, L-shaped necks.





Orbis


The Orbis takes a generic approach that enables it to connect to “most” Speedlites by slipping over the extended head, as shown in Figure 14.29
 . The Orbis design also means that the Speedlite cannot be mounted in the camera’s hotshoe. Instead, you have to connect the camera and Speedlite via an off-camera cord, preferably an E-TTL cord so that you can maintain full E-TTL control and use your camera’s LCD to control the settings. Another distinguishing point of the Orbis is that it must be held—either by the photographer (which takes one hand off the camera), with the Speedlite mounted on a light stand (which means that the light is fixed in position), or by a metal Orbis bracket.





Use A Ring Light Adapter Off-Camera


All three of these mods can be used off-camera on a Speedlite mounted to a light stand. The softness of the light is a function of the size of the mod and how far the flash is from your subject. Of the trio shown here, the RoundFlash will produce the softest light.
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Figure 14.30
 A quick headshot with the RoundFlash.
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Figure 14.31
 A quick headshot with the Ray Flash.
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Figure 14.32
 A headshot with the Orbis.






 Grids

Grids are among the most used of all the mods in my kit. When the tightest zoom setting on your Speedlite is still too wide, reach for a grid.



Another creative use of grids is that they convert the rectangular pattern of light cast by your Speedlite into a circular pattern (see Figures 7.23
 –7.27
 in Chapter 7
 : Control Your Speedlite
 ). So, if you want a spotlight effect, a grid is your mod. The size of the grid determines the amount of control: the tighter the grid, the tighter the column of light. I find [image: Image]

 ″ and [image: Image]

 ″ honeycomb grids to be the most useful. See Figures 14.37
 –14.39
 for a comparison of how grid size affects the path of the light.



Strobros Beauty Dish II And Grids


My favorite grids are the set of three 6″-diameter grids that Strobros makes to fit their Beauty Dish II—which straps onto a Speedlite, as shown in Figure 14.33
 . While I chuckle at the idea of a 6″ beauty dish (generally the bigger the beauty dish the better—see Chapter 15
 : Those Big Modifiers Always Get In The Way
 for real beauty dishes), the Strobros Beauty Dish II is a fantastic, quick-change holder.



The reason that I like this grid system so much (and the reason that I typically have several sets of Strobros grids and dishes in my kit) is that the grids can be changed in a couple of seconds without disturbing the position of the Speedlite. This is a great stress-reliever under the pressure of a shoot—such as when the sun is crashing into the horizon. Note: The white plastic diffuser that comes with the grids creates nice light across a wide field.
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Figure 14.33
 The Strobros Beauty Dish II makes a great holder for Strobros’s 6″ grids.
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Figure 14.34
 Rogue 3-In-1 Grid system.
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Figure 14.35
 Lastolite Strobo system.
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Figure 14.36
 Honl grids feature a plastic frame.






 Rogue 3-In-1 Honeycomb Grid


Rogue’s 3-in-1 design uses two plastic grids (2.6″-diameter) that provide 45° and 25° cones of light. Ingeniously, when both are stacked into the plastic collar, the beam narrows to 16°. This durable and lightweight kit can bounce around your gear bag without concern. The only downside to the system is that it takes longer to change light patterns as you have to remove the collar from the sleeve and then push the grid in/out of the collar to change the configuration.





Lastolite Strobo Grids


Lastolite’s Strobo system is based around a bracket that you attach to the Speedlite head and magnetized accessory holders that pop on and off. Strobo system accessories include: [image: Image]

 ″ and [image: Image]

 ″ grids, gel holders, a gobo projector, barn doors, and a collapsible snoot. There is also a Strobo bracket to mount an Ezybox.





Honl Speed Grids


Honl’s Speed Grids feature a durable plastic frame around the grid. You use two hooked strips to connect the fuzzy patch on the frame to a fuzzy speed strap wrapped around the head of a Speedlite. In a pinch, you can also use strips of gaffer’s tape to affix them directly to the Speedlite. Either way, this is still a bit slower than the snap in/snap out design of the Vello 6″ grids discussed above.






Geek Speak: —Grids Vs. Snoots—


Think of a grid as being an artist’s paintbrush and a snoot as being a housepainter’s brush. Grids have a degree of precision that snoots lack—particularly [image: Image]
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 ″.
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Figure 14.37
 Headshot with the Strobros [image: Image]

 ″ grid.
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Figure 14.38
 Headshot with the Strobros [image: Image]

 ″ grid.
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Figure 14.39
 Headshot with the Strobros [image: Image]

 ″ grid.
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Figure 14.40
 Three Strobros grids, sizes [image: Image]

 ″, [image: Image]

 ″, and [image: Image]

 ″—shown life-size.






 Snoots

A snoot is a tube—either flexible or rigid—that you attach to the front of a flash to limit the spread of light. The length of the snoot is the main controlling factor: The longer the snoot, the tighter the pattern.





Rogue FlashBender Large


The fourth use for a Rogue FlashBender Large, behind being a bounce reflector, softbox, or flag, is to roll it as a snoot (Figure 14.41
 , top). If you need a tighter pattern, roll the FlashBender so that the black side is to the center.
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Figure 14.41
 Top: Rogue FlashBender Large. Bottom: Honl 8″ snoot/reflector in gold zebra fabric.






Honl 8″ Speed Snoot/Reflector


The Honl 8″ Speed Snoot/Reflector comes in two models—soft silver or gold/silver zebra. Like the FlashBender, it can be rolled as a snoot (Figure 14.41
 , bottom).





Strobros Snoot


The Strobros Snoot is a lightweight metal cone that attaches to a Speedlite via a built-in bracket and strap (Figure 14.43
 ). This is essentially the same design used for snoots on studio strobes. The honeycomb grid at the end tightens up the column of light.
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Figure 14.42
 Shot with FlashBender. The white interior throws a bit of flash on the background—which can be eliminated by rolling it so that the black side is to the center.
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Figure 14.43
 The conical snoot by Strobros limits the flash to a narrow beam. The addition of a grid to the snoot further columnates the light.






Lastolite Strobo Collapsible Snoot


Lastolite’s Strobo system includes a collapsible snoot that snaps onto the Strobo frame (not pictured).
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Figure 14.44
 Note how tight the pattern from the Strobros snoot is compared with the FlashBender.






 Projectors

Speedlite projectors are an entirely new category that emerged after the publication of the original Speedliter’s Handbook
 . While the following take different approaches, either can be used to project an image or pattern onto your background, your subject, or both.





Spiffy Gear Light Blaster


The Blaster is a unique mod that turns your Speedlite into a 35mm slide projector. (If you don’t know what a 35mm slide is, ask someone over 40). In addition to your Speedlite, you need to add a Canon EOS-mount lens. For best results, use a lens with a very wide aperture, like f/1.4, so that the projected image is as bright as possible. Spiffy Gear sells sets of pre-made slides, or you can use your own—either from the family archives or new images that you send out for conversion into a slide. Be sure to set the Blaster’s Speedlite to its own group so that you can dial its power up/down independently of other Speedlites in your shot.





Lastolite Strobo Gobo


The Strobo Gobo snaps onto either of Lastolite’s Strobo Brackets (Ezybox Hotshoe bracket or the Direct to Flashgun bracket). It holds standard 86mm metal gobos. Two are included with the kit. (Rosco makes a wide assortment. Search on “Rosco 86mm” to find them online. Check stage supply companies if you cannot find them at your camera store.) The Strobo Gobo lens can be snapped out if you want the pattern to have soft edges rather than sharp edges. For color, you can insert a Strobo gel frame between the bracket and the gobo holder.
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Figure 14.45
 Light Blaster (lens and Speedlite are added by the photographer).
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Figure 14.46
 A fun Light Blaster portrait.
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Figure 14.47
 Lastolite Strobo Gobo.
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Figure 14.48
 The Strobo Gobo can create interesting patterns on otherwise boring backgrounds.






 Flags

There will be many times when you want to light your subject and not the background. Likewise, there will be times when you place a Speedlite behind your subject and angle it forward to create a slice of rim light, but you do not want the flash to flare into the lens, as shown in Figures 14.53
 and 14.54
 . In these situations, a flag should be your go-to mod. So consider flagging to be an essential skill.





Rogue FlashBender Large


As I said earlier, the Rogue FlashBender Large is the Swiss Army knife of Speedlite modifiers. The reason that I carry one for every Speedlite in my kit is that they are extremely versatile Speedlite flags. In fact, I use them more frequently as flags than I do as reflectors or snoots.



Among the features that make the Rogue FlashBender Large my favorite flag is that the extra width and length guarantees that the flash is blocked completely. When positioning the flag, I will literally sight down the length of the FlashBender and adjust the far edge to the exact spot on the subject where I want the light to stop.

Another reason that the Rogue FlashBender Large is my favorite flag is that the flexible, aluminum rods enable me to shape the Flashbender around two sides of the Speedlite—say, to keep the flash off the background and the floor, or when I want to flag a grid—as shown in Figures 14.51
 and 14.52
 .
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Figure 14.49
 The Rogue FlashBender Large makes a superb flag to keep your Speedlite from lighting the background behind your subject.
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Figure 14.50
 In tight spaces, when I do not want the flash to bounce off a nearby wall, I will flip the FlashBender around and use black side as the flag.
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Figure 14.51
 When I want to keep the flash off the background and the floor, I will wrap the FlashBender around two sides of my Speedlite.
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Figure 14.52
 I will also wrap the FlashBender around a grid to precisely control a tight spot of flash.






 Other Flags


There are plenty of job-specific flags made by Honl, Vello, and others. They are smaller than the FlashBender Large and require a speed strap to attach them to the Speedlite. Over time, I have pulled them all out of my kit and now just rely upon the FlashBenders.





DIY Flags


It is easy to improvise a flag in a pinch—use your hand on the side of the flash, for instance. For insights on how to make one out of craft foam, search the web for Neil van Niekirk’s “black foamie thing.”





Consider Whether To Use The Black Or White Side To The Light


When you are shooting in wide spaces, it likely will not matter that the white side of the flag spaces the flash. In tight spaces, however, you should consider whether the light bouncing off the flag will create an unwanted bounce off a nearby wall. If so, flip the flag over and use the black side towards the flash.





Use Two Flags To Create A Slash Of Light


If you use flags on both sides of the Speedlite, you have a set of “barn doors” that will create a tight slash of light. This can be used to create a dramatic effect in an otherwise lackluster situation, as shown in Figures 14.47
 and 14.48
 .
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Figure 14.53
 The flare from the rimlight in the upper-right corner is a creative touch for some and a bane for others.
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Figure 14.54
 Adding a flag to the camera side of the Speedlite blocks the flash from the lens without affecting the quality of the rim light.
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Figure 14.55
 This dramatic slice of light is created by using a pair of flags as barn doors.
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Figure 14.56
 The set shot for Figure 14.52
 as lit by the ambient light. For the view of the final exposure, refer to Figure 14.1
 at the opening of the chapter.






 Random Essentials



Gels


I consider the use of gels to be an essential part of Speedliting. Their use, for both color correction and for dramatic effect, is the topic of Chapter 22
 , Gelling For Effect
 .







Rosco Cinefoil


Cinefoil is basically industrial-weight aluminum foil that has been coated with heat-proof black paint. It was invented in Hollywood as a quick way to modify hot lights on movie sets.



Cinefoil is great for forming a quick snoot or flag. The matte finish just eats up light. You can literally wrap it around a flashhead and press tightly. Then shape it as needed.

When done, unwrap the foil and fold it up for another day. I always have a few crumpled sheets folded up in my lighting kit.



Gaffer’s Tape


Gaffer’s tape is the duct tape of the photo universe. While it comes in a rainbow of colors (which is helpful for marking your gear), the main color is black. Uniquely, it has the ability to provide a strong grip and then be removed without leaving a residue. The sky is the limit when it comes to ways to put it to use. Call it “gaff” and you’ll sound like a veteran.
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Figure 14.57
 The precut gels by Honl have hooked strips that enable them to be attached and removed quickly from a Honl Speed Strap.
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Figure 14.58
 This is one of my ancient pieces of Cinefoil being used as an impromptu flag. Buy a roll and split it with several friends. It lasts forever.
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Figure 14.59
 Gaffer’s tape, or simply “gaff,” will save the day when you’ve left a piece of gear at home. As a light modifier, gaff is perfect for attaching gels to a Speedlite and for crafting snoots and flags on the fly.






 Deciding Which Mods are Right for You



Two Novice Essentials
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 3′ coiled E-TTL off-camera cord
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 Fstoppers Flash Disc



Gear For The Enthusiast
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 3′ coiled E-TTL off-camera cord
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 16′ or 32′ straight E-TTL off-camera cord
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 Rogue FlashBender Large
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 Strobros 6″ Beauty Dish + Grid Set
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 Color correction and color effect gel kits
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 Speed strap for each Speedlite
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 5-in-1 Reflector/Diffuser Disc (40″)



A Well-Stocked Speedliting Kit
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 3′ coiled E-TTL off-camera cord
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 16′ or 32′ straight E-TTL off-camera cord or a radio trigger system
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 Rogue FlashBender Large: one per Speedlite
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 Fstoppers Flash Disc or Lastolite EzyBox Speed-lite or Westcott Pocket Boxes
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 Several Strobros 6″ Beauty Dishes + Grid Sets
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 Globe Diffuser
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 Cinefoil: a couple of well-traveled pieces, about 12″ x 12″ each
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 Speed straps: one per Speedlite, plus an extra or two
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 Color correction gels: a minimum of two each of full, half, and quarter cuts of CTO
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 Color effect gels: an assortment of saturated colors that I’ve picked up along the way (see Chapter 21
 for details)
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 6-in-1 Reflector/Diffuser Disk (40″)
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 Black gaff: 2″ is the most versatile width
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 RoundFlash Disk (see Chapter 15
 )
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Figure 14.60
 Two essentials that every novice needs.
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Figure 14.61
 The enthusiast’s kit.
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Figure 14.62
 A well-stocked Speedliter’s kit.






 Chapter 15. Those Big Modifiers Always Get in the Way



WHY MOD IN A BIG WAY





UMBRELLAS





SOFTBOXES MADE FOR SPEEDLITES





USING SPEEDLITES WITH STUDIO SOFTBOXES





BEAUTY DISHES





SCRIMS AND DIFFUSION PANELS





REFLECTORS





FLAGS AND SOLIDS





 [image: Image]




Figure 15.1
 A Speedlite may be small relative to most subjects that it will light. However, with the right modifiers, you can craft any style of light that you desire.






The Short Version


When thinking about Speedlite modifiers, “big” is relative. It can be a small softbox that uses a separate bracket because it’s just a bit too heavy to be supported by direct attachment to the Speedlite. It can also be a 20′ x 20′ metal frame that is holding a silk diffusion panel over an elephant in a dry, desert lake bed (true story).



The common link between the small softbox and the giant silk is that they both stand between the light source and the subject. They both change the apparent size of the light source and the character of the light falling on the subject.

As a Speedliter, I frequently put a variety of big mods between my subject and the light coming from my Speedlite.



 Why Mod In a Big Way

Let’s face it, the front of a Speedlite is pretty small compared to the size of most things we point it at. Like the sun, which seems relatively small because of Earth’s distance from it, when a light source is small relative to the size of the subject, the light will be directional and the shadows will be hard.



You know that clouds are nature’s light mod. When they drift in, sunlight becomes softer because the parallel rays bounce off the water vapor and then come at you from many angles rather than from a single direction.

It’s the same with Speedlites. If you put a big modifier between your flash and the subject, the light will appear to come from a larger source and, hence, the shadows will be softer.



Three Types Of Big Modifiers


You can divide big light modifiers up into three groups:




[image: Image]

 Those that increase the apparent size of the Speedlite as the light passes through them (shoot-through umbrellas, soft boxes, diffusion panels)
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 Those that increase the apparent size of the Speedlite as the light bounces off them (reflective umbrellas, reflectors, white boards, shiny boards)
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 Those that stop or limit light (flags, blackboards, solids)
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Figure 15.2
 Umbrella, softbox, and diffusion panel are mods that make the light source seem bigger.
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Figure 15.3
 Disk reflector, California Sunbounce, and Scrim Jim are mods that bounce light.
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Figure 15.4
 Flags, solid, and black foam core are mods that stop light.






 Umbrellas

An umbrella is an easy-to-understand modifier. The framework is the same as the rain-repelling kind. The covering is either translucent (a.k.a. shoot-through) or reflective.



The greatest advantage of umbrellas is that they are widely available and relatively inexpensive. The basic idea is that firing your Speedlite through or into an umbrella makes the light come at the subject from many angles—meaning that umbrellas create soft light.

The downside to umbrellas is that, because of their curved shape, they throw light everywhere: on your subject, on the background, into the lens.... An umbrella can be tough to control with any precision.

If you are starting your journey as a Speedliter, then an umbrella is the perfect modifier to get you started. Know also, though, that if you stick with Speedliting, eventually you will grow beyond using an umbrella—you will want a modifier with more control, like a softbox.



Umbrella Fabrics


Umbrellas can be divided into two categories: shoot-through and reflective.



A shoot-through umbrella
 is made of thin white satin. To use one, you point the shaft of the umbrella away from your subject and position your Speedlite(s) to fire through the fabric.

A reflective umbrella
 typically has a flat white or shiny metallic lining. The most common metallic color is silver. You will also see gold and zebra (a zigzag combination of two colors). To use a reflective umbrella, you point the shaft of the umbrella at your subject and position the Speedlite(s) so that the light flies into and bounces off the fabric.
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Figure 15.5
 Shoot-through umbrella—the Speedlite fires towards the subject and through the umbrella.
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Figure 15.6
 Reflective umbrella—the Speedlite fires away from the subject and into the umbrella.







 At A Glance: Umbrellas

Advantages:
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 Affordable
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 Easy to store and carry
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 Many sizes and fabrics available
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 Easy to use with multiple Speedlites

Not So Good:
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 Throws light everywhere
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 Hard to feather and define edge of light
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 Often breaks easily

Best For:
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 Beginning with off-camera flash
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 Lighting groups and broad areas
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 Fill flash (especially white- or silver-lined)





When it comes to reflective umbrellas, there is a visible difference to the look of the fabrics.
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 White, not to be confused with shoot-through, provides the softest light.
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 Silver, if used up close, adds snap and contrast. You will see it in the highlights. Silver is also helpful if you are going to throw the light a long way, as when you are lighting a large group or a big interior.
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 Gold adds warmth to the light.
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Figure 15.7
 Shoot-through umbrella.
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Figure 15.8
 White reflective umbrella.
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Figure 15.9
 Silver reflective umbrella.
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Figure 15.10
 Gold reflective umbrella.






 Umbrella Sizes


The umbrella’s size is a significant factor in determining how many people or how large an area it will cover. Also, keep in mind that the position of the Speedlite(s) on the umbrella shaft and the position of the umbrella relative to the subject also greatly affect the coverage.



Here are general guidelines for the most common sizes (as measured across the face of the umbrella):
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 30″–32″: 1 person head and shoulders, 2′ x 3′ tabletop/product (1 Speedlite)
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 40″–45″: 2–3 person head and shoulders, 1–2 person ½-length, 4′ x 6′ tabletop/product (1 or 2 Speedlites)
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 56″–60″: 3 person full-length, 5′ x 8′ tabletop/product (2 to 4 Speedlites)
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 72″–80″: large groups or when you need to create a wide swath of even light, such as the cover shot of this book (3 to 8 Speedlites).



Convertible Umbrellas


A convertible umbrella is typically a white shoot-through with a removable black cover. I think that convertible shoot-through umbrellas are great—but not for the idea behind their creation. The designer’s idea is that you can have both a shoot-through and a reflective umbrella combined into one umbrella. I have a different approach.



My view is that I can use the removable cover as a built-in flag. Keeping a portion of the umbrella covered gives me a bit of control that I otherwise would not have. For instance, by leaving the cover in place on the back half of the umbrella as shown in Figure 15.12
 , I can light Sandra while preventing the umbrella from throwing light onto the background.



 [image: Image]




Figure 15.11
 In this shot, a whole shoot-through umbrella was used. This allowed a good bit of the light to hit the wall behind the subject.
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Figure 15.12
 Here, I used the cover of the convertible umbrella to flag the half of the umbrella that faced the wall. The light on Sandra is essentially the same. The wall appears darker because of the flag.






 Collapsible (Double-Fold) Umbrellas


Thanks to some umbrella genius, a collapsible umbrella is one that double-folds down from full size into a portable package that will easily fit inside a daypack or carry-on suitcase. My favorite, the Westcott #2011 (shown in Figure 15.13
 ), opens from a 2″ x 14½″ package into a 43″ umbrella—large enough to shoot headshots of one person or two people who like each other a lot. Since it is also convertible, the Westcott #2011 can be shot as a shoot-through umbrella with the removable cover flagging some of the light.





 [image: Image]




Figure 15.13
 The Westcott #2011 is a collapsible umbrella that can be reflective or shoot-through.






Configurable Umbrellas


Some of the most-interesting ideas in light modifiers come from Lastolite. They offer several umbrellas that have interchangeable fabrics and removable panels that allow you to change the shape of the catchlight in your subject’s eyes, as shown in Figure 15.14
 . So, when you want to create the look of windowlight, you now have the ability to create square catchlights. For an outdoor look, close the panel and create round catchlights.
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Figure 15.14
 Lastolite’s Joe McNally 4-In-1 Umbrella features a removable panel that enables you to shape the catchlights.






Umbrella Pistol Grips


When shooting with an assistant, you can greatly speed up the pace of your shoot by replacing a light stand with the Lastolite Brolly Grip Handle, as shown in Figure 15.15
 . This will allow you and your assistant to move quickly around your subject so that you can shoot a wide range of camera angles and light positions during a location shoot.
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Figure 15.15
 Lastolite’s Brolly Grip Handle will hold one or two Speedlites and enable you to move quickly during a location shoot.






 How To Mount An Umbrella On A Light Stand


The umbrella adapter
 (a.k.a. swivel adapter
 ) is a hinged bracket that provides the means to connect an umbrella to a light stand. This is an important bit of gear that should not be overlooked.



I have two strong recommendations about buying umbrella adapters:
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 that it be made of metal rather than plastic


[image: Image]

 that the top end have a spigot (pin) that can swivel 360° rather than having a coldshoe that is locked in position

The second point is especially important. Having a top spigot that swivels enables you to tilt the modifier up/down and then swivel it sideways (angle it in precisely). An adapter that has a coldshoe permanently connected will tilt the mod but not allow fine-tuning with a sideways swivel. These cheap adapters often come with kits. Toss them and get good adapters.

My favorite is the Manfrotto #2905 Swivel Umbrella Adapter (Figure 15.27
 ). To add to the versatility of the adapter, I replace the short male spigot with the longer and more durable Manfrotto #013 Double-ended Spigot and then tread a coldshoe onto the spigot.

As for which end goes up, make sure that the hole for the umbrella shaft, shown by the yellow arrow in Figure 15.17
 , is above the main handle that enables the adapter to tilt. Then slide the shaft into the higher end of this hole. It is angled slightly so that the Speedlite will fire into the center of the umbrella rather than into the edge. If the umbrella shaft is mounted below the hinge point, then the Speedlite will tilt, but the umbrella will not—as shown in Figure 15.18
 .
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Figure 15.16
 A plastic umbrella adapter (left) is fine when starting as a Speedliter. If you use large modifiers, pay a bit more for the durability of a metal umbrella adapter (right).
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Figure 15.17
 Knowing the mechanics of your umbrella adapter will make you a happier photographer. Truly.
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Figure 15.18
 The hole for the shaft of the umbrella should go above the hinge (as shown at left). If the shaft is below the hinge, then the umbrella will not tilt.






 Positioning Umbrellas On The Set


When starting out, raise the umbrella on the light stand so that the shaft points directly at your subject’s face, as shown in the inset of Figure 15.19
 .
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Figure 15.19
 In this shot, the umbrella was 4′ from the subject, creating dramatic chiaroscuro and a darker background.




As for how near/far, know that umbrellas follow the same principles of physics as all other modifiers. If the umbrella is relatively close to the subject (as shown in Figure 15.19
 ), its apparent size will be larger, so:
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 The light will come at the subject from many angles.
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 The shadows will be softer.
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 The falloff will be greater, which creates more chiaroscuro on the face.

If the umbrella is relatively far from the subject (as shown in Figure 15.20
 ), its apparent size will be smaller, so:
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 The light will come at the subject from a narrow set of angles.
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 The shadows will be harder.
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 The light will appear more even across the face of the subject.
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Figure 15.20
 Moving the umbrella out to 16′ creates flat light that lights the subject and the background more evenly.




Another important consideration about near/far is that when the modifier is close, the flash power is lower. This factor, when combined with the distance between the subject and the background, makes for a darker background. When the light source is farther out, the flash power must be increased to reach the subject, which makes it easy for the light to continue on to the background without losing much intensity. Note the difference in the value of the backgrounds in Figures 15.19
 and 15.20
 to see this phenomenon at work.



 Mounting Multiple Speedlites


There are many options. Here are my favorites:
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 Lastolite’s TriFlash
 combines three coldshoes and an umbrella adapter. The shoes are positioned at 90° angles. It has a tilt-only bracket that attaches to the light stand and a hole for the umbrella shaft. Note: For Canon shooters, there is no advantage to buying the more expensive Joe McNally model, which features coldshoes that swivel (needed by Nikon shooters to orient the optical sensors in the optimal direction).
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 Westcott’s Triple Threat
 holds three Speedlites at 120° angles around the shaft of an umbrella. There is a ¼-20 thread so that it can be threaded onto a spigot in the top of an umbrella adapter and swiveled sideways.
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 Lightware’s FourSquare
 is also machined from a block of aluminum. It comes as part of a unique softbox system (discussed in the next section). As its name suggests, the FourSquare will hold four Speedlites. It has threads for both ¼-20 and [image: Image]

 . It’s unique in that it can also hold two umbrellas (facing in opposite directions).



Double Umbrella Setups


Studio photographers often use large, dome-shaped softboxes when they need a broad field of soft light. The unique design of these softboxes is that the strobe head is mounted inside and faces the back of the softbox. Thus, the light has a chance to fly around before it moves out through the front.



You can use a reflective and shoot-through umbrella to achieve a similar light. The main difference is that a big octa has a flat front and the umbrella is curved. The FourSquare bracket is especially well-suited for a double umbrella set-up as it has two holes for umbrella shafts. You will find this set-up useful when shooting in tight spaces as it prevents light from flying around the set.
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Figure 15.21
 Lastolite’s TriFlash lighting pattern.
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Figure 15.22
 Westcott’s Triple Threat lighting pattern.
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Figure 15.23
 Lightware’s FourSquare lighting pattern.






 Use A Large Parabolic Umbrella To Create A Wide Field Of Soft Light


Most Speedliters eventually move from umbrellas to softboxes as their favorite mod for creating soft light. But, when it comes to creating a wide swath of soft light, nothing delivers more light than a giant silver umbrella. The one that is always in my kit is the 7′ silver parabolic umbrella made by Westcott (model #4633).



The cover shot for this edition of the Handbook
 was shot with this umbrella and a bunch of borrowed Speedlites, as shown in Figure 15.25
 . I used a pair of the original, all-metal Triple Threat brackets to mount six Speedlites. One was connected to my camera via an extra-long E-TTL cable and operated from the camera’s LCD as an optical master. The others were controlled as optical slaves.



 [image: Image]




Figure 15.24
 A double umbrella rig prevents light from flying out the back—which is very helpful in tight spaces.
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Figure 15.25
 Borrowing a bunch of Speedlites from workshop students enabled me to fill the Westcott 7′ parabolic umbrella with light for the creation of the Handbook’s cover shot. One flash was connected to the camera via an extra-long E-TTL cable and operated as an optical master. The others were controlled as optical slaves.




For action shots like this, you don’t know exactly where the athlete will fly. So you have to create a wide field of light. Thanks to the Inverse Square Law, the farther your light is from your subject, the more even the light will be across wide areas. If this does not make sense, review the section “Thinking About Flash-To-Subject Distance As Stops
 ” in Chapter 3
 : Mechanics of Light
 .
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Figure 15.26
 The watery set for the cover shot of the Handbook.






 Softboxes Made for Speedlites

You can think of a softbox as the better-behaved cousin of a shoot-through umbrella. Because of their shape, umbrellas tend to spray light out over a wide swath. Softboxes provide much better control because they have opaque sides and a flat front. This limits the options for the light’s flight path.





Anatomy Of A Softbox


A softbox typically consists of a black nylon box that is lined with either a reflective white or silver fabric. As with umbrellas, silver gives a snappier quality to the highlights. White provides a more gentle wrap. Frankly, for Speedlite work I prefer the silver because it’s more effective at pushing light out the front.



Most softboxes have four sides, but some have six or eight (the latter are called “octas”). The box is held open by metal rods that run through sleeves along the corners. The rods come together into a plastic or metal speed ring. The light source attaches to or is inserted through the speed ring.

The front of the softbox is a diffusion panel made of white nylon fabric. Some models have a removable inner diffusion panel (a.k.a. inner baffle) that softens the light a bit more. The front will be either flush or recessed a couple of inches. The advantage of the recessed front is that it limits the spread of the light. I prefer softboxes with recessed fronts because they give me just a bit more control as to where the light does and does not go.
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Figure 15.27
 The 28″ Apollo softbox by Westcott. Mounts one to four Speedlites inside. Silver interior.
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Figure 15.28
 The 24″ Ezybox by Lastolite. Holds one Speedlite facing forward as shown. Silver interior and interior diffusion panel.
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Figure 15.29
 The 32″ Rapid Box Duo by Westcott. Mounts one or two Speedlites facing forward. Silver interior and removable metal deflection plate.
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Figure 15.30
 The 30″ FourSquare softbox by Lightware. Mounts one to four Speedlites inside. White interior.






 Softboxes That Mount Speedlites On The Inside



Westcott Apollo
 —If you are just stepping up to a softbox from an umbrella, I encourage you to consider Westcott’s line of Apollo softboxes as your first choice. They produce beautiful light, set up quickly (because they open up like an umbrella), and can accommodate one to four Speedlites—all at very affordable prices. The reason that Apollos do not get more respect in the wider media is that only Canon has the on-camera access to the Speedlite’s full menu. So, whether using the 600EX-RT radio system or an older Speedlite connected to the camera via an extra-long E-TTL cord, you’ll have the ability to change modes, power, sync, etc., while the Speedlite is zipped inside an Apollo.



Apollos come in several sizes. The two that I like the most are the original 28″ x 28″ square (model #2334) and the 43″ Orb (model #2336). Both are well-suited for portraits, as shown in Figures 15.24
 and 15.25
 . If I have to pick one to start, I would start with the Orb because it is larger. The one advantage of the 28″ Apollo is that the front is deeply recessed, making it easier to keep the flash off the background.

The Apollos have silver interiors. Their advantage is that, by facing the Speedlite(s) toward the back of the softbox, the light bounces around and emerges as a very even field.

If you have a multi-Speedlite bracket, like the Lastolite TriFlash, you can mount several Speedlites in an Apollo. This does not change the quality of the light, but it does make for faster recycle times. Typical price: $120.
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Figure 15.31
 The Westcott Apollo can be used with one or several Speedlites. This headshot of Sandra was made with one Speedlite firing at [image: Image]

 power.
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Figure 15.32
 The look of three Speedlites firing inside an Apollo is very similar to the look of one flash. For this shot, the trio was fired at [image: Image]

 power—which enables a shorter recycle time.
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Figure 15.33
 Apollo softboxes can easily accommodate multiple Speedlites. On the right, I used the Lastolite TriFlash bracket.







 Speedliter’s Tip: —Deciding Which Softbox Is Right For You—


For many Speedliters, the purchase of a softbox is the second-most expensive piece of gear in the kit (Speedlites will generally be the most expensive items). How do you decide which is right for you? Here are some thoughts:


[image: Image]

 Price
 : Softboxes range from $100 to $300+


[image: Image]

 Size for Speedliting
 : A softbox in the 20″ to 24″ range is good for headshots, bigger for taller or wider shots.


[image: Image]

 Number of Speedlites
 : Many softboxes can only handle a single Speedlite. If you want a softbox that will handle two or more, your choices are limited.


My Recommendations



Novice
 : Westcott Apollo


Committed Enthusiast
 : Westcott Apollo or Lastolite Ezybox


Pro Speedliter
 : Apollo, Ezybox, or FourSquare






FourSquare
 —These are pro-grade softboxes designed specifically for shooting multiple Speedlites (up to four). At the hub of the FourSquare is a highly engineered block of anodized aluminum. In addition to spots for four Speedlites, it is drilled to accommodate two umbrellas. For instance, you could forego the softbox and fire the Speedlites into a silver umbrella that’s clam-shelled with a shoot-through umbrella, as shown in Figure 15.24
 . There are three models: 20″, 30″, and 48″. The 30″ softbox is the most versatile. Each FourSquare is beautifully built and packs down into an easy-to-stow 18″-long stuff sack. It’s the most expensive softbox I own for Speedliting, but worth every penny.


Typical price: $270 and up.




Softboxes That Mount A Speedlite (Or Two) On The Outside


The main attraction to softboxes that mount the Speedlite on the outside is that you can access the control panel directly and that the optical wireless sensor is not blocked (if the Speedlite’s body is twisted to one side or the other). The downside to external mounting is that most of these softboxes can only mount one Speedlite. A few can mount two flashes. (Again, mounting additional Speedlites in a softbox does not necessarily change the quality of the light, but the entire system will recycle faster because each Speedlite fires at a lower power setting.)





 [image: Image]




Figure 15.34
 The FourSquare creates light that wraps around the subject beautifully.
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Figure 15.35
 The FourSquare will hold four Speedlites. Note that I have twisted the heads 90° so that the light bounces off the sides of the FourSquare before it flies forward through the diffusion panel.





 Lastolite Ezybox
 —This was the original pop-up softbox, and it maintains its popularity today. An Ezybox sets up in a matter of seconds. The built-in steel bands literally pop the sides into shape. The included Speedlite bracket snaps right into the back. It could not be simpler. Because the light flies from the back to the front, the Ezyboxes include an inner diffusion panel—which can be removed when a slightly hotter center is desired. Lastolite continues to stay on the leading edge of innovation. There are now Ezyboxes that range from the tiny (8″) Speed-lite all the way up to the Extra-large Switch—which can be configured as a 46″ square or quickly zipped into a 17″ x 36″ strip box. The most popular Ezyboxes are the 24″ x 24″ size and the 30″ x 30″. Typical price: $75–$225.



Impact QuikBox
 —These value-priced softboxes have much of the functionality of the original Lastolite models. They come in three sizes (each square): 9″, 15″, and 24″. One noteworthy difference between Impact and Lastolite is that the Impact boxes must be stored flat (making the 24″ Quikbox too big for most gear bags and duffles). Lastolite’s Ezyboxes fold flat and then twist into a ball. So, the 24″ Ezybox packs to about 8″ x 8″ x 8″.


Lastolite Strobo Beauty Box
 —This 15″ version of Lastolite’s Ezybox comes with an additional inner diffuser that features reflective fabric to push some of the light to the perimeter of the box—as in a beauty dish. The included circular front panel creates the circular catchlights favored in glamour photography. It also includes the standard diffuser set so that it will work as a regular Ezybox.
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Figure 15.36
 An example of the beautiful, soft light that a single Speedlite can create with an Ezybox.
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Figure 15.37
 Lastolite’s Joe McNally EzyBox features a white interior to create softer highlights than those created by the standard Ezybox with a silver interior.
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Figure 15.38
 The unique design of the Lastolite Strobo Beauty Box creates the look of light coming from a traditional beauty dish.





 Westcott Rapid Box
 —As soon as Westcott’s Rapid Boxes came to market, I became a huge fan. At first, there was only one model. Now there are four:


[image: Image]

 20″ Octa Mini


[image: Image]

 26″ Octa


[image: Image]

 32″ Rapid Box Duo


[image: Image]

 10″ x 24″ strip

The Rapid Boxes are similar to Westcott’s Apollo softboxes in that both series open like umbrellas. A significant difference is that the Apollo line mounts the Speedlites on the inside so that the light fires into the silver foil interior before flying through the diffuser. This is fine for Canon shooters who can control their Speedlite settings (mode, power, sync, etc.) from the LCD of their cameras. Shooters of brands that don’t have this capability might find the Rapid Box line to be more convenient as the Speedlite mounts on the outside.

Another significant difference between the Apollo and Rapid Box lines is overall shape and size. The Apollos (with the exception of the 43″ Orb) are rectilinear. The Rapid Boxes (with the exception of the 10″ x 24″ strip) are octagonal. So, the two lines complement each other nicely.

There is an optional deflection plate that mounts inside the Rapid Boxes. I recommend that you add it. The plate’s job is to bounce the flash out to the sides of the softbox. When you look at the plate in Figure 15.33
 , you might wonder if the metal frame of the Rapid Box creates shadows. The quick answer is no—the flash bounces around so much inside a Rapid Box that the frame is never seen.


Typical price range (depends on model): $150–$270.
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Figure 15.39
 The Rapid Boxes feature a front diffuser panel that is form-fitted to the outside of the softbox.
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Figure 15.40
 The interior of each Rapid Box uses metallic fabric to maximize the reflection of the flash. The optional deflection plate forces the flash out to the sides of the softbox.
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Figure 15.41
 Rapid Boxes mount the Speedlite on the back of the softbox for easy access to controls.







Speedliter’s Tip: —Test Your Mods—


How do you learn how your modifiers work? Find a light-colored wall and test them. Lock your camera down on a tripod and keep the light stand in the same spot to make a series of shots that reveal the differences between your mods.

Shoot the mods both firing into the wall so that you can see the spread of the light relative to the size of the mod (light stand about 4′ away) and firing across the wall so that you can see the spread of the light top to bottom.

Set your Speedlite to Manual mode so that the power remains constant throughout the test. You will discover that some mods consume more light than others. When looking at both shots, pay attention to the edges of the light and how they merge into shadow. You will find that there are interesting effects on some of your mods that can be used in shots.

Top right: Lastolite 24″ Ezybox

Bottom right: RoundFlash Dish

Bottom left: Westcott 20″ Rapidbox Octa
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 Using Speedlites with Studio Softboxes

Over the years, I collected many softboxes that are designed to work with larger studio strobes. I am particularly fond of the Super Pro softboxes made by Chimera. So, what’s a Speedliter to do when he wants the beautiful light that comes out of a studio-sized softbox without having to haul the weight of studio-sized lights? Of course, find a suitable flash bracket.



There are two important considerations when merging small flash with big boxes. The first point to understand is that the distribution of light from a Speedlite is different from a monolight or studio strobe. With a Speedlite, the bulb fires forward through a flat panel. The tubes in monolights and studio strobes are tubular (as shown in Figure 15.42
 ) and send light in many directions simultaneously. To fill big softboxes, I pull out the wide-angle panel on my Speedlite—which is the only use I’ve found for it.
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Figure 15.42
 The shapes of flash tubes on monolights and studio heads cause them to throw light in many directions rather than just forward.




The second consideration is that your Speedlite sends out light in a rectangle (even with the wide-angle panel pulled out). So, with rectangular softboxes, be sure to mount the Speedlite so that its head aligns with the orientation of the softbox.
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Figure 15.43
 When lighting big softboxes with Speedlites, I pull out the wide-angle panel on my Speedlites to distribute the light in the softbox. This is the only time that I use these panels.
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Figure 15.44
 The LumoPro Double Flash Bracket securely mounts two Speedlites and can accommodate a wide range of softbox designs.
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Figure 15.45
 Be cure to close the back of the softbox around the Speedlites. Otherwise, a significant amount of the flash will fly out the back.






 Softbox Adapters For Speedliting



LumoPro Double Flash Bracket
 —This is the best value among all the brackets featured in this section. The build-quality is robust. The speedring has ten holes around the perimeter, which assures that it will work with both square and octagonal softboxes. As shown in Figure 15.44
 , the LumoPro Double Flash bracket easily accommodates a pair of Speedlites. Typical price: $50.





Raya Reflector Adapter
 —The Raya Reflector Adapter (Figure 15.46
 ), features a Bowens S mount, which means that it will work with a wide range of economical studio-sized modifiers. Further, there are a wide range of speedrings that will convert other brands of modifiers to the Bowens S mount. Typical price: $35.
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Figure 15.46
 The Raya Reflector Adapter.





Chimera 2795 Speedlite Speed Ring
 —Chimera’s 2795 Speed Ring, shown in Figure 15.47
 , includes a drop-bracket and coldshoe that works fine with 600- and 500-series Speedlites. The Chimera 2790 Speed Ring is the one to use with the 430-series. Typical price: $50.
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Figure 15.47
 The Chimera 2795 Speedlite Speed Ring.





Kacey Speedlight Brackets
 —The first thing to know about the Kacey Speedlight Brackets—and virtually everything else made by Kacey Enterprises—is that they are well designed and overbuilt. It’s not that the Kacey brackets are heavy—they’re not—but the aluminum is thicker than any other bracket I’ve seen. There’s no doubt that they are engineered to securely hold the Kacey Beauty Reflector (see next section) and one or two Speedlites, as shown in Figure 15.48
 . The brackets are available in both single and double Speedlite models. I’d suggest the double just so you can keep your options open. In addition to fitting the Beauty Reflector, Kacey offers several adapters that will enable you to mount virtually any softbox. Typical price: $135–$175.
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Figure 15.48
 The Kacey Speedlight Bracket is a robust choice that can hold one or two Speedlites.







Speedliter’s Tip: —No Studio-Sized Softbox?—


Don’t fret if you don’t have a studio-sized softbox. The only reason that you would have one is because you’re already shooting a monolight or studio strobe (and you’re likely reading the Handbook
 because you’re tired of hauling all that heavy gear around). If you’ve not ventured into the realm of large flash and don’t have studio-sized gear, feel free to stick with Speedlite-sized gear.







 Beauty Dishes

A beauty dish is essentially a broad, shallow pan or softbox with a hole cut in the center for a strobe. There is a reflector a short distance in front of the tube that scatters the light out to the sides of the beauty dish before it can move forward. To create the softest light, beauty dishes are used with fabric diffuser panels. Using them without the diffuser yields slightly crisper shadow edges.



In terms of control, a beauty dish is similar to a softbox, meaning that it has a defined edge that you can use to feather the light. If you add a grid to a beauty dish, you have a light that is soft yet highly directional. In terms of softness, a beauty dish sits between an umbrella and a softbox.



Rigid Beauty Dishes For Speedliting



Kacey Beauty Reflector
 —Kudos to Jerry Kacey for bringing the first full-sized (22″) beauty dish to market that is designed with Speedlites in mind—shown in Figure 15.50
 . Unlike studio dishes that are typically made of metal, the Kacey dish is made of plastic—which means that it’s lightweight and durable, a perfect combination for Speedliters who often travel—provided that you can accommodate a case that is 24″ in diameter. This is a professional-grade modifier that produces beautiful light. Typical price: with single Speedlite bracket $280, with double Speedlite bracket $315.






 [image: Image]




Figure 15.49
 Headshot with a Kacey Beauty Reflector.
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Figure 15.50
 The Kacey Beauty Reflector.





Impact Beauty Reflector
 —Impact offers metal beauty dish reflectors in a range of sizes—16″, 20″, 22″, and 27″. The 20″ comes as a kit, as shown in Figure 15.51
 , with the Raya Reflector Adapter so that it can be used with a single Speedlite. For the larger sizes, you will have to buy the dish and adapter a la carte. Typical price: 20
 ″ kit $165.
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Figure 15.51
 Impact 20″ Beauty Reflector.






 Collapsible Beauty Dishes For Speedliting



Impact Foldable Beauty Dish
 —When I first tested the Impact Foldable Beauty Dish, shown in Figure 15.52
 , I was impressed with its convenience and size. To set it up, you push out on the ring of fiberglass links until they lock into a rigid circle. The ribs are already attached to a Bowens-style speedring. As conveniently, the beauty dish collapses into a lightweight kit for travel. There are three diameters: 28″, 34″, and 40″. The 28″ is great for Speedlites (and bigger than the other beauty dishes that I cover in this section). You will need to add the Raya Reflector Adapter so that the beauty dish can be used with a single Speedlite. Typical price: 28
 ″ kit with Raya Adapter: $125.
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Figure 15.52
 Impact Foldable Beauty Dish.





Roundflash Dish
 —The RoundFlash Dish, shown in Figure 15.53
 , is a collapsible, ultra-lightweight 18″ beauty dish diffuser that packs into a small pouch for travel. Set-up takes only a moment and requires that you connect a single, shock-corded tube. It features an internal mirror system that reflects and bounces light around the opaque center for a true beauty dish look. Mounts directly to the Speedlite via the built-in strap. Jump to Figures 19.5
 –19.6
 to see it in use. Typical price: $75.
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Figure 15.53
 RoundFlash Dish.





Chimera Octa 2 Pro Kit
 —Chimera softboxes produce beautiful, soft light. The beauty dish shape of the 24″ Octa 2, shown in Figure 15.54
 , creates round catchlights—so important with tight headshots. A plastic deflector plate sends the flash to the sides and prevents a hot center. As with all Chimera gear, the Octa 2 kit is truly pro-grade. Typical price: $350.
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Figure 15.54
 Chimera Octa 2.





Westcott Rapid Box 20
 ″ and 26
 ″ Octa
 —The Rapid Box Octas, shown in Figures 15.39
 –15.41
 , feature a built-in wire frame that opens and closes like an umbrella. For a true beauty-dish configuration, you will want to have the optional metal deflector plate that disrupts the forward path of the flash and sends the light sideways. Typical price, including deflector plate:
 20″ $170
 , 26″ $190.




 Scrims and Diffusion Panels

A scrim is a semitransparent sheet of fabric. When stretched across a frame and used as a light modifier, a scrim becomes a diffusion panel. Diffusion panels can be used to soften any direct light source.





Scrim And Diffuser Fabrics



Silk
 —Traditionally, a silk was exactly that—white silk. Today, it broadly refers to any lightweight, white fabric used as a scrim. Thin white nylon is the most common material for a silk. In a pro catalog, you will find silks listed by the amount of light they block—¼, ½, ¾, and full stop.





Silks are often used over the top of a subject to cut the harsh contrast created by direct sunlight.




Black Net
 —Black net essentially is a neutral density filter for a light source. If you stretch a large black net tight across a frame and place it behind your subject, it will become invisible to the camera. This can be helpful if you need to reduce, but not entirely eliminate, the intensity of a bright background scene. Single net reduces about [image: Image]

 stop of light. A double net will provide about 1½ stops of reduction.



Styles



Collapsible Disk
 —A 5-in-1 collapsible disk reflector kit is part of my novice Speedliter’s kit. It consists of a diffuser disk and a cover made of four fabrics: black, white, silver, and gold. You can fire your Speedlite through the diffuser disk to make soft light. You can hold the diffuser disk over your subject to kill the intensity of direct sun. A 32″ disk is the easiest to carry. A 42″ disk will be more versatile.
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Figure 15.55
 A 5-in-1 kit is built around a collapsible diffuser disk and removable cover.






 [image: Image]




Figure 15.56
 Lastolite’s Skylite panels are robust and hold a standard range of fabric panels.
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Figure 15.57
 Westcott’s Scrim Jim panel system offers the widest selection of fabrics.
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Figure 15.58
 Westcott Fast Flags fold for transport.







 At A Glance: Scrims & Diffusers

Advantages:


[image: Image]

 Can be used with sun or flash


[image: Image]

 Easy to store and transport

Not So Good:


[image: Image]

 Generally expensive (panel systems)

Best For:


[image: Image]

 Knocking edge off direct sunlight


[image: Image]

 Quick way to create soft light






Square/Rectangular Frame
 —When you go beyond 32″ to 36″, it can be difficult to keep a diffuser disk taut. A better alternative is to use a frame system. Two of my favorites are the Lastolite Skylite and the Westcott Scrim Jim. Both come in a variety of sizes and offer several diffusion and reflective fabrics.


Open-Sided Frame
 —An open-sided frame holds the fabric on all but one of the long sides. The advantage is that the lack of a rod or tube on the fourth side allows for a shadowless transition from the diffuse light to direct light. Both F.J. Westcott’s Fast Flags (Figure 15.58
 ) and Matthew’s RoadRags fold up into easy-to-transport kits.



How Diffuser Position Affects Light Quality


The closer that your subject is to the diffusion panel, the softer the light will be. Also keep in mind that as you push the panel in closer, the contrast in the shadows will become deeper (meaning that the chiaroscuro increases).



Conversely, the farther out you pull the diffusion panel, the flatter the light will become across your subject. In both cases, the diffusion panel creates soft light. The difference is the range of contrast on your subject.
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Figure 15.59
 Headshot made in direct sunlight.
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Figure 15.60
 Headshot with diffuser disk at 16″.
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Figure 15.61
 Headshot with diffuser disk at 4′.
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Figure 15.62
 Headshot with diffuser disk at 12′.
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Figure 15.63
 Set shot of diffuser at 16″.
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Figure 15.64
 Set shot of diffuser at 12′.






 Reflectors

Reflectors can be used with both ambient light and flash. With ambient, a reflector is mainly used to bounce light into the shadows to reduce contrast in the scene. With flash, a reflector can be used to increase the apparent size of the light and thereby soften the shadows.





Foam Core Reflectors


Foam core is a styrofoam sheet covered on both sides with heavy paper. A sheet of foam core makes an inexpensive fill card for reflecting light into shadows. You can buy 3′ x 4′ sheets at office supply stores and larger sheets at pro photo or theater supply stores.





Fabric Reflectors


Reflectors come in all the styles that were discussed in the previous section on scrims. The difference, of course, is that the fabric panel is reflective rather than semitransparent. Most reflectors will have a different fabric on each side of the disk or panel. The four main colors are: white, silver, gold, and zebra (a zigzag mix of two colors). When starting, a 5-in-1 collapsible reflector will do fine.





At A Glance: Reflectors

Advantages:


[image: Image]

 Inexpensive (basic units)


[image: Image]

 Easy to store and transport

Not So Good:


[image: Image]

 Need light source to reflect


[image: Image]

 Difficult to fine-tune the amount of light

Best For:
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 Filling shadows


[image: Image]

 Quick bounce flash
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Figure 15.65
 Headshot with white fabric reflector.
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Figure 15.66
 Headshot with silver fabric reflector.
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Figure 15.67
 Headshot with gold fabric reflector.
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Figure 15.68
 Set shot of gold reflector in use.






 Flags and Solids

Photography is not always about lighting—sometimes it’s about shadowing. So remember, another way to shape light is to block it—from the subject, from the background, or from the lens. Flags and solids are as valuable as any other light modifier.





Flags


A flag
 is an opaque object used to block light coming from a source—such as a Speedlite. In the preceding chapter, on pages 180
 –181
 , we saw a number of ways that a flag can be used to increase the drama of light. Sometimes a card, a bit of Cinefoil, or that piece of cardboard is all that’s needed to turn average light into something special.





Solids


A solid
 is similar to a flag in that it also is opaque and used to block light. The distinction is that a light source is flagged, whereas ambient fill is blocked by a solid. The photos at right demonstrate the concept of negative fill
 , which—I agree—sounds like an oxymoron. The idea, simply, is to absorb light that would otherwise fly by the subject and bounce back as fill.





At A Glance: flags & solids

Advantages:


[image: Image]

 Can be made impromptu during shoot

Not So Good:
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 Nothing in particular

Best For:
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 Controlling spill from Speedlite (flag)
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 Controlling fill (solid)
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Figure 15.69
 The bare brick tints the fill light red.
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Figure 15.70
 White foam core provides bright fill.
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Figure 15.71
 A black solid maintains the original look while removing the red cast from the brick.
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Figure 15.72
 The Scrim Jim black solid in use.






 Chapter 16. Get A Grip



MOUNTING A SPEEDLITE ANYWHERE





SOMETIMES YOU HAVE TO TAKE A STAND





REACHING OUT: POLES, BOOMS, AND BOOM STANDS





RAILS AND OTHER MULTI-LITE MOUNTS





STAYING FLEXIBLE: BUNGIES, STRAPS, AND GAFF
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Figure 16.1
 Creating great light starts with putting your Speedlites in the right spot. From left: Super Clamp, Umbrella Adapter, Justin Clamp, and Monoball Swivel Bracket.






The Short Version


By now, you know that to create interesting light, you have to create interesting shadows. To create interesting shadows, you have to get your Speedlite off the axis of the lens. To accomplish that, you’ll want to be able to put it virtually anywhere.



Grip is the gear used to hold a light on a set. For our purposes, it’s anything other than your camera’s hotshoe that helps hold a Speedlite in place.



 Mounting a Speedlite Anywhere

Creating just the light you want begins with placing the Speedlite precisely where you need it. For off-camera work, most shooters think of starting w ith a light stand, which is the topic of the next section. For me, Speedlite placement begins right at the foot of the flash—because you have to start by mounting the Speedlite on something
 .





Speedliting Begins With A Shoe


There are hotshoes and there are coldshoes. Both will hold the foot of a Speedlite. The difference is that a hotshoe will trigger a flash and a coldshoe merely holds the flash.



More often than not, you will use coldshoes as off-camera flash mounts. About the only time you could expect to use an off-camera hotshoe is when you’re using an E-TTL cord.

Coldshoes are simple assemblies of plastic and/or metal. Among my favorite plastic coldshoes is the Vello Coldshoe Mount shown in Figure 16.2
 .
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Figure 16.2
 Plastic coldshoes should have a threaded 1/4-20 metal insert (right) to assure a tight fit with the spigot.




Some metal coldshoes are just solid blocks of metal machined to receive the Speedlite foot. Others are little metal clamps that tighten onto the foot of the Speedlite.

One thing to watch out for on a metal coldshoe is that the five pins on the bottom of the Speedlite do not contact the metal shoe. Many designs have a recessed center that creates a gap. For those that don’t, I use a strip of gaffer’s tape as a bit of insulation to prevent the pins from shorting out against the metal, as shown in Figure 16.3
 .
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Figure 16.3
 Metal coldshoes should have a recessed center. If the coldshoe does not have a recessed center, then I will use a strip of gaffer’s tape as insulation.




Since the publication of the first edition of the Handbook
 , my opinion about the Frio coldshoe has changed and I am no longer a fan. I have had too many issues with the tab on the deck (that is supposed to keep the Speedlite from sliding out). The tab presses upward on weather-seal collar on the foot of the 580EX II and 600EX-RT. My solution for the Frios in my kit was to cut the deck off entirely.
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Figure 16.4
 The plastic tab on the deck of the Frio coldshoe is problematic for Canon Speedlites that have weather-sealed feet. To make it work more easily, cut the deck off.







Speedliter’s Tip: —Your Speedlite Came With A Coldshoe—


[image: Image]


New Speedlites come with a plastic coldshoe. It’s that U-shaped mini-stand that’s hidden in the inside pocket of the Speedlite case. If you look closely at the bottom, you’ll see that it has a ¼-20 thread that will allow you to connect it to a spigot. Be careful that you don’t overtighten it. If you do, the threads will strip. Because of this risk, I prefer to use a coldshoe with a metal thread.







 Swivel Adapters


A swivel adapter provides a hinged connection between a Speedlite and a light stand. If it has a hole through one half, it can also be called an umbrella adapter, as the hole can be used for the shaft of the umbrella. (Check out the section “How To Mount An Umbrella On A Light Stand
 ” in Chapter 15
 : Those Big Modifiers Always Get In The Way
 .)



For economy, a plastic swivel adapter will suffice. These are quite common and are available from a wide range of manufacturers. For durability and heavy loads, I use an all-metal swivel adapter. My favorite is the Manfrotto #2905 Swivel Umbrella Adapter (Lite-Tite).

Also, I prefer umbrella adapters that have a female socket on both sides. Some adapters have a coldshoe permanently attached to one side. The disadvantage of the permanent coldshoe is that I cannot simultaneously tilt the adapter and then swivel the Speedlite/modifier sideways.




Geek Speak: —Spigots—


[image: Image]


That little threaded insert that came with your swivel adapter is called a spigot. Some spigots have a ¼-20 thread at one end and a [image: Image]

 -16 thread at the other. Others combine a threaded end with a tapered hexagon at the other. They are designed to fit in the Super Clamp.

Spigots that are made of soft, lightweight metal should be discarded and replaced with more durable brass or steel spigots. I carry my assortment of spigots (which includes a few spares as they get lost easily) in a plastic screw caddy.






Monoball Swivel
 —When I am not using a modifier that has a central shaft (umbrella, Apollo softbox, etc.), I prefer to mount the Speedlite on a monoball swivel. The advantage of the monoball swivel is speed. You loosen one knob, rapidly position the flash in any direction, and then tighten it in place again. As shown in Figure 16.5
 , a monoball swivel can be mounted in a variety of positions. I originally saw this idea on the blog of Damien Lovegrove, a UK-based photographer/teacher. So kudos to Damien for sharing the idea with the world. You will need three parts to assemble your own monoball swivel:
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 Manfrotto 014-38 Rapid Adapter (the base)
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 mini ballhead—such as the Vello Multi-Function or the Giottos MH-1304—that has a [image: Image]

 ″ threaded socket on the bottom


[image: Image]

 coldshoe to thread onto the mini ballhead
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Figure 16.5
 Here are my DIY monoball swivels mounted: (top) horizontally on a light stand, (left) vertically on a light stand, and (right) on the boom of a C-Stand. As long as I do not need to mount an umbrella, this is the flash bracket that I prefer.






 Clamps


If you find yourself frequently shooting in a variety of locations on tight schedules, you should drop a couple of clamps in the bottom of your grip bag. You might not find the need for them for a long while, but when you do, you’ll be grateful that you have them on hand.



A clamp will give you the opportunity turn a chair, a ladder, a window, or a door into a light stand. Here is a rundown of my favorites.


Super Clamp
 —The Manfrotto 2909 Super Clamp is a wide-jawed clamp that has a hexagonal socket and locking pin. It is the base for a modular system that has a wide number of accessories. If you thread a spigot into a coldshoe, the Super Clamp can hold a Speedlite directly. With a Magic Arm (described in the next section), it can be used to place a Speedlite in a precise location. If you have just one clamp, I suggest that it be a Super Clamp.


Cardellini
 —Outside of the movie industry, this versatile clamp is virtually unknown. I’m on a personal crusade to change that. Created by Steve Cardellini, a Hollywood grip master, the Cardellini is essentially a set of wide, V-shaped jaws on a long bolt with a [image: Image]

 ″ tip. The star nut enables the Cardellini to be attached with great force, yet removed quickly. It comes in a variety of lengths. My favorite is the 6″ model, which will hold onto anything from a car window to a 4″-thick piece of wood. When sold by Matthews Studio Equipment, it’s a Matthellini.


Justin Clamp
 —The Justin Clamp is the Swiss Army knife of grip. It consists of a spring-loaded clamp with a [image: Image]

 ′ spigot, a [image: Image]

 ′ socket with thumbscrew, and a miniature ballhead with a coldshoe. The clamp was created from an assembly of stock Manfrotto parts by Joe McNally and Justin Stailey (then a Bogen tech rep). You’ll find it listed in the Manfrotto catalog as the 175F Spring Clamp with Flash Shoe.
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Figure 16.6
 The multi-purpose Super Clamp.
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Figure 16.7
 My well-worn 6″ Cardellini Clamp.
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Figure 16.8
 The versatile Justin Clamp.






 Making A Special Connection


Try to never let your gear limit your vision. If the perfect place for a Speedlite is right above an executive’s desk or tucked into the corner of a panoramic window, there is a way to keep your light there.




Drop-Ceiling Scissor Clamp
 —The Avenger C1000 has a single purpose: To hang an industry-standard [image: Image]

 ′ pin from the T-bars used to hang acoustic ceilings in commercial and office spaces. If you have a wide-angle shot that prevents the use of a light stand, with the Scissor Clamp you can hang a Speedlite from the ceiling. The simple design uses the post to tighten the scissor arms. To use, you loosen the post, slip the arms on the T-bar, and then lock everything down by turning the post.


Suction Grip
 —This is a clamp that I seldom have occasion to need. Yet, in some circumstances, there is no substitute. The Manfrotto 241 Suction Grip will enable you to literally attach a Speedlite to a window. If you are shooting in a space with great glass windows and need to hide a Speedlite just out of frame, this would be the clamp to have. When several 241s are used together with connector rods, they have enough strength to hold cameras and large lights on moving cars.


Sparrow Plate
 —Here’s another specialty connection that will save your hiney when there’s no place for a light stand. The Avenger C1100 Sparrow Plate can literally be slipped into a doorjamb. A hole in the plate also enables it to be nailed or screwed into many surfaces.



 [image: Image]




Figure 16.9
 The Avenger C1000 Scissor Clamp enables a Speedlite to be mounted to the frame of a drop ceiling—commonly found in offices.
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Figure 16.10
 Sometimes there is no better place to put a Speedlite than just beyond the camera’s view of a panoramic window. The Manfrotto 241 Suction Grip will adhere firmly to any smooth surface.
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Figure 16.11
 An Avenger C1100 Sparrow Plate can hold a Speedlite in a doorjamb (left). It can also be nailed to a wall or pole (right).






 Flexible Arms And Their Cousins


There will be times when the spot where you can mount the clamp is not the spot where you want to put your Speedlite. Putting an arm in between can give you the control you need.




Flex Arm
 —The Manfrotto 237HD Heavy-Duty Flex Arm is 18″ of wrapped steel that bends when you apply a bit of force. Although its intended use is to hold lightweight modifiers and flags, the Flex Arm is strong enough to support a Speedlite. Conveniently, one end has the hex fitting that locks into the socket on a Super Clamp. For more precise control and more strength, take a look at the Magic Arm.


Magic Arm
 —The Manfrotto 143N Magic Arm is a heavy-duty arm capable of supporting seven pounds of gear. The unique ball joints at the ends release when you swing the lever at the center hinge. This makes precise placement of a Speedlite on a Magic Arm extremely quick.


Gorillapod
 —Of course, this isn’t an arm—it’s three arms that resemble a tripod. Handier than an octopus (because you don’t need to keep it wet), the arms of a Gorillapod can be wrapped around tree branches, lamp posts, pipes, etc. I use the Gorillapod SLR mini-tripod. It weighs about as much as half a can of soda—yet holds 1.75 pounds (the weight of two 600EX-RTs).


Nasty Clamp
 —Rather than be the elephant in the room, photographer Matt Monroe dubbed his invention the Nasty Clamp. Essentially, it is a #2 spring clamp (aka pony clamp) connected to a length of Loc-Line—a flexible series of plastic segments. Thanks to a [image: Image]

 -20 thread at the end, the Nasty Clamp will connect directly to a coldshoe—which means that you can park a Speedlite almost anywhere.



 
 [image: Image]




Figure 16.12
 The Manfrotto 237 Flex Arm is virtually indestructible and, well, very flexible.
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Figure 16.13
 The Manfrotto 143N Magic Arm will enable you to put a Speedlite exactly where you want it to be.
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Figure 16.14
 The Gorillapod on a grapevine.
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Figure 16.15
 The Nasty Clamp on a picket fence.
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Figure 16.16
 Three lightweight Manfrotto stands that are perfect for Speedliting: (from left) the 1005BAC Aluminum Ranker stand, the triple-riser 367B, and the 5001B Nano.





When traveling, I typically take three of the 5001B Nanos and three of the 1005BAC, which conveniently lock together to save space.




Geek Speak: –Why I Prefer Manfrotto And Avenger–


Throughout the Handbook
 , you see that I refer again and again to Manfrotto and Avenger grip gear. Manfrotto and Avenger are always professional grade. Any time I can, I buy either Manfrotto or Avenger—knowing that it will take the abuse that my travels impose upon my gear.

You will quickly discover that there are many products of similar or identical design that are available at lower prices. Some brands are well made and a great value. My favorites in this category are Impact, Vello, and LumoPro.

As with anything in the photo world, if you buy your gear from a reputable dealer and don’t like it, let the dealer know so that they can make it right.






Sometimes You Have to Take a Stand

One of the great benefits of Speedlites is that they are light and easy to move. When it comes to light stands for Speedliting, sometimes a lightweight stand is all that’s needed; other times, the added stability of a heavy-duty studio stand makes it the better choice.





Lightweight Stands



Nano Stand
 —When light weight and compactness are the main criteria, I always reach for a Manfrotto 5001B Nano Stand. This unique design hinges the legs backwards; when folded, the whole stand is just 19″ long. Yet the five sections extend to about 6′ in height. If you put the legs flat on the floor, the Speedlite will be about 20″ from the ground. When you extend the legs out at a 45° angle and extend all the rises, the Speedlite will be about 6′ from the ground. This is a great working range.




Basic 9
 ′ Stand
 —If you typically shoot outdoors with an umbrella or softbox or if you want a stand to use with monolights or studio strobes, the Nano Stand will not provide the stability that you need. For these situations, I carry a more traditional stand, like the Manfrotto 367B. The tubular legs have twice the spread of the Nano, which provides much more stability. The risers also extend to 9′. If you need more height, the Manfrotto 368B extends to 12′.


Air-Cushioned 9
 ′ Stand
 —An air-cushioned stand is one that has gaskets between the center columns that prevent the load from dropping suddenly when a knob is released. This is helpful when you are hoisting several lights and a large modifier (like an Apollo Orb softbox loaded with Speedlites, or the Kacey Beauty Reflector). For extended trips, when I need the stability of a large stand and have to minimize the weight and bulk of my grip bag, I carry the Manfrotto 1005BAC. Their unique design enables them to fold flat and lock together. Three stands take up only 6″ x 6″ x 39″, yet they are big enough to hold any of my favorite large modifiers.



 C-Stands—When Stability Matters


A C-stand is a unique and versatile stand capable of hoisting heavy loads to tall heights. For instance, a 40″ C-stand will reach up to 10′. Even though a Speedliter’s loads are seldom heavy, when you’re shooting in windy conditions, the advantage of a C-stand’s weight and stability becomes obvious. I consider C-stands to be part of my essential gear for large shoots on location. If you travel, the good news is that they are available at virtually any rental house for just a few dollars a day.





 [image: Image]




Figure 16.17
 Avenger A2030D 40″ C-Stand with Detachable Turtle Base, Avenger D200 2″ Half-Grip Head, Avenger D520L 40″ Extension Grip Arm, and Avenger E650 [image: Image]

 ″ Pin With Collar (aka: Nail Pin).






 Reaching Out: Poles, Booms, and Boom Stands

Most of the light that we encounter comes from above. Yet Speedliters often don’t make the effort to re-create this effect because they either don’t think about it or they don’t have the right gear. Now that you’re thinking about it, what do you need to do it?



In a pinch, you can extend a lightweight stand and hold it overhead with a Speedlite attached. For longer reaches, you’ll appreciate the length of an extendable pole or a boom.



Poles—Because Light Comes From Above


The advantage of a pole is that an overhead light modifier can be moved into position quickly and then transported through a crowd. Assuming that you are working with an assistant, this is a perfect solution for event and location photography.




Lastolite Non-Rotating Extending Handle
 —This telescoping aluminum pole (model #LS2453) has four flip tabs that make quick work of adjusting the length from 29″ to 91″. The end features a standard [image: Image]

 ″ fitting that also has a removable ¼″-20 thread. Because it’s easier to pack than the Shur-Line pole, this is now my official “road pole” that I take anytime I travel.


Shur-Line Easy Reach Pole
 —I discovered this pole when my youngest son was goofing off in the paint department at Home Depot one day. He was gleefully zipping it in and out just by pushing a button and sliding the handles apart. This is the reason to seek out the Easy Reach—you push a button and slide the handles apart to extend the pole in an instant. It’s a standard painter’s pole. So, you’ll need to add the Kacey Pole Adapter or the 1420 VAL Spigot. There are two lengths—I prefer the longer 4′-9′ pole (model #06572L).



 [image: Image]




Figure 16.18
 Lastolite Extension Pole #LS2453.
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Figure 16.19
 Shur-Line Easy Reach Pole #06572L.
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Figure 16.20
 The Kacey Pole Adapter (left) and the 1420 VAL Spigot (right).





 Kacey Pole Adapter
 —The problem with painter’s poles (like the Shur-Line Easy Reach) is that you can’t attach lighting gear directly because the threads are so large. The Kacey Pole Adapter enables you to convert any painter’s pole into a light pole with an industry-standard [image: Image]

 ″ fitting. Use a bit of Loctite adhesive to affix the adapter permanently in place on pole. Otherwise, it may loosen as you twist the pole under the weight of the softbox.


1420 VAL Spigot
 —Similar in concept to the Kacey Pole Adapter, but has its own unique features: [image: Image]

 -20 thread machined onto end, can be mounted sideways on pole, and thumb screw to tighten onto pole.



Booms and Boom Stands


The only difference between a boom and a boom stand is that you need to add a stand for the first and it comes attached to the second. Here are a couple of rigs sized for Speedliting.




Manfrotto 024B Boom Assembly
 —If you have a medium to large stand (one rated to hold 18 pounds or more) consider adding the Manfrotto 024B Boom Assembly to your kit. Weighing in at 3[image: Image]

 pounds, the 78″ pole will support any typical Speedliting setup. It disassembles into three 28″ sections, so it’s easy to pack for location shoots. It comes with a counterweight and grip head for connecting the boom to your stand.


Manfrotto 420B Combi-Boom Stand
 —This uniquely designed stand hides a boom in the center column that extends to 6′. When the boom is used vertically as an extension to the center column, the stand stretches to nearly 15′. In either case, at maximum extension, the load should be limited to 4[image: Image]

 pounds. This capacity works well for most of Speedliter setups. When folded up, the 420B is about 45″ long—so it will fit into most grip bags.
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Figure 16.21
 Manfrotto 024B Boom Assembly attaches quickly to one of my C-stands. Shown here holding the Kacey Beauty Reflector.
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Figure 16.22
 Manfrotto 420B Combi-Boom Stand stores the boom in the center column for easy transport and quick setup.






 Rails and Other Multi-Lite Mounts

Once you become an avid Speedliter, I guarantee that you will start to think of reasons to shoot multiple Speedlites. Here are a number of ways to fire off two or more from the same stand.





Mounts For Multiple Speedlites



Wizard Dual-Flash Bracket
 —This simple plate will hold two Speedlites side by side on top of a swivel adapter. It’s an effective way to start with multiple Speedlites (
wizardbrackets.com

 ).




Lastolite TriFlash
 —see Figure 15.21
 .


Westcott Triple Threat
 —see Figure 15.22
 .


FourSquare
 —see Figure 15.23
 .



DIY Light Rails


Some of my most widely recognized shots have been lit with many Speedlites arrayed on a long rail. When setting up any number of Speedlites on 3′, 6′, or 8′ rails, I always have had to construct my own. Red oak is a great material for this. A 1″ x 2″ piece cut to length and then drilled with ¼″ holes every 6″ or so is the basic design. I epoxy in a [image: Image]

 ″ bolt as the post and then grind off the hex head.





Turn Your C-Stand Into A Light Rail


If you lock the arm of a C-stand horizontally, you can turn it into a rail of light. No one ever said that your gear has to match. If you are looking to fire several Speedlites through a large diffusion panel, then use every adapter and clamp that you have in your bag.
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Figure 16.23
 The Wizard Dual-Flash bracket will hold a pair of Speedlites (and radio triggers, if needed).
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Figure 16.24
 My DIY light rails are made of 1″ x 2″ red oak with holes drilled every 6″. This rail is 3′ long.
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Figure 16.25
 Turn the arm of your C-stand into the UN of lighting by attaching every adapter in your kit so that you can gang up a bunch of Speedlites.






 Staying Flexible: Bungies, Straps, and Gaff

I believe in redundancy. So, I’ll say it again—I believe in redundancy. Having several ways to do the same job helps assure that I can continue to work if a piece of gear breaks or is left behind. Here are three items that I tuck into my lighting bag for those just-in-case moments.





Bungies


Elastic cord was invented for those times when nature parks a tree exactly where you want to put your light stand. When I come upon these situations, one option is to strap the Speedlite in place rather than try to wrestle with Mother Nature. I find that elastic bungies with a plastic ball are just the solution.





Velcro Straps


An alternative to elastic cords is to carry a few 12″ lengths of Velcro straps. Conveniently, they now come in precut lengths with the hooks and loops on opposite sides of the same strap. The half-inch variety is perfect for positioning a Speedlite on a fence or rail. For travel, they roll into compact, well-behaved coils.





Gaffer’s Tape


Gaffer’s tape is the photographer’s version of duct tape. It sticks to just about any surface—without leaving a residue when removed. Generally, “gaff” is black, although it comes in a range of colors. New rolls are quite long, 150′ or so. When they are almost finished, I tuck them into the dark corners of my gear bags. Then, on those occasions when a piece of essential grip gear is left behind, I’ll dig for a remnant roll of gaff and jury-rig a solution. It’s seldom pretty or professional-looking, but it’s better than not having a Speedlite at all.
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Figure 16.26
 Bungies are a quick way to attach a Speedlite just where you want it to be.
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Figure 16.27
 A few Velcro strips are an easy way to turn a fence post into a light stand.
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Figure 16.28
 Once again, gaffer’s tape to the rescue: a jury-rig connection to a light stand.






 Chapter 17. Keeping The Energy Up



BATTERIES BASICALLY





SINGLE-USE BATTERIES





RECHARGEABLE BATTERIES





BEST AA BATTERIES





BATTERY STRATEGIES





EXTERNAL BATTERY PACKS





CHARGING BATTERIES





CARRYING BATTERIES
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Figure 17.1
 There are many choices when buying AA batteries for your Speedlites. The best type for you depends upon your shooting style, your battery charger, and your budget.






The Short Version


Speedlites are power-hungry creatures. As a Speedliter, if you become well acquainted with the many types of batteries and chargers out there, you’ll end up minimizing how much it costs to feed your Speedlites.



Of course, there is no perfect battery. The many trade-offs include cost, shelf life, capacity, and power delivery. Knowing the range of options you have will help you choose the best type for your style of shooting.

If you go with rechargeable batteries, knowing how and when to charge them is as important as buying the right type for your Speedlite.



 Batteries Basically

A battery is a bank account for electricity. Your Speedlite carries four AA batteries. Their job is to provide a load of electrons to the capacitor—which, in turn, can instantly unload those electrons through the flash tube. The batteries are relatively slow to charge and discharge. The capacitor works at hyper-speed.



How well your batteries perform on a specific shoot often depends on the type of batteries that you use. There is no battery that is the best for every Speedliter. Here are several criteria that go into making the right choice:


Cost
 —Rechargeable batteries are more expensive than single-use batteries at the time of purchase. Yet, when measured over their lifespan, they are much cheaper than single-use batteries.


Availability
 —If you’re on the way to a shoot and realize that you’ve left your batteries at home, availability may be an important factor.


Shelf life
 —Some batteries will stay charged for a long time; others will discharge even when they are unused. Sure, we’d all like batteries that hold a charge forever. Slow-discharge batteries give up performance somewhere else.


Capacity
 —Long-life batteries (a.k.a. slow-discharge) generally have less capacity. High-capacity batteries often will not hold their charge for an extended period.


Rechargeability
 —Not all batteries can be recharged; those that can sometimes require a special charger. Not all chargers work the same. There are so many options!


Delivery
 —The ability of a battery to deliver power will determine whether a Speedlite recycles between flashes quickly or slowly.


Heat
 —Batteries will heat up as they discharge, especially when discharged rapidly. Too much heat can ruin the electronics in a Speedlite.


Environmental impact
 —Every battery has an impact on the environment. I feel a tinge of guilt every time I throw out a battery.




Geek Speak: —My AA Battery Torture Test—


[image: Image]


As a bit of research for this chapter, over the course of two months, I fired a 580EX II more than 24,000 times. I fired it in manual mode at full power so that I could see which AA batteries performed the best. No, I didn’t get a callous on my index finger—I used Canon’s TC-80N3 Timer Remote Controller to fire the shutter every 20 seconds.

The idea behind the torture test was to see how many full power pops a set of batteries would produce at the 20-second interval. I concede that both the full power pop and the 20-second interval do not represent how most of us shoot. But I needed a baseline for the test.

I tested 32 different sets of batteries, including the leading brands from all the major battery types—alkaline, lithium, nickel-metal hydride, low-discharge nickel-metal hydride, and nickel zinc. The rechargeable batteries were tested three times (plus out-of-the-box for the pre-charged rechargeables).

The testing chamber was a large cardboard box. When the Speedlite fired, the frame was white. When the Speedlite did not fire, the frame was black. The Speedlite was fired until there were at least three misfires in a row. The image above is a screengrab from Lightroom that shows the data for a set of Kodak alkaline batteries. After 142 full power pops, the batteries started to die. After the last pop at frame 166, they were completely finished.

Normally, I would never run a Speedlite until the batteries failed. In fact, I change batteries any time I see the Pilot button linger in green for 1″ before switching to red. E-TTL seems most happy when the batteries are strong, so I change them often...except when running a torture test.







 Single-Use Batteries

Non-rechargeable AA batteries have the benefit of being available everywhere. That’s great if you’re in a pinch and need fresh batteries right away. The downside is that on a per-flash basis, there is no battery that is more expensive.
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Figure 17.2
 Alkaline batteries averaged 165 pops.






Alkaline




Pros: Relatively inexpensive, widely available, long shelf life







Cons: Single use, slow recycling time, excessive heat



Alkaline batteries are the standard, can-find-them-anywhere battery. They are fine for casual use. Once you become a power Speedliter, you’ll want to move on.

I was surprised in the torture test how well the alkalines performed. On the average, they provided 165 full-power pops. So, if you remember on your way to a shoot that you forgot to recharge your batteries, don’t hesitate to stop at a convenience store and buy a few four-packs of alkalines to get you through.

A warning: In the test, the Duracell ProCells (the red-and-black battery in the photo above) became so hot that the plastic wrap around the cells shrunk and cracked. That’s way too hot for safe use in Speedlites.



Lithium (Avoid)




 [image: Image]




Figure 17.3
 Lithium batteries averaged 52 pops.








Pros: Extremely long shelf life, lightweight, operate in a wide range of temperatures (–40°F to 140°F)





Cons: Relatively expensive (2–3x cost of alkaline), poor performance under heavy load, excessive heat



I am surprised at the number of Speedliters I’ve met who use lithium batteries in their Speedlites. Based on the torture test, lithiums are very hesitant to give up their electrons. I found that the lithiums averaged a mere 52 pops before a misfire. More importantly, they often came out of the Speedlite hot—too hot to hold, in some instances.

Interestingly, when I tested a set of lithiums at a three-minute interval, instead of the 20-second interval, they gave up 218 pops before failure. So, it’s not that lithiums don’t have the capacity. It’s just that they don’t want to deliver the juice at the rate the Speedlite wants it.

Shortly before the publication of this edition of the Handbook
 , Canon USA issued a product advisory stating that lithium batteries should not be used in Speedlites or Macrolites. Specifically, the advisory stated:



AA Lithium batteries cannot be used with any Speedlite or Macrolite products and compact battery packs...because certain AA lithium batteries, in rare cases, may become extremely hot during usage in such products.





 Rechargeable Batteries

Most Speedliters end up using rechargeable batteries—the question is how much money they pour down the drain before making the switch. Sure, rechargeables are more expensive on the front end, and you have to buy a charger as well. In the long run, though, there is no cheaper power source on a per-flash basis.





Nickel-Metal Hydride (NiMH)
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Figure 17.4
 NiMH batteries averaged 296 pops.








Pros: Highest capacity, fast recycling





Cons: Self-discharge reduces output



Nickel-metal hydride is the standard for rechargeable AA batteries these days. They have the highest capacity among rechargeables and provide a rapid recycling of the Speedlite.

In the torture test, the NiMH batteries averaged 296 full-power pops before a missed frame. The outright winner of the test, across all the batteries, was the Sanyo 2700, with an average of 296 pops.

The weak spot of NiMH—and it’s definitely a point to consider—is that they self-discharge: 5–10% during the first 24 hours and then .5–1% per day thereafter. So, with NiMH it’s best to give your batteries a full charge within 24 hours of a shoot. If you can’t (or won’t) do this religiously, then you should get the low-discharge nickel-metal hydride instead.



Low-Discharge Nickel-Metal Hydride (LD-NiMH)
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Figure 17.5
 LD-NiMh averaged 235 pops.








Pros: Good shelf life, fast recycling





Cons: Lower capacity than NiMh



In my opinion, low-discharge nickel-metal hydride (LD-NiMH) batteries are the best choice for Speedliters. LD-NiMH batteries often say “precharged, rechargeable” on the package.

The great benefit of these batteries is that they will hold 75–80% of their charge for up to a year. This is great news for Speedliters who are not diligent about recharging their batteries before every shoot—which is most of us.

In the torture test, all the LD-NiMH brands provided 150–200 pops right out of the package, which puts them on par with alkalines. Then, in the recharge tests, they averaged 235 pops. That’s about 20% less than regular NiMH—but for the long-term stability, this is a good trade-off.

Sanyo Eneloop, Powerex Imedion, and Kodak Digital Camera Battery are the three leading LD-NiMH rechargeable batteries. Eneloops are available at many Costcos and most online retailers. The Kodak version is stocked at Walmart and many other big-box stores.




 Geek Speak: —My Bad Experience With Nickel-Zinc—


Nickel and zinc are common and inexpensive metals. A century ago, Thomas Edison combined them into experimental batteries—but gave up in favor of other chemistries.

[image: Image]


Today, the pairing of nickel and zinc has been revitalized as the newest form of rechargeable battery. PowerGenix, the company behind the patented technology, states that NiZn offers the capacity of traditional alkaline batteries and the economy of rechargeable batteries.

So, being the adventurous guy that I am, I rounded up three sets of the PowerGenix batteries for the AA Battery Torture Test. As I did with all the batteries (when I could), I acquired the sets from different sources in the hopes that I would get batteries from different manufacturing lots. I also acquired two of the PowerGenix chargers that are required for these batteries.

There’s no doubt that NiZn can unload a lot of electrons in a hurry. In fact, when I tested the recycling time for all the batteries in the torture test (by measuring the time required to fire ten full power pops while waiting for the Pilot button to return to red between each pop), the NiZn were among the fastest. This was the last of the good news for NiZn.

In the torture trials, the NiZn actually provided fewer pops (155 average) than did regular alkaline batteries (165 average). Also, one cell in set #2 failed after the second round. It would not take a charge in any of the slots in either of the special chargers.

The final straw came after the first test for set #3 (169 pops). The batteries were actually too hot to hold. My infrared thermometer showed that their temps ranged between 175° and 185°! The temperature of the battery compartment was 165°. There is a thermal-cut-out circuit in the 580EX II—but it links to the flash head, not the battery compartment.

As for the Speedlite, I left it to cool overnight with the battery compartment door open. At first all seemed normal. The flash would fire and the power would go up and down. Then I noticed that it would not control slaves as a master.

So I sent it off to Canon for evaluation and repair. Canon Pro Services advised that the circuit board was damaged. It cost $125 to have it replaced.

It goes without saying that I’m no longer putting NiZn batteries in my Speedlites. Perhaps Thomas Edison was right all along.






Best AA Batteries

I know. I know. You are really just looking for that sage advice as to which batteries are best for you. Looking into my crystal ball...I see the answer forming. It says, “It depends.”
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Figure 17.6
 There is no one best battery.






Best AA: When Life Gets In The Way



Eneloops
 or Imedions
 : If you are going to be like most people and not think about your batteries until you want to use them, then go with a low-discharge nickel-metal hydride (LD-NiMh) battery. They combine the long-term economy of being rechargeable with the convenience of not self-discharging between shoots. Eneloop (made by Sanyo) and Imedion (made by Powerex) performed well in the torture test.





Best AA: When Maximum Power Matters



Sanyo 2700
 or Powerex
 : If being diligent about recharging just before a shoot is the price you are willing to pay in order to get the maximum amount of power out of your batteries, then go with regular nickel-metal hydride batteries (NiMh). They will provide about 25% more pops than LD-NiMh.





Best AA: When Finding Them Matters



Any Alkaline
 : If being able to buy fresh batteries on your way to a shoot is all that matters, then buy alkalines. Check the expiration date—the farther out the date, the fresher the battery.





 Battery Strategies



Buying Batteries
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 For the best selection and great prices online, visit 
ThomasDistributing.com

 .
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 For a local supply of precharged rechargeables (a.k.a. LD–NiMh), head to the photo counter at a big-box store.
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 If you are in a jam, you can buy alkaline batteries at a gas station.



Avoid Mixing Batteries
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 Think of your batteries as quadruplets. Buy your batteries in sets of four. Label them as a set of four, shoot them as a set of four, and charge them together.
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 If you are not using a battery caddy, a thick rubber band can keep them together.
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 Never mix battery types in a flash. Their voltages and discharge rates will vary.



How I Manage Batteries
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 I write the date of purchase on each battery and replace them after three years. The old ones go to household uses (flashlights, wireless keyboards, etc.).
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 I carry at least two sets of batteries for every Speedlite in my bag.
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 If I cannot remember when I last charged my batteries, I throw a brick of alkaline batteries in my bag as a backup.
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Figure 17.7
 I write the date on every new battery. In three years, I retire it to household use.







Speedliter’s Tip: —How To Cut Your Recycle Time In Half—


[image: Image]


I was once asked by a sports photographer to come up with a Speedlite solution that would allow her to photograph 10k runners as they crossed the finish line. She needed a bit of fill flash to light up their faces, and she needed almost instantaneous recycling. I suggested she do two things: Use multiple Speedlites and connect them to an external battery pack.

There are two factors that determine how fast your Speedlite recycles (a.k.a. recharges): the power level of the flash and how fast the electricity can get out of the batteries and into the capacitors—which, in turn, feed the flash tube.

When time really matters, using two Speedlites at half-power or, better still, four Speedlites at quarter-power will be much faster than shooting a single Speedlite at full power. Add to this strategy the significant reduction in recycling time that comes from an external battery pack, and you have a great synergy.


Important tip, shown above
 : When using multiple Speedlites in this manner, put their heads as close together as possible so that they do not create multiple shadows.







 External Battery Packs

Feeding your Speedlite with power from an external battery pack provides several valuable benefits. First, it dramatically reduces the recycling time—by as much as 70%—which is a huge help during fast-paced shoots. Second, it allows you to shoot longer without having to stop to change batteries—so helpful when shooting events. Third, it helps maintain a higher voltage—which helps the reliability of your E-TTL exposures.





Speedlites With External Power Ports


The following Canon EX flashes have ports for external power:
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 600EX-RT
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 580EX II, 580EX
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 550EX
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 MT-24EX
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 MR-14EX II, MR-14EX

External power cannot be used on other models of Canon EX Speedlites.



Overheating Is A Risk


There is a risk of damaging your Speedlite by firing the flashtube too frequently. The risk is highest in older models because they lack thermal cut-out protection.



A thermal cut-out circuit was added to the 580EX II. When it gets too hot, the Speedlite stops operating until it cools to a safe level (typically, this takes many minutes).

The 600EX-RT has a three-step system that slows the recycling time when the temperature rises too much. The good news is that you 
 can still shoot—just at a slower pace. The first interval is 8 seconds. Then it extends to 20 seconds. If the temperature continues to rise, the 600EX-RT will shut itself off. You will know that you have temperature issues because the color of the LCD will turn red—which I’ve never seen in person, despite the way that I treat my gear.
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Figure 17.8
 Left: the external power port can be found on the left side of the Speedlite. Right: with the cord of an external battery pack plugged in.
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Figure 17.9
 My favorite—the Bolt CBP-C1 Compact Battery Pack—runs on four or eight AA batteries.
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Figure 17.10
 The Bolt Cyclone packs are great choices for event shooters who want to Speedlite all day and night without worrying about changing batteries.




When buying an external battery pack, you should confirm that it has a thermal cut-out circuit, too. For older Speedlites, this will be the only thermal protection that you have. For newer models, it provides a safety net.



Your Speedlite Still Needs Internal Batteries


This is a small, but essential, point—which is why these few sentences get their own sub-header. Your Speedlite must have charged batteries inside to operate—even when you use an external battery pack. The external pack feeds into the capacitors, which feed the flash tube. The internal batteries are still needed to run the Speedlite’s control circuitry.





External Power Options Via Custom Functions


There are two options for powering your Speedlite with an external pack—which is a setting made on the Speedlite via Custom Functions. When set to Option 0, the Speedlite uses both its internal batteries and the external power pack to charge the capacitors. This provides the fastest recycle time.



When set to Option 1, the Speedlite uses the internal batteries for Speedlite control only, and the power from the external battery pack is used to charge the capacitors. This extends the life of the internal batteries.

Here is where you find the Custom Function on specific models:
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 600EX-RT—C.Fn 12
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 580EX II—C.Fn 12
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 580EX—C.Fn 07
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 550EX—fixed, uses both internal & external
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 Macro Ring Lite 14EX II—C.Fn 12
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 Macro Ring Lite 14EX—C.Fn 07
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 Macro Twin Lite 24EX—C.Fn 07



AA-Battery External Battery Packs



Canon CP-E4 Compact Battery Pack
 —Canon is on its fourth generation of AA-battery external packs. The current version features weather-sealing and a thermal cut-out circuit. It runs on 8 AA-batteries. Typical price: $160.





Bolt CBP-C1 Compact Battery Pack
 —These are the external packs that I use. Their main attraction is their price. They literally cost half the price of the Canon version. I also greatly appreciate that they will work on 4 or 8 AA batteries. And yes, they feature the all-important thermal cut-out circuit. Can be attached to the bottom of your camera with the included bolt. Typical price: $75.




High-Capacity External Battery Packs



Bolt Cyclone PP-310 Compact Power Pack
 —This lithium-ion battery pack (Figure 17.9
 ) features a 5-pin, non-locking connector that enables it to power a variety of devices. So be sure that you order it with a cord to fit your Canon Speedlites. Estimated to provide 500 full-power flashes. Charges in two hours. Battery is not removable. Weighs 14 ounces. Typical price with one Speedlite cord: $305.





Bolt Cyclone DR PP-400DR Dual Outlet Power Pack
 —This lithium-ion battery pack (Figure 17.10
 ) features two 5-pin, locking connectors that enable it to power a variety of devices. Be sure that you order it with cords to fit your Canon Speedlites. Estimated to provide 1,400 full-power flashes. Charges in two hours. The battery pack is removable so you can carry a spare and keep it charging while you shoot the other. Weighs 20 ounces (1.2 pounds). Typical price with two Speedlite cords: $485.




 Charging Batteries

Most Speedliters use rechargeable batteries. Having a good charger is as important as having an adequate supply of batteries. Having a bad charger can ruin good batteries quickly.



In use, each battery will discharge at a slightly different rate. It’s best if your charger handles batteries individually or, at most, in pairs. Charging an almost full battery on the same circuit as an almost empty battery will shorten the life of both.



The Risk Of Inexpensive Chargers


I know. It’s tempting to buy an inexpensive charger. However, if you are willing to pay good money for batteries, you should get a good-quality charger to match. The risk of a cheap charger is that it will overcharge your batteries and significantly reduce their lifespan.



Many inexpensive chargers use a timer to control the length of the charge. If you insert a battery that is not fully discharged, the charger will keep pumping in power until the timer runs out. Timer-based chargers will also restart the clock if the cycle is interrupted (for instance, you pull the charger out to use the plug for another purpose and then reinsert the charger).



What Makes A Charger Smart


A smart charger has the ability to sense the amount of charge left in a battery. Generally, this is indicated by some sort of LED light or LCD panel.



The smartest of the smart chargers will have an individual circuit for each battery. This means that each battery is charged individually.

Some smart chargers charge the batteries in pairs—stopping the charge to both when the first battery is finished. To minimize the impact, you should be careful about keeping your batteries grouped in sets.
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Figure 17.11
 My favorite charger is the Maha C801D. It has eight charging circuits so that each battery is monitored individually.






 Maha C801D—My Favorite Charger


I rely on the Maha C801D (Figure 17.11
 ) to keep my batteries in top shape. It’s an eight-cell charger that can handle both AA and AAA batteries at the same time.



I chose the C801D because each battery is on an individual circuit. After making hundreds of voltage measurements on batteries coming out of the torture test, I can attest to the fact that individual batteries do not discharge at the same rate—even when coming out of the same device. So, for optimal performance, it’s very important to have a charger that treats the batteries as individuals.

I am also fond of the C801D because it is a multi-voltage power pack. Essentially, with a plug adapter, I can plug this charger into any outlet around the globe.

The charger offers three charging modes:
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 The default mode
 is a rapid charge that will charge eight batteries in about an hour.
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 The soft charge
 (activated by pushing the right button) extends the charging time to about two hours. The slower cycle maximizes both battery life and performance. This is the mode you should use if you have the time.
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 In condition mode
 (activated by hitting the left button), the charger tops up each battery, then discharges, and finally recharges to full capacity. The whole reconditioning cycle takes 12–14 hours. I do this when the performance of a battery set has declined significantly (and then return to using the soft charge).



Maha C204W—A Great Four-Cell Charger


If you are looking for a more compact charger, then consider the Maha C204W. The major difference between it and the C801D (besides capacity) is that it charges batteries in pairs rather than individually. Two AAs will charge in about an hour. Four AAs will charge in about two hours. As with the C801D, there is also a conditioning mode that will revitalize overused and neglected batteries.




Carrying Batteries

As discussed earlier, the best practice for optimizing the performance and lifespan of your batteries is to buy, use, and store your batteries in sets of four. This will keep you from loading batteries with different power levels into a Speedlite.



Also, if you travel by air, you’ll be required to carry your batteries in a way that prevents short circuits. So, dropping your entire inventory into a plastic bag is not recommended.



StoraCell Battery Caddy


I carry all my AA batteries in StoraCell Battery Caddies. You can buy the slim version that holds four batteries, or you can buy the 12-pack version.



Aside from the organization, what I like most about the StoraCell caddies is that they come in a range of colors. Unlike most of my photo gear, which only comes in black, it’s easy to see a yellow StoraCell in my gear bag.

I store my freshly charged batteries with the tip down and the discharged batteries with the tip up. This way, I can quickly tell which is which.
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Figure 17.12
 I think StoraCell battery caddies are great. At a glance, I can tell my fresh batteries from the spent batteries—tips down for fresh and tips up for discharged.






 Part 5: Speedliting In Action
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Chapter 18: GETTING THE MOST FROM ON-CAMERA FLASH



Chapter 19: PORTRAITS WITH ONE SPEEDLITE



Chapter 20: PORTRAITS WITH MULTIPLE SPEEDLITES



Chapter 21: GELLING FOR EFFECT



Chapter 22: SLICING TIME WITH HIGH-SPEED SYNC



Chapter 23: GANG LIGHTING




 Chapter 18. Getting The Most Out of On-Camera Flash



POP-UP FLASH VS. SPEEDLITE





FILL SHADOWS WITH ON-CAMERA FLASH





CREATE SOFT LIGHT BY BOUNCING ON-CAMERA FLASH





ARE DIFFUSERS FOR ON-CAMERA FLASH HELPFUL?





OTHER TIPS FOR ON-CAMERA FLASH
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Figure 18.1
 A hotshoe-mounted Speedlite can create a diverse range of light. Left: Rotating my camera/Speedlite to the left created crisp but minimal shadows in this shot lit with the direct flash from a 600EX-RT. Right: Bouncing the flash off a 42″ reflector softens the light and creates chiaroscuro—the interplay of light and shadow.






The Short Version


The are many options for creating great light and useful shadows with a hotshoe-mounted Speedlite. The key to remember is that all the guidelines for making great light with off-camera flash apply to on-camera flash. The two most important ideas are: Make the light source appear much larger than the subject to soften the shadows, and send the light towards the subject at an angle (by bouncing the flash) to create shadows that portray depth. As importantly, remember that an on-camera flash can be used as a quick source of fill flash when shooting outdoors in bright sunlight.





 Pop-Up Flash vs. Speedlite

Many photographers start their journey towards becoming a Speedliter by exploring the uses of a pop-up flash. Those who stick with flash photography long enough will eventually make the transition to the versatility provided by Speedlites. In case you are considering whether a Speedlite is worth the expenditure of money and time to learn how to use it well, here are several considerations to ponder.





The Convenience Of Pop-Up Flash Cannot Be Denied


The convenience of pop-up is that it is already built into your camera. With just the push of a button, it is ready to fire. That said, the small size and light weight of a Speedlite make it easy to carry as well.





The Pop-Up Flash Is Best At Close Distances


Due to the diminutive size of the flash tube in a pop-up, its effective range is typically 2′ to 12′. You can increase this range by using a wider aperture and/or higher ISO. By comparison, the range of most Speedlites is two to four times that of a pop-up flash.





The Pop-Up Flash Always Looks Straight Ahead


Unlike a Speedlite, with a head that can be panned side to side or tilted up, the pop-up flash always fires straight ahead. This limits the opportunities to soften the look of on-camera flash by bouncing it off a nearby wall or ceiling—as we’ll explore in this chapter.





A Pop-Up Flash Cannot Be Zoomed


Very frequently, I want to light my subject but not the background. The ability to manually zoom the head of a Speedlite to a tight pattern of light provides for a wide range of creativity. Unfortunately, a pop-up flash does not have this same flexibility.





The Pop-Up Flash As A Transmitter


The pop-up flashes on many EOS cameras (T3i, T4i, T5i, T6i, 60D, 70D, 7D, 7D Mark II) can be used to control slave Speedlites. This is a great way to get started with off-camera flash. Remember that a slaved Speedlite working in optical wireless must see the signal coming from the pop-up. So, the slave must be in front of the camera—especially when shooting outdoors. If you put your slaved Speedlite too far to the side of your camera, it may not fire.





A Pop-Up Flash Will Not Do High-Speed Sync


One of the best uses for on-camera flash is to provide fill flash when shooting outdoors in bright sunlight. As we will explore shortly, this low-power puff of light will allow the camera to record details that otherwise would be hidden in dark shadows.



Unfortunately, pop-up flashes cannot recycle fast enough to provide the near-continuous pulse of light provided by high-speed sync. This means that the fastest shutter speed that can be used with a pop-up is the camera’s sync speed (typically [image: Image]

 ″).

In bright sunlight, a shutter speed of [image: Image]

 ″ means that a narrow aperture must be used—which limits the ability to create shots with the blurry backgrounds created when using a wide aperture (compare Figures 18.6
 and 18.7
 ).



The Best Uses For A Pop-Up Flash


Despite the limitations that I have just listed, here are what I consider to be the best uses for a pop-up flash:
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 Fill flash in bright sunlight
 —A bit of fill flash can make a huge difference in a shot. Even if I have to stop the lens down to accommodate the [image: Image]

 ″ sync speed—which means that the background might be a bit sharp—this is better than a blurry background and a silhouetted subject.
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 Starting with off-camera flash
 —With a wireless-compatible pop-up and one Speedlite, you can begin to take the first steps with off-camera flash.



 Fill Shadows with On-Camera Flash

As we discussed way back in Chapter 1
 : Learn To See Light
 , your camera sees the world differently than you do. One of the most significant differences is that we see more details in shadows than our cameras can record. For instance, in scenes with an extreme range of brightness—such as when shooting outdoors on a cloudless day—medium-dark details will be recorded as pure black when we set our exposure so that it preserves highlight details.



The good news is that a quick puff of light from an on-camera flash—pop-up or Speedlite—will reduce the dynamic range of light in the scene so that the camera can record details in the shadows. We call this fill flash
 .



As a general rule, when I am outdoors taking quick shots in bright sun, I use a Speedlite in the hotshoe of my camera with its mode set to E-TTL to create automatic fill flash.





On-Camera Key vs. On-Camera Fill Light


Throughout the Handbook
 , I talk about the benefits of off-camera flash over on-camera flash when it comes to capturing depth and texture in your shots. You will recall that when the Speedlite is mounted in the hotshoe of the camera and aimed directly at the subject, it lights both sides of the scene equally, which flattens the sense of depth and texture in the shot. By moving the flash off-camera, you create shadows that the lens can see.



So, an important distinction must be made between on-camera key light and on-camera fill light. On-camera fill flash does not create the same visual challenges as on-camera key light because the purpose of the fill is to reduce the contrast of the shadows that are already in the shot. So, for fill flash, the hotshoe is great.
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Figure 18.2
 By setting up the shot so that the sun is behind Brittany, she has nice rim light on her hair and shoulders—but her face is too dark.
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Figure 18.3
 The pop-up flash on my 7D Mark II rebalances the shot by adding light into the shadows.






 E-TTL Is The Best Mode For Fill Flash


One of the best applications for E-TTL mode is fill flash. You will recall from Chapter 9
 : E Is For Evaluative
 that E-TTL meters the light returning from a pre-flash and compares that to meter readings of the ambient light so that the camera can automatically set the power of the flash. I find E-TTL to be quite reliable when the purpose of the Speedlite is to provide fill flash.



Another advantage of E-TTL is that it allows me to recompose the shot (either by zooming my lens or by moving closer to/farther from my subject) without having to stop and adjust the power (as would be required if I shot the Speedlite in Manual mode).

Remember: You should use Flash Exposure Compensation (FEC) to fine-tune the amount of E-TTL flash in the shot. For the details, review Chapter 9
 : E Is For Evaluative
 .



High-Speed Sync Is A Huge Help With Fill Flash


As a rule, when I am using a Speedlite for fill flash, I activate High-Speed Sync so that I do not have to worry about my camera pushing the shutter speed back to its sync speed when I am shooting at a wide aperture. (Review Chapter 7
 : Control Your Speedlite
 if this does not make sense.) Keep in mind that HSS is not available when shooting pop-up flash.
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Figure 18.4
 While this ambient-only shot is appealing, the shot would be stronger with a bit of light added to Brittany’s eyes. Exposure: [image: Image]

 ″ f/2, ISO 200.
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Figure 18.5
 Activating the pop-up flash on my 7D Mark II forces the shutter speed back to the camera’s sync speed. The 4-stop change in the shutter speed overexposed this shot with too much ambient light, not flash. Exposure: [image: Image]

 ″ f/2, ISO 200.
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Figure 18.6
 Since pop-up flashes cannot do high-speed sync, I had to close the aperture by four stops to rebalance the exposure. Note that the depth of field is a bit deeper. Exposure: [image: Image]

 ″ f/11, ISO 200.
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Figure 18.7
 Connecting a Speedlite to the camera’s hotshoe enabled me to use high-speed sync for the fill flash and to return the exposure settings to those I used for the ambient-only shot. I prefer the shallower depth of field in this shot. Exposure: [image: Image]

 ″ f/2, ISO 200.






 Create Soft Light By Bouncing On-Camera Flash

There are two tell-tale signs that a shot was lit with on-camera flash: The shadow has hard edges, and it drops behind or beside the subject. This effect is shown in Figure 18.9
 (pop-up flash) and Figure 18.10
 (hotshoe-mounted Speedlite).
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Figure 18.8
 Ambient light only—provided by a large window 20′ to my right. While there is nice edge light, Brittany’s face is too dark.
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Figure 18.9
 The pop-up flash on my 7D Mark II provides just enough light to fill the shadows on Brittany’s face. Note the faint ribbon shadows on the left side of her face and along her arm.
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Figure 18.10
 A Speedlite can provide much more light than a pop-up flash. Here, a hotshoe-mounted 600EX-RT replaces the ambient window light as the key light. Note that the contrast of the ribbon shadow is stronger than in Figure 18.7
 , but essentially in the same place.




If you frame your shot horizontally, then the shadow drops behind your subject because the flash is sitting straight above the lens. When you frame your shot vertically, the flash tips to one side and the shadow appears on the side opposite the flash. For instance, if you tip your camera to the left, then the shadow appears to the right of the subject. This is discussed in more detail in the Place Your Shadows
 section later in this chapter.

Bouncing your flash off a wall is an effective way to increase its apparent size, which softens the light. With a Speedlite, this technique is achieved by angling the head of the flash sideways towards the wall. Aim the head at a spot halfway between you and your subject. If you have time, zoom the head to 105mm or 200mm to concentrate the light on the wall.

In Figure 18.11
 , I bounced the flash from a hotshoe-mounted 600EX-RT off the wall to my left. Compare this shot to Figure 18.10
 , which was lit with the flash aimed straight at Brittany. You will see that by turning a large part of the wall into my light source, the shadows on Brittany’s face are significantly softer.
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Figure 18.11
 By panning and tilting the head of the Speedlite, I was able to bounce it off a nearby white wall. Note how the contrast of the shadows is less severe and that the shadows have soft edges.





 Now what about the hard shadows that you can see in Figure 18.11
 ? They were created by direct flash coming from the head of the Speedlite. Even though the head was angled to the left, a portion of its front panel was still visible from Brittany’s position. So, some light flew directly at Brittany and created the hard shadows. An effective way to eliminate the hard shadow is to flag the side of the Speedlite’s head so that your subject cannot see any of the Speedlite’s front panel. A Rogue Flashbender is my favorite tool for this job. In a pinch, you can just use your left hand as an instant flag.

One important consideration with wall bounce is which wall to use. Should you bounce to the right or left? As a general rule, the wall towards which your subject’s nose is pointing is the better wall—even if it is farther away. This sends the light straight at the nose, which minimizes the shadow. For Figure 18.12
 , I asked Brittany to turn to the other side. While not a huge issue in this shot, you can see that the shadow of her nose is more apparent than it is in Figure 18.11
 .
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Figure 18.12
 When possible, bounce the flash off the wall that the subject’s nose is pointing towards. Here, the flash is still pointing to the left, so it crosses Brittany’s nose and creates a larger shadow than it would if I had bounced the Speedlite off the opposite wall.






If there are no nearby walls, another option is to bounce the flash off a reflector disk. A person nearby in a white shirt can also be called into service.



Ceiling bounce is not as effective as wall bounce. While it, too, creates soft light, as you will note in Figure 18.13
 , it eliminated the catchlights in Brittany’s eyes. Some people (like me) have deep-set eyes—which means that ceiling bounce hides our eyes in shadow.
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Figure 18.13
 Ceiling bounce is not as effective as wall bounce. Here, I have aimed the Speedlite straight up at the ceiling. Note how there is less sparkle in the catchlights of Brittany’s eyes. For this reason, I avoid ceiling bounce whenever possible.






 Are Diffusers for On-Camera Flash Helpful?

Fortunes have been made, literally, by entrepreneurs who develop unique gadgets that claim to create amazing soft light from on-camera flash. Based on my experience, I remain a skeptic that these devices work in a wide range of situations. I think that you will agree that these images support my claim.



As you can see in Figures 18.12
 —18.14
 (pop-up flash examples) and in Figures 18.15
 —18.17
 (hotshoe-mounted Speedlite examples), the difference between straight flash and the diffused light created by on-camera modifiers is very subtle. Given that each of these modifiers consumes some of the flash power, you should consider whether the light loss is worth the light modification.
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Figure 18.14
 The flash from the pop-up flash on my 7D Mark II is crisp and adds bright catchlights in Brittany’s eyes.
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Figure 18.15
 Holding a piece of paper towel in front of the pop-up flash can soften the light a bit.
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Figure 18.16
 This pop-up diffuser slides into the hotshoe of the camera and becomes a translucent panel for the pop-up flash. It is about the size of the head of a standard Speedlite.
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Figure 18.17
 The direct flash of a 600EX-RT Speedlite in the hotshoe of my camera drops the shadow beneath Brittany’s chin, which helps separate her face from her neck. If the shadow of her head on the wall is bothersome, having her step away from the wall reduces the visual impact of the shadow.




Typically, the best modification that an on-camera diffuser can provide is to reduce the contrast between the highlights and the shadows. You will notice in both series of headshots, for instance, that the highlights on Brittany’s forehead and nose are less apparent when a diffuser is used. I think that this is a fine reason to use a diffuser for your on-camera flash.

You should note that, with these on-camera diffusers, you will not see a softness of the light that approaches the quality of light that can be created by a large softbox. Recall from Chapter 3
 : Mechanics of Light
 that the size of the light source is relative to the size of the subject, and that the apparent size of the source determines whether the shadows will be hard or soft. Since the vast majority of on-camera diffusers are smaller than most subjects, they do not significantly soften the flash.


 You will also recall that the apparent size of the light source shrinks—hence, the light gets harder—as the source moves away from the subject. So, one advantage of off-camera diffusers is that they can be pushed in towards your subject independently of the position of the camera—leaving you free to position your camera as needed to frame your shot.

Still, there are times when an on-camera flash is your best (or only) option. Event photography is one example. Chasing snapshots at a family birthday party is another. For these situations, you may find a diffuser to be helpful.

For pop-up flash, the main options center around the idea of a diffuser held up by a bracket that slides into the camera’s hotshoe, as shown in the inset to Figure 18.16
 . You should look for a Canon-specific model so that the sensing switch in the hotshoe is not tripped (which disables the pop-up flash).

For hotshoe-mounted Speedlites, the diffuser options range from plastic cap and bowl-shaped diffusers to collapsible fabric diffusers. The best on-camera diffusers push light forward, not sideways. My current favorite is the Fstoppers Flash Disc, used for Figure 18.19
 . Look to the Other Tips
 section at the end of this chapter for reasons why I think that dish (“lambency”) diffusers waste a ton of light.
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Figure 18.18
 The light from a cap-style diffuser is only slightly softer than the direct flash in Figure 18.15
 . While popular among many, I seldom use this style of diffuser. The amount of light consumed by the plastic is not a good trade for the small change in the quality of the light.
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Figure 18.19
 The Fstoppers Flash Disk is my current favorite among many options for collapsible, fabric diffusers. Its 12″ diameter is large enough to truly soften the flash a bit. Since it mounts on top of the Speedlite, which is pointed straight up, the Flash Disk provides a bit of helpful separation between the lens and the light.






 Other Tips for On-Camera Flash



Place Your Shadows By Rotating Your Camera


When shooting on-camera flash, remember that the orientation of your camera affects the placement of the shadow from the Speedlite. For instance, when your camera is horizontal, the Speedlite is above the lens—which drops the shadow directly behind your subject, as shown in Figure 18.18
 . When you frame your shot vertically, the flash sits to the side of the lens and creates what I call a “ribbon shadow” as shown in Figures 18.19
 and 18.20
 .
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Figure 18.20
 In horizontal shots, the Speedlite drops the shadow directly behind and below the subject.




Compare the insets to Figures 18.18
 —18.20
 . You will note that Brittany’s shadow in Figure 18.18
 is the smallest because it drops directly behind her. Confession: This shot was cropped from a horizontal frame—meaning that the flash was above the lens. As you will read shortly, there are flash brackets that keep the Speedlite centered above the lens regardless of the camera’s orientation. These can be a huge help in eliminating ribbon shadows.



Align The Flash With Your Subject’s Nose


Shots lit with direct flash will have crisp shadows (a positive way of saying “hard shadows”). When a crisp shadow drops under the chin of your subject, it separates the jaw from the neck (Figure 18.20
 ). When shooting vertical shots, turn your camera so that the flash is on the same side of the lens as the subject’s nose. This minimizes the nose shadow (Figure 18.21
 ). If you rotate the camera so that the flash is on the opposite side of the lens, then the nose shadow will be more apparent (Figure 18.22
 ).
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Figure 18.21
 Turning the camera so that the Speedlite is on the right side of the lens minimized the nose shadow in this shot.
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Figure 18.22
 Turning the camera so that the Speedlite is on the left side of the lens made the nose shadow more apparent in this shot.
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Figure 18.23
 The WPF-1 bracket by Really Right Stuff.






Use A Flash Bracket That Centers The Speedlite Above The Lens


Keeping your flash above the lens will drop the shadow behind your subject. My favorite flash bracket, the WPF-1 by Really Right Stuff, keeps the Speedlite oriented with the direction of the viewfinder and centered above the lens.





That Little White Card Is Effective Only At Very Close Distances


The catchlight panel, that little white card that pulls out of 500- and 600-series Speedlites, is virtually useless. The idea is that when you do a ceiling bounce, it will create catchlights (“sparkles”) in the eyes of your subjects. In the user manual to the 600EX-RT, Canon came clean and added a note that it is only useful if the subject is within 4.5′ of your camera. When you are that close, your hand is a more effective bounce card. Just position it behind the head of your Speedlite, as shown in Figure 18.24
 . When shooting farther away, the Rogue Flashbender Large is even better at creating catchlights when shooting a ceiling bounce.





 [image: Image]




Figure 18.24
 Left: The catchlight panel is really too small to create catchlights. Right: Your hand can be a bounce card when shooting ceiling bounce close in.






Dish Diffusers Waste Lots Of Light Unless There Is A Bounce Surface Nearby


I think that dish diffusers, like the style shown in Figure 18.26
 , are one-trick ponies. They work in small rooms with low ceilings by pushing the flash in a 360° pattern. However, when there are not walls close by, such as in large ballrooms or outdoors, most of the flash flies away and does not contribute to the shot.
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Figure 18.25
 The Rogue Flashbender Large will create nice catchlights when bouncing the flash off the ceiling.
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Figure 18.26
 Dish diffusers, often called “lambency diffusers,” only work if there are light-colored walls nearby. In large spaces and outdoors, without surfaces to return the bounced light, they are ineffective.






 Chapter 19. Portraits With One Speedlite



BACK TO BASICS, QUICKLY





SHOOT: POSITION YOUR MODIFIER WITH INTENTION






SHOOT: ONE SPEEDLITE WITH FILL REFLECTOR






SHOOT: CREATING SOFT FILL LIGHT WITH A BIG UMBRELLA






SHOOT: BROAD AND SHORT LIGHTING






SHOOT: THINK OF THE SHUTTER AS A LIGHT MODIFIER






SHOOT: JUST A SLASH OF LIGHT





SHOOT: RING THE LENS WITH LIGHT






SHOOT: NOSE TO THE GRIDDED LIGHT






SHOOT: ONE-LIGHT WHITE SEAMLESS






SHOOT: SPEEDLITING A SILHOUETTE






SHOOT: DOES SOFTBOX SIZE MATTER?






The Short Version


When it comes to photographs, there is nothing in the world that we like to look at more than pictures of other people. So if you jumped straight here without reading the previous 300 pages, I understand completely. The quick answer is, “Yes, you can make great photographs of people with a single Speedlite.”



This chapter will take you through many of—but certainly not all—the types of light you can create with a single Speedlite. Ultimately, it is your imagination and willingness to experiment that will be your guide.
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Figure 19.1
 A single Speedlite and some basic modifiers are all you need to get started creating great light for portraits. Left: My dear friend Gabe gets theatric with the globe diffuser used to light the shot at right. Right: This handsome shot was made with Gabe standing below and slightly behind the globe diffuser.






 Back to Basics, Quickly

To begin, think about whether you want hard or soft shadows and how you want to use those shadows to reveal depth and texture in your portraits. Then settle on the job that you want your Speedlite to perform.





One Speedlite, So Many Jobs


A single Speedlite can serve one of four main purposes:




[image: Image]

 Key light
 —Provides the main light on your subject


[image: Image]

 Fill light
 —Adds light to the shadows so that the viewer can see details that would otherwise be hidden


[image: Image]

 Separation light
 —Lights your subject from behind so that the hair and shoulders will stand out from the background


[image: Image]

 Background light
 —Lights the background either to reveal details about the environment or, when very bright, to put your subject into silhouette



Location, Location, Location


The quality of light you get from your Speedlite is largely determined by its location. As I’ve said many times in the Handbook
 , “If you want to create interesting light, you have to create interesting shadows.” If you don’t know what this means, take a close look at the information in Part 1: Before Speedlites, There Was Light
 .



For the greatest range of lighting options, get your Speedlite off the top of the camera. Seriously, pretend as if your Speedlite cannot connect to the hotshoe on top of your camera. Check out Chapter 11
 : Triggers For Off-Camera Flash
 , if you need ideas on how to do this.
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Figure 19.2
 The difference between these two photos is the position of the flash and the setting of the zoom. This shot was made with the Speedlite bolted into the camera’s hotshoe. The zoom was set to Auto—resulting in a zoom of 35mm.
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Figure 19.3
 For this shot the Speedlite was manually zoomed to 105mm and held about 14″ straight above the camera. I had my assistant aim it directly at Kaitlin’s face. The vignette is created by the zoom of the Speedlite.






 Shoot: Position Your Modifier with intention

One of the biggest questions that novice Speedliters struggle with is where to put a large modifier, such as an umbrella or softbox, in relation to the subject.





To Start, Raise The Modifier Slightly Above Your Subject’s Head


In our world, light comes from above and shadows fall. (For a complete review, head to Chapter 5
 : Position Is Relative
 .) So, as a starting point, position your Speedlite slightly above your subject’s head and angle it down 30° to 45°. Depending upon the modifier that you are using, you may have to step away from your shooting position and look at the modifier from the side to truly judge the angle.



In Figure 19.5
 , you can see the silhouette of my Speedlite and RoundFlash Dish in the upper-left corner. Imagine that a line bisects the Speedlite and softbox. Can you see that it extends directly towards Kailee’s face? I choose this position so that the flash would light her face and fall off gently as it descended down her torso. Again, this is a starting point.



Push Your Mod In For Softer Light, Pull It Out For Crisper Shadows


The first part of the question “How near/far should the light stand be from the subject?” is answered by the view of your camera. If you want the softest light possible, then you push the modifier right to the edge of the camera’s vision. For crisper shadow edges (aka harder light), you pull the modifier away from your subject until your test shots show that you have the desired shadow edges. Remember that, as you move your light stand in and out, you will have to adjust the height of the modifier to keep it centered on the subject’s face.





Lighting Details



Environment:
 Vintage bar




Time of Day:
 Not a factor


Ambient:
 Dim tungsten


Speedlite:
 One 600EX-RT


Mode:
 Manual


Zoom:
 Zoomed to 20mm


Modifier:
 RoundFlash Dish


Distance:
 About 3′


Height:
 About 6.5′


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 100mm f/2.8L Macro


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 800


White Balance:
 Daylight
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Figure 19.4
 Lighting diagram
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Figure 19.5
 The RoundFlash Dish was angled down from the left.
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Figure 19.6
 The RoundFlash Dish unfolds from a compact pouch into an 18″ softbox that straps onto the head of a Speedlite. As you can see, it creates beautiful light and shadow.






 Shoot: One Speedlite with Fill Reflector

I’ve said it before: The range of bright and dark tones that can be recorded by our cameras is much narrower than the range of light we can see. With a single Speedlite, there is the great possibility that when you balance your exposure for the light on the bright side of your subject’s face, the other side will fall into dark shadow. An easy fix, when using one Speedlite, is to fill the shadows with a reflector.





Fly A Bit Of Light Past Your Subject For Fill


The idea in using a reflector to fill shadows is that you capture the light that flies past your subject and bounce it back. It helps if you angle your Speedlite so that a bit of its light flies in front of your subject. This is the light that you will catch in the reflector and bounce back. When you angle a light away from your subject, you are feathering the light.





Get Your Fill Reflector In Close


I push my fill reflector in as tight to my subject as possible—meaning that the reflector comes in until I see it in the frame and then I back it out just enough so that I don’t have to head into Photoshop later.





Lighting Details



Environment:
 Indoors




Time of Day:
 Late night


Ambient:
 Very dim tungsten


Speedlite:
 One 580EX II


Mode:
 Manual


Power Level:
 [image: Image]




Zoom:
 70mm


Modifier:
 Large Rogue FlashBender strapped to off-camera side of head


Distance to Subject:
 3′


Height:
 Level with Zack’s head


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 24–70mm f/2.8L


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Flash
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Figure 19.7
 Lighting diagram
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Figure 19.8
 My friend Zack Arias (zarias.com
 , DedPxl.com
 ), lit with a single Speedlite at camera right. The two keys to making this shot were to flag the flash from hitting the steel door directly behind Zack and to fill the shadowy side of his face. To flag the background, I strapped a large Rogue FlashBender to the side of the Speedlite and aimed it right behind Zack’s shoulder. To fill the shadows, I angled a 42″ gold/silver reflector disk so that the flash flying past Zack’s nose would bounce back into the shadows.






 
 [image: Image]




Figure 19.9
 The shot without the reflector.






 Shoot: Creating Soft Fill Light with a Big Umbrella

An umbrella is an easy and relatively affordable way to significantly increase the apparent size of your Speedlite—which means that the edges of the shadows will soften as the light reaches around your subject.





Windowlight May Be Soft, But It Is Still Directional


For this shoot, a series of large (4′ x 6′) windows on the left side of the lens provided a huge swath of ambient light. An overcast sky softened the ambient light even further. Still, as you can see in the inset photo (Figure 19.12
 ), there is a directional quality to the light. That is to say that since the windowlight crosses the model from the side, the soft light still casts shadows that the lens can see. Notice how her cheeks, nose, and jaw are sculpted by the shadows.





Blending Fill Flash Into Windowlight With A Large, White Umbrella


While I think that the windowlight-only shot is beautiful, I prefer the shot with the fill light for two reasons: the softening effect on the skin and the increased illumination on the hair. The softening of the skin happened because the flash fills the shadows and reduces the surface detail.



A key factor in making this fill light blend with the ambient windowlight is that I bounced my Speedlite into a 60″ white umbrella that was positioned in as close as I could get it—literally just outside the frame on the right. The size of the umbrella and the softening effect of its white fabric created a large source of soft light that blends in naturally with the windowlight. Essentially, I mirrored the look of the windowlight with my fill flash.



Lighting Details



Environment:
 Indoors, adjacent to large window




Time of Day:
 Late morning


Ambient:
 Overcast daylight


Speedlite:
 One 600EX-RT


Mode:
 Manual


Zoom:
 Zoomed to 20mm


Modifier:
 6″ white umbrella


Distance to Subject:
 Just out of frame


Height:
 Center at 6′ and angled down


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D Mark III




Lens:
 24-105mm f/4L IS at 80mm


Distance to Subject:
 12′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Daylight



 [image: Image]




Figure 19.10
 Lighting diagram
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Figure 19.11
 A single Speedlite firing into large white umbrella just to the right of the camera’s view blends naturally with the windowlight. Notice how the light fills the shadows and softens the appearance of the skin.
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Figure 19.12
 While beautiful, the shadows in this windowlight-only shot sculpt the facial structure and define the skin more sharply than the shot with fill flash.






 Shoot: Broad and Short Lighting

Broad and short lighting describes two styles of lighting that can be very useful when shooting headshots. Essentially, the difference is which side of the face is lit by the key (main) light.





Think About The Direction Of The Nose


When a subject is not facing the lens directly, the nose points to one side of the frame or the other. The direction of the nose—relative to the position of the key light—is what determines whether a shot is broad lit or short lit. In Figure 19.14
 , Max’s nose is on the same side of the lens as the key light (a Speedlite in a Westcott Apollo Medium softbox). From the camera’s viewpoint, the short side of Max’s face (or the narrow side of his face) is lit—hence the term “short lighting.”



 [image: Image]




Figure 19.13
 Lighting diagram
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Figure 19.14
 Short lighting is created when the position of the key light illuminates the narrow side of the face- as seen by the camera.






In the inset shot (Figure 19.15
 ), Max rotated so that his nose is on the opposite side of the lens from the key light. Now the broad side of his face is lit by the key light.
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Figure 19.15
 Broad lighting is created when the position of the key light illuminates the wide side of the face. For this shot, Max rotated so that he was facing away from the softbox and then turned his nose towards the lens.






Rotate The Subject Or Move The Light


The difference between Figures 19.14
 and 19.15
 is that Max started the shoot with his body facing the light (Figure 19.14
 ) and then rotated away from the light (Figure 19.15
 ). In both shots, the key light stayed in the same position, specifically to the right of the lens.



If you need to keep your subject in the same position (for instance), facing to the right as in Figure 19.14
 , and you want to switch lighting styles (say from short to broad lighting), then you just need to move the key light to the other side of the subject’s nose.



Lighting Details



Environment:
 Indoor studio




Time of Day:
 Not a factor


Ambient:
 None


Speedlite:
 One 580EX II


Mode:
 Manual


Zoom:
 Zoomed to 20mm


Modifier:
 Westcott Apollo Medium


Distance to Subject:
 Just out of frame


Height:
 Center at 6′ and angled down


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D




Lens:
 70-200mm f/2.8L IS at 70mm


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/11, ISO 100


White Balance:
 Daylight



 Shoot: Think of The Shutter as a Light Modifier

One advantage of flash over other sources of light is that you can use the shutter speed to dim the ambient light. This can be a valuable tool to guide your viewer’s eye.





Directing Your Viewer’s Focus


When we first encounter a new photo, the first spot that we look at is the brightest portion of the image. In portraits, an easy way to direct your viewer’s eye to your subject is to dim the brightness of the background in your shots. This will make your subject’s face stand out more prominently.



In Figures 19.17
 –19.20
 , I lit Kristen with a single Speedlite firing through an Impact 24″ Quikbox. The difference through the series is that I increased the shutter speed in one-stop increments to show the effect of dimming the background.

In Figure 19.17
 , the [image: Image]

 ″ shutter creates a fill light that balances naturally with the late afternoon sun. Yet Kristin does not stand out clearly from the background. In the subsequent photos (shot at [image: Image]

 ″, [image: Image]

 ″, and [image: Image]

 ″), the backgrounds get progressively darker. The choice of which frame is the best is a matter of personal taste. I favor Figure 19.19
 ([image: Image]

 ″) because it still maintains the rimmed edge of sunlight on Kristen’s hair.

Keep in mind that as your shutter speed exceeds the sync speed of your camera, you have to activate High-Speed Sync on your Speedlite. See Chapter 7
 : Control Your Speedlite
 for the basics on HSS and Chapter 22
 : Slicing Time With High-Speed Sync
 for a detailed discussion.



Lighting Details



Environment:
 Outdoors




Time of Day:
 Late afternoon


Ambient:
 Golden hour sun behind Kristen


Speedlite:
 One 600EX-RT


Mode:
 E-TTL


FEC:
 0 FEC


Zoom:
 Zoomed to 24mm


Gel:
 
[image: Image]


 CTO


Modifier:
 Impact 24″ Quikbox


Distance:
 About 4′ to subject


Height:
 Level with subject’s head


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark II




Lens:
 100mm f/2.8L Macro IS


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure Comp:
 As listed


Exposure:
 Manual


White Balance:
 Daylight
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Figure 19.16
 Lighting diagram
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Figure 19.17
 [image: Image]

 ″, f/5.6, ISO 400. Speedlite fired in E-TTL with 0 FEC.
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Figure 19.18
 [image: Image]

 ″, f/5.6, ISO 400. Speedlite fired in E-TTL with 0 FEC.
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Figure 19.19
 [image: Image]

 ″, f/5.6, ISO 400. Speedlite fired in E-TTL with 0 FEC.
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Figure 19.20
 [image: Image]

 ″, f/5.6, ISO 400. Speedlite fired in E-TTL with 0 FEC.






 Shoot: Just a Slash of Light

In addition to thinking about how you will light your subject, you should consider what will happen to the light that flies past your subject. When you are outdoors, the excess flash is typically not a problem. When you are indoors, the excess light may be undesirable—especially when your subject is close to the background.





Use A Narrow Softbox To Light The Subject, But Not The Background


For this shoot, we were shooting in an old warehouse. The layers of dust that accumulated on the nearby windows (top-right corner of Figure 19.22
 ) created beautiful golden patches of light that angled down across the wall.



I wanted to light Isaac without having the excess flash fly past him onto the background. The go-to solution is a strip softbox. Strip boxes are much narrower than standard softboxes.

In this case, the Westcott Rapid Box Strip, at 10″ x 24″, was the perfect solution. As you can see in Figure 19.22
 , the softbox was pushed in tight—right up to the edge of the camera’s field of view.

This served two purposes:


[image: Image]

 Being close enabled me to reduce the power to the minimum, which reduced the effect of the excess light flying past on the background wall.


[image: Image]

 Being close increased the apparent size of the softbox (relative to Isaac), so the light appeared softer.



Lighting Details



Environment:
 Warehouse




Time of Day:
 Mid-afternoon


Ambient:
 Dusty glass windows, sunlight outside


Speedlite:
 One 600EX-RT


Mode:
 Manual


Zoom:
 Zoomed to 20mm


Modifier:
 Westcott Rapid Box Strip (10″ x 24″ softbox)


Distance:
 About 4′


Height:
 About 4′


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L IS at 55mm


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Daylight
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Figure 19.21
 Lighting diagram
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Figure 19.22
 Our location for the shoot
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Figure 19.23
 The narrow softbox enabled me to cast soft light onto Isaac without it spilling onto the wall behind.






 Shoot: RING The Lens with Light

As I covered in Chapter 14
 : Go Ahead, Mod Your Speedlite
 , ring light adapters are specialty modifiers that capture the light from your Speedlite and redirect it to a panel that encircles the lens.





The Distinctive Look Of A Ring Flash


Ring lights are often used by fashion and glamour photographers to create snappy, yet soft, light. When the subject is close to the background (as Brittany is in Figure 19.25
 ), the geometry of the ring light around the lens casts a distinctive outline shadow that surrounds the subject. Circular catchlights in the center of the pupils are another tell-tale sign of ring lights.





The RoundFlash Is My Favorite Ring Light Adapter For Speedlites


Of the three ring light adapters that I reviewed in Chapter 14
 , my favorite was the RoundFlash. While it appears to be a cumbersome modifier (turn back to Figure 14.27
 ), it adds very little weight to the camera. As importantly, it sets up quickly and, when not in use, folds up into a compact pouch that you can stuff into a corner of your camera bag. The other adapters that I featured are rigid plastic, which means that they take up more room in the bag and potentially could be damaged more easily. Another great advantage of the RoundFlash over the other adapters is the size of its diffuser panel. Measuring 20″ in diameter, it creates beautiful, soft light, as you can see in Figure 19.25
 .





Lighting Details



Environment:
 Studio




Time of Day:
 Not a factor


Ambient:
 Not a factor


Speedlite:
 One 600EX-RT


Mode:
 E-TTL


FEC:
 0


Zoom:
 Zoomed to 35mm


Modifier:
 RoundFlash ring light softbox


Distance:
 About 4′


Height:
 About 5′ (camera-mounted)


Trigger:
 Sitting in camera hotshoe



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L IS at 45mm


Distance to Subject:
 4′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Daylight
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Figure 19.24
 Lighting diagram
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Figure 19.25
 Ring light has a distinctive look. The clues that I used a ring light adapter are the circular catchlights in Brittany’s eyes and the soft outline shadow on the wall.






 Shoot: Nose to The Gridded Light

A great tip to remember when shooting portraits with hard light is that if you aim the flash directly at the subject’s nose (or vice versa), the harshness of the hard shadows is minimized.





Grids Are A Favorite Modifier


As you can see in Figure 19.27
 , I placed a gridded Speedlite to the right side of my camera and aimed it straight at Arlan’s nose. The purpose for the [image: Image]

 ″ grid was to create a tight pool of light on his face and hat. My visual strategy was to reveal just enough of his environment and wardrobe so that you would get a sense of his persona and then encourage you to focus on his handsome face.





A Window Creates Rim Light


Take a close look at the left edge of the jacket, neck, and hat in Figure 19.28
 . See the edge of light that provides the critical separation between the subject and the background? It is ambient light that came from a window about 45° to the left of and 8′ behind the model. Without that edge of rim light, his jacket, neck, and hat would have merged into the background.



So my ambient exposure was based on two goals:


[image: Image]

 Dim the background so that the viewer will focus on my subject’s face.


[image: Image]

 Maintain just enough of the ambient rim light to provide a clear separation between the subject and the background.



Lighting Details



Environment:
 Old warehouse




Time of Day:
 Early afternoon


Ambient:
 Diffuse windowlight


Speedlite:
 One 600EX-RT


Mode:
 Manual


Zoom:
 Zoomed to 200mm


Modifier:
 Strobros Grid [image: Image]

 ″


Distance:
 About 5′


Height:
 7′ (angled down)


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L IS at 60mm


Distance to Subject:
 5′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 800


White Balance:
 Daylight
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Figure 19.26
 Lighting diagram
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Figure 19.27
 Our location for the shoot
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Figure 19.28
 I dimmed the ambient light by two stops with my shutter speed and aimed the gridded flash directly at Arlan’s nose. You will note that the nose and chin shadows are hard, but their placement accentuates his features.






 Shoot: One-Light White Seamless

While it is easier to create a white seamless shot (one with a pure white background) using multiple flashes, it is possible to do it with a single Speedlite and a large diffuser.





Most Of The Flash Lights The Background


The key to getting a white background is to overexpose a light-colored wall, meaning that it must be flooded with flash. For this shoot, the Speedlite was zoomed moderately tight (105mm), positioned about 45° to the side, and aimed at the wall behind the model.



Then, as you can see in Figure 19.30
 , a large diffuser panel (in this case, a Lastolite TriGrip Diffuser) was held between Katie and the flash—just outside of the camera’s view. The diffuser captures the outer rays of the flash and creates soft light on the subject. As always, the closer the diffuser is to the subject, the greater its apparent size becomes (relative to the size of the subject) and the softer the light becomes.



Maximize The Separation Between The Wall And The Subject


The distance between the wall and your subject is the key to creating a shot with sharp, contrasty edges. You want a gap of 5′ or more. If your subject is too close to the background, then the bright wall will act like a giant reflector panel and wrap your subject in edge-softening light. If you find this to be an issue, then have your subject step farther from the background.





Lighting Details



Environment:
 Rustic exhibition hall




Time of Day:
 Not a factor


Ambient:
 Not a factor


Speedlite:
 One 600EX-RT


Mode:
 Manual


Zoom:
 Zoomed to 80mm


Modifier:
 Lastolite TriGrip Diffuser


Distance:
 About 12′


Height:
 6′


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L IS at 60mm


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/5.6, ISO 800


White Balance:
 Daylight
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Figure 19.29
 Lighting diagram
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Figure 19.30
 Our location for the shoot
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Figure 19.31
 The key to getting a white background is to flood it with flash. The key to having a sharp contrast between the subject and the wall is to maximize the distance between them.






 Shoot: Speedliting a Silhouette

Sometimes turning your Speedlite at the background can create more dramatic light than when you aim it at your subject. For this shoot, I actually underexposed Arian to such an extent that he turned into a silhouette.





Use Zoom To Create The Background Pattern


Even before Arian stepped into the frame, I experimented with different zoom settings on my Speedlite to see how they would illuminate the background. If you want a broad, even field of color, zoom your Speedlite out wide (to 24mm). If you want a spot of light that dramatically fades to black, zoom it in tight (to 105mm). The hero shot at right was made with the Speedlite zoomed to 70mm. The hotspot of color is the result of the Rosco medium red gel firing onto the deep yellow wall.





Hide The Flash


Pay attention to the details when shooting silhouettes. I had to hide the Speedlite behind Arian’s leg and instruct him on exactly where to stand.





Sometimes Less Is More


When it comes to the intensity of the color from a gel, the more light you push through it, the lighter the color appears. So if you are looking for a deep, saturated color, remember to turn the power of your flash down rather than up. (I know this sounds backwards.)





Lighting Details



Environment:
 Empty store




Time of Day:
 Not a factor


Ambient:
 Very dim, overhead fluorescent turned off during shoot


Speedlites:
 One 580EX


Mode:
 Manual


Zoom:
 Zoomed to 70mm


Tilt:
 Straight up


Gel:
 Rosco Medium Red


Modifier:
 None


Distance:
 Pushed up to wall


Height:
 Sitting on floor


Trigger:
 Simple radio triggers



Camera Details



Camera:
 5D Mark II




Lens:
 EF 17–40mm f/4L


Distance to Subject:
 12′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Flash
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Figure 19.32
 Lighting diagram
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Figure 19.33
 My hero shot was made with the Speedlite power dialed manually to [image: Image]

 .
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Figure 19.34
 The set was two sheets of tile board pushed up to a yellow wall.






 Shoot: Does Softbox Size Matter?

Is there a difference between light created by the various sizes of Lastolite’s Ezyboxes—Speed-lite (about 10″), Hotshoe 24″, and Hotshoe 30″? As these portraits of my friend Annette show, the answer is “no and yes.”





All Three Ezyboxes Create Soft Light



Figure 19.36
 is the ambient light as the camera wanted to record it in Av with 0 EC. Figure 19.37
 is my manual exposure (ambient minus three stops). In Figure 19.38
 , I fired a bare Speedlite at Annette. You can tell it is bare because the shadows are hard, and the light does not reach around her face.



Now look at Figures 19.39
 –19.41
 . All were created by the three sizes of Ezyboxes. You can see in each that the light reaches around Annette’s face and that the shadows are soft. To make a fair comparison, I moved the stand so that the diffuser of each softbox was the same distance from her face.



The Difference Is The Reach Of The Light


I also centered the height of each softbox on Annette’s nose. As you can see in Figure 19.39
 (the largest frame), the small Speed-lite Ezybox did a fine job of creating soft light. The difference between the three—and you have to look close to see it—is that the larger softboxes also carried the soft light farther down on Annette’s arms. If I had lowered the 30″ so that the top was even with Annette’s hat, the soft light at the bottom would be even more apparent.





Lighting Details



Environment:
 Outdoors under eave




Time of Day:
 Mid-afternoon


Ambient:
 indirect sunlight


Speedlite:
 One 580EX II


Mode:
 E-TTL


FEC:
 0 FEC


Zoom:
 24mm


Modifier:
 Lastolite Ezyboxes


Distance to Subject:
 About 2′


Height:
 Centered on subject’s nose


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 100mm f/2.8L Macro IS


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 100


White Balance:
 Daylight



 [image: Image]




Figure 19.35
 Lighting diagram






 
 [image: Image]




Figure 19.36
 My 5D Mark II metered the ambient at [image: Image]

 ″, f/5.6, ISO 100.
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Figure 19.37
 I dimmed the ambient by manually dialing the exposure to [image: Image]

 ″, f/8, ISO 100—a change of –3 stops.






 [image: Image]




Figure 19.38
 Without a softbox, the bare flash creates hard shadows.
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Figure 19.39
 Even the smallest of the softboxes, the Lastolite Speed-lite, created beautiful light.






 [image: Image]




Figure 19.40
 The Ezybox 24″ provides soft light with a slightly smaller vignette at the bottom.






 [image: Image]




Figure 19.41
 The Ezybox 30″ provides beautiful light from Annette’s hat down to her hands.






 Chapter 20. Portraits With Multiple Speedlites



OPENING HORIZONS WITH MULTIPLE SPEEDLITES





SHOOT: CLAMSHELL LIGHTING, TOP TO BOTTOM






SHOOT: CLASSIC THREE-LIGHT PORTRAIT






SHOOT: MULTIPLE SOFTBOXES FOR FILL FLASH






SHOOT: THREE-LIGHT SPORTS PORTRAIT






SHOOT: CROSSFIRE LIGHTING






SHOOT: HARD AND SOFT LIGHT OUTDOORS






SHOOT: PAIRED SPEEDLITES IN A BEAUTY DISH






SHOOT: CREATING A BIG PATCH OF SOFT LIGHT






SHOOT: MULTIPLE SPEEDLITES IN A SOFTBOX






SHOOT: MULTI-LIGHT, SECOND-CURTAIN SYNC






The Short Version


Speedliting is about controlling the ambient light and crafting flash to fulfill your vision. The addition of a second and third Speedlite to your kit enables you to create many additional types of lighting that are not possible with a single Speedlite.



This chapter shows options for using multiple Speedlites as individuals—with each one filling a specific job—and options for using them together—either to fill a large modifier, to overcome the power loss of high-speed sync, or to reduce recycle time.



 [image: Image]




Figure 20.1
 Crossfire lighting is created by firing two light sources straight at each other. On the left, I used an Impact 24″ Quikbox positioned slightly behind my subject and angled forward. On the right, I fired a Speedlite into a sheet of white foam core positioned just out of frame along the right edge of the shot.






 Opening Horizons with Multiple Speedlites

Once you get the hang of creating great light with a single Speedlite, I hope that you will begin exploring the vast horizons that open up when you start to use additional Speedlites. Truly, once you’ve sorted out how to use one Speedlite, the hardest part is already done.





Advantages Of Multiple Speedlites


There are four main reasons why shooting with multiple Speedlites makes sense:




[image: Image]

 Light shaping
 —The ability to send light from two or more angles gives you more options to shape the light and the shadows according to your vision.


[image: Image]

 More power
 —If you have a single Speedlite firing at full power, then adding a second Speedlite provides an additional stop of light.


[image: Image]

 Faster recycle
 —For shoots where a faster recycle is critical, firing multiple Speedlites at lower power will be faster than firing a single Speedlite at higher power.


[image: Image]

 Redundancy
 —Inevitably, gear fails. Having an additional Speedlite or two will ensure that you can keep shooting when the inevitable happens.



Ways To Trigger Multiple Speedlites


Hopefully, you did not jump straight to the people-shooting chapters. If you did, here’s a quick rundown of the ways to fire off-camera Speedlites. For all the details, please read Chapter 11
 : Triggers For Off-Camera Flash
 .




[image: Image]

 Built-in radio wireless
 —Canon’s 600EX-RT Speedlites can communicate via radio through walls and the fabric sides of softboxes. E-TTL, Manual, Multi, External, and Group modes are available.


[image: Image]

 Built-in optical wireless
 —Canon’s 400-, 500-, and 600-series EX Speedlites have the ability to receive line-of-sight, optical instructions from a compatible master Speedlite. E-TTL, Manual, and Multi modes are available.


[image: Image]

 Extra-long E-TTL cord
 —You can move your optical master Speedlite off-camera on an extra-long E-TTL cord. Then you have the advantage of off-camera lighting and the functionality of Canon’s built-in wireless communication with slaved Speedlites.


[image: Image]

 Manual radio triggers
 —Manual radio triggers can only say, “Fire now.” So you have to adjust the power on all the Speedlites by hand (aka manually). If your Speedlites are inside a softbox, this is a hassle.


[image: Image]

 E-TTL radio triggers
 —Canon’s 600EX-RT system provides a strong alternative to third-party E-TTL radio triggers. Their features and functionality vary widely. Survey the field in Chapter 11
 : Triggers For Off-Camera Flash
 .



Deciding Among The Candidates For A Second (Or Third, Or...) Speedlite


If you started Speedliting with a 600EX-RT and want the convenience of radio Speedliting, then your only choice for a slave among Canon Speedlites is the 600EX-RT.



If you have a 600EX-RT and a Canon Speedlite capable of optical wireless, then use your 600EX-RT as an optical (not radio) master until you get more 600s.

If you currently have a 400-series Speedlite, you will need a 600EX-RT or a 500-series Speedlite to serve as an optical master. If you want to read the master’s menu on the LCD of your camera, do not buy a 580EX (original model) or the 550EX as they are not compatible with the on-camera menu system. Used 580EX IIs can be found on eBay and Craigslist.

If you already have a 500-series Speedlite that you can use as a master and you’re looking to add a second Speedlite, the options are a bit more broad. The 430EX II is only [image: Image]

 -stop dimmer than the 500-series and about half the price. It also has a zoomable head that pans and tilts. The 320EX and 270EX II also can be optical slaves, but they lack the functionality and power of the 430EX II.



 Shoot: Clamshell Lighting, Top to Bottom

To say that a face is lit with glamour lighting means that it is virtually shadowless. The good news for Speedliters is that you can create glamour lighting for headshots with a couple of softboxes or shoot-through umbrellas.





Meet The Clamshell—A Two-Speedlite Glamour Setup


The clamshell gets its name because two large modifiers are brought close together on one side, with barely enough room for the photographer to poke his camera through. The other side is opened wide, like a clamshell, for the subject’s head or torso. Figure 20.2
 illustrates the concept.





Control The Top-Bottom Ratio To Adjust The Shadows


The effect of the clamshell is that the two soft-light sources fill each other’s shadows. We know that light falls, so generally the upper light is slightly brighter—say, by a stop—than the bottom light. Figures 20.3
 and 20.4
 show what each flash contributed to the shot.



Deciding on the ratio between the top and bottom is like adding salt to soup—you do it to fit your taste. The hero shot, Figure 20.5
 , was shot with the power of the top Speedlite set one stop brighter than the power on the lower Speedlite. This is not an exact 2:1 ratio as the softboxes are different sizes. The key is to fine-tune the power until you like how the shadows look. Compare Figure 20.3
 (top light only) to Figure 20.5
 (top and bottom light) to see the range of shadows possible with this setup.



Clamshell With The Gear You Have


As a Speedliter, learn to shoot with the gear that you have. You will note in Figure 20.2
 that I used two different Westcott softboxes—an Apollo Orb on top and an Apollo Medium on the bottom. You can also use a softbox and an umbrella or two umbrellas. The key is to have two soft-light sources—one above and one below.



If you do not have two Speedlites, then use a reflector disk on the bottom. If you have both a silver and a white reflector, try each to see which you prefer. Remember to tuck it in as close as you can—just out of the frame—and to angle it up slightly.



A Clamshell With Optical Wireless


Prior to the radio-enabled 600EX-RT system, I ran an extra-long E-TTL cord into the top softbox and set that Speedlite as an optical master. It then controlled the optical slave in the bottom softbox, based on the settings that I dialed into the master via the LCD of my camera.





Lighting Details



Environment:
 Studio




Time of Day:
 Not a factor


Ambient:
 Not a factor, eliminated with shutter speed


Speedlites:
 Two 600EX-RTs


Metering Mode:
 Manual


Zoom / Pan:
 20mm on each light


Modifiers:
 Westcott Apollo Orb and Apollo Medium


Distance:
 Brittany stood at edge of softboxes


Height:
 Immediately above and below at 45°


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 85mm f/1.8


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/1.8, ISO 100 (ambient, -4 stops)


White Balance:
 Daylight



 [image: Image]



 
Figure 20.2
 In a clamshell, the camera is stuffed between the two modifiers.
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Figure 20.3
 The top light only.
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Figure 20.4
 The bottom light only.
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Figure 20.5
 The clamshell setup produced soft light that wrapped around Brittany’s face. The power setting on the top flash was one-stop brighter than the setting on the bottom flash.






 [image: Image]




Figure 20.6
 Lighting diagram






 Shoot: Classic Three-Light Portrait

When you want to create a classically lit headshot, say for a business or social networking site, then turn to three-light portrait setup. In this shoot, I photographed my son Tom for his LinkedIn avatar.





Three Lights United By One Cause


The classic three-light setup has a key light
 that provides the greatest amount of light on the subject (Figure 20.7
 ), a fill light
 that keeps the details in the shadows (Figure 20.8
 ), and a hair
 or rim light
 that provides a bright line of separation from the background (Figure 20.9
 ).



Using our lighting compass as a reference (see Figure 5.2
 ), the key and fill are at opposite sides of the lens axis and at about 60°.

The rim/hair light is always behind the subject in the vicinity of 120°–170°. Additionally, the rim/hair light is placed high and angled down. If it has a narrow throw and hits only the hair, then it’s a hair light. If it spreads more widely and falls across one or both shoulders, then it’s a rim light.



A Great Time To Use Wireless Manual Flash


A classic headshot is a perfect situation for running your Speedlites in Manual mode as the distance between each of the lights and the subject is not changing. Further, if you have a number of different headshots to do, then you won’t have to fiddle much with the lighting when the next person steps in for his session.



I’ve trained myself to assign the light(s) on the left side of the camera into group A and those on the right side into group B. (While not a big deal in Manual, this habit is very helpful when using A:B ratio control in E-TTL.) So for this shoot, the fill light was group A, the key light was group B, and the hair light was group C.



Build The Lighting One Flash At A Time


As always, start with no flash so that you can set your ambient exposure. In this case, I eliminated the overhead fluorescent light with a relatively fast shutter speed. Then turn on your key light and work it until you have a decent one-light shot (Figure 20.7
 ). Don’t worry about the contrasty shadows; you will fill those when you turn on the second Speedlite. Then adjust the position, modification, and power of the fill flash until you have a nice, two-light shot. Then do the same for the rim/hair light. Note that Figures 20.8
 and 20.9
 are to show the contribution made by the fill flash and rim flash only. You should keep the previous Speedlite(s) on as you build the lighting.





Lighting Details



Environment:
 Studio




Time of Day:
 Not a factor


Ambient:
 Warm fluorescents


Speedlites:
 Three 600EX-RTs


Metering Mode:
 Manual


Zoom:
 Key 70mm, fill 35mm, hair 35mm


Modifier:
 Key into white reflective umbrella


Distance:
 Key 6′, fill 8′, hair 2′ above


Height:
 Key and fill slightly above subject’s head


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 100mm f/2.8L Macro


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/5.6, ISO 200


White Balance:
 Daylight



 [image: Image]




Figure 20.7
 Key light only.
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Figure 20.8
 Fill light only.
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Figure 20.9
 Hair light only.






 
 [image: Image]




Figure 20.10
 Key, fill, and hair lights working together.
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Figure 20.11
 Lighting diagram






 Shoot: Multiple Softboxes for Fill Flash

For this self-assigned shoot, I wanted to create a concept photo within the theme of “spring training.” I turned to my son Vin on a beautiful spring day and asked him to suit up in his snowboarding gear. Vin is a veteran at working with me on my craziest visual ideas. He served as the “pumpkin smasher” for the cover shot on the first edition of this book.





Foliage Looks Better When Backlit


A simple guideline to remember when shooting plants is that their leaves and petals look better when the sun shines through them rather than off them. For this shoot, I waited until mid-afternoon so that I could capture the sunlight coming in at a steep angle. I then found the camera position based on where the tree blossoms looked most luminous.



As you can see in Figure 20.13
 , backlighting the grass and tree blossoms meant that Vin was also backlit. The upside of this geometry is that the sun provides rimlighting on the left side of Vin that separates him from the background and reveals texture in his black pants.



Sorting Out The Ambient Exposure


My first test shots confirmed that I would have to shoot wide—at 24mm on my 5D Mark II—to get the framing I desired. Further, I wanted to minimize the depth-of-field so that the background would not overly compete with Vin’s colorful wardrobe. At f/4, my ambient exposure settled at [image: Image]

 ″—a slight underexposure that added a bit of saturation to the sky and foliage.





High-Speed Sync For Fill Flash


To offset the backlighting, I needed a broad field of fill flash on Vin and a smaller field on the tire. As you can see in Figure 20.14
 , I used two 600EX-RTs in the top softbox and one in the bottom.



To use flash with the [image: Image]

 ″ shutter speed, I had to activate high-speed sync on the Speedlites. As you will read in Chapter 21
 : Slicing Time With High-Speed Sync
 , HSS consumes 2.5 stops of flash power. So, I pulled the diffuser panels out of the Apollo softboxes to maximize the amount of light coming out—which essentially converted them into square-shaped, silver umbrellas.



Sometimes Photoshop Is The Best Option


I’ll admit as good as Vin is as a snow boarder, it was not possible for him to balance on a tire. So, yes, I turned to Photoshop to complete the visual effect.





Lighting Details



Environment:
 Outdoors




Time of Day:
 Mid-afternoon sun


Ambient:
 Sunlight, dimmed one stop with shutter


Speedlites:
 Three 600EX-RTs (two above, one below)


Metering Mode:
 Manual


Zoom:
 20mm on all Speedlites


Modifier:
 Westcott Apollo Medium softboxes


Distance to Subject:
 5′


Height:
 8′ and 2′ (center of softboxes)


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark II




Lens:
 24–105mm f/4L IS at 24mm


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/4, ISO 100 (ambient, -1 stop)


White Balance:
 Daylight



 [image: Image]




Figure 20.12
 Lighting diagram
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Figure 20.13
 An ambient-only test shot shows the strong backlighting.
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Figure 20.14
 The top softbox lights Vin with two Speedlites. The bottom softbox lights the tire with one Speedlite.
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Figure 20.15
 A ladder provided a higher vantage point.
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Figure 20.16
 My hero shot, with the blocks removed in Photoshop.






 Shoot: Three-Light Sports Portrait

Midday sports portraits are easy to light if you have a bit of gear and know-how.





As Always, Start With The Ambient Light


This quick portrait of my son Tony was shot with the sun nearly straight overhead on a summer day. To keep my camera settings from shifting when I changed compositions, I switched the camera mode to Manual and used the meter scale in the viewfinder to establish the baseline exposure. Then, I added a bit of saturation to the grass by increasing the shutter speed one stop from [image: Image]

 ″ to [image: Image]

 ″. Figure 20.17
 shows that the sun is still providing strong highlights on Tony’s hair and shoulders after I dimmed the ambient sunlight.





On-Camera Master Enabled For Fill Flash


By placing Tony with his back to the sun, I used the sun for hair and rim light. As you can see in Figure 20.17
 , this put his face in full shade. This is a perfect situation for an on-camera Speedlite to provide both fill flash and act as a master for the two off-camera slaves. Because I wanted the fill light from the flash, I set it as an enabled master. I chose Manual mode on the flash to keep the power consistent between shots. If you prefer E-TTL, remember to use FEC to dial the flash power up/down.





Creating Synergy Between Hatchet Lighting And Fill Flash


Hatchet lighting occurs when two lights come at the sides of a head, leaving a dark swath down the center of the face. Figure 20.19
 shows how the two Speedlites that I placed behind Tony created bright hatchets on his neck and cheeks. The purpose of these Speedlites is to add the highlights that sculpt Tony’s face. When combined with the fill flash, the hatchet lighting suggests that it was created by the sun rather than by Speedlites. As for power settings, you want the hatchet lights to be bright enough to add highlights without clipping to white. Then the fill flash is adjusted so that it does not overpower the hatchet lights.





Flag The Hatchets With FlashBenders


The key to the hatchet lighting is that two Speedlites are behind Tony and angled forward. To keep them from flaring into the lens, I strapped a Rogue Flashbender Large to the camera side of each Speedlite. I then panned the light stand so that the FlashBender was aimed just in front of Tony.





Lighting Details



Environment:
 Soccer field




Time of Day:
 Mid-day


Ambient:
 Full sun


Speedlites:
 One 600EX-RT for fill, two as hatchets


Mode:
 Manual


Zoom:
 Hatchets zoomed to 70mm


Modifier:
 Rogue FlashBender Large as flags


Distance:
 Master 8′, hatchets 12′


Height:
 Hatchet Speedlites 2′ above Tony’s head


Trigger:
 600EX-RT as enabled master



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L at 47mm


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/5.6, ISO 200 (1 stop under ambient)


White Balance:
 Daylight



 
 [image: Image]




Figure 20.17
 Ambient only, dimmed with shutter speed one stop below camera’s reading.
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Figure 20.18
 On-camera fill flash only. Notice how flat Tony’s face appears.
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Figure 20.19
 Two Speedlites behind Tony create the hatchet lighting. To keep them from flaring into the lens, I flagged each with a Rogue FlashBender Large.
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Figure 20.20
 The synergy of on-camera fill flash and hatchet lights creates the sculptural depth that gives this sports portrait its punch.
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Figure 20.21
 Lighting diagram






 Shoot: Crossfire Lighting

One of my favorite go-to lighting setups is crossfire lighting. As the name suggests, you place two lights so that they fire at each other and position the subject in the center.





Crossfire Provides A Wide Range Of Lighting Angles


With two lights firing at each other, you have two zones of brightness that you can explore with your lens. Crossfire lighting provides a wide range of lighting positions—ranging from 0° front and 180° behind to 90° left and right. (See Figure 5.2
 in Chapter 5
 : Position is Relative
 for a refresher on these angles.)





Work Around The Subject In An Arc


I like to start with the camera positioned so that one Speedlite is 45° in front of the subject and the other is 135° behind the subject. Then I work in an arc around the subject so that I can explore the interplay of light and shadow from several angles. When I find the camera angle that I like best, I will start fine-tuning the power of the lights from that position.



You should assign each Speedlite to a separate group so that you can control their power individually. Generally, the light behind the subject (Figure 20.23
 ) needs to be at a lower power because the light literally skips off the hair and skin. Conversely, the power of the frontal light (Figure 20.24
 ) needs to be a stop or two higher. Of course, it is about the look of light and shadow that determines the proper power level, not an exact ratio between the lights.



One-Light Crossfire Lighting


If you only have one Speedlite, then move it off-camera and aim it straight at the sun. (An extra-long E-TTL cord is great for this.) Dial your shutter speed so that the sunlight creates nice hair and rim light. Adjust the Speedlite’s power so that you have the amount of fill flash that you need.





Lighting Details



Environment:
 Rocky Mountains, Montana




Time of Day:
 Late afternoon


Ambient:
 Full sun


Speedlites:
 Two 600EX-RTs


Mode:
 Manual


Zoom:
 105mm


Modifier:
 Rogue FlashBender Large as flags


Distance to Subject:
 15′


Height:
 8′


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L at 24mm


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 100


White Balance:
 Daylight



 
 [image: Image]




Figure 20.22
 As is typically the case in my location portraits, I positioned the sun behind Alyssa. This allows her to see without squinting. It also creates a bit of hair and rim light that separates her from the background.
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Figure 20.23
 I shut the right Speedlite off so that you could see what the left (rear) Speedlite contributed to the shot. While subtle, it creates an extension of the sun’s rim light on the left arm. It creates an important highlight on the edge of the left cheek.
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Figure 20.24
 Shutting off the left Speedlite reveals the coverage of the right (front) Speedlite. While nice, without the rear Speedlite, this lighting is not as sculptural as the hero shot (Figure 20.25
 ). If I had only one Speedlite, I would have moved in an arc to the left so that the sun would create more rim light on Alyssa’s arm.
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Figure 20.25
 Crossfire lighting creates two zones of brightness separated by a shadow. Here the crossfire lighting drops in beautifully with the afternoon sunlight.
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Figure 20.26
 Lighting diagram






 Shoot: Hard and Soft Light Outdoors

My cousin Dick is one of the nicest guys in the world. Truly. It’s no surprise, then, that the honeybees he keeps in his backyard are so calm that he can work their hives without any protective gear. Following Dick’s lead, I did the same while I photographed him working the hives on a warm summer morning.





To Start, Drop Your Subject In Shade


The challenge with outdoor portraits under direct sunlight is the contrast and hard edges of the shadows. So I asked Dick to stand in the shade of a large tree. As you can see in Figure 20.27
 , this killed the contrasty shadows of the sun.





Push A Large Softbox In On Top Of Your Subject


As I have said elsewhere in the Handbook
 , I am a big fan of the Westcott Apollo Orb softbox. For Figure 20.30
 , I positioned the softbox to my left, just out of the camera’s view, to bathe Dick in soft light. With the ability to control the settings on my Speedlite via the LCD on my camera, I just zipped the Speedlite inside the softbox and then concentrated on framing the shot through the lens. Prior to the 600EX-RT system, I would have run an extra-long E-TTL cord into the box as a means of controlling the Speedlite—which also required that I position the other Speedlites as slaves so that they could see the signal coming from the cord-mounted master.





Hard Light Adds Snap To Soft Light


For a bit of accent light, I set a bare Speedlite about 12′ to the right of and slightly behind Dick. You can see its position on the right side of Figure 20.29
 . This Speedlite created the highlights on the right side of Dick’s shirt. The flash also added the glancing highlight on the right side of his forehead that matches the look of the patch of sunlight on the left side of his head.





Hide Speedlites In The Shot To Light Environmental Elements


With location portraits, you need to provide environmental clues for your viewer about the subject. If you look closely at Figure 20.29
 , you will see that I set a lightstand right behind Dick. This held the Speedlite that I aimed at the beehive under the tree on the left edge of the frame. Lighting that hive was a small, but important, detail in creating this portrait.





Lighting Details



Environment:
 Outdoors




Time of Day:
 Mid-morning


Ambient:
 Full sun


Speedlites:
 Three 600EX-RTs


Mode:
 Manual


Zoom:
 20mm in softbox, 200mm bare


Modifier:
 Westcott Apollo Orb, two bare Speedlites


Distance to Subject:
 Softbox 3′, bare rimlight 12′


Height:
 6′ angled down


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 17-40mm F/4L at 17mm


Distance to Subject:
 5′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 100


White Balance:
 Daylight



 
 [image: Image]




Figure 20.27
 Ambient-only test shot
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Figure 20.28
 For this alternate shot, I pulled the softbox in close to Dick and the hive.
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Figure 20.29
 The lighting setup for Figure 20.30
 . Notice how I pushed the softbox in close and pulled the rimlight out far to maximize the qualities of both lights. Also notice that the lightstand for the Speedlite lighting the hive was hidden behind Dick.
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Figure 20.30
 The hero shot blends soft and hard light on Dick and uses a spot of flash on the hive in the background.
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Figure 20.31
 Lighting diagram






 Shoot: Paired Speedlites in a Beauty Dish

When Canon sent me the 600EX-RT gear to test (a few weeks before the worldwide product announcement), one of the first shoots that I did was with my friend Alex—who is a fine photographer in her own right (AlexandriaHuff.com
 ). Her narrow balcony, which overlooks San Francisco, was a great spot to test the convenience of radio Speedliting.





The Look Of The Beauty Dish


As I described in Chapter 15
 : Those Big Modifiers Always Get In The Way
 , a beauty dish is a wide, shallow pan that fires the flash(es) mounted on the back directly into a reflecting panel that bounces the light sideways to the sides of the dish. The look of a beauty dish is soft, but not quite as soft as the light from a comparably sized softbox. For this shoot, I used the Kacey Beauty Reflector—which is 22″ wide and has the scalloped edges like the Mola dishes used by A-list fashion photographers.





Radio Speedliting On Older Cameras


Given that the optical sensor for Canon Speedlites is on the front and that the Kacey dish mounts the Speedlites on the back—which blocks the view of the sensors—it is difficult to use the Kacey dish with optical wireless. The 600EX-RT radio system helped immensely.



Once the dish was positioned on the arm of a C-stand—just to the right of the camera’s view—I made all the power and mode settings on the LCD of the ST-E3-RT transmitter sitting in the hotshoe of my 5D Mark II.

Since the camera is a pre-2012 model, it does not know about radio Speedliting—meaning that on-camera control via the LCD is limited to optical wireless. Fortunately, the interactive menu system on the LCDs of the 600EX-RT Speedlite and ST-E3-RT Transmitter are so well designed that I was able to make mode and power changes without delay.



Underexposed Ambient


Our shoot was timed to catch the sun as it was going down. As you can see in Figure 20.32
 , the ambient light was very flat. To saturate the colors in the sky and to dial down the distraction of the background, I changed my shutter speed to underexpose the ambient light by three stops (Figure 20.33
 ). Then, as if on cue, a finger of golden-hour light reached across and lit up downtown San Francisco. Perfect!





Lighting Details



Environment:
 Outdoors




Time of Day:
 Late afternoon


Ambient:
 Sun just dropped below nearby hill


Speedlites:
 Two 600EX-RTs


Mode:
 Manual


Zoom:
 50mm


Modifier:
 Kacey Beauty Reflector, dual flash bracket


Distance to Subject:
 2.5′


Height:
 5′ angled down


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark II




Lens:
 24–105mm f/4L IS at 24mm


Distance to Subject:
 3′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Daylight



 
 [image: Image]




Figure 20.32
 Ambient test shot.
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Figure 20.33
 I dimmed the ambient light by three stops with shutter speed to saturate the color in the sky and understate the brightness of the cityscape.
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Figure 20.34
 Our shoot was staged on a very narrow balcony. The beauty dish was boomed in from the right on a C-stand.






 [image: Image]




Figure 20.35
 This shot is my favorite because Alex’s eyes are aligned with the Oakland Hills across the bay.
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Figure 20.36
 Lighting diagram






 Shoot: Creating A Big Patch of Soft Light

The cover shot for this edition of the Handbook
 was made as a demonstration during one of my summer Speedliting workshops.





Creating A Big Field Of Soft Light


For shoots where your subject is in motion, you need to think about whether that motion will always happen at the same spot. If it does, then you can light just that spot. If the motion is variable, then you need to create a large field of light through which your subject can pass. In this shoot, even though the rock was stationary, the arc of Dillan’s jumps varied.



To create a large field of soft light, I set up a 84″ silver umbrella but did not push it in close to the edge of the camera’s view. As we discussed in Chapter 3
 : Mechanics of Light
 , my F-Stop Measuring Stick (Figure 3.22
 ) demonstrates that the farther out you place your light source, the more even the light becomes across larger distances. So I set the lightstand in the lake, about 12′ from the rock.



Filling A Big Umbrella With Speedlites


It takes a minimum of three Speedlites to fill such a large umbrella—but more is better. They must be zoomed wide and angled away from the center to fill the umbrella. As shown in Figure 20.37
 , I used seven Speedlites for this shoot. While seven Speedlites might seem excessive, in addition to assuring that the umbrella was filled with light, it also allowed the Speedlite to fire at lower power—which shortens recycle time. While this was not a huge benefit for this shoot (we shot one frame per jump), it is helpful in other situations. (The bragging rights that come with firing a salvo of Speedlites should not be overlooked, either.)





An Easy Situation For Optical Wireless


Even in this new era of radio Speedliting, Canon’s optical wireless system remains useful as it is the common link across generations of gear. For the shoot, I used my three Speedlites and four others that I borrowed. One Speedlite was set as an optical master on the end of an extra-long E-TTL cord, and the other six were set as optical slaves. This enabled me and the workshop students to control the lighting system from the LCDs of our cameras. (You will note in Figure 20.37
 that the cord drops into the lake. Prior to doing this, I confirmed that the cord was free of abrasions.)





Lighting Details



Environment:
 Outdoors




Time of Day:
 After sunset


Ambient:
 Daylight (blue-hour skylight)


Speedlites:
 Seven (an assortment of models)


Metering Mode:
 Manual


Zoom/Pan:
 24mm, heads panned outward


Modifier:
 84″ Westcott Parabolic Silver Umbrella


Distance to Subject:
 12′


Height:
 Center of umbrella at 7′, angled down


Trigger:
 33′ E-TTL cord



Camera Details



Camera:
 Canon 5D Mark II




Lens:
 24–70mm f/2.8L at 24mm


Distance to Subject:
 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/5.6, ISO 200


White Balance:
 Daylight
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Figure 20.37
 The 84″ silver umbrella was loaded with seven Speedlites. They were zoomed wide and angled away from the center in order to fill the umbrella.
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Figure 20.38
 I dimmed the ambient light slightly by increasing my shutter speed.
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Figure 20.39
 Testing the flash coverage revealed that the light is too hot in the foreground. I corrected this by angling the umbrella up.
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Figure 20.40
 The hero shot was the only one of seven shots where the arc of Dillan’s jump coincided perfectly with the moment that I pushed the shutter button.
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Figure 20.41
 Lighting diagram






 Shoot: Multiple Speedlites in a Softbox

When it comes to making a mood-filled portrait, there is no easier way to light than to push a big softbox in close. By pushing the light in close, the inverse square law takes over and creates deep shadows. Pull the softbox out a ways and you’ll find that the mood changes as the light becomes more even.





Why I Prefer A Softbox To An Umbrella


The quality I like most about softboxes is that, unlike an umbrella, they push soft light out in a very controllable manner through the flat front. This is especially true for softboxes that have a recessed front. I use the lip of the softbox to control where the edge of the light falls and where it does not fall—like on the background.





Westcott’s Apollo Softboxes—A Great Softbox For Speedlites


I own a lot of softboxes. You will, too, if you stick with photography long enough. The one that I recommend when stepping up from umbrellas is Westcott’s Apollo Medium (28″ square). It is large enough to create beautiful light on one or two people. Yet it is affordable, easy to carry, and quick to set up. Uniquely, the stand rises through the bottom of the box, and you mount the light(s) inside—which is what I like the most.





Multiple Speedlites Inside Shorten The Recycle Time


Adding multiple Speedlites to a softbox does not change the quality of the light that comes out. Rather, adding Speedlites shortens the recycle time so that you can shoot much faster and maintain the tempo of the shoot—which is so helpful when you have a model who likes to dance with the softbox.





Master And Slaves Together Inside The Softbox


There are two ways to fire a Speedlite that is tucked inside an Apollo softbox: Use a radio trigger, or run an extra-long E-TTL cord in from the camera and make one a master and set the rest as slaves—which is what I did for this shoot.





Lighting Details



Environment:
 Large studio




Time of Day:
 Not a factor


Ambient:
 Industrial fluorescents


Speedlites:
 Three 580EX IIs, one as master, two as slaves, all were inside the softbox


Metering Mode:
 E-TTL


FEC:
 –1


Zoom:
 Heads zoomed to 24mm


Modifier:
 Westcott 28″ Apollo softbox


Distance:
 Just out of frame


Height:
 Centered on model’s face


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 100mm f/2.8L Macro IS


Distance to Subject:
 10′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/2.8, ISO 400 (5 stops under ambient)


White Balance:
 Daylight
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Figure 20.42
 Nyema turns away from the Apollo softbox (just out of frame).
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Figure 20.43
 A twist of the torso towards the light changes the mood a bit.
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Figure 20.44
 Industrial fluorescent lights overhead provided the ambient light on our set—which I dimmed with the shutter.
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Figure 20.45
 The same lighting with a wood door as the background.






 [image: Image]




Figure 20.46
 Lighting diagram






 Shoot: Multi-LIGHT, Second-Curtain Sync

For reasons known only by Canon engineers, second-curtain sync is disabled when the wireless system is activated on a Speedlite. This is true for both Canon wireless systems—optical and radio. Yet with a bit of ingenuity, it is possible to shoot second-curtain sync with one or more off-camera Speedlites.





The Camera Must Sense That A Canon Speedlite Is Connected


In order for a Canon camera to trigger a Speedlite at the end of an exposure, it must sense that a Canon Speedlite is connected—either directly in the hotshoe or via an E-TTL cord. If you attach a manual-only radio trigger to the hotshoe, accessing the Flash Control menu on the camera will report that the menu cannot be displayed. So there is no way to activate second-curtain.





If You Do Not Use Canon Wireless, Then Second-Curtain Sync Remains Active


Second-curtain sync goes away when the wireless system is turned on. So you must use non-wireless workarounds. There are two ways to use second-curtain sync with an off-camera Speedlite (or Speedlites):




[image: Image]

 Extra-long E-TTL cord
 —The easiest workaround is to move a single Speedlite off-camera on an extra-long E-TTL cord. You can position it where you want, and the camera won’t even know that it is not sitting directly in the hotshoe. Just activate second-curtain sync and fire away.


[image: Image]

 Optical Slave Eyes
 —As described in Chapter 11
 : Triggers For Off-Camera Flash
 , an optical slave eye is a circuit that fires a flash or strobe when it sees a bright burst of flash. Many non-Canon Speedlights and studio strobes have them internally. For Canon Speedlites, you have to add one, as shown previously in Figure 11.9
 . So flashes and strobes with or attached to optical slave eyes will synchronize with a Canon Speedlite firing in second-curtain sync. Note
 : You must use Manual mode. The preflash in E-TTL will fire them prematurely.



Lighting Details



Environment:
 Country road




Time of Day:
 Night


Ambient:
 Glow tubes on bike


Speedlites:
 One 580EX II, one generic flash


Mode:
 Manual


Power:
 [image: Image]

 ″ on 580EX II, [image: Image]

 ″ on slave


Zoom:
 50mm


Gel:
 Canary Yellow on corded master, [image: Image]

 -cut CTO on slave opposite camera


Distance:
 Both about 6′ to subject


Height:
 About 1′ above subject’s head


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 24–70mm f/2.8L


Distance to Subject:
 6′


Exposure Mode:
 Manual


Exposure:
 2″, f/4, ISO 800


White Balance:
 Daylight
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Figure 20.47
 Lighting diagram
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Figure 20.48
 I set up this crazy shot to demonstrate multi-light, second-curtain sync. Here in second-curtain sync, Tony and the bike frame are lit when the Speedlites fire at the end of the 2″ exposure. The effect is that the glow tubes trail naturally behind the bike.
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Figure 20.49
 In first-curtain sync, the Speedlites fire at the beginning of the 2″ exposure, and the glow tubes strangely fly ahead of the bike.






 Chapter 21. Gelling For Effect



GELS QUICKLY





IF COLOR CORRECTION IS NEEDED, DID SOMETHING GO WRONG?





THE DAYLIGHT CYCLE AFFECTS THE COLOR OF SUNLIGHT





THINK ABOUT WHITE BALANCE AS A CREATIVE TOOL





GEL SYSTEMS





HOW I MOUNT GELS





GETTING DRAMATIC WITH COLOR





MY FAVORITE GELS





SHOOT: GELLED FILL FLASH AT SUNSET






SHOOT: GOLDEN HOUR AT ANY TIME






SHOOT: BLUER THAN BLUE SKIES






SHOOT: COLORING THE NIGHT






The Short Version


There are two major groups of gels: those that shift the color of one light source to another (e.g., daylight to tungsten) and those that create a color effect (e.g., change the color of a background to bright red). Using both types of gels, along with changes in the white balance of your camera, can create dramatic effects.



There are also two minor groups of gels—neutral density and polarizing—that limit the light without changing its color. Think of these as technical rather than creative gels.
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Figure 21.1
 A single Speedlite and an amber-colored gel were all it took to turn this dull break room into a dramatically lit space. I made the shadows appear more boldly by using a fast shutter speed to eliminate the ambient light.






 Gels Quickly

Gels are an important part of a Speedliter’s kit. These thin sheets of colored plastic change the color of your Speedlite for technical and creative purposes.





The Main Uses Of Gels


Gels can be used for four main tasks:
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 Color correction
 : CTO (color temperature orange) gels make your Speedlite appear to the camera as if it was a tungsten light bulb. CTB (color temperature blue) gels can be used on tungsten sources to balance them with the daylight color of your Speedlites.


[image: Image]

 Theatrical color
 : There is literally an entire rainbow of colored gels that can be used on a Speedlite. Strap one on when you want to add a spot of color on your subject or background.


[image: Image]

 Neutral density
 : Sometimes setting your Speedlite to minimum power just is not low enough. To get even less light out of your flash, you can darken it with a neutral density gel.


[image: Image]

 Polarizing
 : If you have to photograph an antique oil painting that has shiny varnish over a cracked surface, the easiest way to eliminate the glare is to polarize your light sources and then shoot with a polarizing filter on your lens.




Speedliter’s Tip: —Speedlite Color Balance—


For all practical purposes, a Speedlite is balanced to the color of daylight at midday (about 5500K). When color-correcting a Speedlite to match the look of another light source, you can follow the guidelines for matching daylight to that source.
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Figure 21.2
 The colors in the Rosco Strobist Gel Collection provides a wide assortment of colors. At 1.5″ x 5.5″, they barely fit on 600- and 500-series Speedlites. On smaller Speedlites, they’re fine.






 If Color Correction Is Needed, Did Something Go Wrong?

So you hear some guy going on about how he used a color correction gel. Then you wonder what went wrong with his colors that made it necessary to correct them. Here’s an insider’s tip: If they were called “color shift” gels, then you would not be confused by the term.



The issue is not that one color is right and another is wrong. The issue is that there is either a difference in the color temperature of two light sources or a difference between the color temperature of a light source and the color balance of the medium used to record that light.



Why Hollywood Invented Color Correction Gels


Hollywood has long dealt with differences in the color temperature of light sources. For instance, big tungsten lights are often used outdoors to provide a broad swath of fill light on sunlit sets. Tungsten has a lower color temperature than daylight, meaning that it will appear orange on daylight film. To make the orange-tinted tungsten light appear like daylight, the grip will frame up a big sheet of CTB (color temperature blue) in front of each tungsten light. The additional blue shifts the color of the tungsten light so that it appears to the camera the same way that natural daylight appears.
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1.
 Plusgreen




2.
 Half-cut CTB




3.
 Quarter-cut CTO




4.
 Half-cut CTO




5.
 Full-cut CTO




Figure 21.3
 A set of color correction gels from HonlPhoto. Each gel is edged with hooked Velcro strips that attach directly to a fuzzy speed strap.




Conversely, there are daylight-balanced incandescent lights, such as the HMI (short for Hydrargyrum medium-arc iodide, which is why 
 everyone calls these lights HMI). For daylight fill, an HMI can be used without a gel. However, if you want to use an HMI indoors and balance it with traditional tungsten lights, the grip will frame up a big sheet of CTO (color temperature orange) in front of the HMI to make it appear more orange, like the tungsten lights.



Color...It’s A Balancing Act


In the pre-digital era, film was balanced for either daylight or tungsten. If you shot tungsten film outdoors, the images looked very blue. If you shot daylight film indoors with tungsten illumination, the images looked too orange.



In the digital world, these differences are handled by the white balance setting (WB) in the camera. Canon’s Auto White Balance (AWB) setting is so good that perhaps you’ve never found the need to explore the dedicated white balance settings on your camera.

As you know, every time you fire your Speedlite, your photo has two types of light in it—ambient and flash. If the color temperatures match, then they will blend naturally. If the color temperature of the flash is different than the ambient, then your photo will have a color cast in either the ambient or flash.

For instance, in Figure 21.4
 , the ambient and flash blend naturally in this incandescent-lit studio because I used the Tungsten WB and gelled the Speedlite with full-cut CTO. Yet, in the frame below, I switched the white balance on the camera to Daylight and the color has shifted to amber.



 [image: Image]




Figure 21.4
 Tungsten WB with full-cut CTO.




Likewise, in Figure 21.6
 , I used the Tungsten WB, but pulled the gel from the Speedlite—so the flash appears blue. Finally, I switched back to Daylight WB with the Speedlites ungelled. The color is more neutral, but the shot appears too warm due to the incandescent lights.
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Figure 21.5
 Daylight WB with full-cut CTO.
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Figure 21.6
 Tungsten WB with ungelled Speedlite.
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Figure 21.7
 Daylight WB with ungelled Speedlite.






 The Daylight Cycle Affects The Color of Sunlight

An important part of being a Speedliter is to understand that the color of sunlight changes in a rhythmic manner throughout the day.





Understanding Blue Hour And Golden Hour


The daylight cycle starts afresh each day as the night sky gives way to the pre-dawn twilight. As the sun approaches the horizon, its rays hit the upper layers of the atmosphere. The longer red rays punch on through and keep going straight back into space. The shorter blue rays bounce off the atmosphere and come down as blueish light (Figure 21.10
 ).



When the sun crosses the horizon, blue hour gives way to golden hour. Now the longer red rays punch through the thick layer of atmosphere and the shorter blue rays bounce away (Figure 21.9
 ). Eventually the sun climbs high enough that the atmosphere does not significantly affect the color and we have neutral, mid-day sunlight (Figure 21.8
 ).

In the afternoon, the cycle reverses. Mid-day sun merges into golden hour before sunset and blue hour follows.
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Figure 21.8
 This late afternoon shot, made 40 minutes before sunset, is typical of midday sunlight. The whites are neutral and the shadows are contrasty. Exposure: [image: Image]

 ″, f/8, ISO 100.
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Figure 21.9
 This golden hour shot, made 10 minutes before sunset, shows the warm glow that happens when the sun is near the horizon. Exposure: [image: Image]

 ″, f/8, ISO 100.
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Figure 21.10
 After the sun drops below the horizon, there is still a significant amount of light that can be captured off the dome of the sky. To make this blue hour shot nearly an hour after sunset, I made a combined change of 15.33 stops from the golden hour exposure. Note how the light takes on a soft, blue quality. Exposure: 20″, f/8, ISO 1,600.
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Figure 21.11
 Even though I could hardly see the chapel 80 minutes after sunset, an extremely high ISO enabled me to capture enough light to make this beautiful twilight shot. Exposure: 6″, f/4, ISO 12,800.






 Think About White Balance as a Creative Tool

When shooting film, the white balance is locked in for the length of the roll. In digital photography, white balance can literally be changed from shot to shot.





Creativity Is Often A Matter Of Balance


Today, you can think of white balance (WB) as another creative tool. By changing to a specific WB, your camera effectively adds the opposite of that light source to every pixel in the file. For instance, when you change your white balance to Tungsten, the camera adds extra blue to every pixel to neutralize the orange color cast of tungsten light.



You will recall that I have said previously that the color balance of electronic flash is very close to daylight. Hopefully, you have noticed that I do most of my flash photography with the camera set to Daylight WB.



Disconnect The Color Of Your Flash From The Color Of The Ambient Light


You should consider whether you want the color cast of your flash to be the same as or different from the color temperature of your ambient light.




[image: Image]

 If you gel your Speedlite to match the camera’s WB, such as when you use a CTO gel and a Tungsten WB, then the flash will appear neutral white.


[image: Image]

 If your camera’s WB and the Speedlite’s gel do not match, then your image will have a color cast in the portion lit by the Speedlite.



Using A RAW Workflow With Gels


If you shoot in RAW (your camera writes the files in CR2 format rather than as JPEGs), you may be used to the idea that you have complete control over changing the white balance setting of the shot later on your computer. This is the main reason that I shoot everything in either Daylight or Tungsten WB. I know that I can fine-tune the white balance of my RAW files in post-production.



When shooting with gels, however, I routinely fiddle with the WB setting on my camera so that I can see the disconnect (either intentional or unintentional) between the color of my flash and the color of the ambient light.



 [image: Image]




Figure 21.12
 The only difference between these two frames is the white balance. At left is Daylight, and at right is Fluorescent.







Speedliter’s Tip: —Cut Your Own Gels—
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For many years I have cut my own Speedlite-sized gels from the 20″ x 24″ sheets sold by major photo houses. One sheet will provide 30 4″ x 4″ gels—which is a good size if you want to attach hooked strips like Honl. The downside is that you end up with 30 of the same gel rather than an assortment of different gels. So go in with a bunch of friends, buy a wide range of sheets, and hold a gel-fab meet-up.







 Gel Systems

A pre-made gel system, with its collection of gels and holder, is an easy way to get started with gels. Of course, each system has its limitations.





Canon’s 600EX-RT Gel Holder


Canon provides a clip-on gel holder and two die-cut gels with the 600EX-RT (Figure 21.13
 ). Further, the 600EX-RT has sensors beneath the head that sense which gel is being used. This enables the camera to shift its white balance automatically to account for the color of the gel. Unfortunately, I have found this accessory to be useless in my style of shooting. It is virtually impossible to not detach the gel holder while attaching a strap-on grid or flag. Further the range of gels is extremely limited.





Rogue Lighting Filter Kits


Rogue offers a nice range of color correction and color effect gels in two styles. The most versatile is the 3″ x 2.25″ gel that attaches to the Speedlite via an included band (Figure 21.14
 ). There is also a die-cut set of round gels designed for use with the Rogue grid system. Each comes with a nylon case.





Rosco Strobist Gel Collection


I am a huge fan of Rosco gels. Virtually all the colors that I list in this chapter are Rosco gels. That said, I cannot recommend their Strobist Gel collection if you shoot a 500- or 600-series Speedlite. At 1.5″ x 5.5″ the gels are too short to fully cover the face of the flashhead without taking the time to precisely position the gel (Figure 21.15
 ). If you shoot the smaller Canon Speedlites, then the Strobist set is worthy of consideration.
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Figure 21.13
 The gel holder provided with the 600EX-RT is difficult to use with a Speedlite modifier, such as a grid or flag. Further, the gel selection is very limited.
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Figure 21.14
 Rogue’s gel kit provides ample coverage of larger Canon Speedlites, like the 600EX-RT.
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Figure 21.15
 The Rosco Strobist gel kit is a very tight fit when used with 500- and 600-series Speedlites.






 How I Mount Gels

For me, the most important criterion for mounting gels is speed. By speed, I mean that if a gel holder requires more than two seconds (2″) to switch out a gel, then I’m not a fan. When the sun is crashing to the horizon and I’m deciding which strength of CTO works best, I cannot afford the time it takes to use some holders.



The second critical factor to consider when evaluating gel mounts is to make sure that there are no light leaks around the gel. If there is a gap, white light will dilute the effect of the gel. For instance, I find that the Lumiquest gel holder is too small to use on Speedlites with full-sized heads (600- and 500-series).



Velcro Speed Strap—My Favorite


The fastest way I’ve found to mount gels is to use a fuzzy speed strap and large gels (3.75″ x 3.75″ or bigger) that have hooked Velcro along two sides (Figure 21.16
 ). These straps are so important to me that I carry several spares.





Gaffer’s Tape—Inexpensive and Versatile


One of the many uses for “gaff” is to affix gels to your Speedlites (Figure 21.17
 ). I think that this is the best way to affix undersized gels to larger Speedlites (600- and 500-series) because you can assure that there is no light leak. Of course, ensuring that the gel is aligned properly takes time—sometimes too much time.





Gels Under Modifiers


When using a gel with slip-on mods, like the Strobros Beauty Dish II and a grid, I just skip the speed strap and push the mod right over the gel (Figure 21.18
 ). It takes a bit of practice and crinkles the gel, but I’ve done this successfully for years with no long-term damage to the gels.
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Figure 21.16
 I prefer oversized gels that I can attach or remove to a fuzzy speed strap in a split-second.
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Figure 21.17
 Strips of gaffer’s tape can be used again and again to hold a small gel in place.
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Figure 21.18
 When using a strap-on mod with a gel, I skip the speed strap and press the mod over the gel.






 Getting Dramatic with Color

Once you move beyond the precision of matching one light source to another, the world of gels gets very colorful. Color effect (aka theatrical) gels literally come in a rainbow of colors.



So how and why would you want to use color in your photographs? Here are a few ideas.
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 Create ambience
 —You can change the mood of a scene completely with a gel. Want scandal? Go with red. Want sadness? Go with deep blue.


[image: Image]

 Tint the shadows
 —If the key light on your subject is warm, then tint the fill light with a cool gel. The next time you watch a movie, you will see that this is done all the time.
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 Spruce up a dull scene
 —What do you do when you arrive on location and discover that the background is plain, boring white? You can dim the ambient with the shutter and then turn the background into any color you want with a gelled Speedlite.




Speedliter’s Tip: —Neutral Density Gels—
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There will be times when your Speedlite produces too much light—even at its minimum power setting. This is particularly true for tabletop and macro work, where the flash is in very close.

Rosco produces three neutral-density filters that will reduce the flash by one, two, or three stops without shifting the color:

Rosco N.3 (3402) = 1 stop. N.6 (3403) = 2 stops. N.9 (3404) = 3 stops.
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Figure 21.19
 Some of my favorite Rosco gels. Top to bottom: Fischer Fuchsia, Scarlet, Medium Red, Orange, Mayan Sun, Deep Straw, Primary Green, Leaf Green, Indigo, Bright Blue, Tahitian Blue, and Rose Indigo.






 My Favorite Gels

When you’re starting out, you’ll do fine with the HonlPhoto color correction and color effect gel sets. Then, as you become more experienced and more obsessed, you’ll want to put together your own collection. Here’s a rundown of my favorite gels. The numbers listed are from the Rosco gel catalog.





Must Have: CTO Gels



CTO / Color Temperature Orange
 —full (3407), half (3408), and quarter (3409)—these are the must-have gels for blending Speedlites with incandescent and warm fluorescent bulbs. These are also the gels I use to blend fill flash in with golden hour sunlight and to create the look of golden hour light from scratch. Carry all three strengths so that you can fine-tune the color of your flash.





Must Have: Color Effect Gels



Roscolux Colors
 —I’ve picked these twelve colors as a basic rainbow of gels. They are shown on the opposite page top to bottom as listed here—Fischer Fuchsia (349), Scarlet (24), Medium Red (27), Orange (23), Mayan Sun (318), Deep Straw (15), Primary Green (91), Leaf Green (386), Indigo (59), Bright Blue (79), Tahitian Blue (369), and Rose Indigo (358).





Optional: Other Color Correction Gels



Plusgreen
 —full (3304) and half (3315)—helpful if you shoot Speedlites under old fluorescent lights. Modern CFLs are typically warm (tungsten-balanced, Figure 3.3
 ) or cool (daylight-balanced, Figure 3.4
 ) and, thus, do not require the use of a Plusgreen gel.




Vapor
 —Industrial (3150)—sometimes helpful when shooting Speedlites under sodium-vapor.


CTB / Color Temperature Blue
 —CTBs are used on tungsten lights to move them towards daylight. Speedlites are already daylight balanced, so CTBs are of little use this way. If you are really fanatical, you can use a [image: Image]

 -cut of CTB with the open shade white balance. I don’t.




Speedliter’s Tip: —A Wallet For Your Gels—
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I carry my gels in a couple of accordion-fold plastic cases made for grocery coupons. My speed straps are tucked in the back pockets.








Speedliter’s Tip: —Unbind The Rosco Swatchbook—
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If, like me, you become a gel-aholic, you’ll want to buy the Roscolux Swatchbook (typically about $2). It contains 1.75″ x 2.75″ samples of virtually every gel, reflector, and diffusion material that Rosco makes. See 
www.rosco.com

 .

To make it easier to study the gels, buy several sets of plastic business-card pages, and bust the swatchbook apart. You’ll want to buy enough pages for about 325 samples.







 Shoot: Gelled Fill Flash at Sunset

I like shooting towards the sun. This is particularly effective with location portraits as it creates a bright outline across the subject’s hair and shoulders. The problem is that our cameras cannot capture this bright light and the details in the shadows at the same time. Your Speedlite will be happy to come to the rescue.





It’s Not Whether To Fill, It’s How To Fill


Unless you are looking to turn your subject into a silhouette, you will need to use your Speedlite to add fill light that will open up the shadow details when you point your camera toward the sun. There are a couple of considerations for fill light: where the Speedlite should be placed, and how to modify it.



While you certainly can use your Speedlite on-camera for fill flash (as the Canon engineers designed it), I prefer to move my Speedlite off-camera. Usually, I will place it opposite the sun. I imagine a line that runs from the sun’s direction through the subject, and I place my Speedlite along that line.

As for whether to modify the Speedlite or not, this depends on two things: how much fill flash I need to get out of the Speedlite, and the quality of light that I’m looking for. I encourage you to try both straight flash and softening the fill by bouncing the Speedlite into a large reflector.



Use A Bit Of CTO Gel To Warm The Fill


In this shoot, I used a [image: Image]

 -cut of CTO gel to warm the fill. As shown in the top photo, I think there is a natural blending of the fill on Misha’s face with the warmth of the sunlight on the background. If ungelled, the fill flash would have been very cool and unnatural.





Lighting Details



Environment:
 Vineyard




Time of Day:
 Late afternoon


Ambient:
 Direct sun


Speedlite:
 One 580EX II


Mode:
 E-TTL


FEC:
 0 FEC


Zoom:
 105mm


Gel:
 [image: Image]

 -cut CTO


Modifier:
 None


Distance:
 About 12′ to subject


Height:
 About 1′ above subject’s head


Trigger:
 Extra-long E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 100mm f/2.8L Macro IS


Distance to Subject:
 15′


Exposure Mode:
 Aperture Priority


Exposure Compensation:
 –[image: Image]

 stop


Exposure:
 [image: Image]

 ″, f/2.8, ISO 100


White Balance:
 Daylight



 [image: Image]




Figure 21.20
 Lighting diagram






 
 [image: Image]




Figure 21.21
 My hero shot with fill created by the direct flash of a Speedlite gelled with [image: Image]

 –CTO.






 [image: Image]




Figure 21.22
 Without the fill flash, Misha becomes a poorly done silhouette.






 Shoot: Golden Hour at any Time

My sensei, Joe McNally, taught me this technique years ago: Gel a flash with CTO and park it outside a window to create the look of golden hour indoors at any time.





Creating The Look Of A Rising/Setting Sun


There are two characteristics of sunlight just after sunrise and just before sunset: shadow angle and color. To successfully create the illusion of a rising/setting sun, it is best to cast long, angled shadows by positioning the flash outside a window—even an indoor window (Figure 21.23
 ). It is difficult to pull off this shot with the flash in the same room as the subject.



The second factor in making the shot believable is to color the flash—which is somewhat like adding salt to soup—you do it to taste. I have lived my entire life in the Pacific Southwest. For me, golden hour has a distinctly golden hue. Yet, when I teach in northern latitudes, I have noticed that golden hour is much paler. So the choice of color is up to you. Generally, I use a half- or full-cut of CTO and fine-tune the shot from the RAW file.



Suck Out The Ambient Light First


The first step in creating the look of golden hour is to take out all the ambient light in the shot. Compare Figures 21.24
 and 21.25
 to see the effect that a three-stop increase in my shutter speed had on the ambient light. You want to get to a nearly-black frame so that you can control every aspect of the light coming through the window.





Ask Your Subject To Confirm That The Flash Is In View


When you throw a bunch of shadows across a room, you do not want one of those shadows to hide your subject’s eyes. So, ask her to move slowly until she can see the face of the Speedlite. Then you will know that her eyes will not be in shadow. Tip: Do this without firing the flash, if you want to remain friends.





Lighting Details



Environment:
 Indoors




Time of Day:
 Not a factor


Ambient:
 Cloudy daylight


Speedlites:
 One 600EX-RT


Mode:
 Manual


Zoom:
 200mm


Gel:
 [image: Image]

 -cut CTO


Modifier:
 Window shade


Distance to Subject:
 12′


Height:
 8′


Trigger:
 ST-E3-RT Transmitter



Camera Details



Camera:
 5D Mark III




Lens:
 24–105mm f/4L at 24mm


Distance to Subject:
 7′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/8, ISO 400


White Balance:
 Daylight



 
 [image: Image]




Figure 21.23
 I fired the Speedlite through the window blinds to create diagonal shadows.






 [image: Image]




Figure 21.24
 Overcast skies provided soft, dim ambient light through the large windows.






 [image: Image]




Figure 21.25
 A three-stop increase in my shutter speed removed most of the ambient light out of the shot.






 [image: Image]




Figure 21.26
 The dramatic shadows in the hero shot were created by placing the Speedlite outside the window. The golden color was created with a [image: Image]

 –cut CTO gel.






 [image: Image]




Figure 21.27
 Lighting diagram






 Shoot: Bluer Than Blue Skies

Trust me on this one—you can make the sky turn bluer by strapping an orange gel to your Speedlite. Like I said, trust me.





The Tricky Tungsten Trick


The first step is to shift your camera into Tungsten white balance. The Tungsten white balance counteracts the orange tint of incandescent lights by adding a blue tint to the entire frame. Under tungsten lights, this additional blue makes the whites appear white. This also means that, under daylight, the entire frame will seem slightly blue.



The second step is to shift the color of your Speedlites so that they appear like tungsten—which means that the light from your Speedlite will appear white to the camera. Generally it takes a full cut of CTO to make the Speedlite look neutral with a Tungsten white balance. If you want the subject to have a warmer look, add another [image: Image]

 -cut or full cut on top.



Put Your Subject In Shade First


Make it easy on yourself by putting your subject in shade and pointing the camera towards the north sky. If there is no source of shade, then make your own. For this shoot, two of my sons, Vin and Tony, managed the 6′ x 6′ Lastolite Skylite panel—which you can see in Figure 21.33
 .





Lighting Details



Environment:
 Outdoors




Time of Day:
 Late afternoon


Ambient:
 Direct sun, blocked with panel


Speedlites:
 Three 580EX IIs in softbox


Mode:
 E-TTL


FEC:
 0


Zoom:
 24mm


Gel:
 Full-cut CTO


Modifier:
 Westcott 28″ Apollo softbox


Distance:
 4′


Height:
 Softbox 2′ above Colin’s head


Trigger:
 Cord to master inside Apollo



Camera Details



Camera:
 5D Mark II




Lens:
 24–70mm f/2.8L


Distance to Subject:
 10′


Exposure Mode:
 Aperture Priority


Exposure Compensation:
 0


Exposure:
 [image: Image]

 ″, f/5.6, ISO 100


White Balance:
 Tungsten



 
 [image: Image]




Figure 21.28
 Lighting diagram






 [image: Image]




Figure 21.29
 Our ambient light was direct sun—which we promptly blocked with a panel.






 [image: Image]




Figure 21.30
 Daylight WB with full-cut CTO on the Speedlites. Colin’s skin is too warm, and the sky is too dull.






 [image: Image]




Figure 21.31
 Tungsten WB and bare flash. Everything has that tungsten blue tint.






 [image: Image]




Figure 21.32
 Tungsten WB and full-cut CTO on the Speedlites. Colin’s skin has returned to a more natural tone.






 [image: Image]




Figure 21.33
 Our set was a spot on the side of the road. To left: the Lastolite Skylite panel that we used to put Colin in the shade. To right: the Westcott Apollo 28″ softbox with a TriFlash bracket holding three Speedlites inside.






 
 Shoot: Coloring the Night

My friend Mark is a fanatic about film noir and the many novelists who feed the genre. For years, Mark has made an amazing series of self-portraits that you would swear are still frames from vintage detective movies. When I set out to shoot Mark’s portrait, there was no question about what he would wear and how I would light the shot. As I am obsessed with color, I lit the set in noir-style, but did not hesitate to reach for my gel kit.





Hide The Ambient Light


You can see the set, an abandoned storefront lit by a streetlight, in Figure 21.34
 —a shot created by locking the camera on a tripod and using a 3″ shutter speed (which is why Mark is leaning against the building). Dialing the shutter to [image: Image]

 ″ (slightly more than -7 stops) sucked out the sodium-vapor light and gave me a black frame. This important step let me know that every bit of light in my shots after the black frame was light that I created.





Daylight WB, Two Gels, A Flag, And A Grid


For consistency when gelling, it’s important to set the white balance of the camera to something other than auto (AWB). In AWB the color will change from shot to shot as you adjust the gels. So, as I usually do, I used Daylight WB.



On the left side of the set, as shown in Figure 21.34
 , I gelled the Speedlite with medium red and flagged the light from the lens with the large Rogue FlashBender. The role of this light was to cast red light on the steel door. I wanted to suggest that there was an old neon sign just out of frame.

To the right of the camera, I gelled the flash with a half-cut of CTO and gridded it with the Strobros [image: Image]

 ″ grid. The half-CTO warms the light on Mark just a bit—suggesting the look of an incandescent lamp nearby. The grid makes the light directional.



Be Open To “Accidents”


I came to this shoot with a preconceived idea of the noir-style light that I wanted to create. About halfway through, I fired the camera before the second slave had recycled. I then realized from this “accident” that I had other options for the lighting. You can see how I explored these other options in Figures 21.35
 and 21.36
 . Both also fit into the noir theme.





Lighting Details



Environment:
 Neglected urban street




Time of Day:
 90 minutes after sunset


Ambient:
 Sodium-vapor street light overhead


Speedlites:
 Two 580EX IIs


Mode:
 Manual


Power Levels:
 Left slave: [image: Image]

 , right slave: [image: Image]




Zoom:
 Both slaves, 24mm


Gel:
 Left slave: Medium Red, right slave: half-CTO


Modifier:
 Right slave: Strobros [image: Image]

 grid


Distance:
 Left slave: 6′, right slave: 4′


Height:
 Left slave: 8′, right slave: 3–4′


Trigger:
 Canon optical wireless, 580EX II in hotshoe as a disabled master



Camera Details



Camera:
 5D Mark II




Lens:
 24–70mm f/2.8L


Distance to Subject:
 ranged from 2′ to 8′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/11, ISO 400


White Balance:
 Daylight



 [image: Image]




Figure 21.34
 Our set was a vacant storefront lit by an overhead streetlight.






 [image: Image]




Figure 21.35
 Be open to “accidents.” Here the left (red) Speedlite fired without the right.






 [image: Image]




Figure 21.36
 Later, I intentionally fired the right (half-CTO) Speedlite without the left.






 [image: Image]




Figure 21.37
 Once the lighting was set, I asked Mark to play the role of a street-wise detective on the hunt for the “perp” while trying to avoid bumping into his “dame.”






 [image: Image]




Figure 21.38
 Lighting diagram






 Chapter 22. Slicing Time With High-Speed Sync



HIGH-SPEED SYNC IS A GAME CHANGER FOR FLASH PHOTOGRAPHERS





ACTIVATING HIGH-SPEED SYNC





SYNCING FLASH NORMALLY





HIGH-SPEED SYNC CHANGES THE WAY YOUR SPEEDLITE FIRES





WORKFLOW FOR CREATING DRAMATIC LIGHT WITH HSS





ALTERNATIVES TO HIGH-SPEED SYNC





SHOOT: FLASHING WIDE OPEN IN FULL SUN





SHOOT: DIMMING THE SUN





SHOOT: FILL FLASH WITH HIGH-SPEED ACTION





SHOOT: WHEN HIGH-SPEED SYNC IS NOT THE BEST CHOICE





The Short Version


High-Speed Sync (HSS) changes the way your Speedlite fires. Rather than a single, strong pulse, your Speedlite sends out an ultra-fast burst of low-power, stroboscopic pulses. Because the strobe pulses are so close together, your Speedlite effectively turns into a continuous light source for an instant.



High-Speed Sync enables the use of virtually any shutter speed on your camera—up to [image: Image]

 ′ on the fastest models. The trade-off is that the power of the flash is greatly reduced—typically by 2[image: Image]

 stops.



 [image: Image]




Figure 22.1
 High-Speed Sync enables me to shoot at virtually any shutter speed. At left, the normal sync speed of my camera ([image: Image]

 ″) blows out at a wide aperture in full sun. At right, the shot at [image: Image]

 ″ with the Speedlite switched into HSS.






 High-Speed Sync is a Game Changer for Flash Photographers

High-Speed Sync (HSS) is a Speedlite-only flash mode that enables the use of shutter speeds faster than the camera’s sync speed. (See Chapter 7
 : Control Your Speedlite
 for the basics of flash sync.)



While there are other sync technologies, such as HyperSync and faux-speed sync, they enable the camera to shoot only slightly faster (a stop or two) than the camera’s sync speed. With HSS, you can literally sync your Speedlite at any shutter speed up to [image: Image]

 ″.

Of course, this ability does not come without a trade-off. Getting the Speedlite to pulse its flashtube at an ultra-fast rate (which is how HSS works) consumes a tremendous amount of energy. Effectively, full power in HSS is the equivalent of [image: Image]

 -power in normal sync. Still, in the right situations, HSS enables you to create shots that you cannot with other types of flash.



Three Types Of Shots You Can Make With High-Speed Sync


Here are three instances where you will want to know how to use HSS:




[image: Image]

 Fill flash at wide aperture
 —When you need fill flash outdoors in bright sunlight and you want shallow depth of field


[image: Image]

 Fill flash for high-speed action
 —When you need fill flash outdoors in bright sunlight and you want to freeze motion


[image: Image]

 Dim the ambient light significantly
 —When you want to underexpose the ambient light and then use flash to light your subject



 Activating High-Speed Sync

There are two options for activating High-Speed Sync (HSS). Depending upon your gear, you can activate it on your Speedlite and/or on your camera. If you have both options available, you need only do it in one place.





Activating HSS On The 600EX-RT


On the 600EX-RT Speedlite, the location of the Sync button changes depending upon the mode and wireless settings. The three positions shown in Figure 22.2
 are (top to bottom): non-wireless E-TTL, Group mode in radio wireless, and E-TTL in radio wireless. When you are in the field, the easiest way to find the Sync button when it is not onscreen is to rotate through the menus by pressing the Menu button on the lower-right corner of the LCD.





 [image: Image]




Figure 22.2
 The shallow depth of field isolates this flower stem in the middle of the garden. HSS reduces the contrast by filling the shadows with a bit of flash.




Pressing the Sync button repeatedly cycles through normal sync > HSS > second-curtain sync > normal sync. One great feature of the new dot-matrix LCD is that icons can be formed on the fly. So on the 600EX-RT and ST-E3-RT transmitter, the location of the sync icon (see Figure 22.3
 ) does not move around on the LCD as it does on the older 500- and 400-series Speedlites. You will either see no icon (normal sync), the HSS icon, or the second-curtain sync icon in that spot.



 [image: Image]




Figure 22.3
 Freezing the water in mid-air required a super-fast shutter speed. HSS enabled the use of fill flash in this backlit shot.






Activating HSS On The 500- And 400-Series EX Speedlites


On the 500- and 400-series Speedlites, look for the dedicated sync button under the LCD. Just above the button, you will see the icons for HSS (the “flashbolt-H”) and second-curtain sync (three triangles). Pressing the Sync button repeatedly cycles through normal sync > HSS > second-curtain sync > normal sync.



You will see that the “flashbolt-H” icon appears in the upper-left corner of the screen (Figure 22.4
 ). When you push the button a second time, you will go from HSS into second-curtain sync, and the icon (three triangles) jumps to the right side of the LCD.



 [image: Image]




Figure 22.4
 I used two Speedlites to sculpt highlights on the coat of this beautiful dog. HSS enabled me to dim the bright sunlight so that the dog would stand apart from the background.






 Activating HSS On 2012 And Newer Camera Models


As we have discussed throughout the Handbook
 , a great feature of the Canon Speedliting system is that you can control all the settings of a connected Speedlite on the LCD of compatible cameras. (For a complete list, see Chapter 0
 : Quick Start Guide To Speedliting
 .) By “connected,” I mean that the Speedlite is either in the camera’s hotshoe or attached to the hotshoe via an E-TTL cord.



On 2012 and newer camera models, the status of the Speedlite system is displayed on a single screen (Figure 22.5
 ). Activating HSS via the Set button and Select wheel on the back of the camera is very quick (Figure 22.6
 ).



 [image: Image]




Figure 22.5
 On the 600EX-RT, the location of the sync button LCD changes in response to the wireless setting and mode.






 [image: Image]




Figure 22.6
 The location of the sync icon does not move around on the LCD of the 600EX-RT.






Activating HSS On Pre-2011 Camera Models


The LCDs of camera models introduced between 2007–2011 can also be used to control the settings of compatible Speedlites. (For a complete list, see Chapter 0
 : Quick Start Guide To Speedliting
 .) On these cameras, the menu system is text-based rather than icon-based.





 [image: Image]




Figure 22.7
 500- and 400-series Speedlites have a dedicated sync button under the LCD.
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Figure 22.8
 The LCD of 2012-newer camera models displays all the settings of the Speedlite system on one screen. Here the sync menu is highlighted.
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Figure 22.9
 Pressing the Set button on the back of the camera displays the options available under the Sync menu. Here I have turned the Select wheel to highlight HSS. Pressing the Set button again will set the sync on the Speedlite to HSS.






 [image: Image]




Figure 22.10
 The text-based menu of 2007-2011 camera models can be used to control the settings on compatible Speedlites. Here the Sync menu is activated.






 [image: Image]




Figure 22.11
 Pressing the Set button on the back of the camera displays the options available under the Sync menu. Here I have turned the Select wheel to highlight HSS. Pressing the Set button again will set the sync on the Speedlite to HSS.






 Syncing Flash Normally

The type of shutter in a camera determines how the flash synchronizes with the exposure. Canon DSLRs have focal-plane shutters, which means the flash is coordinated with the movement of two curtains that fly across the sensor. Most point-and-shoot cameras have an electronic shutter, which means that the flash must fire when the sensor is energized to collect light. View cameras and some medium-format cameras escape the flash sync issue because they have leaf shutters inside their lenses, the blades of which open outward from the center.





X-Sync Speed


The X-sync speed, commonly called sync speed
 , is the fastest shutter speed at which the normal flash will synchronize with the camera. It varies by camera model. For 5D cameras, it’s [image: Image]

 ′. For virtually all other Canon DSLR it’s [image: Image]

 ″. A few older 1D cameras sync at [image: Image]

 ′.



The focal-plane shutter in your DSLR is actually two curtains in front of the sensor. As shown in Figure 22.12
 , when your camera is ready to fire, both curtains are fully closed across the sensor. The moment the shutter button is fully depressed, the second curtain opens fully and then the first curtain opens. When the first curtain is completely across the sensor, the entire sensor is exposed to light. The Speedlite will fire before the second curtain begins to close.



The sync speed is the fastest shutter speed at which the first curtain is completely across the sensor—meaning that the sensor is completely uncovered—before the second curtain has started to move.



At slower shutter speeds, the sensor is completely uncovered between the opening of the first curtain and the closing of the second curtain. At speeds faster than the sync speed, as shown in Figures 22.20
 –22.23
 , there is no point where the entire sensor is uncovered.


Note
 : It’s not a mistake that the image in these diagrams is upside down. This is the way that the lens projects the image onto the sensor.



 [image: Image]




Figure 22.12
 When a DSLR is ready to fire, both the first curtain and second curtain are closed across the sensor.
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Figure 22.13
 When the shutter button is pushed, the second curtain opens completely, then the first curtain begins to open.
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Figure 22.14
 When the first curtain is fully open, the entire sensor is exposed to light.






 [image: Image]




Figure 22.15
 The Speedlite fires after the first curtain is completely across the sensor and before the second curtain begins to close.






 [image: Image]




Figure 22.16
 The second curtain begins to close across the sensor.






 [image: Image]




Figure 22.17
 When the second curtain is completely across the sensor, the exposure is over. The first curtain then resets to the closed position.






 Why Flash Won’t Sync At Faster Shutter Speeds


At faster shutter speeds, the interval between the movement of the two curtains means that the second curtain starts to move before the first curtain has cleared the sensor. Essentially, as shown in Figure 22.21
 , the space between the curtains looks like a slit that travels across the sensor at a fast rate. The faster the shutter, the narrower the slit.



As you can see below in Figure 22.18
 , shooting faster than the sync speed results in a portion of the flash-lit area appearing dark because it was covered by the second curtain during the flash.



 [image: Image]




Figure 22.18
 The telltale sign that the sync speed has been exceeded is a dark band across the lower portion of the flash-lit area where the second curtain blocked the sensor when the Speedlite fired. The rest of the frame is lit with ambient sunlight.






Your Camera Will Override Your Settings


To prevent this black band, your Canon DSLR will override your settings (when necessary) if there is a Canon Speedlite in the hotshoe. You may have set the shutter to [image: Image]

 ″ in Manual mode, but the camera will force it back to the sync speed when HSS is not activated.



Likewise, if you are shooting in Av (Aperture Priority) at a wide aperture under bright ambient light, the shot will be overexposed when the camera fires at the sync speed rather than the much faster shutter speed needed to offset the wide aperture. This is the reason for the difference in the two frames shown in the chapter opener (Figure 22.1
 ).
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Figure 22.19
 When a DSLR is ready to fire, both the first curtain and second curtain are closed across the sensor.
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Figure 22.20
 When the shutter button is pushed, the second curtain opens completely, then the first curtain begins to open.
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Figure 22.21
 At speeds faster than the sync speed, the second curtain begins to close before the first curtain is fully open.






 [image: Image]




Figure 22.22
 There is no point where the Speedlite can illuminate all of the sensor at once.






 [image: Image]




Figure 22.23
 The second curtain continues its journey across the sensor.






 [image: Image]




Figure 22.24
 When the second curtain is completely across the sensor, the exposure is over. The first curtain then resets to the closed position.






 High-Speed Sync Changes the Way Your Speedlite Fires

The magic of HSS happens because the Speedlite literally changes the way that the flash tube fires. This is why other types of electronic flash, including pop-up flashes, cannot do HSS.





Changing The Way The Speedlite Fires


In normal flash mode, your Speedlite fires as a single pulse of light. In HSS, the Speedlite turns into an ultra-fast strobe light that turns on and off 35,000 times per second. Effectively the Speedlite becomes a continuous light source for the brief duration of the exposure.





 [image: Image]




Figure 22.25
 In normal sync mode, the Speedlite fires one big burst of light when the shutter is fully open.
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Figure 22.26
 In High-Speed Sync, the flash pulses rapidly as the two curtains travel across the sensor.




As illustrated in Figure 22.14
 , you can see, in normal sync mode, the sensor is fully uncovered at the time the Speedlite fires. In contrast, as shown in Figures 22.28
 –22.31
 , at faster shutter speeds, there is no single point where the sensor is completely uncovered. HSS handles this by pulsing the Speedlite for the entire time that the slit between the curtains travels across the sensor.
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Figure 22.27
 When a DSLR is ready to fire, both the first curtain and second curtain are closed across the sensor.
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Figure 22.28
 When the shutter button is pushed, the second curtain opens, then the Speedlite starts firing and the first curtain begins to open.
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Figure 22.29
 The Speedlite continues to fire as the second curtain begins to follow the first curtain across the sensor.
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Figure 22.30
 The Speedlite continues to fire as the first curtain opens completely and the second curtain continues to close.
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Figure 22.31
 The Speedlite continues to fire as the second curtain continues to close.
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Figure 22.32
 When the second curtain is completely across the sensor, the Speedlite stops firing.






 The Power Hit In High-Speed Sync


High-Speed Sync enables the use of virtually any shutter speed on your camera—up to [image: Image]

 ′ on the fastest models. But don’t think of High-Speed Sync as the solution for all your flash needs. The trade-off is that in order to get the ultra-fast stroboscopic pulse, the power of the flash is greatly reduced.



To quantify the power hit, I did a comparison between normal flash and HSS flash. I mounted my old Minolta Flashmeter IVF in the jaws of a Super Clamp on a light stand. Then I parked my camera with a Speedlite on top of a tripod and moved it so that the flashhead was exactly 36″ from the flashmeter. The Speedlite was connected to my camera via an E-TTL cord. I spent an afternoon firing off hundreds of pops at various power levels, controlling the Speedlite both manually and via E-TTL.



 [image: Image]




Figure 22.33
 My trusty old Minolta Flashmeter IVF comes out of retirement to help me quantify the power hit in High-Speed Sync.




Here is a summary of my observations:


[image: Image]

 In E-TTL, when I did not exceed my sync speed, there was no difference in flash output between having HSS activated and not having it activated. Again, this was at or below the sync speed. Once I crossed over the sync speed, the light output fell.


[image: Image]

 In E-TTL, once I crossed over the sync speed, the power dropped to about halfway between ¼ and [image: Image]

 power. Call it [image: Image]

 power—which is a 2[image: Image]

 -stop drop from [image: Image]

 .


[image: Image]

 By setting the camera to a small aperture when in normal sync, E-TTL drove the Speedlite to fire at full power. So the loss of power when crossing into HSS was significant, and the shot was underexposed.


[image: Image]

 By setting the camera to a wide aperture, when in normal sync, E-TTL fired the Speedlite at a lower power level. So when I increased the shutter speed into HSS territory, the E-TTL metering actually increased the output from the Speedlite in an effort to compensate for the HSS power loss.


[image: Image]

 With the Speedlite in Manual and with HSS activated, switching from [image: Image]

 ′ (my sync speed) to [image: Image]

 ′ cost me 2[image: Image]

 stops of power just because the Speedlite fired in HSS mode. It did not matter what the Speedlite’s power level was—[image: Image]

 , [image: Image]

 , or [image: Image]

 . As soon as I moved across the sync speed, the light output dropped by an average of 2[image: Image]

 stops.


[image: Image]

 So, the takeaway is that E-TTL is better suited for HSS work than Manual because E-TTL will increase the power to compensate for the power-hungry nature of HSS. However, if E-TTL is firing the Speedlite at [image: Image]

 power or greater in normal sync, then E-TTL can only increase the power to [image: Image]

 —which might not be enough to compensate for the HSS power hit.


[image: Image]

 If you need more power from your Speedlite when working in HSS but can’t get it because the flash is already firing at full power, then open your aperture and/or increase your ISO by one or more stops. Remember that, to keep the ambient exposure the same as before, you will also have to speed up your shutter by the same number of stops.



 Workflow for Creating Dramatic Light with HSS



Use HSS To Emphasize The Subject And De-Emphasize The Background




1.

 Without turning the Speedlite on, let the camera meter the ambient light and take a test shot at the settings it thinks are best.







2.

 If your camera was not in Manual mode for your step 1 test shot, switch to Manual mode and dial in the same exposure settings.



3.

 Set the shutter speed one to three stops faster than the one determined by the camera in step 1. For instance, if the camera thinks the shutter should be at [image: Image]

 ′, switch it to [image: Image]

 ′ for a three-stop change ([image: Image]

 ′ > [image: Image]

 ′ > [image: Image]

 ′ > [image: Image]

 ′).



4.

 Take a test shot.



5.

 Dial the shutter speed up or down and make more test shots until the ambient settles where you want it to be. You’re not thinking about anything other than the ambient light here. The subject will be underexposed, too. Fear not.



6.

 Modify your Speedlite to shape the light according to your vision: a grid, a snoot, a small softbox, or nothing at all.



7.

 Now turn your flash on in Manual or E-TTL mode with HSS activated.



8.

 Fire off a test shot.



9.

 Dial the amount of flash up or down until the lighting fits your vision. Use FEC if you are shooting in E-TTL.



10.

 Once you get the light looking how you want it, start firing away and giving your subject(s) suggestions and/or specific requests for movement.
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Figure 22.34
 The ambient light as metered by the camera (step 1). Subject and background are equally lit by the sun.






 [image: Image]




Figure 22.35
 The –2-stop test shot (step 3). I like how the trees merge and make the background less distracting.






 [image: Image]




Figure 22.36
 The flash test shot at 0 FEC (step 8).






 [image: Image]




Figure 22.37
 Final ([image: Image]

 ″, f/5.6, ISO 100, FEC +2).






 Alternatives to High-Speed Sync

As a Speedliter, you should know that there are a couple of alternatives to HSS. Why should you know? So that you can impress your friends with newfound knowledge or get yourself out of a jam, whichever comes first.





Faux-Speed Sync


HSS works because your Speedlite turns into a continuous light course, meaning that it appears to be on for the duration of the exposure. So what if the duration of your flash is longer than the shutter speed? You’ll recall that at full power, a Speedlite fires for about [image: Image]

 ′. So could you fire at [image: Image]

 ′ or faster?



The answer is yes, sometimes. The key is to disconnect the Speedlite from the camera and trigger it via a PC-sync cord or manual radio trigger. The camera cannot sense that the Speedlite is there—otherwise it will limit the shutter to the sync speed. Another option is just to use a non-Canon flash in the hotshoe.

You’ll want to keep it in Manual at [image: Image]

 as that gives you the longest flash duration. Then you’ll have to experiment with the shutter speed and aperture until you find the combination that suits your vision. It’s not elegant, like HSS, but it will usually work—especially with non-Canon gear—if you’re really patient.



Neutral Density Filters


Often the motivation to shoot HSS comes from wanting to use a fast shutter speed so that you can significantly underexpose the ambient light and still use a wide aperture. If you are working with flash units that are not compatible with HSS, you can literally dim the sun with a neutral density (ND) filter. An ND filter has a simple job: It blocks a specific amount of light without changing the color of the light that comes through.



For years I have carried the Singh-Ray Vari-ND in my camera bag. This unique filter gives me the ability to dial in two to eight stops of neutral density. Eight stops literally turns noon to midnight.

The downside—and it’s a huge issue for me—is that an ND filter is difficult to focus through. Also, at the darker range, it is virtually impossible to see the nuances of expression on the subject’s face.

Still, I carry it as a just-in-case solution. I believe in gear redundancy and in having options. I expect that someday the Vari-ND will enable me to shoot at a wide aperture under the noon sun with gear I borrowed because I managed to leave my Speedlite kit at home.



 [image: Image]




Figure 22.38
 The Vari-ND filter ranges from 2 stops (top) to 8 stops (bottom) of neutral density.






 Shoot: Flashing Wide Open in Full Sun

There are two reasons to shoot at a wide aperture. The first is that you are shooting under dim light. The second is that you want to minimize the effect of a distracting background with shallow depth of field.



So what do you do if you want shallow depth of field when shooting under full sun? There is so much light that, in order to shoot at a wide aperture, you have to shoot at a fast shutter speed, right? This is exactly how I created the headshot in Figure 22.42
 —a wide aperture (f/4) and a fast shutter ([image: Image]

 ″) under full sun.



On-Camera Flash In Full Sun


The problem with shooting under full sun (at any shutter speed) is that the shadows will be harsh (see Figure 22.39
 ). OK, so a bit of fill flash is needed to soften the shadows. Canon’s E-TTL system does a fine job of calculating the power needed for a bit of fill flash when the ambient is bright. For this situation, where the Speedlite is providing fill rather than key light, on-camera flash works great.



So I turned on the Speedlite and whammo! The camera overrides my settings and drives the shutter back down to its sync speed (Figure 22.40
 ). I went from [image: Image]

 ″ to [image: Image]

 ″—a change of 3[image: Image]

 stops. It is not the flash that is overexposing the shot, it is the shutter speed.

One option is to use a small aperture and shoot at the camera’s sync speed. Unfortunately, as shown in Figure 22.41
 , the smaller aperture increased the depth of field. Now the graffiti in the background competes with my subject.

Fortunately, with a quick push of a button, High-Speed Sync is activated. Now the Speedlite and camera work together to create just the right amount of fill at the wide aperture that gives me the depth of field I desire (Figure 22.42
 ).


Lighting Details



Environment:
 Urban street


Time of Day:
 Noon


Ambient:
 Full sun


Speedlite:
 One 580EX II in the hotshoe


Metering Mode:
 E-TTL


FEC:
 0


Zoom:
 Auto zoom


Modifier:
 None


Distance:
 About 10′


Height:
 Level with Michaila’s head


Trigger:
 Hotshoe



Camera Details



Camera:
 5D Mark II




Lens:
 100mm f/2.8L Macro IS


Distance to Subject:
 About 10′


Exposure Mode:
 Aperture Priority


Exposure Compensation:
 0


Exposure:
 [image: Image]

 ″, f/4, ISO 100


White Balance:
 Daylight



 [image: Image]




Figure 22.39
 To minimize the background graffiti, I shot at f/4. The corresponding shutter speed was [image: Image]

 ″ at ISO 100. I think the facial shadows need to be opened up with fill flash.






 [image: Image]




Figure 22.40
 Turning the Speedlite on results in an overexposed shot. But it is not the light from the flash that does the damage. Rather, the camera forced the shutter speed from [image: Image]

 ″ back to the sync speed ([image: Image]

 ″) because I did not have HSS activated.






 [image: Image]




Figure 22.41
 Reducing the aperture from f/4 to f/13 rebalances the exposure at the camera’s [image: Image]

 ″ sync speed. Unfortunately, the background now competes with my subject.






 [image: Image]




Figure 22.42
 Activating HSS allows me to return to my original exposure settings ([image: Image]

 ″, f/4) so that I have the lighting I need with the depth of field that I want.






 [image: Image]




Figure 22.43
 The lighting diagram.






 
 Shoot: Dimming the Sun

Imagine the thoughts that ran through my mind when I heard, “We’re doing a story on stray animals that adopt rural wineries and vice versa. We need you to make a photo of Buster. He’s a pit bull.” Honestly, the idea of coming away with a portfolio-quality image was not among my reactions.





Previsualizing The Shoot


For several days, I pondered two issues: How to craft an interesting pic of a pit bull, and how to visually suggest that there’s a relationship between an animal and a winery.



I settled on the idea of placing Buster in an iconic position—meaning the camera would be slightly below his nose—and shooting towards the front of the winery. This would cover the relationship aspect. The interesting photo of a pit bull, I decided, would have to come through the lighting. I had it in my mind that I would hatchet light Buster in high-speed sync under a blazing, late-afternoon sun.



Revisualizing And Seizing The Moment


With diligent coaxing of Buster by his owner, Brian, I managed to get a handful of shots that fulfilled my original vision. You can see one of the outtakes in Figure 22.43
 . Then after one shot, he walked past me a few feet and sat down by the road. As I swung around to find him, I saw the real shot—Buster sitting at the edge of the road where he likely decided that Cass Winery looked like a place that could offer food and shelter.





Dimming The Sun Makes The Shot


You will see in Figure 22.46
 that the sun is literally in the shot. To manage the fiery orb and keep the entire frame from blowing out to white, I had to shoot at an extremely fast shutter speed ([image: Image]

 ″). Another advantage of the underexpsoure was that the background trees merged together—allowing Buster’s head to become the focal point.





Hatchet Lighting At Its Best


Hatchet lighting literally sculpted Buster’s body in this shoot. Compare Figures 22.43
 and 22.44
 to see the difference. The beauty of Buster’s fur is brought out by the highlights created by the Speedlites firing at each other.





Lighting Details



Environment:
 Rural country road




Time of Day:
 Late afternoon


Ambient:
 Blinding, full sun


Speedlites:
 Two 580EX IIs


Metering Mode:
 Manual


Power Level:
 Full


Zoom:
 Both zoomed to 105mm


Tilt:
 Both tilted sideways (vertically)


Modifier:
 None


Distance:
 About 6′


Height:
 3′


Trigger:
 Optical master on extra-long E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 24–70mm f/2.8L


Distance to Subject:
 About 6′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/11, ISO 200


White Balance:
 Daylight



 [image: Image]




Figure 22.44
 My original concept—show Buster and the winery. Notice how nice the hatchet light highlights the fur. Here the camera is looking 180° from the angle I used in Figure 22.46
 .






 [image: Image]




Figure 22.45
 Without the flash there is nothing of interest in the frame. Foreground and background merge together.






 [image: Image]




Figure 22.46
 The hatchet light arrangement with the corded master on the left and the slave by the gatepost on the right.
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Figure 22.47
 The hero shot was not one that I had intended to make. Yet it was the shot of the day and ran with the story as a full page.






 [image: Image]




Figure 22.48
 The lighting diagram.






 
 Shoot: Fill Flash with High-Speed Action

Two things about action sports portraits make them difficult to shoot:




[image: Image]

 You have to use a fast shutter speed to freeze the action.


[image: Image]

 You have to shoot under challenging lighting conditions.

Somehow a trip to our local skatepark seemed like a good way to put HSS to the test.



Create A Zone Of Fill Light


Photographing Kyle flying through the air on his skateboard is like shooting a moving target. You know that something is going to happen, but you don’t know exactly when or where. Sometimes he would fly high. Sometimes he would fly long.



To emphasize the height of his aerials, I used a wide lens in very close and shot upwards into the sun. I decided that my best bet for lighting was to create a wide zone of fill light with a couple of Speedlites parked underneath his take-off zone.



Squeeze Every Photon Out By Switching To Manual


My goal with HSS for this shoot was not to overpower the sun. Rather I just needed a good dose of fill light. My shutter was set about a stop under the ambient to saturate the sky just a bit.



Since I was only using two Speedlites and they were spread apart, I needed every bit of light from them I could get. So I switched from E-TTL into Manual and set the power to full ([image: Image]

 ). Jumping to Manual gives about a half-stop of additional brightness as the energy that would go to the E-TTL pre-flash is directed straight into the HSS pulse.



Move The Master To A Spot That The Slaves Can See


I have heard many times from photographers that Canon’s optical wireless system does not work outdoors in full sun. To these legions, I say, “Turn your slaves away from the sun, and move your master to a spot that they can see.”



The real issue is that the optical slave eye has a hard time seeing when it’s looking straight into the sun. In Figure 22.50
 , you’ll see that I moved my master off-camera so that it was firing into the sun—meaning towards the slaves, which had been turned to look away from the sun.

Canon’s new radio wireless, of course, works in full sun without any issue. Park the slaves where you want them and fire away.



Lighting Details



Environment:
 Outdoors, city skatepark




Time of Day:
 Late morning


Ambient:
 Full sun


Speedlites:
 Three 580EX IIs (one as master, two as slaves)


Metering Mode:
 Manual


Power Level:
 Full


Zoom:
 Slaves zoomed to 70mm


Modifier:
 None


Distance:
 2′ to 4′


Height:
 Below Kyle 1′ to 3′


Trigger:
 Canon built-in wireless system with master moved off-camera on E-TTL cord



Camera Details



Camera:
 5D Mark II




Lens:
 17–40mm f/4L at 17mm


Distance to Subject:
 2′ to 4′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/5.6, ISO 100 (1 stop under ambient)


White Balance:
 Daylight



 [image: Image]




Figure 22.49
 My favorite shot from the best HSS shoot I’ve done in a long while.






 [image: Image]




Figure 22.50
 The master is on the stand at far right. One slave is on the left stand. The other is parked on the rail.






 [image: Image]




Figure 22.51
 The lighting diagram






 
 Shoot: When High-Speed Sync is Not the Best Choice

For super-fast action, a fast shutter with a Speedlite in high-speed sync is not always the best tool.





Using Flash Duration As A Shutter


As you dial the power of a Speedlite down, the flash duration gets shorter and shorter. (The opposite is true for many studio strobes, by the way.) While Canon does not publish the statistics on their Speedlites, it is commonly thought that at the lowest power settings, the flash duration is less than [image: Image]

 ″.



It is possible to freeze high-speed action with the flash rather than the shutter. The key is that you keep the Speedlite out of high-speed sync (which actually extends the flash duration) and set the aperture and ISO so that you get a black frame. With no ambient light in the shot, 100% of the light comes from the Speedlite. If the flash is on for only [image: Image]

 ″, you have effectively created a “light shutter” that is much faster than your camera’s shutter.



The Soggy Evidence


The two photos on the left (Figures 22.53
 and 22.55
 ) were shot with a fast shutter and the Speedlite in high-speed sync at full power. The difference between the two is that I changed the shutter speed by two stops and then offset that move by changing the ISO. You can see in the top-left photo (Figure 22.53
 ) that [image: Image]

 ″ shutter speed stopped the water drops more sharply than did the [image: Image]

 ″ shutter used in Figure 22.55
 . No surprise here.



Now look at the two photos on the right (Figures 22.54
 and 22.56
 ). They were shot with the shutter at [image: Image]

 ″ and the Speedlite in normal sync. In this series, I adjusted the aperture and ISO to offset the changes in flash power. You can clearly see in the upper-right photo (Figure 22.54
 ) that the flash at [image: Image]

 -power was able to stop the water far more clearly than did the [image: Image]

 -power used in the photo below (Figure 22.56
 ). So dial the power down to stop action.



Lighting Details



Environment:
 Studio




Time of Day:
 Not a factor


Ambient:
 None in frame


Speedlites:
 Two 600EX-RTs


Mode:
 Manual


Power Level:
 As stated in captions


Zoom:
 80mm


Modifier:
 None


Distance:
 3′


Height:
 Even with balloon


Trigger:
 ST-E3-RT



Camera Details



Camera:
 5D Mark III




Lens:
 100mm f/2.8L


Distance to Subject:
 4′


Exposure Mode:
 Manual


Exposure:
 As stated in captions


White Balance:
 Daylight



 [image: Image]




Figure 22.52
 Lighting diagram
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Figure 22.53
 [image: Image]

 ″, f/8, ISO 400. Speedlite fired in Manual mode, [image: Image]

 -power, HSS.
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Figure 22.54
 [image: Image]

 ″, f/8, ISO 1600. Speedlite fired in Manual mode, [image: Image]

 -power.
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Figure 22.55
 [image: Image]

 ″, f/8, ISO 1600. Speedlite fired in Manual mode, [image: Image]

 -power, HSS.






 [image: Image]




Figure 22.56
 [image: Image]

 ″, f/22, ISO 200. Speedlite fired in Manual mode, [image: Image]

 -power.
 






 Chapter 23. Gang Lighting



GANG LIGHTING—A NEW WAY TO LIGHT





SHOOT: SMASHING PUMPKINS






SHOOT: HIDING A CLUTTERED BACKGROUND






SHOOT: PUSHING BACK AGAINST THE DESERT SUN






The Short Version


“Gang light
 ” is a new way of thinking about how to use Speedlites. Rather than use them as individual units, you can position them close together so that they will create beautiful light—without the loss of light that comes when firing them through a modifier.



By combining the power of many Speedlites as one source, you also create a broad field of light through which your subjects can move. You also have the power to dim the ambient light and/or stop action with a fast shutter speed and High-Speed Sync (HSS).



 [image: Image]




Figure 23.1
 As a Speedliter, you can use a bunch of Speedlites together to rescue a scene lit with dull ambient light and turn it into a beautifully lit scene that conveys shape and emotion. This was a quick setup as an afterthought to the Smashing Pumpkins shoot.






 Gang Lighting—A New Way to Light

Here’s a true confession: I happened into the idea of gang lighting—assembling a large number of Speedlites onto a rail—by accident. I wasn’t trying to create a new way to light. Actually, my motivation was to create an interesting article for my blog, PixSylated.




I had borrowed ten Speedlites from Canon, which had barely heard of me at the time, and an army of gear from RadioPopper, which had started shipping the first-ever E-TTL radio triggers just a few months before.

My goal was to share some pictures and a few thoughts on the Web about whether or not it was possible to fire off a large number of Speedlites with those newfangled E-TTL radio triggers. Once again, I consider this experience as proof that sometimes it’s better to be creative than smart.



Smashing Pumpkins: Lessons Learned


It became obvious within a few minutes on the Smashing Pumpkins shoot that the RadioPopper technology worked on a large number of Speedlites as well as it worked on one or two Speedlites. (Of course, Canon’s introduction of the 600EX-RT system sidelined all the RadioPopper gear in my kit.)



What caught me by surprise was the beautiful quality of the light. It was gorgeous. Since I didn’t know any better, I literally bolted the dozen Speedlites to an 8′ piece of oak that I attached to a C-stand with a large bolt (see Figure 23.2
 ). This is the secret of gang light—it looks like you are shooting with a giant softbox. But you don’t have to buy a softbox. Nor do you take the loss of power that comes from firing through a modifier.



 [image: Image]




Figure 23.2
 My original DIY gang light rail loaded with 12 Speedlites (most of them borrowed).






Gang Light As A Light Modifier


When you have a bunch of Speedlites lined up on a rail, every one serves as both a key light and a fill light. Lights on the left side of the subject cast shadows on the right side. Those shadows are filled by the lights on the right side—which are throwing shadows to the left side.



By taking a bunch of small light sources and arraying them along or around your subject, you are effectively joining them together as a giant light source. Since you are a Speedliter, you know that the larger the light, the softer the shadows.



Gang Light Overcomes HSS Power Loss


As I discussed in Chapter 22
 : Slicing Time With High-Speed Sync
 , the trade-off when using HSS is a loss of about 2[image: Image]

 stops of light. Using multiple Speedlites together overcomes the power loss and enables HSS to be used from greater—or, in my case, safer—distances.





How To Be A Gang Lighter


Of course, there is no rulebook for gang lighting. Heck, I don’t even know where the boundary is between gang lighting and regular lighting. So if you have three Speedlites and you want to be a gang lighter, then great, you’re in the club.



To be a gang lighter, the key thing is that you have to line up your Speedlites so that they work synergistically. Rather than thinking of your three Speedlites as individual sources, think of them as one source.


 The second key to being a gang lighter is that you have to use the lights naked. Not you—I’m talking about the Speedlites. You have to fire them directly at your subject without a modifier. Lining up a bunch of lights behind a big diffusion panel (or a bed sheet) creates beautiful light, but it’s not gang lighting. Why? When you fire the Speedlites at the diffusion panel, it becomes the light source. Take out the intermediary, and you’re back to gang lighting.

Finally, as a gang lighter you have to be an experimenter. You have to be willing to try different zoom settings on the Speedlites. You have to tilt and pan their heads toward the subject. You have to vary the position of the rail—anywhere from horizontal to vertical, and all points in between.



The Math Of Gang Lighting


At first, the idea of needing a dozen Speedlites seems ludicrous. (If you’re a guy, then you know that “need” is always relative, but I digress.) If you look at the math of gang lighting in terms of additional stops of light, the craziness begins to evaporate.



Let’s say that you have a single Speedlite (any model will do) that is firing at full power, and you need an additional stop of light. How many more Speedlites (of the same model) do you need to double the amount of light that you have? Since you have one Speedlite, adding another gives you the next stop of light (because it doubles the amount of light you have).



 [image: Image]




Figure 23.3





Now, let’s say you want another stop of light; how many more Speedlites do you need? (Please don’t say, “One.”) Since you have two Speedlites, adding a stop of light requires two more Speedlites. Now you are shooting with four Speedlites.



 [image: Image]




Figure 23.4





To get the next stop of light, you need to have eight Speedlites. So, by adding seven Speedlites to the one you started with, you gained three stops of light.



 [image: Image]




Figure 23.5








Speedliter’s Tip: Mixing Speedlites When Gang Lighting


Of course you can mix any assortment of Canon EX Speedlites that you might have in a shoot. It just makes explaining the math of gang lighting a bit more challenging. For instance, a 430EX II is about [image: Image]

 -stop less powerful than a 600EX-RT. If you throw a 550EX and a 420EX into the mix, well, that’s just a head scratcher in terms of gang-light math.

Fortunately you don’t have to do the math—E-TTL will handle the power calculations for you. Or, if you are shooting in Manual, set the power to the same level on all the lights.

To keep the light as even as possible, mix the lights in a regular pattern rather than grouping the different models together.


Good:
 580-430-600-600-430-580


Bad:
 430-430-580-580-600-600







 The Perfect Excuse For A Meetup


I only know one photographer who literally has a suitcase full of Speedlights—Joe McNally. I once counted 17 Speedlights in his bag. With one Speedlight as a master, then 16 Speedlights gives Joe...four additional stops of light.



As for me, I own six Speedlites, which makes me...less than half as bright as ol’ Joe. No argument there.

Gang light is a great excuse to gather with your friends for a shoot. If you have one Speedlite, and a couple of friends have two each, and one person has four—then, together, you have nine Speedlites.

So don’t think that you have to be rich or famous to shoot gang light. What you need to be is social.



Building Rails For Gang Light


For my original gang-light shoots, I created four rails out of oak, specifically 1″ x 2″ red oak purchased at Home Depot. Two of the rails are 40″ long—sized to fit in my grip bag. The other two are 8′ long—sized to not hit our ceiling when I stand them up indoors. The rails have a [image: Image]

 ″ post that mounts into the grip head on a C-stand.





 [image: Image]




Figure 23.6
 My homemade oak rails use a [image: Image]

 ″ hex bolt at the post. I drill a [image: Image]

 ″ pilot hole, add a few drops of Gorilla Glue, thread in the bolt, and, when the glue is dry, I cut off the hex head and then round the end with an electric grinder.




The Speedlites are attached to the rail by coldshoes. I drilled ¼″ holes every 6″ along one side of the rail. These are the holes through which the bolt for the coldshoe passes. If you have a drill press (or a friend with one), use it. You need the holes to be perpendicular to the rail—otherwise, your Speedlite will tilt.

For the mounting post, I purchased [image: Image]

 ″ x 6″ hex bolts. I drilled a snug [image: Image]

 ″ hole at the center of the rail. After applying a liberal quantity of Gorilla Glue (an expanding glue) to the hole, I threaded the bolt on as far as I could. After the glue had dried, I cut off the hex heads with a large pair of bolt cutters.

Finally, and this is the best part (in terms of sparks), I used a grinder to round off the end of the bolt and grind down the bit of the threads that extended through to the other side of the rail.



Other Options For Mounting Gang Lights


The 40″ arm on a C-stand is more than capable of holding an army of Speedlites. The trick is that you have to have a way of attaching the lights to the arm. Many umbrella/swivel adapters have a hole that goes from one side to the other that will accommodate the C-stand arm. Likewise, Justin Clamps and monoball swivels will attach directly to the arm.





 [image: Image]




Figure 23.7
 The arm of a C-Stand is a great place to mount Speedlites. From left: Super Clamp, generic plastic umbrella adapter, Justin Clamp, and my DIY monoball swivel.






 Comparing A Bunch Of Speedlites To Other Options


After I published my original Smashing Pumpkins
 article, I received a lot of criticism from shooters who essentially said, “Instead of using $5,000 worth of Speedlites, I’d use XYZ big strobe because it’s easier and I’d look more professional.”



So, let’s compare using six 600EX-RTs to a couple of popular options for portable strobes:


[image: Image]

 Paul C. Buff’s Einstein (as successor to the Alien Bees), an A/C-powered monolight, and, to make it portable, Buff’s Vagabond battery pack


[image: Image]

 Elinchrom’s Ranger RX AS, a battery-powered studio pack (meaning that the controls are on the power pack rather than on the flashhead)



 [image: Image]




Figure 23.8
 A comparison of using several Speedlites against two popular portable strobe kits.




What’s all this info tell us about gang lighting? Well, here are my thoughts:


[image: Image]

 The combination of HSS and a DSLR provides a wide range of creative options that are not available on a monolight/studio strobe. If HSS is important to you, gang lighting with Speedlites can provide a competitive advantage.


[image: Image]

 Speedlites are an incremental system. You can buy one and then others as your skills grow. So Speedlites are easier on your wallet than other types of flash.


[image: Image]

 The weight and size of Speedlites is smaller than the other systems. It’s also nice that you can leave any number of Speedlites at home if you don’t need the whole rig. With a monolight or studio strobe, it’s the whole kit or nothing.


[image: Image]

 Having a master and five slaves gives you a wide range of lighting options. You can create many different lighting styles—even without modifiers. With a monolight/studio strobe, you have a single head and will likely need to add a modifier.


[image: Image]

 Speedlites will not recycle as fast as a monolight/studio pack. If this is important to you, as it is to fashion photographers, you should not shoot with Speedlites.



Options For Firing Gang Lights


Triggering a gang-light rig is a master/slave situation. I prefer to use the wireless system built into my Speedlites. This gives me the capability of controlling the power level of the lights from my camera—either in E-TTL or Manual mode.



The simplest option for optical wireless, both in terms of expense and setup, is to move the master off-camera with an extra-long E-TTL cord and position it where all the slaves on the gang-light rail can see it.

If you have the 600EX-RT system, then you can fire them in radio wireless or optical wireless with older generations of Speedlites.

Lastly, with mixed brands of flash, you can shoot in Manual mode with either optical slaves or simple radio triggers.



 Shoot: Smashing Pumpkins

Just how fast a shutter speed do you need to freeze the seeds flying from a pumpkin that your teenage son is trying to drive over the left-field fence? As you’ll see in a moment, the answer to the shutter speed question is “really, really fast.”





Freezing Supersonic Seeds


Back in the days when I had my first SLR (hint: Nixon had just resigned), the top shutter speed on most cameras was [image: Image]

 ″. In comparison, some 40+ years later, the shutter speeds on DSLRs seem supersonic. You’d think that anything north of [image: Image]

 ″ would be fast enough to freeze pumpkin shrapnel. Turns out that pumpkin seeds are supersonic, too.



I shot at a variety of speeds—all in full-stop increments—from [image: Image]

 ″ on ([image: Image]

 ″, [image: Image]

 ″, etc.). When I hit [image: Image]

 ″—and based on a close look at the camera’s LCD—I was sure we had stopped space and time. Back in the studio, with the benefit of Lightroom and a large monitor, I discovered otherwise. Turns out that the magic didn’t happen until [image: Image]

 ″.



 [image: Image]




Figure 23.9
 At [image: Image]

 ″ (top), the seeds still show a bit of motion blur. At [image: Image]

 ″ (bottom), the seeds finally look sharp.






Why Line-Of-Sight Wireless Would Have Failed


For the pumpkin smash-a-thon, I bolted a dozen Canon Speedlites onto a 8′ piece of red oak. My gang-light rail was held aloft by a couple of C-stands. I stood under the rail with the master atop my camera.



Given that I was close enough to get splattered with pumpkin guts every time, there was no way that I was going to pay attention to where my master was pointing. Forget line-of-sight—it was my son Vin and his bat that had my full attention as I looked through the lens.

Furthermore, the geometry between the optical master and the slaves was wrong. From the camera’s position, the slaves were spread across 160°, and the master’s spread maxes out at about 80°. There was no way that all 12 slaves could see the on-camera master, even if I was standing perfectly still.

My solution at the time (prior to the 600EX-RT era) was to use the RadioPopper system. You can see the receivers bungied to the Speedlites in Figure 23.2
 . Today, I would borrow every 600EX-RT that I could find and use Canon’s radio system.

If that was not an option, as I said above, I’d use an extra-long E-TTL cord to move the optical master off to a spot where all the slaves could see it. If necessary, I would twist the bodies of all the slaves so that their optical sensors (on the front of the Speedlite) faced the master.



Changing The Weather With High-Speed Sync


You can change the weather with High-Speed Sync. Figure 23.10
 shows how the camera wanted to record the ambient light. I thought that the amount of sunlight coming through the clouds was too distracting, so I dialed the ambient exposure down via Exposure Compensation—eventually settling at –2 EV for the hero shot. As you can see, this underexposure helped add drama to the storm-filled sky.





 Lighting Details



Environment:
 Outdoors




Time of Day:
 Early afternoon


Ambient:
 Scattered clouds, overcast


Speedlites:
 12 580EX II slaves on rail, 580EX II on-camera as master


Metering Mode:
 E-TTL


FEC:
 +2


Zoom/Pan:
 Slaves zoomed to 80mm


Modifier:
 None


Distance:
 About 6′–8′


Height:
 Rail about 6′ above ground


Trigger:
 RadioPopper P1



Camera Details



Camera:
 5D




Lens:
 24–70mm f/2.8L


Distance to Subject:
 5′


Exposure Mode:
 Aperture Priority


Exposure Compensation:
 –2 EV


Exposure:
 [image: Image]

 ″, f/5.6, ISO 400


White Balance:
 AWB (Auto)



 [image: Image]




Figure 23.10
 The ambient light as the camera wanted to see it—Aperture Priority, f/8, 1/100″.
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Figure 23.11
 Another great shot—there were loads of almost-got-it shots. This type of shoot requires many “takes” to assure that you get a hero or two.






 [image: Image]




Figure 23.12
 Lighting diagram






 [image: Image]




Figure 23.13
 You never know which shot will become iconic. I started out doing a shoot to test RadioPoppers. I came away with gang lighting as a new approach to Speedliting.






 
 Shoot: Hiding a Cluttered Background

Take a quick look at Figure 23.14
 . Does it scream, “Hey, this was made on an old stage cluttered with theater gear”? Of course it doesn’t. To the contrary, the lighting hides all the clutter and focuses your eye on the subject. There is nothing else in the world.



 [image: Image]




Figure 23.14
 The strip of soft light was created by five Speedlites. Each is acting as a key light and also as a fill light for the others.








The Falloff Is The Key


The viewer sees the photograph, not the environment in which it was made—unless the photographer allows that environment to appear. For this shot, I created a new reality through the lighting—one other than the location in which I had to shoot: an old couch surrounded by chairs on the state of Piper’s Opera House in Virginia City, Nevada. This new reality existed only for the duration of the flash and was frozen by the camera.



What you see is lit entirely by Speedlites—specifically, five 580EX IIs parked at 6″ intervals on a homemade oak rail. The rail was held about 3′ above Chelsea by a C-stand. The Speedlites were zoomed to 80mm. The rail was aligned with the couch. My goal with all this was to precisely control where the flash went and, as importantly, where the flash did not go.

The other factor that created the falloff is the exposure setting. If you look at the set shot in Figure 23.15
 , you’ll get a sense that the stage was lit with incandescent lights. For my hero shot, I increased my shutter speed to [image: Image]

 ″ and stopped down the aperture to underexpose the ambient by four stops.



 [image: Image]




Figure 23.15
 This snapshot of the set shows it for what it was—lit with incandescent lights and cluttered with stage gear.






Speedlites Mimicking A Long Softbox


This is straight flash—there are no modifiers. The soft light is created because every Speedlite serves as both key and fill. Their arrangement creates a long, thin strip of light.



A studio photographer would create this look by using a special softbox called a strip bank on a single head in the same spot that I placed the rail. That gear would likely weight 25–30 pounds.

Once again, I’m happy to be a Speedliter. I can create the same look as the studio gear with a handful of Speedlites and, a few minutes later, rearrange the Speedlites to create a completely different type of lighting. My back is not complaining, either, as my Speedlite kit weighs a fraction of what the studio gear weighs.



Lighting Details



Location:
 Indoors, stage of historic theater




Time of Day:
 Not a factor


Ambient:
 Tungsten stage lighting


Speedlites:
 Five 580EX IIs on homemade rail, 580EX II on camera as master


Metering Mode:
 E-TTL


FEC:
 0


Zoom/Pan:
 Slaves zoomed to 80mm


Modifier:
 None


Distance to Subject:
 About 3′


Height:
 3′ straight above subject


Trigger:
 Canon built-in wireless



Camera Details



Camera:
 5D Mark II




Lens:
 50mm f/1.2L


Distance to Subject:
 About 5′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/4.5, ISO 100 (four stops under ambient)


White Balance:
 Flash



 [image: Image]




Figure 23.16
 Lighting diagram






 
 Shoot: Pushing Back Against The Desert Sun

I’ve long wanted to create a portrait of a falconer the moment her charge returned to her glove. Thanks to the resourcefulness of my friend MD Welch, I was able to chase my vision one hot August day near Reno.





Gang Lighting Fill Flash At High Noon


It is no surprise that the sunlight in Nevada’s Great Basin Desert is brilliant—almost blinding—at midday. Given that I’d need a fast shutter to freeze the movement of the bird, the combination of the sunlight and the shutter meant that high-speed sync was a given.



To create a broad field of fill flash, I rigged my pair of 3′ DIY oak rails with five Speedlites on each. They were arranged as a wide V on either side of Marie and held aloft on C-stands. (It was at this shoot that I learned how much cooler chrome C-stands are than black ones in full sun.) The master was then run out on a long E-TTL cord to a stand placed just out of frame and a bit behind Marie. I controlled the entire setup from the back of my camera—using my Zacuto Z-finder locked onto the back of my camera so that I could see the display without the sun’s glare.



A Bit Of Photoshop


Often there’s a gap between the photographer’s vision and the resources at the shoot. The bird available for this shoot was a young hawk that had to remain tethered. So, even though I chant, “I’m a photographer, not a retoucher,” you can see in Figure 23.18
 that I removed the tether in Photoshop.





Lighting Details



Location:
 Desert outside Reno, Nevada




Time of Day:
 Almost noon


Ambient:
 Brilliant sun


Speedlites:
 10 580EX IIs on homemade rails, 580EX II on E-TTL cord as master


Metering Mode:
 E-TTL


FEC:
 0


Zoom:
 Slaves zoomed to 80mm


Modifier:
 None


Distance to Subject:
 About 8′


Height:
 Level with subject


Trigger:
 Canon built-in wireless, master disabled



Camera Details



Camera:
 5D Mark II




Lens:
 70–200mm f/2.8L IS


Distance to Subject:
 About 15′


Exposure Mode:
 Manual


Exposure:
 [image: Image]

 ″, f/5.6, ISO 100 (1[image: Image]

 stops under ambient)


White Balance:
 Daylight



 [image: Image]




Figure 23.17
 Lighting diagram






 [image: Image]




Figure 23.18
 The hero shot met my previsualized image in every way.
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Figure 23.19
 At high noon, in the Great Basin Desert, the ambient sunlight is nearly enough to blind you. Even the shadows hide.
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Figure 23.20
 I underexposed the ambient by 1[image: Image]

 stops.






 [image: Image]




Figure 23.21
 The gang light fills the shadows with natural-looking light.
 






 Part 6: Appendixes
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Appendix 1: MENUS—600EX-RT/ST-E3-RT RADIO WIRELESS



Appendix 2: MENUS—600EX-RT/ST-E3-RT OPTICAL WIRELESS



Appendix 3: MENUS—600EX-RT/ST-E3-RT NON-WIRELESS



Appendix 4: CUSTOM AND PERSONAL FUNCTIONS




 Appendix 1: Menus—600EX-RT / ST-E3-RT Radio Wireless



E-TTL Menu 1—Radio Master


Make sure that you see the radio wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 FEB
 —Flash Exposure Bracketing



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



E-TTL Menu 2—Radio Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 Ratio
 —Sets Ratio: All → A:B → A:B C



3.

 —



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



E-TTL Menu 3—Radio Master


[image: Image]




1.

 CH
 —Channel





2.

 ID
 —Wireless ID



3.

 Scan
 —Channel Scanner



4.

 Menu 3
 —Menu ID and Rotator → Menu 4



E-TTL Menu 4—Radio Master


[image: Image]




1.

 —





2.

 Sync
 —1st-Curtain → High Speed



3.

 Memory
 —Store Settings in Memory



4.

 Menu 4
 —Menu ID and Rotator → Menu 1



 Manual Menu 1—Radio Master


Make sure that you see the radio wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 Ratio
 —Sets Ratio: All, A:B, A:B:C



3.

 Gr
 —Selects Group for Power Control


[image: Image]

 +/-
 —Power Level for Group


[image: Image]

 [image: Image]

 —Return to Previous Menu



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Manual Menu 2—Radio Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 Sync
 —1st-Curtain → High Speed Sync



3.

 —



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



Manual Menu 3—Radio Master


[image: Image]




1.

 CH
 —Channel





2.

 ID
 —Wireless ID



3.

 Scan
 —Channel Scanner



4.

 Menu 3
 —Menu ID and Rotator → Menu 4



Manual Menu 4—Radio Master


[image: Image]




1.

 —





2.

 —



3.

 Memory
 —Store Settings in Memory



4.

 Menu 4
 —Menu ID and Rotator → Menu 1



 Multi Menu 1—Radio Master


Make sure that you see the radio wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 Multi
 —Total Number of Flashes



3.

 Hz
 —Flashes Per Second



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Multi Menu 2—Radio Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 Ratio
 —Sets Ratio: All, A:B, A:B:C



3.

 Gr
 —Selects Group for Power Control


[image: Image]

 +/-
 —Power Level for Group


[image: Image]

 [image: Image]

 —Return to Previous Menu



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



Multi Menu 3—Radio Master


[image: Image]




1.

 CH
 —Channel





2.

 ID
 —Wireless ID



3.

 Scan
 —Channel Scanner



4.

 Menu 3
 —Menu ID and Rotator → Menu 4



Multi Menu 4—Radio Master


[image: Image]




1.

 —





2.

 —



3.

 Memory
 —Store Settings in Memory



4.

 Menu 4
 —Menu ID and Rotator → Menu 1



 Group Menu 1—Radio Master


Make sure that you see the radio wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen. If Group does not appear in the mode rotation, the Speedlite is not set as a radio master.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 Gr
 —Selects Group for Power Control


[image: Image]

 On/Off
 —Turns Group On or Off


[image: Image]

 Mode
 —Group Mode: ETTL → Manual → Ext.A


[image: Image]

 +/-
 —FEC or Power Level for Group


[image: Image]

 [image: Image]

 —Return to Previous Menu



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Group Menu 2—Radio Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 FEB
 —Flash Exposure Bracketing



3.

 Sync
 —1st-Curtain → High Speed Sync



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



Group Menu 3—Radio Master


[image: Image]




1.

 CH
 —Channel





2.

 ID
 —Wireless ID



3.

 Scan
 —Channel Scanner



4.

 Menu 3
 —Menu ID and Rotator → Menu 4



Group Menu 4—Radio Master


[image: Image]




1.

 —





2.

 —



3.

 Memory
 —Store Settings in Memory



4.

 Menu 4
 —Menu ID and Rotator → Menu 1



 Slave Menu 1—Radio Wireless


Make sure that you see the radio wireless icon in the upper-right corner of the LCD and the word Slave
 near the center of the screen. Do not worry about ETTL on the LCD. When you change the mode on your optical master, the slave(s) will follow when it next fires.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 Gr
 —Press to Change Group ID



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Slave Menu 2—Radio Wireless


[image: Image]




1.

 Rel
 —Remote release for master camera and Speedlites





2.

 Model
 —Activates the modeling light function on the master and slaves



3.

 Test
 —Fires a test flash from the master and all slaves



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



Slave Menu 3—Radio Wireless


[image: Image]




1.

 CH
 —Channel





2.

 ID
 —Wireless ID



3.

 Memory
 —Store Settings in Memory



4.

 Menu 3
 —Menu ID and Rotator → Menu 1



 Appendix 2: Menus—600EX-RT Optical Wireless



E-TTL Menu 1—Optical Master


Make sure that you see the optical wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 FEB
 —Flash Exposure Bracketing



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



E-TTL Menu 2—Optical Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 Ratio
 —Sets Ratio: All → A:B → A:B C



3.

 —



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



E-TTL Menu 3—Optical Master


[image: Image]




1.

 CH
 —Channel





2.

 Sync
 —1st-Curtain → High Speed



3.

 Memory
 —Store Settings in Memory



4.

 Menu 3
 —Menu ID and Rotator → Menu 1



 Manual Menu 1—Optical Master


Make sure that you see the optical wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 Ratio
 —Sets Ratio: All, A:B, A:B:C



3.

 Gr
 —Selects Group for Power Control


[image: Image]

 +/-
 —Power Level for Group


[image: Image]

 [image: Image]

 —Return to Previous Menu



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Manual Menu 2—Optical Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 Sync
 —1st-Curtain → High Speed Sync



3.

 —



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



Manual Menu 3—Optical Master


[image: Image]




1.

 CH
 —Channel





2.

 —



3.

 Memory
 —Store Settings in Memory



4.

 Menu 3
 —Menu ID and Rotator → Menu 1



 Multi Menu 1—Optical Master


Make sure that you see the optical wireless icon in the upper-right corner of the LCD and the word Master
 near the center of the screen.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 Multi
 —Total Number of Flashes



3.

 Hz
 —Flashes Per Second



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Multi Menu 2—Optical Master


[image: Image]




1.

 [image: Image]

 —Master Enabled/Disabled





2.

 Ratio
 —Sets Ratio: All, A:B, A:B:C



3.

 Gr
 —Selects Group for Power Control


[image: Image]

 +/-
 —Power Level for Group


[image: Image]

 [image: Image]

 —Return to Previous Menu



4.

 Menu 2
 —Menu ID and Rotator → Menu 3



Multi Menu 3—Optical Master


[image: Image]




1.

 CH
 —Channel





2.

 —



3.

 Memory
 —Store Settings in Memory



4.

 Menu 3
 —Menu ID and Rotator → Menu 1



 Slave Menu 1—Optical Wireless


Make sure that you see the optical wireless icon in the upper-right corner of the LCD and the word Slave
 near the center of the screen. Do not worry about ETTL on the LCD. When you change the mode on your optical master, the slave(s) will follow when it next fires.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 Gr
 —Press to Change Group ID



4.

 Menu 1
 —Menu ID and Rotator → Menu 2



Slave Menu 2—Optical Wireless


[image: Image]




1.

 CH
 —Channel





2.

 —



3.

 Memory
 —Store Settings in Memory



4.

 Menu 2
 —Menu ID and Rotator → Menu 1


Appendix 3: Menus—600EX-RT Non-Wireless



E-TTL—Non-Wireless


Make sure that there is no wireless icon in the upper-right corner of the LCD.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 FEB
 —Flash Exposure Bracketing



4.

 Sync
 —1st-Curtain → High Speed → 2nd-Curtain



Manual—Non-Wireless


Make sure that there is no wireless icon in the upper-right corner of the LCD.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Power Level



3.

 —



4.

 Sync
 —1st-Curtain → High Speed → 2nd-Curtain



 Multi—Non-Wireless


Make sure that there is no wireless icon in the upper-right corner of the LCD.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Power Level



3.

 Multi
 —Total Number of Flashes



4.

 Hz
 —Flashes Per Second



External Auto—Non-Wireless


Make sure that there is no wireless icon in the upper-right corner of the LCD.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 +/-
 —Flash Exposure Compensation



3.

 FEB
 —Flash Exposure Bracketing



4.

 —



External Manual—Non-Wireless


Make sure that there is no wireless icon in the upper-right corner of the LCD.



[image: Image]




1.

 Zm/C.Fn
 —Zoom/Custom Functions



2.

 —



3.

 ISO
 —ISO Setting on Camera



4.

 F
 —Aperture Setting on Camera



 Appendix 4: Custom And Personal Functions

Custom functions (C.Fn) are special options that you can program into your Speedlite. Custom functions reside in the circuitry of your gear. So they will not be wiped out when you change batteries.

Personal functions (P.Fn) were introduced with the 600EX-RT system. They are unique functions that are customizable to the 600EX-RT Speedlite and ST-E3-RT Transmitter only.



 [image: Image]




Figure A4.1
 The dot-matrix LCD on the 600EX-RT Speedlite and ST-E3-RT Transmitter form icons to illustrate the purpose of custom and personal functions. Here: Personal function 04 is being set so that the LCD color will change from green to orange when the Speedlite is activated as a slave.






Setting Custom Functions


The dot-matrix LCD on the 600EX-RT Speedlite and ST-E3-RT Transmitter makes easy work of programming custom and personal functions because it displays icons that represent each C.Fn and P.Fn. When you select a specific function, the LCD then displays the options for that function. Use the Select wheel to choose the option and the Set button to confirm your choice. On post-2013 camera models, you can also set C.Fn and P.Fn via the camera’s LCD screen.



Likewise, if you have a 580EX II or a 430EX II and a compatible camera body that displays the Speedlite’s menu on the camera’s LCD monitor, then this is the way to change the custom functions. The custom functions will be listed in plain English (or the language of your choosing) with the options listed in detail. You can set C.Fn on the Speedlites’ LCDs; but the display only indicates the number of the C.Fn with no other information about the specifics of the function. Again, setting the C.Fn on the camera LCD is much easier.

For the original 580EX, 550EX, and original 430EX, you will have to change the custom functions on the Speedlite’s LCD.

The 320EX, 270EX II, 270EX, and 90EX can only have their C.Fn set on the LCD of compatible cameras.



The Must-Change Custom Function


I leave most of the custom functions in their factory default settings. The one that matters most to me is Auto Power Off—which the factory sets to 0=Enabled. For me, it’s much easier to carry extra batteries than to hassle with a Speedlite that has shut itself off in the middle of a shoot. So I always disable the Auto Power Off. Here is where you will find it:




[image: Image]

 600EX-RT, 580EX II, 430EX II, 430EX, 320EX, 270EX II, 270EX, and 90EX—Switch C.Fn 01 to 1.


[image: Image]

 580EX—Switch C.Fn 14 to 1.


[image: Image]

 550EX—Not an option.



 600EX-RT Custom Functions


These can be set on the LCD of the Speedlite or on the LCD of compatible cameras.




00 – Distance Indicator Display


(0 = meters, 1 = feet)


01 – Auto Power Off


Saves energy by turning the Speedlite off after 90 seconds of non-use. I disable this function.

(0 = enabled, 1 = disabled)


02 – Modeling Flash


(0 = enabled via depth-of-field review button, 1 = enabled via test firing button, 2 = enabled via both buttons, 3 = disabled)


03 – FEB Auto Cancel


(0 = enabled, 1 = disabled)


04 – FEB Sequence


(0 = zero-minus-plus, 1 = minus-zero-plus)


05 – Flash Metering Mode


(0 = E-TTL II/E-TTL, 1 = TTL, 2 = external metering: Auto, 3 = external metering: Manual)


06 – Quickflash with Continuous Shot


(0 = disabled, 1 = enabled)


07 – Test Firing with Autoflash


Power of E-TTL pre-flash.

(0 = 1/32, 1 = full)


08 – AF-Assist Beam Firing


(0 = enabled, 1 = disabled)


09 – Auto Zoom for Sensor Size


(0 = enabled, 1 = disabled)


10 – Slave Auto Power Off Timer


I set this to 0.

(0 = 60 minutes, 1 = 10 minutes)


11 – Slave Auto Power Off Cancel


(0 = 8 hours, 1 = 1 hour)


12 – Flash Recycle with External Power


Function 0 yields the fastest recycle time when using an external battery pack. Note that the Speedlite must have charged internal batteries even when an external pack is used.

(0 = Speedlite recycles on internal batteries and external power, 1 = Speedlite capacitors recharge on external power source only.)


13 – Flash Exposure Metering Setting


(0 = Speedlite button and dial, 1 = Speedlite dial only)


20 – Beep


Sounds when Speedlite / all slaves are fully recycled.

(0 = disabled, 1 = enabled)


21 – Light Distribution


While technologically interesting, my use of modifiers has limited the benefit of this option for me. I leave it set to 0.

(0 = Standard—flash coverage for angle of lens view set automatically, 1 = Guide Number Priority—edges of the images will be slightly darker than the center, 2 = Even Coverage—assures that falloff at edges is minimized by zooming flash tube slightly wider than actual setting.)


22 – LCD Panel Illumination


If you shoot in dim environments and do not want the LCD panel illuminating, choose option 1.

(0 = 12″—on for 12″, 1 = Off—panel illumination disabled, 2 = On—LCD panel always on.)


23 – Slave Indicator Lamp


To stop the red blinking of the AF-Assist panel on your radio or optical slave, choose option 1.

(0 = AF-Assist beam blinks when slave is ready to fire, 1 = no blink.)



 600EX-RT Personal Functions


To access the P.Fn options, first press and hold the C.Fn button under the Speedlite LCD. When the C.Fn menu appears onscreen, release the button and look for the P.Fn label to appear on the lower-left corner of the LCD. Press and release this button to activate the P.Fn option menu.




01 – LCD Display Contrast


Adjust the contrast of the LCD panel to one of five levels.


02 – LCD Color: Normal (Non-Wireless)


(0 = green, 1 = orange)


03 – LCD Color: Master


(0 = green, 1 = orange)


04 – LCD Color: Slave


(0 = green, 1 = orange)


05 – Color Filter Auto Detection


While technologically interesting, I have not found the limited range of Canon-supplied filters (gels) to be of great use. So, I set this to option 1.

(0 = Auto, when Canon-supplied filters are used, the color information is sent to the camera, 1 = Off, to be used when non-Canon gels are used with the 600EX-RT filter holder.)


06 – Wireless Button Sequence


If you shoot both radio and optical wireless at times, select option 0. If you only shoot radio wireless, set option 1. If you only shoot your 600EX-RT in optical wireless, select option 2.

(0 = Non-Wireless → Radio → Optical → Non-Wireless, 1 = Non-Wireless → Radio → Non-Wireless, 2 = Non-Wireless → Optical → Non-Wireless)


07 – Flash Firing During Linked Shooting


When using Linked Shooting, this specifies whether the Speedlite that triggers a camera will also fire a flash when that camera opens its shutter.

(0 = disabled—does not fire, 1 = enabled—flash fires during linked shot)



 ST-E3-RT Custom Functions


These can be set on the LCD of the transmitter or on the LCD of compatible cameras.




01 – Auto Power Off


Saves energy by turning the Speedlite off after 90 seconds of non-use. I disable this function.

(0 = enabled, 1 = disabled)


02 – Modeling Flash


(0 = enabled via depth-of-field review button, 1 = enabled via test firing button, 2 = enabled via both buttons, 3 = disabled)


03 – FEB Auto Cancel


(0 = enabled, 1 = disabled)


04 – FEB Sequence


(0 = zero-minus-plus, 1 = minus-zero-plus)


07 – Test Firing with Autoflash


Power of E-TTL pre-flash.

(0 = 1/32, 1 = full)


13 – Flash Exposure Metering Setting


(0 = Speedlite button and dial, 1 = Speedlite dial only)


20 – Beep


Sounds when Speedlite / all slaves are fully recycled.

(0 = disabled, 1 = enabled)


22 – LCD Panel Illumination


If you shoot in dim environments and do not want the LCD panel illuminating, choose option 1.

(0 = 12″—on for 12″, 1 = Off—panel illumination disabled, 2 = On—LCD panel always on.)



ST-E3-RT Personal Functions


To access the P.Fn options, first press and hold the C.Fn button under the Speedlite LCD. When the C.Fn menu appears onscreen, release the button and look for the P.Fn label to appear on the lower-left corner of the LCD. Press and release this button to activate the P.Fn option menu.




01 – LCD Display Contrast


Adjust the contrast of the LCD panel to one of five levels.


03 – LCD Color: Master


(0 = green, 1 = orange)


04 – LCD Color: Linked Shooting Slave


(0 = green, 1 = orange)



580EX II


These can be set on the LCD of the Speedlite or on the LCD of compatible cameras.




00 – Distance Indicator Display


(0 = meters, 1 = feet)


01 – Auto Power Off


(0 = enabled, 1 = disabled)


02 – Modeling Flash


(0 = enabled via depth-of-field review button, 1 = enabled via test firing button, 2 = enabled via both buttons, 3 = disabled)


03 – FEB Auto Cancel


(0 = enabled, 1 = disabled)


04 – FEB Sequence


(0 = zero-minus-plus, 1 = minus-zero-plus)


05 – Flash Metering Mode


(0 = E-TTL II/E-TTL, 1 = TTL, 2 = external metering: Auto, 3 = external metering: Manual)


06 – Quickflash with Continuous Shot


(0 = disabled, 1 = enabled)


07 – Test Firing with Autoflash


(0 = 1/32, 1 = full)


08 – AF-Assist Beam Firing


(0 = enabled, 1 = disabled)


09 – Auto Zoom for Sensor Size


(0 = enabled, 1 = disabled)


10 – Slave Auto Power Off Timer


(0 = 60 minutes, 1 = 10 minutes)


11 – Slave Auto Power Off Cancel


(0 = 8 hours, 1 = 1 hour)


12 – Flash Recycle with External Power


(0 = flash and external power, 1 = external power source) Note: Flash must have charged internal batteries even when external pack is used.


13 – Flash Exposure Metering Setting


(0 = Speedlite button and dial, 1 = Speedlite dial only)



 580EX


These must be set on the back of the flash.




01 – Automatic Cancellation of FEB


(0 = enabled, 1 = disabled)


02 – FEB Sequence


(0 = standard/decreased/increased, 1 = decreased/standard/increased)


03 – Flash Metering Mode


(0 = E-TTL II, 1 = film-camera old-style TTL)


04 – Slave Auto Power Off Time


(0 = after 60 min., 1 = after 10 min.)


05 – Cancellation of Slave Auto Power Off


(0 = 1 hour, 1 = 8 hours)


06 – Modeling Flash


(0 = enabled, 1 = disabled)


07 – Recycling w/ External Battery Attached


(0 = use both internal and external batteries, 1 = use external only) Note: Flash also must have charged internal batteries.


08 – Quick Flash


(0 = disabled, 1 = enabled)


09 – Test Firing


(0 = [image: Image]

 power, 1 = full power)


10 – Modeling Flash with Test Firing Button


(0 = disabled, 1 = enabled)


11 – Auto Matching of Zoom to Sensor Size


(0 = enabled, 1 = disabled)


12 – AF-Assist Beam


(0 = AF on, 1 = AF beam off)


13 – FEC Setting Method


(0 = with Set Button and Select Dial, 1 = Select Dial only)


14 – Auto Power Off


(0 = on, 1 = off)



550EX


These must be set on the back of the flash.




01 – Automatic Cancellation of FEB


(0 = enabled, 1 = disabled)


02 – FEB Sequence


(0 = standard/decreased/increased, 1 = decreased/standard/increased)


03 – Flash Metering Mode


(0 = E-TTL II, 1 = film-camera old-style TTL)


04 – Slave Auto Power Off Time


(0 = after 60 min., 1 = after 10 min.)


05 – Cancellation of Slave Auto Power Off


(0 = 1 hour, 1 = 8 hours)


06 – Modeling Flash


(0 = enabled, 1 = disabled)



 430EX II


These can be set on the LCD of the Speedlite or on the LCD of compatible cameras.




00 – Distance Indicator Display


(0 = meters, 1 = feet)


01 – Auto Power Off


(0 = enabled, 1 = disabled)


02 – Modeling Flash


(0 = enabled via depth-of-field review button, 1 = enabled via test firing button, 2 = enabled via both buttons, 3 = disabled)


07 – Test Firing with Autoflash


(0 = 1/32, 1 = full)


08 – AF-Assist Beam Firing


(0 = enabled, 1 = disabled)


09 – Auto Zoom for Sensor Size


(0 = enabled, 1 = disabled)


10 – Slave Auto Power Off Timer


(0 = 60 minutes, 1 = 10 minutes)


11 – Slave Auto Power Off Cancel


(0 = 8 hours, 1 = 1 hour)


14 – Flash Range, Aperture Info


(0 = Maximum distance, 1 = Aperture display)



430EX


These must be set on the back of the flash.




01 – Auto Power Off activation


(0 = on, 1 = off)


02 – Slave Auto Power Off Tine


(0 = after 60 min., 1 = after 10 min.)


03 – Auto Zoom for Image Size


(0 = on, 1 = off)


04 – AF-Assist Beam OFF


(0 = AF on, 1 = AF beam off)


05 – Modeling Flash


(0 = on, 1 = off)


06 – LCD Panel Displays @ [image: Image]

 Shutter Button


(0 = max. flash range, 1 = aperture)



320EX


Must be set on the LCD of compatible cameras via the External Flash C.Fn Setting menu, found under the Flash Control menu on cameras with pop-up flashes.




01 – Auto Power Off


(0 = enabled, 1 = disabled)


06 – Quickflash with Continuous Shot


(0 = disabled, 1 = enabled)


10 – Slave Auto Power Off Timer


I set this to 0.

(0 = 60 minutes, 1 = 10 minutes)


11 – Slave Auto Power Off Cancel


(0 = 8 hours, 1 = 1 hour)



270EX II


Must be set on the LCD of compatible cameras via the External Flash C.Fn Setting menu, found under the Flash Control menu on cameras with pop-up flashes.




01 – Auto Power Off


(0 = enabled, 1 = disabled)


06 – Quickflash with Continuous Shot


(0 = disabled, 1 = enabled)


10 – Slave Auto Power Off Timer


I set this to 0.

(0 = 60 minutes, 1 = 10 minutes)


11 – Slave Auto Power Off Cancel


(0 = 8 hours, 1 = 1 hour)



270EX


Must be set on the LCD of compatible cameras via the External Flash C.Fn Setting menu, found under the Flash Control menu on cameras with pop-up flashes.




01 – Auto Power Off


(0 = enabled, 1 = disabled)


06 – Quickflash with Continuous Shot


(0 = disabled, 1 = enabled)



 Index

1st-curtain sync, 100


2nd-curtain sync, 100
 –101
 , 354
 –355


18% grey, 36


35-zone meter, 37


63-zone meter, 36


252-zone meter, 36



A


A:B ratios, 192
 , 194
 –197
 , 215
 , 218
 , 220


A:B C ratios, 192
 , 198
 –199
 , 215
 , 218


A:B:C ratios, 192
 , 200
 , 201
 , 202
 , 220



 action photography

field of light for, 350
 –351


gang lighting for, 397
 –399


High-Speed Sync for, 388
 –389
 , 390
 –391


Manual flash mode and, 113


stroboscopic flash and, 144
 , 150



See also
 motion


adapters

softbox, 269


swivel, 258
 , 278


umbrella, 258
 , 278


AE Lock button, 139


AF-Assist beam emitter

on Speedlite flashes, 75
 , 76
 , 80
 , 82
 , 84
 , 86
 , 87


on Speedlite Transmitter ST-E2, 92


air-cushioned stand, 282


alkaline batteries, 290
 , 292



 ambient light, 6
 , 54
 –63


blending flash and, 62
 –63


camera modes for managing, 58


clues provided by, 55


color of, 62
 , 361


determining the role of, 55


dimming, 57
 , 58


direction of, 63


dragging the shutter for, 60
 , 103


E-TTL flash mode and, 126


evaluating with your camera, 122


Exposure Compensation and, 8
 , 397


ISO setting and, 58
 , 61


managing for flash exposures, 7
 –8


Manual flash mode and, 122


methods of manipulating, 55


rim light created from, 326


shutter speed and, 7
 , 56
 –60
 , 320
 , 348
 , 372


sources of, 55


sports portraits and, 342


underexposing, 348


angle of light

crossfire lighting and, 344


horizontal, 65


vertical, 70



 aperture

ambient light and, 61


choosing settings for, 32


depth of field and, 28
 , 32
 , 61


explanation of, 26


f/stops and, 26
 –27


flash exposures and, 61


increment settings for, 26
 –27


shutter speed and, 32



See also
 f/stops



 Aperture Priority (Av) mode, 34


E-TTL flash mode and, 131


example of shooting in, 35


Exposure Compensation in, 8


flash sync speed in, 131


managing ambient light in, 58


situations for using, 122


Apollo softbox, 263
 , 352


Arias, Zack, 314


Auto Power Off feature, 187
 , 416


Auto white balance (AWB), 44
 , 45
 , 359
 , 372


Auto Zoom option, 104


Av mode. See
 Aperture Priority (Av) mode


Avenger products

C-Stand, 283


grip gear, 282


Scissor Clamp, 280


Sparrow Plate, 280



B


backgrounds

bouncing light to, 109


brightening ambient light in, 60


de-emphasizing with HSS, 382


dimming ambient light in, 57


gang lighting to hide, 400
 –401


single Speedlite for lighting, 311
 , 328


white seamless, 328
 –329


backlighting

fill flash used with, 129


shooting foliage with, 340


batteries, 288
 –297


best AA, 292


buying, 293


carrying, 297


charging, 296
 –297


criteria for choosing, 289



 how to manage, 293


problem with mixing, 293


rechargeable, 291
 , 292


single-use, 290


torture test of, 289


battery caddies, 297


battery chargers, 296
 –297


battery packs, 144
 , 294
 –295


beauty dishes, 270
 –271


collapsible, 271


paired Speedlites in, 348
 –349


rigid, 270
 –271


behind-the-scenes shots, 3


big light modifiers, 253


black net, 272


blinking subjects, 130


blue hour, 360


blue-sky effect, 370
 –371


Bolt Battery Packs, 295


booms and boom stands, 285


bounce angle, 77
 , 81
 , 83
 , 84
 , 86


bounce diffusers, 237


bounce reflectors, 238
 –239


bouncing light, 108
 , 304
 –305


brackets. See
 flash brackets


brightness

controlling flash, 9
 –10


setting for LCD display, 38


zoom function and apparent, 106


broad lighting, 318
 –319


built-in modifiers, 234


Bulb (B) exposure mode, 34
 , 35
 , 58


bungies, 287



C


Cactus V5 transceiver, 166


Camera User Settings, 34


cameras. See
 digital cameras


camera-to-subject distance, 128
 –129


Canon CP-E4 Compact Battery Pack, 295


Canon EOS M camera, 128


Canon Speedlites. See
 Speedlites


Cardellini Clamp, 279


catchlight panel, 76
 , 80
 , 234
 , 309


ceiling-bounced flash, 305


Center-Weighted metering mode, 37


CFLs (compact fluorescent lamps), 43
 , 44
 , 365


channel scanner, 213


Channel select button, 93


channel setting

optical wireless, 176
 , 177
 , 188
 –189


radio wireless, 213


character of light, 18
 –19


charging batteries, 296
 –297


chiaroscuro, 19


Chimera products

Speed Ring, 269


Super Pro softboxes, 268


Cinch Strap, 235


Cinefoil, 250


clamps, 279
 , 280


clamshell lighting, 336
 –337


classic three-light portraits, 338
 –339


Cloudy white balance, 44
 , 45


coldshoe, 277


collapsible beauty dishes, 271


collapsible disk reflectors, 272


collapsible umbrellas, 257


color

daylight cycle of, 360


limits to capturing, 22


metering luminance and, 127


theatrical, 357
 , 364


color balance, 357
 , 358
 , 359



See also
 white balance settings


color cast, 44


color correction gels, 357
 , 358
 –359
 , 365


color effect gels, 357
 , 364
 , 365


color of light, 23



 color temperature, 19
 , 43


gels for adjusting, 358
 –359


matching flash to ambient, 62


scale for measuring, 43


white balance and, 43
 , 44


Combi-Boom Stand, 285


composition

checking in LCD display, 38


FEL feature for alternate, 140


compression, 29


condition charge mode, 297


configurable umbrellas, 257


consistency of light, 19


contrast, 19
 , 39


convertible umbrellas, 256


CP-E4 Compact Battery Pack, 295


Creative Auto (CA) mode, 34


crisp shadows, 308
 , 312


crossfire lighting, 334
 , 344
 –345


C-stands, 283
 , 286
 , 402


CTB gels, 357
 , 358
 , 365


CTO gels, 357
 , 359
 , 365
 , 366
 , 368
 , 370
 , 372



 Custom Functions (C.Fn), 78
 , 416
 –421


Auto Power Off, 187
 , 416


external battery pack setup, 295


FEC button creation, 135



 setting on Speedlites, 416
 –417
 , 418
 , 419
 –421



See also
 Personal Functions


Custom white balance, 44
 , 45


CustWireless option, 179



D


daylight

color cycle of, 360


dimming to night, 58
 –59



See also
 sunlight


Daylight white balance, 44
 , 45
 , 359
 , 361
 , 372


depth of field (DOF), 28
 –29


aperture and, 28
 , 32
 , 61


lens focal length and, 29


tip for remembering, 28


diffuse reflections, 47


diffusers

dish, 309


fabrics used as, 272


globe and dome, 236
 –237


on-camera flash using, 306
 –307


diffusion panels, 272
 –273
 , 328



 digital cameras

color range of, 22


dynamic range of, 21


E-TTL technology in, 128


evaluating ambient light with, 122


exposure modes on, 34
 –35


FEC adjustments via, 133
 –135


histogram in, 39
 –40


HSS activation on, 377


light seen by, 20
 –23


master setup on, 178
 –179


pop-up flash on, 301


radio wireless control by, 208
 –209
 , 348


Speedlite controls on, 4
 –5
 , 118
 –121


white balance of, 23


dimming the sun

High-Speed Sync for, 386
 –387


shutter speed for, 58
 –59


direct reflections, 47


direction of light, 18
 , 63


dish diffusers, 309


distance

background-to-subject, 328


camera-to-subject, 128
 –129


flash-to-subject, 52
 –53
 , 57
 , 112


distance scale, 156


dome diffusers, 237


double umbrella setup, 260
 , 261


dragging the shutter, 60
 , 103


drama of light, 19


dramatic color, 364


drop-ceiling scissor clamp, 280


dynamic range, 21



E


EasyWireless option, 179


Edison, Thomas, 292


Einstein monolight, 396


elastic bungies, 287


Elinchrom Ranger RX AS, 396


enabling/disabling

optical masters, 176
 , 184
 –185


radio masters, 217


Eneloop batteries, 292


equipment. See
 gear


equivalent exposures, 32
 –33


E-TTL cords, 13
 , 161
 , 162
 –163


extra-long, 148
 , 163
 , 335
 , 354


options for using, 162


triggering flash using, 335



 E-TTL flash mode, 97
 , 124
 –141


digital cameras supporting, 128


Exposure Compensation and, 137


exposure modes and, 131


fill flash using, 13
 , 129
 , 303


Flash Exposure Compensation and, 10
 , 132
 –137


Flash Exposure Lock and, 138
 –140


High-Speed Sync and, 381


limitations of, 9
 , 125
 , 130


Manual flash mode vs., 9
 , 112
 , 141


mechanics of, 126
 –129


menus for controlling, 78
 , 406
 , 411
 , 414


metering zones and, 127


optical slave eyes and, 130


optical wireless settings in, 192
 –193
 , 411


preflash used in, 126


radio triggers used with, 161
 , 168
 –170
 , 335


radio wireless settings in, 218
 –219
 , 406


RGB-metering technology for, 127


situations for using, 9
 , 125


troubleshooting, 141


E-TTL radio triggers, 161
 , 168
 –170


ETTR (Expose To The Right), 40


Evaluative metering mode, 37


Evaluative Through-The-Lens mode. See
 E-TTL flash mode


exposure, 24
 –41


aperture and, 26
 –29


camera modes for, 34
 –35


chart of settings for, 31


depth of field and, 28
 –29


determining proper, 41



 equivalent values for, 32
 –33


evaluation for flash photography, 38
 –40


Exposure Compensation and, 36


flashmeters and, 41


ISO setting and, 31


LCD display and, 38


metering and, 36
 –37


shutter speed and, 30


stops related to, 25


white balance and, 44
 –45



 Exposure Compensation (EC)

ambient light and, 8
 , 397


FEC used with, 137


metered exposure and, 36



See also
 Flash Exposure Compensation


exposure modes, 34
 –35


E-TTL flash mode and, 131


Manual flash mode and, 122


Exposure Settings Chart, 31


External Auto mode, 79
 , 98
 , 143
 , 152
 –154


external battery packs, 144
 , 294
 –295


External Flash Function Quick Menu, 5


external flash metering, 151
 –156


Canon’s re-introduction of, 151


distance scale used with, 156


External Auto mode, 152
 –154


External Manual mode, 154
 –156


High-Speed Sync and, 156


situations for using, 152


External Manual mode, 79
 , 98
 , 143
 , 154
 –156


external metering sensor, 76
 , 80
 , 151


external power socket, 76
 , 80


extra-long E-TTL cords, 148
 , 163
 , 335
 , 354


eye socket shadows, 70


EZ Speedlites, 89


Ezybox softbox, 240
 , 265
 , 332
 –333



F



 f/stops

apertures and, 26
 –27


flash-to-subject distance and, 52
 –53


geometry of, 27


whole and partial, 26
 –27



See also
 aperture


fabric reflectors, 274


Fast Flags, 272
 , 273


faux-sync speed, 383


feathering the light, 109


FEC. See
 Flash Exposure Compensation


FEL. See
 Flash Exposure Lock


fill flash

E-TTL handling of, 13
 , 129
 , 303


gang lighting as, 402
 –403


gels used with, 366
 –367


hatchet lighting and, 342


High-Speed Sync and, 303
 , 340
 , 384
 –385


master function with, 342


multiple softboxes for, 340
 –341


off-camera masters as, 182


on-camera flash as, 13
 , 302
 –303


ratio of off-camera key light to, 196


reflector used for, 314


single Speedlite as, 311


three-light setup and, 338


windowlight blended with, 316
 –317


fill reflector, 314
 –315


filter sensors, 76


Fire-now radio triggers, 161
 , 166


first-curtain sync, 100


fixed-distance shots, 112


flags, 248
 –249
 , 275


flash

bouncing, 304
 –305


color of, 361


duration of, 390


fill, 13
 , 302
 –303


light created by, 6


managing brightness of, 9
 –10


off-camera, 65
 , 160
 –171


on- and off-axis, 68
 –69


on-camera, 300
 –309
 , 384


pop-up, 68
 , 301


ring, 242
 –243
 , 324
 –325


stroboscopic, 98
 , 143
 , 144
 –150


sync speed for, 99
 –103



 flash brackets

centering Speedlites using, 309


for multiple Speedlites, 260


off-camera cord with, 162


for softboxes, 269


Flash Control Menu, 135


Flash Exposure Bracketing (FEB), 141



 Flash Exposure Compensation (FEC)

camera setup for, 133
 –135


E-TTL flash mode and, 10
 , 132
 –137


Exposure Compensation used with, 137


External Auto mode and, 153
 , 154


group setup using, 192
 , 218
 , 224


increments for adjusting, 132


Manual flash mode and, 221


Speedlite setup for, 10
 , 136



See also
 Exposure Compensation


flash exposure confirmation lamp

on Speedlite Flashes, 77
 , 81
 , 83


on Speedlite transmitters, 90
 , 93



 
 Flash Exposure Lock (FEL), 138
 –140


activating on cameras, 139


alternate compositions using, 140


situations for using, 138


flash exposures

aperture and, 61


controlling ambient light in, 7
 –8


ISO setting and, 61


matching ambient light with, 62
 –63


positioning lights for, 64
 –71


power level of, 9
 , 61
 , 75
 , 141


shutter speed and, 56



 flash groups

explanation of, 157


FEC setup for, 192


optical wireless, 190
 –191


radio wireless, 202


ratios used for, 192
 , 193
 , 194
 –199


right/left setup for, 192
 , 218


three-group setup, 198
 –199


two-group setup, 194
 –197


flash menu button, 209


Flash Ready lamp/test button, 77


Flash white balance, 44
 , 45


FlashBender Large, 238
 , 239
 , 241
 , 246
 , 248
 , 342


flashhead, 76
 , 80
 , 82
 , 84
 , 86
 , 87


flashhead release button, 77
 , 81
 , 83


flashmeters, 41


flash-to-subject distance, 52
 –53


flashtube, 104
 , 174


Flex Arm, 281


flexible arms, 281


fluorescent lights, 44


Fluorescent white balance, 44
 , 45


foam core reflectors, 274


focal length. See
 lens focal length


focus-and-recompose technique, 138


four-step Speedlite workflow, 11


frame rates, 209


Frio coldshoe, 277


F-Stop Measuring Stick, 52
 –53


Fstoppers Flash Disc, 13
 , 241
 , 307


Full Auto mode, 34


E-TTL flash mode and, 131


Manual flash mode and, 111



G


gaffer’s tape, 250
 , 287
 , 363


gang lighting, 392
 –403


author’s discovery of, 393


building rails for, 395


comparing alternatives to, 396


fill flash using, 402
 –403


freezing action using, 397
 –399


how to create, 393
 –394


HSS power loss and, 393


math for setting up, 394


mixing Speedlites for, 394


modifying light using, 393


mounting options for, 395


sharing lights for, 395


strip of soft light using, 400
 –401


triggering options for, 396



 gear

batteries, 288
 –297


grips, 276
 –287


modifiers, 232
 –275


gels, 250
 , 356
 –373


blue-sky effect with, 370
 –371


color correction, 357
 , 358
 –359
 , 365


color effect, 357
 , 364
 , 365


cutting your own, 361


fill light using, 366
 –367


flash power and color of, 330


golden-hour effect with, 368
 –369


major and minor groups of, 356


mounting on Speedlites, 363


neutral density, 357
 , 364


noir effect with, 372
 –373


polarizing, 357


primary uses for, 357


recommended by author, 365


stroboscopic flash and, 150


systems of, 362


tip on carrying, 365


white balance and, 359
 , 361


glare, 19


globe diffusers, 236


gold fabric reflectors, 274


gold reflective umbrellas, 255


golden hour

creating the look of, 368
 –369


daylight cycle and, 360


Gorillapod, 281


“Green Box” mode, 34


grids, 244
 –245


creative use of, 244


single Speedlite with, 326
 –327


snoots vs., 245


grip gear, 276
 –287


booms/boom stands, 285


clamps, 279
 , 280


elastic bungies, 287



 flexible arms, 281


gaffer’s tape, 287


hot/cold shoes, 277


light stands, 282
 –283


multi-light mounts, 286


poles, 284
 –285


professional grade, 282


rails, 286
 , 395


swivel adapters, 278


Velcro straps, 287


Group ID setting, 176
 , 177


Group mode, 75
 , 143
 , 157
 , 202
 , 223
 –224


controlling flash groups in, 223
 , 224


global Flash Exposure Compensation in, 224


radio wireless menus in, 409



See also
 flash groups


group photos, 53



H


hair light, 66
 , 338


half-stops, 26


handheld Speedlites, 162


hands, as reflectors, 239


hard light

modifier position for, 312


outdoor setup for soft light with, 346
 –347


ratios for portraits using, 194
 –195


shadows created by, 19
 , 20
 , 305
 , 308


hatchet lighting, 342
 , 386


Hertz (Hz) setting, 144
 , 145


hiding Speedlites, 346


high-capacity battery packs, 295


highlights, 19
 , 306



 High-Speed Sync (HSS), 101
 –102
 , 374
 –391


action shots and, 388
 –389
 , 390
 –391


activation of, 376
 –377


alternatives to, 383


dimming the sun using, 386
 –387


dramatic light with, 382


explanation of, 374
 , 375
 , 380
 –381


external flash metering and, 156


fill flash using, 303
 , 340
 , 384
 –385


flash duration vs., 390


gang lighting and, 393
 , 402


normal sync mode vs., 378
 –379
 , 380


pop-up flash and, 301


power output in, 381
 , 393


radio wireless and, 209


situations for using, 375


sunlit portraits and, 384
 –385


weather changes with, 397


workflow for, 382


histograms, 39
 –40


HMI lights, 358
 –359


Hobby, David, 233


Honl, David, 235


Honl products

gels, 358


grids, 245


snoots, 238
 , 246


Speed Strap, 235
 , 363


Hoodman loupe, 39


horizontal lighting

Lighting Compass for, 65
 –67


on- and off-axis light, 68
 –69


hotshoe, 3
 , 277


HSS. See
 High-Speed Sync


human vs. camera vision, 20
 –23


hyper-fast blinkers, 130



I


icon-based control menu, 181
 , 189


Imedion batteries, 292


Impact products

beauty dishes, 271


Quikboxes, 240
 , 265


incandescent lights, 23
 , 43


incidence, angle of, 46


incident light, 37


Independent Slave activation, 202
 –203


Industrial Vapor gel, 365


intensity of light, 18
 , 50


intent, lighting with, 16


Inverse Square Law, 50
 –51
 , 52
 , 261


ISO setting

ambient light and, 58
 , 61


ETTR guideline and, 40


explanation of, 31


flash exposures and, 61


noise related to, 209


when to change, 33



J


JPEG files, 45


Justin Clamp, 279



K


Kacey, Jerry, 270


Kacey Enterprises

Beauty Reflector, 270
 , 348


Pole Adapter, 284
 , 285


Speedlight Brackets, 269



 Kelvin temperature scale, 43


key light

classic three-light setup and, 338


off-camera masters as, 182


on-camera fill light vs., 302


ratio of on-camera fill to, 196


single Speedlite as, 311



L


Lastolite products

Brolly Grip Handle, 257


Extension Pole, 284


Ezybox softbox, 240
 , 265


globe diffuser, 236


grids, 245


Skylight panels, 272
 , 273


snoots, 246


Strobo Beauty Box, 265


Strobo Gobo, 247


TriFlash bracket, 260


TriGrip diffuser, 328


umbrellas, 257


LCD display on cameras

brightness setting for, 38


controlling Speedlites from, 4
 –5
 , 75
 , 118
 –121


exposure evaluation using, 38


LCD panel on Speedlites

backlight color changes for, 212


overview of, 77
 , 81
 , 83


LD-NiMH batteries, 291


LED lamp, 84


legacy Speedlites, 88
 –89



 lens focal length

aperture and, 26


depth of field and, 29


Zoom function and, 104


light

ambient, 6
 , 7
 –8
 , 54
 –63


angle of, 65
 , 70
 , 344


bouncing, 108
 , 304
 –305


character of, 18
 –19


color of, 23


diffusing, 273


dimming, 58
 –59
 , 386
 –387


distance to, 50
 –53


feathering, 109


flash-created, 6


hair, 66
 , 338


incident, 37


intensity of, 18
 , 50


learning to see, 16
 –23


mechanics of, 42
 –53


metering, 36
 –37


on- and off-axis, 68
 –69


poetry of, 17


position of, 64
 –71


reflected, 37
 , 46
 –47


rim, 66
 , 326
 , 338


separation, 311


shaping, 335


source size, 48
 –49
 , 233


temperature of, 19
 , 43


window, 183
 , 316
 –317


Light Blaster, 247


light rails, 286



 light stands, 282
 –283


C-stands, 283


E-TTL cord connection, 163


lightweight, 282


lighting

background, 109
 , 311


broad, 318
 –319


clamshell, 336
 –337


crossfire, 334
 , 344
 –345


gang, 392
 –403


hatchet, 342
 , 386


horizontal, 65
 –69


with intent, 16


LCD for checking, 38


multiple-Speedlite, 334
 –355


short, 318
 –319


single-Speedlite, 310
 –333


vertical, 70
 –71


Lighting Compass, 65
 –67


Lighting Inclinometer, 70


Lightware FourSquare

bracket, 260


softboxes, 264


lightweight stands, 282


line-of-sight requirement, 174


Link Light options, 216


Linked Shooting button, 91


Linked Shot feature, 226
 –227


lithium batteries, 290


location of light. See
 position of light


loupe, Hoodman, 39


Lovegrove, Damien, 278


LumiQuest products

ProMax Bounce System, 239


Softbox III, 241


LumoPro Double Flash bracket, 269
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Macro Ring Lite MR-14EX II, 94


Macro Twin Lite MT-24EX, 94


Magic Arm, 281


Maha chargers, 296
 , 297


Manfrotto products

Boom Assembly, 285


Combi-Boom Stand, 285


Flex Arm, 281


grip gear, 282


Magic Arm, 281


Nano Stand, 282


Suction Grip, 280


Super Clamp, 279


Swivel Adapter, 258
 , 278


Manual flash mode, 97
 , 110
 –123


ambient light and, 122


classic three-light setup and, 338


E-TTL flash mode vs., 9
 , 112
 , 141


exposure modes and, 122


fixed-distance shots and, 112


High-Speed Sync and, 381
 , 388


Manual exposure mode vs., 111


menus for controlling, 78
 , 407
 , 412


midpoint power setting in, 122


non-wireless menu in, 414


optical slave eyes and, 113


optical wireless groups and, 200
 –201


power level settings, 9
 , 114
 –118
 , 200
 –201


radio wireless groups and, 220
 –221


situations for using, 9
 , 112
 –113


starting with, 111


workflow for using, 122
 –123


Manual (M) exposure mode, 3
 , 34


E-TTL flash mode and, 131


example of shooting in, 35


managing ambient light in, 58


Manual flash mode vs., 9
 , 111


situations for using, 122


manual radio triggers, 166
 –168


Fire-now, 161
 , 166


multiple Speedlites and, 335


power-adjusting, 161
 , 167
 –168


Manual Zoom option, 104


master units. See
 optical masters
 ; radio masters


McNally, Joe, 183
 , 233
 , 279
 , 368
 , 395


menus

600EX-RT non-wireless, 414
 –415


600EX-RT optical wireless, 411
 –414


600EX-RT radio wireless, 406
 –410


ST-E3-RT transmitter, 406
 –410


metal coldshoes, 277


metering light, 36
 –37


Flash Exposure Lock and, 138


flashmeters for, 41


histograms for, 39
 –40


patterns for, 37


zones for, 36
 –37
 , 127


modifiers for Speedlites, 232
 –275


beauty dishes, 270
 –271


big light, 253


bounce reflectors, 238
 –239


built-in, 234


Cinefoil, 250


do-it-yourself, 233


dome diffusers, 237


flags, 248
 –249
 , 275


gaffer’s tape, 250


gels, 250
 , 356
 –373


globe diffusers, 236


grids, 244
 –245


kits of essential, 251


options for mounting, 235


positioning, 312
 –313


projectors, 247


purposes of, 233
 , 253


reflectors, 274


ring lights, 242
 –243


scrims/diffusion panels, 272
 –273


snoots, 246


softboxes, 240
 –241
 , 262
 –269


solids, 275


testing, 267


umbrellas, 254
 –261


monoball swivel, 278


Monroe, Matt, 281


mood creation, 364



 motion

field of light for, 350
 –351
 , 388


shutter speed and, 32


stroboscopic flash and, 144
 , 150


sync speed and, 100
 –101



See also
 action photography


mounting Speedlites, 277
 –281


clamps for, 279
 , 280


flexible arms for, 281


gang lighting and, 395


hot/cold shoes for, 277


multi-light mounts for, 286


swivel adapters for, 278



 
 Multi flash mode, 79
 , 98
 , 143
 , 144
 –150


non-wireless menu in, 415


optical wireless menus in, 413


power adjustments in, 202
 , 221
 –222


radio wireless menus in, 408



See also
 stroboscopic flash


multi-light mounts, 286



 multiple-Speedlite setup, 334
 –355


advantages of using, 335


beauty dish used in, 348
 –349


choosing Speedlites for, 335


clamshell lighting with, 336
 –337


classic portraits with, 338
 –339


creating a field of soft light with, 350
 –351


crossfire lighting with, 344
 –345


fill flash from softboxes in, 340
 –341


hard and soft light outdoors with, 346
 –347


second-curtain sync with, 354
 –355


softboxes containing, 352
 –353


sports portraits with, 342
 –343


stroboscopic flash with, 149



See also
 single-Speedlite setup


My Menu screen, 5
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Nano Stand, 282


Nasty Clamp, 281


negative fill, 275


neutral density gels, 357
 , 364


neutral density (ND) filters, 383


night effects

dimming the sun for, 58
 –59


noir portrait effect, 372
 –373


NiMH batteries, 291


NiZn batteries, 292


noir portrait effect, 372
 –373


noise, high ISO, 209


non-wireless menus, 414
 –415


nose of subjects

aligning shadows with, 308


broad vs. short lighting and, 318


number-of-flashes setting, 144
 , 145
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OCF Gear E-TTL cords, 13
 , 163


OCF Gear Smart Eye, 113
 , 165


off-axis light, 68
 –69


off-camera flash, 65
 , 160
 –171


built-in wireless for, 161
 , 165
 , 168


comparison of trigger systems for, 171


E-TTL cords for, 161
 , 162
 –163


E-TTL radio triggers for, 161
 , 168
 –170


handholding at arm’s length, 162


manual radio triggers for, 161
 , 166
 –168


moving optical masters for, 182
 –183


optical slave eyes for, 161
 , 164
 –165


optical wireless triggers for, 161
 , 164
 –165


PC-Sync cords for, 161


radio wireless triggers for, 161
 , 166
 –170


reasons for using, 12
 , 160


ring light adapters and, 243


on-axis light, 68
 –69



 on-camera flash, 300
 –309


bouncing, 304
 –305


diffusers for, 306
 –307


E-TTL mode and, 130


fill flash using, 13
 , 301
 , 302
 –303
 , 384


good uses for, 3
 , 68
 , 301


limitations of, 12
 , 160
 , 301


master function and, 342


tips for using, 308
 –309



See also
 pop-up flash


one-Speedlite setup. See
 single-Speedlite setup


open-sided frames, 273



 optical masters

channel selection for, 188
 –189


enabling/disabling, 176
 , 184
 –185


equipment usable as, 173


explanatory overview of, 174


line-of-sight requirement for, 174


menus for setting up, 411
 –413


moving off-camera, 182
 –183


pop-up flash used as, 178
 –179


ready light for, 187


settings required for, 176


softbox setup for, 183


Speedlites used as, 180
 –181


third-party flashes as, 184


Zoom setting and, 175
 , 176


optical slave eyes, 164
 –165


advantages/disadvantages of, 164


Canon-compatible, 164
 –165


E-TTL preflash and, 130


Manual flash mode and, 113


second-curtain sync using, 354


third-party units and, 95



 optical slaves

Auto Power Off timer on, 187


channel selection for, 188


equipment usable as, 173


explanatory overview of, 175


group settings for, 190
 –191
 , 199


Independent Slave activation, 202
 –203


line-of-sight requirement for, 174



 menus for setting up, 414


pop-up flash for controlling, 301


ready light for, 187


settings required for, 177


softbox setup for, 183


stroboscopic flash configuration, 149


third-party flashes as, 95


Zoom setting and, 175
 , 177


optical transmitter, 76
 , 80
 , 87



 optical wireless, 113
 , 172
 –203


Canon’s built-in, 161
 , 165
 , 168


channel selection for, 188
 –189


clamshell lighting with, 336


enabling/disabling masters in, 184
 –185


E-TTL power adjustments in, 192
 –193


full sunlight and, 388


gang lighting and, 397


group settings for, 190
 –199


line-of-sight requirement for, 174


Manual flash power in, 200
 –201
 , 338


master unit for, 174
 , 176
 , 178
 –185


Multi mode power adjustments, 202


overview of devices for, 173


panning/tilting for, 109


pop-up flash used in, 178
 –179


power level ratios in, 192
 –199


radio wireless advantages over, 205


slave units for, 175
 , 177
 , 186
 –187


Speedlites used in, 180
 –181


triggers used in, 161
 , 164
 –165
 , 335


umbrella with Speedlites using, 350



See also
 radio wireless


optical wireless sensor, 76
 , 80
 , 82


optical wireless triggers, 161
 , 164
 –165


Canon optical wireless system, 161
 , 165


optical slave eyes, 161
 , 164
 –165


Orbis ring light, 243


outdoor portraits

beauty dish for, 348
 –349


crossfire lighting in, 344
 –345


hard and soft light in, 346
 –347


softboxes for fill flash in, 340
 –341


sports portraits as, 342
 –343


overexposed images, 39
 , 141


overheating risk, 294
 –295
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panning Speedlites, 108
 –109


modifying light by, 234


range available for, 108


parabolic umbrellas, 261


Partial metering mode, 37


path of light, 18


patterns, metering, 37


PC-Sync cords, 161



 Personal Functions (P.Fn.), 78
 , 180
 , 416


600EX-RT settings for, 418


ST-E3-RT settings for, 419



See also
 Custom Functions


Photoshop retouching, 340
 , 402


Phottix Mitros+ flash, 169
 , 228
 –229


Phottix Odin II controller, 169


pilot lamp/button

on Speedlite flashes, 81
 , 83


on Speedlite Transmitter ST-E2, 93


pistol grip for umbrellas, 257


PixSylated.com blog, 31


Plusgreen gels, 365


PocketWizard radio triggers, 166
 , 168
 , 170


poetry of light, 17


polarizing gels, 357


poles, 284
 –285



 pop-up flash

channel setting for, 189


fill flash using, 301


good uses for, 3
 , 68
 , 301


limitations of, 301


optical master setup, 178
 –179
 , 185


Speedlites vs., 301



See also
 on-camera flash


portraits

classical lighting for, 338
 –339


hard light setup for, 194
 –195


multiple-Speedlite setup for, 334
 –355


single-Speedlite setup for, 310
 –333


soft light setup for, 194
 –195


sports, 342
 –343



 position of light, 64
 –71


crossfire lighting, 344


horizontal lighting, 65
 –69


Lighting Compass and, 65
 –67


Lighting Inclinometer and, 70


on- and off-axis light, 68
 –69


quality of light based on, 311


vertical lighting, 70
 –71


position of modifiers, 312
 –313


power level settings, 9


duration of flash and, 390


gel color intensity and, 330


increments used for, 114


Manual flash mode, 114
 –118


midpoint used for, 122


optical wireless groups and, 192
 –199



 radio wireless groups and, 218
 –222


stroboscopic flash and, 144
 , 145


troubleshooting E-TTL, 141


power zoom features, 75


power-adjusting radio triggers, 167
 –168


Powerex batteries, 292


PowerGenix batteries, 292


preflash

E-TTL metering, 126


hyper-fast blinkers and, 130


optical slave eyes and, 130


steps for seeing, 126


preset zone shots, 112
 –113


Program (P) mode, 34
 , 131


projectors, 247


ProMax Bounce System, 239


pull-out diffuser, 104
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Quick Control Screen, 134
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 radio masters

activation of, 211


channel selection for, 213


enabling/disabling, 217


equipment usable as, 206


Link Light indications, 216


menus for setting up, 406
 –409


Multi mode settings on, 221
 –222


ratio settings for, 215
 , 219


settings table for, 210


shooting with multiple, 216


wireless ID setting, 214



 radio slaves

activation of, 212


channel selection for, 213


equipment usable as, 206


group settings for, 215


Link Light indications, 216


menus for setting up, 410


settings table for, 210


wireless ID setting, 214


radio triggers, 161
 , 166
 –170


E-TTL mode, 168
 –170


manual, 166
 –168
 , 335



 radio wireless, 173
 , 204
 –229


activation process, 211
 –212


advantages provided by, 205


beauty dish setup using, 348


channel selection for, 213


enabling/disabling masters in, 217


external flash metering and, 156


group assignments in, 215


Group mode feature, 223
 –224


interactive menu system, 206
 , 207


Link Light indications in, 216


Linked Shot feature, 226
 –227


Manual flash power in, 220
 –221
 , 338


master units for, 206
 , 210
 , 211


menus for setting up, 406
 –410


Multi mode power adjustments, 221
 –222


older cameras and, 348


power level ratios in, 218
 –222


pre-2012 cameras and, 208
 –209


ratio settings for, 215
 , 218
 –222


Remote Release feature, 225
 –226


slave unit for, 206
 , 210


Speedlite 600EX-RT flash, 76
 , 95
 , 173


Speedlite ST-E3-RT transmitter, 90
 –91
 , 173


third-party equipment for, 227
 –229


triggers used in, 161
 , 166
 –170
 , 335


wireless ID codes for, 214



See also
 optical wireless


RadioPopper products, 168
 , 170


rails, 286
 , 395


Rapid Boxes, 266
 , 271
 , 322


ratios

clamshell lighting, 336


converting to stops, 193
 , 218


hard light setups using, 194
 –195


on-camera fill to off-camera key, 196


opposing off-camera Speedlite, 197


optical wireless, 192
 –199


radio wireless, 215
 , 218
 –222


right/left settings for, 192
 , 218


soft light setup using, 194
 –195


RAW files, 45


Ray Flash 2 modifier, 243


Raya Reflector Adapter, 269


ready light, 86
 , 87
 , 91


Really Right Stuff flash bracket, 309


rechargeable batteries, 291
 , 292


recomposing images, 138
 , 140


recycle time, 75
 , 293
 , 335
 , 352


redundancy, 335


reflected light, 37


reflections

angle of, 46


direct vs. diffuse, 47


reflective umbrellas, 254
 –255
 , 316



 reflectors, 274


beauty, 270


bounce, 238
 –239


collapsible disk, 272


fabric, 274


fill, 314
 –315


foam core, 274


remote control transmitter, 84
 , 86


Remote Release feature, 84
 , 86
 , 225
 –226


RGB-metering technology, 36
 , 127


ribbon shadows, 308


right/left setup, 192
 , 218


rigid beauty dishes, 270
 –271


rim light, 66
 , 326
 , 338


ring lights, 242
 –243


distinctive look of, 324


single Speedlight and, 324
 –325


Rogue products

3-in-1 honeycomb grid, 245


FlashBender Large, 238
 , 239
 , 241
 , 246
 , 342


lighting filter kits, 362


Rosco products

Cinefoil, 250


gels, 357
 , 362
 , 364
 , 365


Roscolux color gels, 365


RoundFlash products

beauty dish, 271
 , 312


magnetic ringflash, 242
 , 324
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sandbags, 283


Sanyo 2700 battery, 291
 , 292


scissor clamp, 280


screwlock PC terminal, 76
 , 80


scrims, 272
 –273


second-curtain sync, 100
 –101


multiple Speedlites and, 354
 –355


portraying motion using, 100
 –101


wireless workarounds for, 354


Sekonic L-308S Flashmate, 41


separation light, 311


Shade white balance, 44
 , 45


shadows

edges of, 19
 , 48


fill flash and, 129


hard vs. soft light and, 19
 , 20


modifier position related to, 312


on-camera flash and, 304
 –305
 , 308


position of, 70
 , 308


ribbon, 308


tinting, 364


shaping light, 335


shoot-through umbrellas, 254


short lighting, 318
 –319


Shur-Line Easy Reach, 284



 Shutter Priority (Tv) mode, 34


E-TTL flash mode and, 131


example of shooting in, 35


managing ambient light in, 58


Manual flash mode and, 122


shutter release, 144


shutter speed

ambient light and, 7
 , 56
 –60
 , 320
 , 348
 , 372


aperture and, 32


background light and, 57


choosing settings for, 32


dimming the sun using, 58
 –59


dragging the shutter, 60
 , 103


explanation of, 30


flash exposures and, 56


single-Speedlite setup and, 320
 –321


stroboscopic flash and, 98
 , 145


sync speed and, 56
 , 99
 , 100
 , 378
 –379


silhouettes, 330
 –331


silk scrims, 272


silver fabric reflectors, 274


silver reflective umbrellas, 255


silver softboxes, 262


Singh-Ray Vari-ND filter, 383



 single-Speedlite setup, 310
 –333


broad lighting with, 318
 –319


clamshell lighting with, 336


crossfire lighting with, 344


fill reflector with, 314
 –315


gel color and, 330


grids used in, 326
 –327


location of light in, 311


positioning modifiers for, 312
 –313


purposes served by, 311


ring flash with, 324
 –325


short lighting with, 318
 –319


shutter speed and, 320
 –321


silhouettes created with, 330
 –331


softbox size and, 332
 –333


strip softbox with, 322
 –323


stroboscopic flash with, 148


umbrellas with, 316
 –317


white seamless and, 328
 –329



See also
 multiple-Speedlite setup


single-use batteries, 290


skies, dramatic, 397


slave ID Groups, 157
 , 190



See also
 flash groups



 slave units. See
 optical slaves
 ; radio slaves


Slow-Speed Sync, 103


smart chargers, 296


snoots, 246


grids vs., 245


used as reflectors, 238
 , 239


soft charge mode, 297


soft light

bouncing on-camera flash for, 304
 –305


creating a big field of, 350
 –351


modifier position for, 312


outdoor setup for hard light with, 346
 –347


ratios for portraits using, 194
 –195


shadows created by, 19
 , 20


softbox for creating, 240
 –241


umbrella for creating, 316
 –317


softboxes, 240
 –241
 , 262
 –269


adapters for, 269


anatomy of, 262


buying considerations, 264


Ezybox, 240
 , 265
 , 332


fill flash using, 340
 –341


FourSquare, 264


multiple Speedlites in, 352
 –353


narrow or strip, 322
 –323


optical wireless using, 183


placing close to subjects, 241


Quikbox, 240
 , 265


single Speedlite in, 322
 , 332


size effects using, 332
 –333


Speedlite-mounted, 240
 –241


studio, with Speedlites, 268
 –269


umbrellas vs., 352


Westcott, 263
 , 266


solids, 275


Sonia optical slaves, 164


Sparrow Plate, 280


specialty flash modes, 142
 –157


External Auto mode, 143
 , 152
 –154


External Manual mode, 143
 , 154
 –156


Group mode, 143
 , 157


multi mode, 143
 , 144
 –150


Specific white balance, 44
 , 45


specular highlights, 19


Speed Strap, 235
 , 363


Speedlite 90EX, 87
 , 118


Speedlite 220EX, 89


Speedlite 270EX, 89
 , 421


Speedlite 270EX II, 86


channel selection, 188


Custom Functions, 421


features overview, 86


group setup, 191


Manual mode options, 118


optical slave settings, 187
 , 191


triggering cameras using, 85


Speedlite 320EX, 84
 –85


channel selection, 188


Custom Functions, 421


features overview, 84
 –85


group setup, 191


Manual mode options, 118


optical slave settings, 187
 , 191


triggering cameras using, 85


Speedlite 380EX, 89


Speedlite 420EX, 89


Speedlite 430EX, 88


channel selection, 188


Custom Functions, 421


FEC settings, 10


group setup, 191


Independent Slave setup, 203


Manual power settings, 117


Multi mode option, 144


optical slave settings, 187
 , 191


Speedlite 430EX II, 82
 –83


channel selection, 188


comparison to 600EX-RT, 82


Custom Functions, 421


features overview, 82


FEC settings, 10
 , 136


group setup, 191


Independent Slave setup, 203


Manual power settings, 117


optical slave settings, 186
 , 191


Speedlite 550EX, 88


channel selection, 188


Custom Functions, 420


group setup, 191


Independent Slave setup, 203


Manual power settings, 201


optical master settings, 181
 , 185


optical slave settings, 186
 , 191


Speedlite 580EX, 88


Custom Functions, 420


FEC settings, 10


group setup, 191
 , 199


Independent Slave setup, 203


Manual power settings, 116
 , 201


Multi mode settings, 147


optical master settings, 185


optical slave settings, 186
 , 191



 Speedlite 580EX II, 80
 –81


channel selection, 188


Custom Functions, 419


external metering modes, 151
 , 154
 , 155
 –156


features overview, 80
 –81


FEC settings, 10
 , 136


group setup, 190
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 –199


Independent Slave setup, 203


Manual power settings, 114
 , 116
 , 201


optical master settings, 180
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optical slave settings, 186
 , 190


Speedlite 600EX-RT, 76
 –79


channel selection, 188


comparison to 430EX II, 82


Custom Functions, 78
 , 417


external metering modes, 151
 , 153
 , 155
 , 165


features overview, 76
 –77


FEC settings, 10
 , 136


function buttons, 78
 –79


gel holder, 362


group setup, 190
 , 409


HSS activation, 376


Independent Slave setup, 203


interactive menu system, 207


Manual power settings, 114
 , 115
 , 200


menus for radio wireless, 406
 –410


Multi mode settings, 146


non-wireless mode menus, 414
 –415


optical master settings, 180
 , 184
 , 188


optical slave settings, 186
 , 188
 , 190


Personal Functions, 78
 , 180
 , 418


radio wireless system, 76
 , 168
 , 173
 , 204
 –229


ST-E3-RT Transmitter vs., 91



 Speedlite Transmitter ST-E2, 91
 , 92
 –93



 Speedlite Transmitter ST-E3-RT, 90
 –91


Custom Functions, 418


menus overview, 406
 –410


Personal Functions, 419


radio wireless system, 204
 –229



 Speedlites

Auto Power Off feature, 187
 , 416


batteries for, 288
 –297


buying considerations for, 75
 , 93


camera-based control of, 4
 –5
 , 118
 –121


color balance of, 357


Custom Functions for, 416
 –417
 , 418
 , 419
 –421


essential ideas for using, 3


external power ports on, 294


EZ series of, 89


features overview for, 75
 , 76
 –87


FEC setup using, 136


gels used with, 356
 –373


grip gear for, 276
 –287


group setup on, 190
 –191


handholding, 162


hiding in scenes, 346


HSS activation on, 376


Independent Slave activation, 202
 –203


legacy, 88
 –89


modes for controlling, 97
 –98


modifiers for, 232
 –275


multiple-light setup using, 334
 –355


off-camera control of, 160
 –171


optical master setup on, 180
 –181
 , 185


optical slave setup on, 186
 –187


panning and tilting, 108
 –109


Personal Functions for, 78
 , 180
 , 416
 , 418
 , 419


pop-up flash vs., 301


positioning of, 64
 –71


power level settings on, 9
 , 114
 –118


recycle time of, 75
 , 293
 , 335
 , 352


role decisions for, 122


single-light setup using, 310
 –333


softboxes for, 240
 –241
 , 263
 –266


specialty modes on, 142
 –157


stroboscopic flash with, 98
 , 143
 , 144
 –150


sync settings for, 99
 –103


tasks for controlling, 97


third-party alternatives to, 95


zoom function on, 104
 –107
 , 234


Spiffy Gear Light Blaster, 247


spigots, 278
 , 285


sports photography

High Speed Sync and, 388
 –389


Manual flash mode and, 113


stroboscopic flash and, 144
 , 150



See also
 action photography


sports portraits, 342
 –343


Spot metering mode, 37


Stailey, Justin, 279


stands. See
 light stands


ST-E2 transmitter. See
 Speedlite transmitter ST-E2


ST-E3-RT transmitter. See
 Speedlite transmitter ST-E3-RT


Sto-Fen Omni-Bounce, 237


stops

converting ratios to, 193
 , 218


stopping down/opening up, 26


use of term, 25



See also
 aperture
 ; f/stops


StoraCell battery caddies, 297


strip softbox, 322
 –323


strobes. See
 studio strobes



 
 stroboscopic flash, 143
 , 144
 –150


action photos and, 144
 , 150


considerations for using, 150


High-Speed Sync as, 374
 , 380


motion captured with, 144
 , 150


Multi flash mode for, 79
 , 98
 , 143
 , 144
 –150


multiple-Speedlite setup for, 149


requirements for using, 144


setting Speedlites for, 144
 –147


shutter speed and, 145


single-Speedlite setup for, 148


slave configuration for, 149



See also
 Multi flash mode


Strobros Globe Diffuser, 236


Strobros Snoot, 246


studio softboxes, 268
 –269



 studio strobes, 41
 , 130
 , 220
 , 236
 , 268
 , 396


subject-to-light distance, 51
 , 52


Suction Grip, 280



 sunlight

color cycle of, 360


dimming, 58
 –59
 , 386
 –387


fill flash and, 366


gang lighting and, 402
 –403


High-Speed Sync and, 384
 –385


shadows created by, 48
 , 70



See also
 ambient light


sunset portraits

gelled fill flash for, 366
 –367


golden-hour effect for, 368
 –369


Super Clamp, 279


swivel adapters, 258
 , 278


sync speed, 99
 –103


1st-curtain sync, 100


2nd-curtain sync, 100
 –101
 , 354
 –355


explanation of, 99
 –100
 , 378


High-Speed Sync, 101
 –102
 , 375
 , 380
 –381


how to change, 102


mechanics of, 56


normal, 378
 –379


radio wireless and, 209


shutter speed and, 56
 , 99
 , 100
 , 131
 , 378
 –379


Slow-Speed Sync, 103


X-sync speed, 378
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telephoto lenses, 29


temperature of light, 19
 , 43
 , 44



See also
 color temperature


testing modifiers, 267


text-based control menu, 181
 , 189


theatrical gels, 357
 , 364


thermal cut-out circuit, 294
 –295


third-party gear

for optical wireless, 95
 , 184


for radio wireless, 227
 –229


third-stops, 26


three-group setup, 198
 –199


three-Speedlite setup

classic portraits using, 338
 –339


sports portraits using, 342
 –343



See also
 multiple-Speedlite setup


tilting Speedlites, 108
 –109


modifying light by, 234


range available for, 108


timer-based chargers, 296


tinting shadows, 364


transceivers, 167


transmitters, 167
 , 301


TriFlash bracket, 260
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Control
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